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« xp_target_extra_aux
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« xp_target_travel_time

- New atttitude models (Cryosat YSM, ADM
model)

« New attitude files for initialization
« |ldenfier accessorsNew features:
« xp_target_travel_time

- New atttitude models (Cryosat YSM, ADM
model)

« New attitude files for initialization

« |dentifier accessors

New features:
« New attitude model for ADM
« Xp_dem_compute

« xp_target_reflected and
xp_target_extra_specular_reflection (only
interface definition)

xp_target_extra_target_to_moon

- New axis for the generic attitude models:
- XP_SC_EF_VEL_VEC
— XP_ORBIT_POLENew features:

+ New attitude model for ADM

« Xp_dem_compute

- xp_target_reflected and
xp_target_extra_specular_reflection (only

3.4 interface definition) 18/11/05
« xp_target_extra_target to_moon
« New axis for the generic attitude models:
- XP_SC_EF_VEL_VEC
— XP_ORBIT_POLENew features:
« New attitude model for ADM
« Xp_dem_compute
- xp_target_reflected and
xp_target_extra_specular_reflection (only
interface definition)
+ Xp_target_extra_target_to_moon
« New axis for the generic attitude models:
- XP_SC_EF_VEL_VEC
- XP_ORBIT_POLE
3.5 Maintenance release 26/05/06
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New features:

« Aberration correction for Cryosat attitude
based on star-trackersMaintenance release

New features:

« Aberration correction for Cryosat attitude
based on star-trackers

3.6

Maintenance release
New features:

*  New attitude models for SENTINEL 1A and
1B

«  New Axis defined:
XP_INERTIAL_POS VEC CORRECTED
and
XP_INERTIAL_VEL VEC_ ROTATEDMaint
enance release

New features:

+ New attitude models for SENTINEL 1A and
1B

 New Axis defined:
XP_INERTIAL _POS VEC CORRECTED
and
XP_INERTIAL_VEL VEC_ ROTATEDMaint
enance release

New features:

+ New attitude models for SENTINEL 1A and
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and XP_INERTIAL_VEL VEC_ ROTATED

24/11/06
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Maintenance release
New features:
«  Function expcfi_check_libs

« Library version for MAC OS X on Intel (32
and 64-bits)Maintenance release

New features:
« Function expcfi_check_libs

+ Library version for MAC OS X on Intel (32
and 64-bits)Maintenance release

New features:

13/07/07
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« Function expcfi_check_libs

« Library version for MAC OS X on Intel (32
and 64-bits)

Maintenance release
New features:
«  Support for missalignment for attitude frame

« Azimuth and Elevation definition for attitude
frames

« Improvement in the quaternion
interpolationMaintenance release

New features:

«  Support for missalignment for attitude frame

3.7.2 13/07/07

« Azimuth and Elevation definition for attitude
frames

« Improvement in the quaternion
interpolationMaintenance release

New features:
«  Support for missalignment for attitude frame

« Azimuth and Elevation definition for attitude
frames

« Improvement in the quaternion interpolation

4.0 Malntenanpe releaseMaintenance 19/01/09
releaseMaintenance release

Maintenance release.
New features:

« Pointing functions support DEM
GETASSEv2

« Sentinel-1 attitude model (roll steering)

4.1 07/05/10

- Instrument offsets for attitude computations

Maintenance release.
4.2 New features:
e Support to DEM ACE2 9SEC

Maintenance release.
New features:

Raytracing model in target fucntions
determined by input atmos_id

«  New attitude model for SENTINEL2
(XP_MODEL_SENTINELZ2)

43 :
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Maintenance release.
New features:
«  Support for GEO satellites:
- New Yaw flip attitude
44 - New function xp_target_sc
«  Option to use a memory cache for DEM
computations. New function to configure
cache
« New function xp_target_list_inter
Maintenance release
New features:
« New functions:
- xp_target_list_extra_vector
- Xxp_target_list_extra_main
45 - xp_target_list_extra_aux
- xp_target_list_extra_ef target
- xp_target_list_extra_specular_reflection
- Xxp_target_list_extra_target_to_moon
- xp_target_list_extra_target to_sun
. New DEM algorithm of maximum
heights
Maintenance release
New features:
4.6 « New function xp_attitude_define.
. Internal improvements for runtime
performance in DEM computations.
4.7 Maintenance release 28/03/14
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Maintenance release
New features:
48 «  Added support for Earth Fixed input in 29/10/2014
initialization of satellite nominal attitude with
harmonics.
4.9 Maintenance release 23/04/2015
Maintenance release
New features:
4.10 «  Support for DEM ACE2 30 secs 29/10/2015
» Target functions: possibility of considering
light travel time in target computation
« Run-time improvements in target functions
Maintenance release
New features:
4.11 . Support for DEM ACE2 3 secs 15/04/2016
New functions xp_gen_attiude_data and
Xp_gen_attitude_file
412 Maintenance release 03/11/2016
4.13 Maintenance release 05/04/2017
Maintenance release
New features:
4.14 16/11/2017
«  Support for MetOp-SG attitude law
- New function xp_free target id_data

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



P s
deimos &\i‘-esa

elecnor group

Code:
Date:
Issue:

Page:

EO-MA-DMS-GS-0005
20/04/2018

4.15
9

415 Maintenance release

20/04/2018

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



Code: EO-MA-DMS-GS-0005

d e | rﬁg &\W\ e S a | I[S)::Z 20/04/2018

elecnor group 415
Page: 10
TABLE OF CONTENTS

DOCUMENT INFORMATION......cciiiiiiiiiiieeiess i es s e se s s e s s s s s s s e s s s s s s s s s s s s s s s s s s e s s e e s s e ssseessasssssessssnnnnnnnnssssseennnn 2
DOCUMENT STATUS LOG........ s sssssssssssssssssssssssssssssssssssnasssssssnnnssssssnnnnnes 3
TABLE OF CONTENTS......coeoeeeeeeeeeeeiieinnsnnnnnsnnnsnnsnnsssnnss s s s s s s e nmma s s s e nmmnnnnnns 10
LIST OF TABLES......... s s ss s s s s s s s s s s s s s s s s s s s s e s s e e e e e s e e e s e e e e e e e e e e e e e e e e eeeneeeneeesnnnnssssenns 32
LIST OF FIGURES.........oooeeeeeeeeeenennnnnnnnnnnnnnnnnssnssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssnnnnsssssennns 39
TS 1010 o S 40
2 ACRONYMS, NOMENCLATURE AND TERMINOLOGY.......ccooiiimmmmmmmrrsnssnssssssssssssssnnsssssssnnnss 41
2.1 ACKOMYIMIS..cuuuiiisenressssnessssnesssnesssssossssisssssesssssesssssesssssesssssesssssossssesssssesssssesssstesssssesssstesssssossssesssssesssssnnsasses 41
2.2 Nomenclature ceeessstesstesressatesatesbteats bt tesbte Rt s s bt b e s Rt e bt s bt s bR e e e bsaneeestn 42
2.3 Note on Terminology........ccceeviessaresssercsssercsssnsssssnisssssssssassssssssssssssssssssssssssss 42
3 APPLICABLE AND REFERENCE DOCUMENTS........ccciiiiiiiiiiiiiieeseesisssee s e eessee s s ee s s e e s e s s e e nenns 43
3.1 AppPlicable DOCUMENTS....ccccuiieiviiiicniiiisnninsssnisssicsssiessasiessssiessssisssssesssssesssssessassesssssesssssesssssessossasssssssss 43
3.2 Reference Documents cesssessnsiessssnnnsssessssssens 43
4 INTRODUCGCTION. ... s s s ss s s s s s s s s e e e s s s s s s e e s e e s e e e s s e e e ee s e e nmans s snnnnnsnnnrns 44
4.1 FUNCLONS O VEIVIEW..uuieiierirsaniiosssssniesssssassosssssssssssssassasssssssssssssssssssssssassssssssssssssssasssssssssssssssssssssssssssssssss 44
41,1 Attitude Data FIOW.....ooviiiiiiieeiee ettt ettt ettt et e st e nbaee s 45
4.1.2 Geolocation Routines Data FIOW.........c..cccuiiiiiiiiiiiiieiieeie ettt e s e e e e 48
I B O N 123 ¥ ) SRR 52
4.1.2.2 DEM tar@ELS....cccuvieieeeiiieeeeeiiiteesrerteeeestteeesessreeesssssreeessssseeessassssaessssssaeesssssseeessssssssssssssessereeeeees 53
4.1.2.3 Light propagation MOAEL...........cccueieiiiiiiiiiiiiieiie ettt eree e e e eesare e e e e e e sneensees 54

5 LIBRARY INSTALLATION........ce s s s s s s s s s s s s e s s e e s s e e s s e e e e e e s e e mmmn e e e e nmnnenns 58
6 LIBRARY USAGE........cooiiiiieiiieirieeiessinesnessnssnnssnnssnsssnssnsssssssssssssssssssssssssssssssssssssssssssnnnssssssnnnnnnnns 59
6.1 Usage hints... .62

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



| — | \\&\\\\\\\\\ Code:  EO-MA-DMS-GS-0005

d e i m*o"'"s" &\:\__ e S a IDatef 20/04/2018

elecnor group \ = o 415

Page: 11
6.2 General ENUMErationS......ceieiieiinniensenniensnecsenissiessecsssscssessssesssesssassssssssassssssssasssassssssssssssssssssssssans 63
0.3 DAt STIUCTUIES..c.ucererririensreiseesensaessensaessenssesssnssesssessasssessassssssssssssssssssessassssssasssasssssssssssssassssssssasssssassssns 70
7 CFIFUNCTIONS DESCRIPTION........coooiiiicmcmree e e eesssssssmmmse e e e s s s s s e e e s e e e e e e mmmm s 79
7.1 Xp_sat nomMiNAl_att IMif.....eiiiiviiniiniiiininiiiiinntienntisisntissssnesssnesssiesssstsssssisssssisssssesssssessssssssassessssssnns 80
T LT OVETVIBW ..ttt ettt et b ettt e h et eh et e et e s bt et e bt e sb e et e sbe et eat e bt et e ebeenaeeneees 80
7.1.2 Calling INTETTACE. .. .. eiiiieiieciie ettt ettt et et e et e e st e e beesaaeeabe e aeeeeenssaeeeensseeeeennseaaeas 80
713 INPUL PATAMETETS. ¢ .eiiiiiiiieiieeteeet ettt ettt et e st et e sat e et e e et eeesbtaeeeeans 81
714 OULPUL PATAIMETETS. ... eeiueieiiieeeiiee ettt ettt e ettt e et e e e bt e e st te e e bee e nbeeeeabeeeanteessteesneeesaseeennns 81
7.1.5 Warnings and EITOTS.........ooiuiiiiiiiieiie ettt ettt et e s e e et esseesateesseeenbeenneeenns 81
7.2 xp_sat nominal_att init MOdEl........coovueiinvriiiviiiiiiiniciinisniinisnrinsnicsssicsssissssiossssssssseesssssssssssssesses 83
T 2.1 OVETVIEW...eeuvieiiieiieeiie et e eite et estteesteesteeesbeesteessseeseeesseanseeesseensaeassaensaensseanseessseenseessesnseensseenseeseennns 83
7.2.2 CalliNg INLETTACE. .....ccveiiiiii ettt st e ettt e e e e e s ebeeestbeesstbeesssnssaaeeeeeessssssaeaaeeeans 83
7.2.3  TNPUL PATAIMELETS. ...ceeiiiiiiieeeiieeeeciiee e eritee e et te e e etreeeseebteeessssraeesessssaeesasssaeessssssaeesssssasesensesesnnnnns 84
7.2.3.1 Generic Model deSCTIPLION. ......c..evieiiieiieeiiesie et este et seeete et ee st e e teessaeeseeseaeeseessaeeensseeennnns 85
7.2.3.2 Sentinel-1 Model parameters deSCIIPHION. .......ccvieriieriiertieeieeieesee et eseeeeeesieeseeeseesseeeereeeennes 87
7.2.3.3 Sentinel-2 Model deSCTIPHION. .....ccuviiiciiieiiieeciieeeiee ettt see e sree e reeesereeenreeeaeseesnssseeeeens 87
7.2.3.4 Yaw flip attitude Model deSCription..........cc.eeeeiieeeiiieiieeeiiee et e e e e e e e e e e eeeeeees 87
7.2.3.5 MetOp-SG Model deSCIIPLION......ccuiiiieriieetieriie ettt ste ettt et e st eeaeesaeebeesnaeesneeeeeennes 88
724 OULPUL PATAIMEIETS. ... eeeutieeiieeeiiee ettt te et e ettt e et e et e e e bt e e sttt e e beeaenbeeesnseeeaneeeenteesneeesneeeenns 88
7.2.5 Warnings and EITOTS.........ccoiiiiiiiiiiiieitecte ettt ettt et staeeteesteeeaeesaaessaeesseessaessseenssaenseenseaenns 88
7.3 xp_sat nominal att init harmonic .90
731 OVEIVIBW ..ttt ettt ettt b et sttt st s bt et e bt e e bt et sbt et eat e bt et e eaeenbeennees 90
7.3.2  Calling INTETTACE. ......eeiiieiieeiie ettt ettt et ettt et e e ettt e e e sneteeeeeaneeeeas 90
7.3.3 INPUL PATamMELETS. ... .eiieiiieeeiieeeee ettt et e ettt e et e et e e et e e neeeenaeeenseeeeesnssaneaaeaeannnns 92
7.3.4  OULPUL PATAIMETETS. .. .eeeouiieiiiieeiie et et e e te et te ettt e et e et eeeateessteesseeeenseeeanseeeanseesnseesnneeesseeenanns 93
7 B T £ <: 110 TSRS SPRRP 93
7.3.6  Warnings and EITOTS.........ccccuiiiiiiiiiiie ittt e e ste e et e e e tveesstteeestaeesssaeessseessseesssseessseennnns 94
7.4 xp_sat_nominal_att_init_file......cccevversiensennenisnensennsnensinnsenssnensnensnensenssnecsanees .95
TA T OVETVIEW ...ttt ettt ettt b et a e bt et e bttt e h b e s bt et e e st e eb e et e sbe e bt eate bt ebeebeenaeennees 95
7.4.2  Calling INTETTACE. ......eiiiieiiecie ettt ettt e et e st e e b e e sabeeabeesteeeeenssaeeeenssaeeeennseaeeas 95
743 INPUL PATAIMELETS. ... .eieiiiieeiieeeiiee et cee et ettt e et e e et e e et eesaeeessseeesseesssseeasssaeesssaesessnnsssneaeessennns 96

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



I \

d ei m*o-; g&\:‘— e S a | I[S)::Z 20/04/2018

\\\\\\\\\_ Code:  EO-MA-DMS-GS-0005

elecnor group - | 415
Page: 12
TAA4 OULPUL PATAMETETS. .. .eeiiuiieiiieeeiiie et e ecite e te et te et te et e et e eesteessteesseeeanseeeanseeeanseeenseesneeessaeenanns 97
7.4.5 Warnings and EITOTS.........ccccuiiiiiiiiiiie ittt ettt e steeete e e tteestbeeessaeesssaeesssaeesseesssseensseensnes 97
7.5 xp_sat nominal att close ceessriessssnnsiesssansisssssantessssstssstssssssssssssssssrstns 99
751 OVETVIBW ..ttt ettt ettt ettt b et e a e bttt s h et e a e s bt et e eb b e eb e et e sbe et eat e s bt et e ebeenbeeneees 99
7.5.2 Calling INTETTACE. ......eeiiieiiecie ettt et ettt et e st e et e st e e bt e nne e e e ensbaeeeennseeeeanneeeean 99
7.5.3 INPUL PATamMELETS. ... .uviieiiieeiieeeiieeciie ettt e e ettt e et e e st e e ssteesaseeessseeessseesnsssaaeeeeennnnsnsaeenens 100
7.5.4 OULPUL PATAIMETETS. .. .ceeouiieeeiiieeiieeeiieeeciieeeiteeeieeesteeesebee e etee sttt e ssseeesssaeensseeeasseesssessssessseeesseeeens 100
7.5.5 Warnings and EITOTS.......c.coiiiiiiiiiieeieeiie ettt ettt st e et e st e et e s e snte e st e snteenseesnneennnee 100
7.6 Xp_sat NOMINAL att Get A0CS....ccevvverirctrcrcirissneiiintissstissstissstessssnessssnsssssisssssesssssesssssssassssssssnssssnes 102
N B O )5 4 U1 RSSO 102
7.6.2  CalliNg INEEITACE. ... .ccvieitieeiieieete ettt et e et e st e e teestaeebeesteeebeesseeesseesseessseeseessseesaessseenseesnnnnes 102
7.6.3  TNPUL PATAIMELETS ... .uviieeiiiieeeerciieeeeetiteeeestteeeeestreeesssstreeesasssraeessssseessssssseessssssseesssssseeesesssseeessnssens 102
T7.6.4  OULPUL PATAINELETS. .. .eeeeuvrieeeerireeeeeitteeeeretreeeessesreeesssssseessssseeesssssseeesssssseeesssssseessssssseessmsssssseseseeees 102
7.6.5 WarniNgs QN ©TTOTS......ccuveeiteeieieeieertiesteesteesteeteesttesteenseessseeseessseesseessesanseesseesnseeanssseessnssseessnssees 103
7.7 xp_sat_nominal_att set aocs cereesesnessnsnesensaesanes 104
T 7.1 OVEIVIEW ..ttt ettt ettt et et b ettt et sttt et e eb et e bt e bt et e sbe et e e anesaeeanesbee e 104
7.7.2  CalliNg INEETTACE. ... .eiiiiieiiieccieeeie ettt tee et e et e et eeetteeesaeeesbeeesssaeesseeansseeassseeensseesnsseeeaens 104
7.77.3  INPUL PATAIMELIETS. ....eeutieeiiieeiiie ettt ettt ettt et e ettt e ettt e e bteeeateeeasteeeabeeeenteeeaneeeeaneeeeseeesneeesnneens 104
774 OULPUL PATAIMELETS. .....eeeeeeeeeitee ettt e et ie e et teeeatee ettt e eaateeeateeebeeeabeeeenseeaaaseeaanseeeanteeanteesbeeeannseeeeeeens 104
7.7.5 Warnings QN ©ITOTS......c...eeiveeruieeteerieeeteesttesteeseesseesseesseassseesseessseesseesseesseesseessseesssseesssssseessnssees 105
7.8 xp_sat nominal att get param tetrtsssssessntessnstessnsissssesessssssasastsesssssens 106
781 OVETVIEW ..ttt ettt ettt ettt sttt e e e sb et e bttt eat e bt et e sbe e bt e it e sbe et e sueenaeeaneeane 106
7.8.2  CalliNg INEEITACE. ... ccuveetiiiiietieete ettt ettt et ettt et e st e beesab e e bt e ssseenbeesaneenbeesnnnees 106
7.8.3  INPUL PATAIMELIETS. .. .eeutieeiiieeiie ettt ettt e et e et e e et e et e et e eeseeeeseeeenneeeenseeeanseeeanseesanseesnsseennseeanneens 106
7.8.4  OULPUL PATAINICLETS. ... .eeeeieeeiieeeiieeetieeeteeeeeeeeesteeenteeenteeasteeaseeeanseeaasseeaanseeeanseeenseesseeesnsnsaeeeens 106
7.8.5 WAIMINES ANA CTTOTS.....ccuveieieiieeitieesiieeeetteeesereeessteeeteeessreeessseeessseeassseessssesssssesssseesssssssseeessssssssseens 107
7.9 xp_sat_nominal_att_set param ceeesnesssnssanaeees 108
7291 OVETVIEW ...ttt ettt e h bttt h et s h e b e et s bt et e eae e s bt et e e bt e bt eatesbeesbesbeenaeeneeean 108
7.9.2  Calling INTETTACE. ... .eetiriiiiiiiieteet ettt ettt sttt et be e e e e e 108
7.9.3  INPUL PATAIMELIETS. .. .ceiutiieiiieeiiieeeiteeesiieeeeteeeteeesteeesstee e sseessseeassseeassseessseessssesessseessssaesnssesssnsessssens 108
7.9.4  OULPUL PATAINICLETS. ... .eeeereeeereeetreeeeteeeeteeeeseeessseesssseeasseessseeasesessseeassssessssesesssesssssessssseessssssseeeens 108
7.9.5 Warnings and ©ITOTS......cc.ueeuieruiereeetieeteesttesiteeteesttesteesttessteeteesaseesseesseeaaseesseesnseesnseeesannseeessnneees 109

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



\\\\\\\\\_ Code:  EO-MA-DMS-GS-0005

i m%-; &\% e Sa IIs)::Z 20/04/2018

elecnor group 415
Page: 13
7.10 xp_sat nominal_att get harmonic tesetesestisssntessstesenstessastesastesessssstnsttesesssessnnane 110
T10.1 OVEIVIEW...uiiiiiiiiiiieiteett ettt ettt ettt ettt ettt a e et be bt et b et sae e bt et esbe e b e eaneenanees 110
7.10.2  Calling INEETTACE. .. ..cccviiiirie ettt ettt ee ettt e ettt e e aeeeebeesbeeessseeessseeessaeesseesssseessssaseessennnes 110
7.10.3  INPUL PATAIMIELETS. ......eeeeeteeeitieeiiee ettt e ettt e ettt e et e e e tteeeteeeaaeeeeaneeeeseeeeneeesaneeeeneeesaseeeenseeeanseeeaannes 110
7.10.4  OULPUL PATAINELETS. ....eeeeutieeeiieeetieeeteeeeiteeeetteeestteeettee ettt e esteeanseeaanseeeanseeeanseeaanseeaaneeesannnaeeeeeeeannns 110
7.10.5 WAaIniNgS ANd ©ITOTS........eeiueeruieereerteeeieeiteesteesseessteeteesseesseesseessseaseessseaseesseessseesseessseesseessseessesns 111
7.11 xp_sat_nominal_att set_harmonic ceeresssenesntesessssnnnnaaeeenes 112
T LT OVETVIEW ..ttt sttt ettt et ettt a et h et e et s bt et e eb e e bt et e sbe et satenbeeeabeeenanees 112
7112 CalliNg INEEITACE. ....eetieeieeiieeiie ettt ettt et et e et e b e st e et e s st e enteesnseensaeeesnnneeeeann 112
7113 INPUL PATAIMELETS. .. eeeeeiiieeiiieeiieeeiieeeiteeetteesteeesteeesseeeeenseesseeeansseeanseeesnsaessnseeaanseeeanseesanseeessennnes 112
T11. 4 OULPUL PATAIMELETS. ..ceeevieeiiieeeiieeeiieeeeteeetteeetteesteeasnseeeasseeassseeesnseeasseeaasseessseesnsseessnssssneeesssnnnns 112
7115 Warnings and CITOTS.......ccveeeeveeeiieeerreeeitreeeetteesstteeesteeessreessseeessseeesseeasssesssssesssssesasssessssseesssesesses 113
7.12 xp_sat nominal att get file......... ceessriessssetesssssastessssastesssssrtrertsasasaststsnsrststsen 114
T L1201 OVEIVIEW...ouiiiiiieiieeite ettt ettt ettt ettt et a bbbt bt et e at e e bt et e ea b e eb e e st e sbe e bt eatesbeebeenteenanees 114
7.12.2  Calling INEETTACE. ... . eeitieeiiieiieeie ettt ettt et e st e et e s saeesteesseeenseesseesnseenseesnssneeeanns 114
7123 INPUL PATAIMIELETS. ..c..eveeeeieeeiieeeeteeetteeetteeeeeeessteeesseeessteeeasseeessseeassaessssesssseessssesssssssnsesenssesensnnes 114
T.12.4  OULPUL PATAIMNELETS. ... eeeeviieeieeeitieesteeeeteeesteeessseeeeseesseeessaeessseeessseeessseeesssesssssesssssesssssssseeessennnns 114
7.12.5 WarniNgS ANd @ITOTS. ...cc.ueeruierteertierieetiesteeteestteeteessteesteesseeesseesssesnseesseesnseenseessnsseeesansseeessnsseeesnn 115
7.13 xp_sat nominal_att Set file........couviiivviiiiiiiniciiniiiiniiiiniininniisnticnntnssstesstessnessasnessssssssssssees 116
T I3.T OVEIVIEW...utieeiieiiiesieeeiteeteeeteettestaeebeesaseessa e saessseesseeasseesseessseenseesseesseenseessseenseensseenseensseenseeennsnns 116
7.13.2  CalliNg INTETTACE. ... .eeiuieeiieiiecie ettt ettt ettt et e et eebeesaae e beesaaeesseessaeesseessaeenseesaesnssneeeanes 116
T.13.3  INPUL PATAIMELETS. .. .eeeeeirieeeeeiieeeeertieeeeestreeeeeserteeeesereeeesssnsaeeessssseeseasssseeesssssseessssssseesasssseessssssssnes 116
7134 OULPUL PATAIMELEIS. ..eeeevvveeeeeiiieeeeietieeeestrreeeestreeeeessreeesssssaeeesssssaeessssssesesssssseessssssseessssssssssnsssnnes 116
7.13.5 WaIniNgS aNd ©ITOTS........eeiuierieeriieeiiertiesteesteessteesseesseeesseesseeasseessseaseesseessseesseessnssseesssssseessnssseeens 117
7.14 xp_sat_att angle init ceriesensiesensnsesessssnens 118
T 14T OVEIVIEW...ouiiiiiiiiiiieitett ettt ettt ettt ettt ettt ae et sb et e e b et s bt bt easesaeebeeaneenanees 118
7142 Calling INTEITACE. ......viieiiiieiie ettt ettt e et e et e e e staeeessbeessseesssseesssaeessseeessseeennnes 118
7143 INPUL PATAIMELETS. ... .oeiiiiiiiiie ettt ettt et e et e e et e e ent e e eneteeeeeee e nnnnaeeeeeeeannns 119
7144 OULPUL PATAMETETS. ..ccoeeieiiiieeiieeee ettt e et e et e et e et e e bt e e ebeeeeseeeenseeeenseeeaaeeeeeeannns 119
7.14.5 Warnings and EITOTS........cc.ooiiiiiiiiiiiieteeeeeee ettt sttt et ettt eneeeenneas 119
7.15 xp_sat_att_matrix_init cesriessnsnssssessssnnnsnsasens 121
T I5.1 OVEIVIEW ...ttt ettt ettt et sttt et b et b et e e et s bt et s bt e bt e st e sbeebeemeenaeeneeenne 121

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



I \

d o mﬁ(;,,s.f g&\% e S a 1?::2 20/04/2018

\\\\\\\\\_ Code:  EO-MA-DMS-GS-0005

elecnor group 415
Page: 14
7.15.2  Calling INEEITACE. ... .eiueietieeiie ettt ettt et e et e st eesbeessaeenseesasesaseesaeenseensaeenseennes 121
T.15.3 INPUL PATAMELEIS. ...ccieitiiiiieiiieeeiiiee e eeiitee ettt e e ettt e s snbteeessnbeeeesesssaeeesssnsaeessasssnsssssssssssnnnnnnnnes 122
7154 OULPUL PATAmMELETS. .....uiiiiiiieeiieeeieeecieeetee ettt eeteeeeveeeeteeesebeeessbeeessseesssseesssseesssseessseessssesessseeeens 122
B T T T =5 €111 o) (< PPU PRSP 122
7.15.6  Warnings and EITOTS........ccueiiiiiiiiiiiiiiecie ettt ettt e et et e snte e st esaeeenteesneeenseeneeas 122
7.16 xp_sat_att_init_harmonic ceeeessstnessntessneessanttesssssnsassteeesssssennes 124
T 10,1 OVEIVIEW....ueiiiiiiiiiiiiieiiet ettt et ettt sb et et b e s bbbt et eebe e b e sanesaeenneean 124
7.16.2  Calling INEITACE. ... .couiietieieie e ettt et e st e et esae e st e e s e ente e st e enneenees 124
7.16.3  INPUL PATAIMELELS. .....oiiiiiieiiieeieie ettt ettt e ettt e et e e et e e e bt e e ettt eeeeeseneaeeeeas 126
7.16.4 OULPUL PATAMELETS. ....ueiieeiieeeiie ettt ettt ettt e e et e e et e e st e e seeeeteeeesaeesnsaeesnseeeanseeennseeeens 127
7.16.5 Warnings and EITOTS........cccueiiiiiiiieiiieiiesie ettt ettt e e aeestee e b e esaeessaeenseessseenseenseesnseenssees 127
7.17 xp_sat_att_init_file ceeeesestnesentiesntiessttesssteesasttesessssnsastteesssssnnns 129
T L1T.1 OVEIVIBW..utiiiiiiiiiieitete ettt ettt ettt ettt sb et e a e eb e et s bt et sat e bt et e sbe e b e sanenaeenneenne 129
B A O 1 1Yo U 17<) 1o SRR 129
7173 INPUL PATAIMELETS. .....oeiiiieiiiieeiie ettt e et e et e et ee e et e e s et e e e st e e snnseeeeaaeeeeannnneeeens 130
7174 OULPUL PATAMELETS. ...c.viieiiiieeiieeeiteeeieeestee et e ettt e et e eebeeessbeeessseessseesnsseesssseesssseeasseesssseeessseeeens 131
7.17.5 Warnings and EITOTS........ccciiiiiiiiiiiii ettt ettt et e et e et eessaeessaseesssseesnseeesnseeens 131
7.18 xp_sat_att_quat_plus_matriX_iNif......ceecneennennnieniennennneineeneenniesensensecseesesses ..133
T LI8.1  OVEIVIEW ...ttt ettt ettt sttt et b et e bt b e e et s bt et e s bt e s bt eatesbe et e saeenaeeneeenns 133
7.18.2  Calling INTETTACE. ...c..eevieiieiieie ettt ettt et et b et et ebeeateseeens 133
7.18.3 INPUL PATAIMELELS......eiiiiieiiiieeiie ettt eeiee et e et e et e st e e staeessseeesnseeesnseessnsssseeeeeseennnsssneens 135
T.18.4 OULPUL PATAMELETS......uviiiieiiiiieeeiiieeeecieee e ertteeeestree e e e setreeeesetteeesesntaeeessnssneeeasssseeesssssseeessnssseeeees 135
7.18.5 Warnings and EITOTS.......ccc.uiiiiiiiiiieiiieiie ettt ettt ettt et e st esnte e et e enbeeeeeas 135
7.19 xp_sat att quat_plus_angle init testtesestesssntessnstessnstesastesssiessennasttesens 137
T 19.1 OVEIVIEW....utiiiiiieiieeitet ettt ettt ettt h ettt e b et s bt et e a e sb et eh e e bt eab e s bt et e eb b e bt eaeeebeenbeentenbeenseeans 137
7.19.2  CalliNg INEEITACE. ...c.uviieeiieciiie ettt ettt e et e e stb e e e ebeessbeeessseesasaeesnsaeensseeensseens 137
T7.19.3  INPUL PATAMELEIS. ...ceiiiiiiiiieiiiieeeiiiee e eritee ettt e e ettt eesssbteee s s steeeesesssaeeesssnsaeessssssnssssssssnssnnnnnnnnes 138
7.19.4  OUtPUL PATAMETETS. ... eiietieieeie ettt e et e et e et e e e bee e e bteeeneeeenseeeenseeeanteeaens 138
7.19.5 Warnings and EITOTS........ccuiiiiiiiiiiieiiiecie ettt ettt e et e et e snte e st e sneeenseesneeenseensneas 138
7.20 xp_sat_att_close ceeressseeessseessnstessssnnsttanessssennes 140
T.20.1 OVEIVIEW...ueiiiiiiiiiiiiiieit ettt ettt st et b et e a b et s ae et e e bt et eebe e b e eanesaeenneeane 140
7.20.2  Calling INEITACE. ... .ccuiietieiie ettt ettt e st e et e et e st e s e et e eneeenneenees 140

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



I \

d o mﬁ(;,,s.f g&\% e S a 1?::2 20/04/2018

\\\\\\\\\_ Code:  EO-MA-DMS-GS-0005

elecnor group 415
Page: 15
7.20.3  INPUL PATAIMELETS. ... .oeiiuiieeiiieeiie ettt et e et e et e et e e e tte e et eeenneeeenseeeennsnaeeeeeeeennnsneneens 141
7.20.4 OULPUL PATamMELETS. ......uiieiiiieeiieeeieeecieeestee ettt eetee e et e e e reeesebeeessseessseesssseesssseesssseessseessssesessseeeens 141
7.20.5 Warnings and EITOTS.........ccuiiiciiiiiiiiiiie ettt ettt et e et e e sebeeessaeesnseesssseesssaeesnsaeessseeens 141
7.21 xp_sat_att get angles cesrresentesssnnnnnens 143
% B B @ 1<) 4 TS 2RSSO 143
7.21.2  CalliNg INTETTACE. ......eeiuiieiieiieeii ettt ettt ettt e e beesteeeaaeesaeeesbeesseeesseesaesnseeseeeennnes 143
T.21.3  INPUL PATAIMICLETS. ..c..vveeeereeeiieeetieeeteeeeiteeeetteeeseteeesteeesseeesseeessseeensseesssseeassesssssessnsseesnseeensseesnsseens 143
T.21.4  OULPUL PATAINELETS. ....eeeutieeiieeeitteeeetieeetteeetteeetteeeatteeeateeeaneeeeabeeeebeeeeasteeeasteeanbeeesabeeesnseeeannrneeeens 143
7.21.5 WAarningS aNd ©ITOTS....cc.ueriueeruierieertieeieertiesteeteesteesteesseessteesseeasseeseesseeaseesseesnseesnsseeesnssseessnnsees 144
7.22 xp_sat_att set_angles..... cesrtesestisssntessssstssssssennssssesens 145
T.22.1  OVEIVIEW...ueieeuiieiieeieeeteesiteeteestteesteessaeaaseessaeesseesseessseanseeesseesseeasseanseessseanseensseenseenssesnseensseanseenssens 145
7.22.2  CalliNG INEETTACE. .....ccviiieiiieciieeiee ettt et et e et e e staeeeebeeetaeesbaeesssaeessseeesssaeessseeessseesnssneeeens 145
7.22.3  TNPUL PATAIMELETS. ... eeeeereerieeeesiieeeeeeieeeesestrteeeesarteeessssreeessssseessasssseeesssssseesssssssesssssssseesssssseeesesssens 145
7224 OULPUL PATAINELETS. ... eeeueieeiuieeeiieeeetieeetteeeeteeeeteeetteesteeeanseeeaseeeaaseeeeanseeesseeanseeesseeeanseeeannnsseeeens 145
7.22.5 WAaInINGS AN ©ITOTS....cuueerierureateertieeteesttesteeseesseeeseesseeasseenseeasseeseessseanseesssesnseessssseesanssseessnssees 146
7.23 xp_sat_att get matrix cesriesassssnsesssasesssssnnanens 147
T 231 OVEIVIEW..utteiiiiiieeeite ettt ettt et ettt e b e et e bt s et et esht e et e esat e et e e sat e et e e satesabeesbeesabeenbeesnseenbeees 147
7.23.2  Calling INTETTACE. ......eeiuiieiieiieeiieee ettt ettt st e ae e et e e et e enaeeseesaseeseeeennnes 147
7.23.3  INPUL PATAIMIELETS. ... eeeeeieieeeitieeette et te ettt e ettt e ettt e ettt e et te e s beeeaaeeeeaneeeeeneeeeseeeenseeeeabeeeenbeeeanseeeaneeens 147
7.23.4  OULPUL PATAIMETETS. .....eeeuveeiteriteertie ettt ettt et et et e sbtesat e bt e sate e bt esaeeeabeesbteeabeenbeesateenbeesbeeeesnreees 148
7.23.5 WarnINgSs QN @ITOTS. ....cc.ueruierteriierteetertteteetestteteeetesteestesteenteeatesteenbesseesseessesseetesseeesnseesnnseesnneeas 148
7.24 xp_sat_att_set_matrix ceeessaessseesnessansssnesanesssanesssssnssesssanssans 149
T 24,1 OVEIVIBW...utiiiiiiiiiiiitite ettt ettt ettt ettt ettt sttt st sb et a e bt e et s bt et e s et et e e st e sbe et e saeenaeenneeane 149
7.24.2  CalliNg INTETTACE. ......eeiuiieiieiieeieece ettt ettt ebe e st e et e sseeenseenseeenseesaesnseenseeeennnes 149
7.24.3  INPUL PATAITICLETS. ... eeeeeeieeeeieeetieeetieeeeee ettt e eeateeeatee e tteesseeesaseeaanseeenseeanseesnnseesseeesnseeennseesanneens 149
7.24.4 OULPUL PATAINELETS. ....eceiuveeeiereeeitieeeittresotteesseeeeseeessseeessseessseeasssesssseesssseesssesesssessssseessssesssssssseeeens 150
7.24.5 Warnings and @ITOTS........ccccviiiiiiieerreeeeteeesreeesteeseteeesreeesseeessseeessseeessseessssesassseesssssssseeesssssssssseees 150
7.25 xp_sat_att get harmonic N 151
T.25.1  OVEIVIEW...ueieueieniieeieeettesiteettestte et e stte et e esaeesseenseesateeaseesaseenseeenseenseesnseenseensseenseenssesnseenseeanseensnens 151
7.25.2 CalliNg INEEITACE. .....cutiiuieiieiieeiieteete ettt ettt ettt e bt et e s st et e e et e sbeensesseebeennesnneeens 151
7.25.3  INPUL PATAIMICLETS. .....eveeeireeeiieeetteeeteeeeteeeeteeeseteeesteeesseeesseeessseeasssaesssseeasseessseesnsseesnsaesnsseesnsseens 151
7254 OULPUL PATAINELETS. ....eeeiutieeitieeitteeeitieeetteeetteeetteeetteeeuteeeanteeeaseeeebeeeeasteeeseeeanbeeesabeeesnseeeannrneeeens 151

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



\\\\\\\\\_ Code:  EO-MA-DMS-GS-0005

i m%-; &\% e Sa IIs)::Z 20/04/2018

elecnor group 415
Page: 16
7.25.5 WAaInINGS ANA ©ITOTS....c.ueeitierureeteertteeteertiesteesseestteeseessaeesseesseessseeseessseasseesssesseessssseessnssseessnssees 152
7.26 xp_sat_att_set harmonic teeseessesnesseenessnsasssassnssaesanes 153
T.260.1  OVEIVIEW...oeiiiiiiiiiiiiiiiitet ettt ettt ettt ettt et sb et e a bt et s bttt s bt e bt et e sbeebeeanesaeenneenns 153
7.26.2  Calling INTETTACE. ... eeiuiieiieiieeieeee ettt ettt et e st et et eeabeesseeenseeseesnseeseeeennees 153
7.26.3  INPUL PATAINIELETS. ... .eeeeieieeeeiee ettt et te ettt e ettt e et e ettt e ee et e e teeeaaeeeeaneeeeaneeeeaneeeeneeeenseeeenseeennseeeanneens 153
7.26.4 OULPUL PATAINELETS. ....eeeeuveeeiiieerieeeeieeeitreeessteeesreeeseeesseeessseeessseeassseessssessssseesssseesnseessssesssssnssseees 153
7.26.5 WAaININGZS AN CITOTS.......eeeiveeiuieeteeitieeteesttesteesteesteeeseessteeseesseessseesseessssesseesssesseessssseesssssseessnssees 154
7.27 xp_sat_att get file........cceeuereuerinnennnes tettesestissstessnstesnstesastesastessssssansttessnes 155
T.2T7.1 OVEIVIBW..utiiiiiiiiiieiteteet ettt ettt ettt ettt ettt sttt e e e bttt e bt et e e et s bt et e s bt e bt e st e sbeesbeeatenaeenneeane 155
7.27.2 CalliNg INTETTACE. ......eeiuiieiieeiieeiiecee ettt ettt s et s e e beesaaeeteesseeenseesseeenseeseesnseeseeeennees 155
7.27.3  INPUL PATAITICLETS. ... eveeeeeeeetieeeiteeeteeeetee ettt e eeateeesteeensteesteeeanseeeasseeenseesnsseesnsseesnseeeanseeennseesnnseens 155
T.2T.4 OULPUL PATAIMELETS. ..eeeeeuevreeeeiirieeeereiieeeestrteeeassreeeeassrreessssseeessssseeesassssesesssssseessssssseesessssssssssssnes 155
7.27.5 Warnings and ©ITOTS........ccccvviiiiieerieeeeieeesreeestteesreeesreeesseeessseeassseesssseessssessssseesssssssseeessessssssseees 156
7.28 xp_sat att set file cetetesestissestessstessattes s te sttt e bt te bt e Rt e s bt e s RSt e s RSt e RSt e RSt e RSt e R s e e b e e s en s et enes 157
T.28.1  OVEIVIEW...utiiiiiieiieeitete ettt ettt ettt ettt e at e bt et h et ea e eb e et e e bt e bt eat e s bt et e ebt e bt eseesbeenbeeaeenbeenneeans 157
7.28.2 CalliNg INEETTACE. .....ccviiieiieeiiieeieeectee ettt e etee et e et e et eeeteeeeteesebaeesssaeessseeensseeessseeessseesnssneeeens 157
7.28.3  INPUL PATAIMICLETS. ... .vveeeeieeeiieeeiereeiteeereeeetteeeseteeetteeesteeessseeessseeessseeassaessssessssseesnsseessseeensseesnsseens 157
7.28.4 OULPUL PATAINELETS. ....eeeutieeiiieeitieeeittee ettt eetteeetteeetteeeuteeeaateeeaseeeeseeeeanteeesteeanbeeesmseeeanseeeannsneeeens 157
7.28.5 WAaININGS AN CITOTS...ccueeetieireeteetieeteerttesteeteesttesteesseeesseeseessseeseessteeseesseesseesnsseessnssseessnnsees 158
7.29 xp_sat _att get quat plus_angle........ .. 159
T.29.1  OVEIVIEW...ueieeuiieiieeieeeteesiteeteestteeteessaeesseessaeesseessaessseeseeesseesseeasseansaessseensaensseenseenssesnseensseenseenssens 159
7.29.2  Calling INTETTACE. ... .eeiuiiiiieiieeiteee ettt ettt st ettt et e s e e b e sateebeeeeneeee 159
7.29.3  TNPUL PATAIMELETS. ... eeeeeivrieeeeiiieeeeietieeeeesrteeeasarreeeasssreeesssssseeesssssseeessssssaessssssseessssssseesssssseeesesssens 159
7.29.4  OULPUL PATAINELETS. ....eeeeutieeiuiieeieiieeeiteeetteeeeeteeeeteeatteeaseeesnseeeasseessseeaansesesseesnseeesnseesanseesannnsseeeens 159
7.29.5 WaIniNGS ANd ©ITOTS.......eeiuierireeteertieeteestiesteesteesteeseessaeaseessaessseeseessseanseesssessseessssseesasssseessnssees 160
7.30 xp_sat_att set quat plus angle ceessriesssssssesssssssisssssssssssrsrenanane 161
T.30.1  OVEIVIEW...utiiiiiiiiiiiiiieitet ettt ettt ettt et sb et e a bt et s bt et s at e bt et esbeebeeanesaeenneenn 161
7.30.2  Calling INTETTACE. ... .eeiuiieiieiieeitece ettt sttt e st e et e saeeeateenseeenseeseesnseeseeeennees 161
7.30.3  INPUL PATAIMIELETS. ... .eeeeeieeetiee et ie et te ettt e ettt e et e e tte e e eteeebeeeaaeteaaneeeeaneeeeneeeeneeeaseeeenseeennneeennneens 161
7.30.4 OULPUL PATAIMNELETS. ... eeeeureeeriieeiteeeeieeeetreeessteeesreeesseeessseeessseeessseessssaeasssessssseessssessnseessssesenssnssseees 161
7.30.5 WAaIningS aNd ©ITOTS........eeiuieruieeieeitieeiteeiteesteesteesteeteesstaeseesseessseeseessseasseesssesseessssseeessssseessnssees 162
7.31 xp_sat_att_get quat _pluS_MALIIX....cuuieivensensseensenssnnisesssncssansssnsssassssssssssssssssssessssssssssssssssssssssssnns 163

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



I \

d o mﬁ(;,,s.f g&\% e S a 1?::2 20/04/2018

\\\\\\\\\_ Code:  EO-MA-DMS-GS-0005

elecnor group 415
Page: 17
7311 OVEIVIEW ...ttt ettt ettt ettt b et e h et e a e e bt et eh e e bt e st e s bt et e eb b e bt eateebeenbeentenbeenseeans 163
7.31.2 CalliNg INEETTACE. .....ccviiiieiieeeieeeieeectee ettt etee st e ettt e et e e eeteeetaeessbaeesssaeesssaeesseeessseeesseesnssaeeeens 163
7.31.3  TNPUL PATAIMELETS. .. .eeieeriiiieeeeiiiieeeeeiieeeeesitteeeeeatteeessssreeesssssaeeesassssneessssssaesssssseeesssssseeessssseeesasnssens 163
R B I 0113 00t oY 28 14 (1 DRSS 164
7.31.5 WarningS aNd ©ITOTS......ueeiuieruieeteertieeteesttesteeteesteeeteenstessseesseessseeseesseeanseesseesseesssseessnsseeessnssees 164
7.32 xp_sat_att_set_quat_plus_matrix ceeeessseeessatessnntessantssastessssesssnanaee 165
T.32.1 OVEIVIEW...uiiiiiiiiiiiiiiieit ettt ettt sttt et b et et b et sae et s as e bt et e ebeeaeeanesaeenneean 165
7.32.2  Calling INTETTACE. ... .eeiuiieiiieiieeitee ettt ettt et e et et e e e e aeesateebeeeennees 165
7.32.3  INPUL PATAIMIELETS. .....eeeeeieteeetiee ettt te et e ettt e ettt e et e e ettt e s beeeeabeeeeneeeesteessteeebeeesabteeenbeeennseeennneens 165
7.32.4 OULPUL PATAINELETS. ....eeeeurieeiieeieiieeetteeeetteeseteeeeteeeteeeanseeaasseeeasseessseessssesasseesnseeesseessseesssnnssseees 166
7.32.5 WAaIniNGS ANd ©ITOTS....c.ueeitierureeteertieeteerttesteesseesaeeseesseesseesseessseesseessseanseesssessseessssseesasssseessnssees 166
7.33 xp_instr_att _angle init e 167
T.33.1  OVEIVIEW..outiiiiiiiiiiieiteie ettt ettt ettt ettt b et e a bt e e s bttt sat e bt et e sbeenesanenaeenteenne 167
7.33.2 Calling INEEITACE. ... .ccuieeeieeeie ettt ettt ettt st e et e s saeenseessaesaseensaeenseenseeenseennes 167
7.33.3  INPUL PATAIMELETLS. .....oeiiiieiiiie ettt e ettt e et e et te e et e e s et e e enseeeenneeeeeaeeeeennnnneeeens 168
7.33.4 OULPUL PATAmMELETS. ...cc.viieiiiieeiieeeiie et et ettt e ettt e et e eeteeeesbeeessseessbeesssaeessssaesssseeasseeessseeessseneens 168
7.33.5 Warnings and EITOTS........ccciiiioiiiiiiii ettt ettt e e sebe e e ssae e s saeessaseesssaaesnseeesnseeens 168
7.34 Xp_insStr_att MAatriX INIC....ccceiiiiiiininniniiiineiiniiiennticssntisssstisssstissssnesssssessssresssssssssssssessssssnssssssses 170
T.34.1  OVEIVIBW...utiiiiiiiiiiieitete ettt ettt ettt s h et et s bt et eh e bt e at e s bt et e s bt enb e e st e sbe et e satenaeeneeenne 170
7.34.2  Calling INTETTACE. ...c..eetieiieiiiieeite ettt ettt et ettt be et et enbeeaeeseeens 170
7.34.3  INPUL PATAIMELETS......eeiieiiiiiie ettt eeite et e et e et ee st e e stae e s st e eensaeeensaesansssseeeeessennnsssneens 171
7.34.4 OULPUL PATaMELETS......uueiiieciiieeeeiiieteeeitee e esrteeeestreeeessetteeeeeetreeessnsaeeessssseaeeasssseaesssssseeessnssseeeees 171
7.34.5 Warnings and EITOTS........ccuiiiiiiiiiieiiieiieeeee ettt ettt et e sttt e st e enteesaeeenbeeneeees 171
7.35 xp_instr_att_init_harmonic testtesestissstessnstessnstesssssntsttesesssennanntes 173
T.35.1  OVEIVIEW...cutiiiiiieiieeitete ettt ettt ettt ettt et h et s h et ea b e sb e et eh e e bt eabe s bt et e eht e bt eateebeenbeeatenaeenseean 173
7.35.2  CalliNg INTEITACE. .....uviieeiieeiiie ettt ettt et e et e et eeeabeeessaeeessbeesnsaeesssaeensseeensseens 173
7.35.3 INPUL PATAMELEIS. ...ccceuiiiiieeiiiiieeiiiiee e eeitee e ettt e e ettt e e s sttt e e s s ntteeesesssaeeesssnsaeessssssnssssssssnsssnnnnnnnes 175
7.35.4 O UtPUL PATAMETETS. ...cueiieieieieitie ettt ettt e et e et e et e e ettt e e bteeeneeeenseeeenseeeanseeaens 176
7.35.5 Warnings and EITOTS........ccuiiiiiiieiiieiiecie ettt ettt e et e et esete e bt e sneeenteesneeenseenneeas 177
7.36 xp_instr_att_init_file teeeesssenesssteesstessssteesastsesasessssastteeesssssratntanesens 178
T.30.1  OVEIVIEW...ooiiiiiiiiiiiiiiiitcieett ettt sttt et et et b e s ae et s e sb et eeaeeaeeanesaeenneean 178
7.36.2 Calling INEITACE. .....ccueieeieiie et ettt ettt ettt e s e et e e neeenaeenees 178

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



I \

d o mﬁ(;,,s.f g&\% e S a 1?::2 20/04/2018

\\\\\\\\\_ Code:  EO-MA-DMS-GS-0005

elecnor group 415
Page: 18
7.36.3 INPUL PATAIMELETS. .....eeiiiieiiiie ettt e et e et e et e e et te e et e e snneeeenseeeennaeaeeeeeseennnsneneens 179
7.36.4 OULPUL PATAMELETS. ......uiiiiiiieeiieeeieeeeieeetee ettt e et e e st e e e teeesebeeessbeeesseeesseeesssseesssseessseeesssesensseeeens 179
7.36.5 Warnings and EITOTS.........ccuiiiciiiiiiiiiiee ettt etee et e et eesebe e e seaeesnaeessaseesssaeesnsaeessseeens 180
AR ¢ I ) 160 o 1 o 0 181
T.37. 1 OVEIVIEW.c.utieuiieniieeieeetteeite et estte et e s et e et e e saeesseeseesateeaseeenseesseeasseenseesaseanseennseenseenneesnseenseesnseensneas 181
7.37.2  Calling INTETTACE. ...c..eeueeiieiieieeiete ettt ettt sttt ettt e beeneeseeans 181
7.37.3 INPUL PATAIMELETS......eeiiiieiiiieeiiie ettt eeieeeeiee et e et e st eeseteesstaeessseeeessseesssaeesnsssseaeeessennnsssneens 181
7.37.4 OULPUL PATAMETETS. ...cuteiiiitiiieiiie ettt ettt ettt e s bt e e bte e e bteeenbeeeeateeeanteeeens 181
7.37.5 Warnings and EITOTS.......cccuiiiiiiiiiiiiiiecie ettt ettt et e st et e sneesnteesneeenseennees 182
7.38 xp_instr_att get angles cerressnressnsnrasens 183
T.38. 1 OVEIVIEW...ueieeuiieniieeieeeteeeiteeteestteesteesseeeaseessaeesseesseessseensaeesseesseeasseensaessseansaensseenseenssesnseensseanseenssnns 183
7.38.2 CalliNg INTETTACE. ... .eeitiiiiieiieiieee ettt sttt et e bee st e ebee e 183
7.38.3  INPUL PATAIMELETS. .. .eeeeeiiiieeeeiiieeeeeiiieeeeeetrteeeesatreeesstreeesssssseessasssseeeasssssaessssssseessssseeesssssseeesessssees 183
7.38.4 OULPUL PATAINELETS. ....eeeueieeiuieeeiiieeeetieeetteeeseteeeteeeetteeateeesnseeaaseeesseeeaanseeanneeeanseeesseeeanseeeannnsneeeens 183
7.38.5 WAaININGS AN CITOTS....c.uvietieruieeteeriieeteerttesteeteesteeeseesseeasseesseeasseesseessseaseesssesseessssseessnssseessnssees 184
7.39 xp _instr_att _set angles..... cesresssssesssntessnsssassssssnnanssssens 185
7391 OVEIVIEW..uteiiieiiieeitt ettt ettt ettt ettt et e bt sat e e bt e sat e et e eeat e et e e sat e et e e satesabeesbeesabe e bt e enbeenseees 185
7.39.2  Calling INTETTACE. ......eeiuiieiieiieeiiete ettt et et e ettt e et e et eenbeeseesnseeneeeennnes 185
7.39.3  INPUL PATAIMIELETS. ... eeeeeieieeeitiee ettt ee et e ettt e et e et e e ettt eebteeeaeeeeeaeeeeneeeesteeeseeeebeeeenseeeanseeeaneeens 185
7.39.4  OULPUL PATAIMETIETS. .....eeeuveeiieriieeniie et ettt et e st eb e sb e st e bt e sate e bt essteeabeesbbeeabeenbeesateenbeesneeeesaneees 185
7.39.5 Warnings QN @ITOTS. ....cc.ueruiertiriiertietertteteetesteeteeite bt eateste e teeatesteenbeeseesbeessesseetesseeesnseesanseesnseeas 186
7.40 xp_instr_att_get matrix......... ceeresentnesntnesnesssannnananeses 187
TAOD. T OVEIVIEW.c.utieieieiiieeieeette sttt et e st e et estte et e estee e s bt e bt e sate e seesabeeateesateenbeesateenseesaaeeaseenneeenbeenseesnseenseees 187
7.40.2  Calling INTETTACE. ......eeiuiieiieiieeiiece ettt ettt s e ettt e et e e st e et e e saeeenbeenseeenseesaessseenseeennnees 187
T.40.3  INPUL PATAITICLETS. ... eveeeeieeetieeetieeeteeeeeee ettt e esateeestee e tteesseeesaseeaanseeanseeenseeannseesseeesnseeennseesanneens 187
7.40.4  OULPUL PATAIMNELETS. ....eeeiuveeeiereeeiieeeetieesotteesseeeeseeessreeessseessseesssssessseeesssseesssesessseesssseesssseesssssssseeens 188
7.40.5 Warnings and ©ITOTS.........cccviiiiuieeriieerieeerreeesteeseteeesreeesseeessseeessseeessseessssesssssesssssssssesesssssssssseees 188
7.41 XP_inStr_att SEt IMALIIX...uciiicceiiicriisirinssnnissssnesssiesssiessnsiosessisssssesssssessastessassesssssessssssssssssssssnssssssses 189
B B R @ 1<) 4 1o 2SSO 189
7412 Calling INEEITACE. .....ctiiuieiieieeiiet ettt ettt ettt et ettt sat et e eatesbeenseeseebeennesnseeens 189
TAL.3  INPUL PATAIMICLETS. ..c..eveeeereeeiieeetteeetteeeteeeetteeeseteeesteeesseeesseeessseeessseesssseessssesssssesssseesnseeenseesnsseens 189
TAT.4A  OULPUL PATAINELETS. ....eeeutieeiiieeiieeeittee ettt eetteeetteeeatteeaateeeaateeaaseeeebeeeeasteeesteesnbeeesaseeeanseeeanneneeeens 190

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



\\\“\\\ Code: EO-MA-DMS-GS-0005

i m%-; &\% e Sa IIs)::Z 20/04/2018

elecnor group 415
Page: 19
7A1.5 WarningS aNd ©ITOTS....cc..eeiuierureeteertieeteestiesteenseeseeeseessaeasseessaessseesseessseanseesssessseessssseessnssseessnssees 190
7.42 xp_instr_att get harmonic ceessriessssnnsiessssnnsisssssastesssssnntisssessssssssses 191
TA2.1 OVEIVIEW...utiiiiiiiiiiiiieit ettt ettt ettt et sttt et sb et e a bt et s bt et sat e bt et e sbeebeeanesaeenneeane 191
7.42.2 Calling INTETTACE. ... eeiuieeiiieiieeie ettt ettt et e st e et et eenteesseeenseenseesnseeseeeennees 191
7423 INPUL PATAINIELETS. ... .eeeeeieieeetieeetie et te ettt e ettt e eeateeeateeeab et e e teeeaaeeeaaneeeeaneeeeneeeeneeeaseeeenseeennseeeanneens 191
TA2.4 OULPUL PATAINELETS. .. .eeeeurieeriieeiieeeeieeettreeseteeesreeeseeessseeassseesssseessssaeasssesassseessseeessseessssesssssnssseees 191
7.42.5 WAaInINZS ANd ©ITOTS....cuueeirieiieeteeriieeteeiteesteesseesteeeseessteeseesseessseesseessseasseesssesseesssseeessssseessnssees 192
7.43 xp_instr_att_set_harmonic........ccceceeeeeuerercuercnnnen. N 193
TA3.1  OVEIVIEW..utiiiiiiiiiiitete ettt ettt ettt et b et sttt a e bttt e bt et e e st s bt et e s bt e bt e et e ebeembesaeenaeenneeane 193
7.43.2 CalliNg INTETTACE. ... .eeitiieiieiieeiiecte ettt ettt et s e et s e e beesaeeeteesaeeenseenseeenseeseesnseeseeeennees 193
TA3.3  INPUL PATAITICLETS. ... eveeeeeeeeiieeeiieeeiteeetteeetteeeeateeestee e tteesteeeanseeeanseeesseessseeansseesseeesnseeennseesnnseens 193
TA3.4  OULPUL PATAIMELETS. ..eeeeeuevieeeeiirieeeereiieeeestrteeesesreeeeassreeessssseeessssseeesassssesesssssseessssssseesessssssssssrsnes 193
7.43.5 Warnings and ©ITOTS........ccccuviiiiieeiiieeeieeesreeesteesteeesteeesseeessseeassseesssseesssseesssseessssssssesessessssssseens 194
7.44 xp_instr_att get file cetttesestiesentessstessastessastessaste s st tesanssesenstsesssssnnatens 195
TA4.1  OVEIVIEW....utiiiiiiieiieeitet ettt ettt ettt ettt at e b et s bt et e a e e sb e et e e bt et e eabe s bt et e sbt e bt eabeebeenbeensenbeenseeane 195
7442 CalliNg INEETTACE. .....ccviiieiieeiieeiee ettt ettt st e et eesete e e teeetbeesebeeeessaeessseeensseeesssaeesseesnssseeeens 195
TA4.3  INPUL PATAIMICLETS. .....eveeeereeeiieeeieeeeteeesteeestteeesereeesteeessaeesseeessseeessseessssaesssessssseessssessseeenseesnsseens 195
TA4.4  OULPUL PATAINELETS. ....eeeutieeuieeeiieeeetiee ettt eetteeetteeeatteeaateeeaneeeeaueeeaseeeaasteeeseeesnbeeeaaseeeanseeeaannsneeeens 195
7.44.5 WarnINGS ANd ©ITOTS....ccuueetieiuieeteeieeeteeittesteesteesttesteesseessseesseessseeseesseeaseesseesseessnsseessnssseessnnsees 196
7.45 xp_instr_att_set_file teeessseesstessanesstesaeeateesssnttassssraaasssrtanene 197
TAS. T OVEIVIEW...ueieeuiieiieeiteeteeeiteeteestteeteesseeasse e saeesseessaessseeseeesseessaeasseensaessseanseensseenseenssesnseenseeenseenssens 197
7.45.2 Calling INTETTACE. ... .eeitiiiiieiieete ettt ettt ettt et e sbe e st e beesateenbeeeenneee 197
T.A5.3  TNPUL PATAIMELETS. .. .eeeeerviieeeertieeeeectieeeeesrteeeesiarteeeessreeesssstseeesssssseeessssssaessssssseesssssseesssssseeesnssssens 197
TAS5.4  OULPUL PATAINELETS. ....eeeeutieeeiieeeiiieeetieeeetteeseeteeeeeeeateeeaseeeanseeaasseessseeaassasasseeaaseessnseeeaseesannnsseeeens 197
7.45.5 WAaIniNGS ANd ©ITOTS....cc.ueeiuierureeteertieeteertiesteesteesseeeseessaeesseesseessseeseessseanseesssesseessssseessnssseessnssees 198
7.46 xp_set_az el_definition teeseessessaesstesaesstssanssnessassanesssnessanesssassanas 198
TAG. 1 OVEIVIEW...ueiiiiiiiiiiiiieiiet ettt ettt ettt sttt ettt et e a bt et s bt et e s it e bt et e sbeebeeaeenaeenneenne 198
7.46.2 Calling INTETTACE. ... .eeiuiieiieiieeiiee ettt et e st e et et eeabeesseeenseenseesnseeseeeennnes 198
T.46.3  INPUL PATAINICLETS. ... eeeeeieieeetieeetie et te ettt e ettt e eeateeeatee ettt e e teeeaneeeeaneeeeneeeeneeeeneeeanseeesnseeeanseeeanneens 199
TA46.4  OULPUL PATAINELETS. .. .eeeeuvieeiiieeiieeeiieeestreeessteessreeeseeesseeessseeessseessssaeasssesassseessssessnseesssseessssnssseees 199
7.46.5 WAaInINZS AN CITOTS....c..ueeivieruieereertieeteesttesteesteestteeseessteeseesseeasseesseessseasseesssesseessssseeessssseessnssees 199
7.47 Xp_attitude _defiNe.....ueeiiiiciiniciriniirinniiinitiinnticsntissntissstissstessstesssstesssssesssssssssssssessssssssssssssesses 201

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



I \

d o mﬁ(;,,s.f g&\% e S a 1?::2 20/04/2018

\\\\\\\\\_ Code:  EO-MA-DMS-GS-0005

elecnor group 415
Page: 20
TAT. 1 OVEIVIBW....utiiiiiniieiieettett ettt ettt ettt et e at e bt et e s bt e bt e htesb e e ab e e bt e bt eabesbe e bt ebt e bt eabeabeenbeeneenbeenneeans 201
7472 CalliNg INTEITACE. ... viieiieciie ettt ettt e e re e et eeeebeeessaeeessseesnsaeesssaeensseesnsseens 201
TAT.3 INPUL PATAMELEIS. ...cceeuviiiiieiiiiteiiciiee e eeiitee e ettt e e ettt eessibeeeesssteeeesesssaaeesasnsaeessssssnssssssssnssnnnnnnnnes 202
TAT. A OUPUL PATAMETETS. ...ceiieiieeeiie ettt e et e et e et e e e bte e e bteesneeeenseeeenseeeanteeeens 202
7.47.5 Warnings and EITOTS.......cccuiiiiiiiiiiie ittt ettt e et e s ete et esaeeenteesneeenseenneeas 202
7.48 xp_run_init ceseeessnenessntnessnntssansttesssssnnns 204
TAB.T  OVEIVIEW...uiiiiiiiiiiiiiiieit ettt sttt b et a bt et sae bt st e bt et e ebeeaeeanesaeenneean 204
7.48.2 Calling INTETTACE. ... .eeiuiieiieiieeiiee ettt ettt et e et e st e e b e e nteesnteenneeeennees 204
7.48.3 INPUL PATAIMIELETS. .....eeeeeieiieeitiee ettt te et ee ettt e ettt e et e e ettt e st eeeeabeeeeaeeeemteeenteeebeeesabteesnbeeeanseeennneens 205
TA8.4 OULPUL PATAINELETS. ....eeeeutieeriieeiiieeetieeeetteesieteeesreeetteesseeeasseeaasseessseesassaeasseeanseessaseessseesssnnsssneens 205
7.48.5 WAaININGS ANA CITOTS....c.uieitierureetieriieeteerttesteesseeseeeseesseeasseesseessseessaessseasseesssessseessssseesasssseessnssees 206
7.49 xp run_get ids.. cesssrsssssssssssrene 207
TA9. 1 OVEIVIEW...ueiiiiiiiiiieitiie ettt ettt sttt et b et e a bt et s bt et sat e bt e e e sbe e b e sanesaeenneenns 207
7.49.2  CalliNg INTETTACE. ... .eeiuiieiieiieeiieetee ettt ettt ettt e e st e et e sseeenseenseeenseeseesnseeneeeennees 207
7.49.3  INPUL PATAITICLETS. ... eeeeeeieeeeieeetie et te et e ettt e et eeeateeeaeteesseeesaseeeanseeeanseeenseeeneeesseeeanseeeanseeeanseens 208
7494 OULPUL PATAIMNELETS. ....eeeuveeeiereeeetieeetieesitreesseeeeteeessseeessseessseesssseessseeessssessssesssssessssseesssseesssssssseeens 208
7.49.5 Warnings and @ITOTS........ccccuiiiiiiieeiieeeeieeesreeesteeeetteesteeesseeessseeessseessssesssssessssseesssssssseeessessssssssens 208
TS50 XP_TUN_ClOS@.uueiiueeriiiniisieieseneicssnticssstesssnessastesssssessssrossssssssssesssssessassessastesssssessnssossnsesssssesssssessassessens 209
T.50.1  OVEIVIEW ...ttt ettt ettt ettt s h et s e e s bt et e bt et e eat e s bt et e sbeenb e e st e sbeebesaeenaeenneenne 209
7.50.2  Calling INEEITACE. .....cuiruieiieiieeiieteete ettt ettt et et e bt et s ae et e e st e bt enbeebee bt enaesnbeeens 209
7.50.3  INPUL PATAIMICLETS. ... eveeeeieeeiiieeiteeeieeeeeeeeteeeseteeesteeenteeesseeesaseeeasseeasseesssseeensseesseeesnseesnnseesnsseens 209
7.50.4 OULPUL PATAIMELETS. ..eeeeeuerreieeiiriereeieiieeeesitrteeeassreeesassreeesasnseeesssssesesasssseeesssssseessssssseessssssssssssssnes 209
7.50.5 WAarnings ANd ©ITOTS....cc.ueriuieruierieeriierteeittesiteeteesteesteesteessteeteesaseenseesseeenseesseesaseesnseeeesnseeessnsees 209
7.51 xp_attitude_init........ tettesensiesensisssnsesssnnessssenntssstsesssases 211
T 5101 OVEIVIEW ...ttt ettt ettt ettt et a e h et e bt e bt e st e e bt et e e st e bt et e ebe e bt eabenbeebeenteennneas 211
7.51.2  Calling INTEITACE. ...c..viieiii ettt ettt et e et e et e e etaeeessbeeessseeessseesasaeessseeensseeennnnes 211
7.51.3 INPUL PATAMELEIS. ...cceeuiiiiiieiiiiieeiciiie e eeitee ettt e e ettt e e sstteeessnbeaeesesssaaeesennsaeessssssnssssssssnsssnnnnnnnes 212
T.51.4 OUtPUL PATAMETETS. ... ueiieiieeei ittt ettt e et e et e et e e e bte e e bteesseeeenseeeenseeeanteeaens 212
7.51.5 Warnings and EITOTS........ccuiiiiiiiiiie ettt ee et et esete et e saeeenteesneeenseenseeas 212
7.52 xp_attitude_compute ceetessnenessnteessntessssteessssassaeeesessnnns 213
T.52.1  OVEIVIEW..uiiiiiiiiiiiiiiieit ettt ettt et b et et b e et s bt e bt et e sb et e ebeeaesanesaeenneean 213
7.52.2  Calling INTETTACE. ......eeiuiiiiieiieeiiee ettt ettt sttt e ettt e s e e aeesnneenseeeenneee 213

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



| — | \\&\\\\\\\\\ Code:  EO-MA-DMS-GS-0005

d e i m*O"""S" &:\__ e S a Datef 20/04/2018

elecnor group \\ fssue 415

Page 21
7.52.3  INPUL PATAITICLETS. ... eeeeeeieeeeieeeiteeetteeeeee ettt e et eetteeenteeesteeesnseeeanseeenseessseesnnseesnseeesnseeennseesanseens 214
7.52.4 OULPUL PATAIMNELETS. ....ececuveeeiereeeiieeeetteeetteeeseeeeseeessteeessseessseeassasesssseesssseesssesesssessssseessssesssssssseeeens 216
7.52.5 Warnings and ©ITOTS........ccccuviiiiiieeriieerieeesreeesteeetteesteeesseeessseeessseeessseessssessssseesssssssseeessessssssseees 216
753 XP_atlitUde USEI _Sel.....ecicvceiiiicerissinniiseiissnicssnencssnsicssssesssssessstessssesssssesssssossssasssssssssssssssssessassssssssns 219
R B B € 1<) o4 TS 2SSO 219
7.53.2  CalliNg INEEITACE. .....cttiuieiieieeiieieet ettt ettt et e bt et e bt e bt entesbeensesseebeenaesnneeens 219
7.53.3  INPUL PATAIMICLETS. ... .eveeeereeeiieeeiteeeieeeeteeeeteeeseteeesteeesraeesseeessseeasssaeasseessssesassseesnsseesnsaeennseesnsseens 220
7.53.4 OULPUL PATAINELETS. ....eeeiutieeiuieeeitiieeitiee ettt e et teeetteeetteeeabeeeaaeeeeabeeeebeeeeasteeesteeanbeeeeaseeeanseeeannsneeeens 221
7.53.5 WAaInINES ANd ©ITOTS....cuueriuieuieeteertieeteestiesiteeteesttesteesstessseeseessseeseesseeenseesseesaseesnsseessnnseeessnnsees 221
7.54 Xp_get attitude data.....ccceeieiciiiivninisniniiiinssnienssiessssicssssisssssisssssissssssssssesssssossssssssassssssssssssssssasess 223
T.54. 1 OVEIVIEW...ueieeuiieiieeieeeteeetteettestteesteessaeeaseessaeesseesseessseenseeesseesseeasseenseessseansaessseenseensseenseensseanseenssens 223
7.54.2 CalliNg INEETTACE. .....ccviiieriieciiieeiee ettt ctee e stee et e et e e eaeeetaeesebaeessbaeessseeesseeessseeesssaesnssaeeeens 223
7.54.3 TNPUL PATAIMELETS. .. .eeeeeriiiieeeeiiiieeeeeitereeestteeeesiaseeeeessraeessssseeesssssseessssssseessssssseessssssseesssssseeesssssens 223
T.54.4 OULPUL PATAINELETS. ....eeeeutieeiieeeitieeeeiieeetteeeeteeeeeeeetteesteeaanseeaaseeeeseeeaanseeesseeanseeesseeeanseeeannnsseeeens 224
7.54.5 WAaInINGS AN ©ITOTS....cuueeitieruieeteereeeeteesttesteesteesteeeseesseeasseenseessseesseessseanseesssesnseessssseesssssseessnssees 225
7.55 Xp_gen_attitude_data.........ceenenneenniniensnnieninensensinsnenensesssesesssessssssssssssssessessssssassassssssssssasssssassssas 226
T.55. 1 OVEIVIEW..utteiiiiiieeeite ettt ettt ettt ettt et e bt sat e et esa bt et e e sat e et e e sate et e e natesabeesaeesabe e bt e enseenbeees 226
7.55.2  Calling INTETTACE. ... .eeiuiieiieiieeiieete ettt ettt e sae e et e et e e e eseesaseenneeeennnes 226
7.55.3  INPUL PATAIMIELETS. ... .eeeeeieieeeitiee ettt e ettt e et e et e e ettt e s bee e e bt e eaaeeeeneeeesteeeseeeeabeeeenbeeeanneeenneeens 227
7.55.4 OULPUL PATAIMETETS. .....eeeuveeieeriieeriie ettt ettt stt et e st sat e beesate s bt eesteeabeesbbe et e enbeesabeenbeesaeeeesareees 228
7.55.5 WarnINgSs QN @ITOTS. ....cc.uiruieiiriiertietesiteteete st ettt et eteeae e bt et e steenbesstesbeestesbeentesnseeesaseeennseesnneeas 228
7.56 Xp_gen_attitude file.......cuueeieiviiiiiiiniiiineinisnenisntiisntinsntissntissnsnessnsnessssisssssssssssssssssssssssssssssssesens 231
T.56.1  OVEIVIBW...uviiiiiiiiiiinitiitet ettt ettt ettt sttt st b et a et e et s bt et e s et e bt et e sbe et e saeenaeenneenns 231
7.56.2  Calling INTETTACE. ......eeiuiieiieiieeiteee ettt ettt e bt e s e et e e saaeenbeenseeenseesaesnseeseeeennnes 231
7.56.3  INPUL PATAITICLETS. ... eeeeeeieeeiiieeeiieeetieeetee ettt e e seteeeatee e tteesteeesnseeeanseeenseesnseesnnseesnseeesnseeeanseesanneens 232
7.56.4 OULPUL PATAIMNELETS. ....eceiuveeeiereeeiieeeeteeeetteeeseeeeseeessreeessseessseeassssessseeesssseesssesesssesssssesssssessssssssseeens 233
7.56.5 Warnings and ©ITOTS........ccccuviiiiiieeriieeeieeesteeesteeeteeesreeesseeessseeessseeessseessssessssseesssssssseeessessssssseees 234
7.56.6 EXECULADIE PTOZIAIMN.......iiiieiieeiiieiie ettt ettt et ettt e e enbeenseeenseeennsneeeenneees 234
7.57 xp_attitude_close......ceeeevverisccercssencscnenennns 238
T.5T. 1 OVEIVIEW ..ttt ettt ettt ettt et ettt e b e sat e e bt e ea bt et e e eat e et e e sat e et e e sbteeabeenbtesate e st e enbeenseees 238
7.57.2  Calling INTETTACE. ......eeitieiieiieie ettt ettt ettt ettt be et et ebeeneesseens 238
7.57.3 INPUL PATAIMELELS. .....oeiiiiiiiiieeiee ettt et e ettt e ettt e et e e e bt e e e bt e e sasbet e e e e e e eeneaeeeeas 239

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



I \

d o mﬁ(;,,s.f g&\% e S a 1?::2 20/04/2018

\\\\\\\\\_ Code:  EO-MA-DMS-GS-0005

elecnor group 415
Page: 22
7.57.4 OULPUL PATAMETETS. ...cuiieiiieeeiie ettt ettt et e et e e et e e et e e st e et e e eseeessteeenseeeenseeeanseeeanseeeens 239
7.57.5 Warnings and EITOTS.........ccuiiioiiiiiiii ettt ettt e tee et e e eebe e e seveessaeesseseesssaeesnsseesnseeens 239
7.58 xp_attitude get id data cesstessssisssssisseasessrasessratesssasessssnsanan 241
T.58.1  OVEIVIEW ...ttt ettt ettt ettt b et h et a e b et eh e e bt e st e s bt et e ebt e bt e st e sbe et e eaeenaeeneeeans 241
7.58.2  CalliNg INTETTACE. ......eeiuieeiieiieeiiecie ettt ettt et et e et e st e eate e s e enseeseesnseeseeeennees 241
7.58.3 INPUL PATAIMICLETS. ... eveeeereeeiiieeiieeeteeeeteeeeteeesteeesteeesteeesseeessseeesseeesseesssseessssessnsseesnseeensseesnsseens 241
7.58.4 OULPUL PATAIMNELETS. .. .eeeeuveeeieiieeitieesieeetteeeseteeesreeeteeessseeessseeessseesssaeasssesesseessseeesnseeesssesensnssseees 241
7.58.5 WAININGS AN CITOTS....cueeeiieuierieeiieeteesttesiteeteesteesteesseeesseeteesnseeseesseeanseesseesaseesnnsseeeannseeessnnenes 242
7.59 xp_attitude _Set id data..........eeceeeieieiiiiseiiniiiiniiiinetiinnenesntisstisstissstsssastesssssesssssssssesssssssssssssees 243
T.59. 1  OVEIVIEW...ueieiuiieiieeieeeieeeiteeteestte et esseeeaseesseeesseesseeesse e seeesseesseeasseansaessseanseessseenseensseanseensseanseenssens 243
7.59.2  CalliNg INTETTACE. ... eeiuiieiieiieeiiesee ettt et s e et e st e e beesteeesteesaeeenseenseeenseeseesnseeseeeennnes 243
7.59.3  INPUL PATAIMELETS. .. .eeeeeiiiieeeeriiiieeeeeiieeeeestteeeeeatteeesssreeesssssseassssssseeeessssseessssssseesssssseeesssssseeesesssens 243
7.59.4 OULPUL PATAIMELETS. ..eeeeeuevieeeeiitieeeeieiieeeesottteeeassteeeeasrreeesassseeesssssseeesassssesesssssseessssssseesessssssssssrsnes 243
7.59.5 WaININGS AN CITOTS....cuueetieruieeteertteeteestiesteeteeseeeseesseeasseenseessseesseessseaseesseesseesnssseessnssseessnssees 244
7.60 xp_attitude get model id......... certesentessntessnnnsttsesssanes 245
Ti00.1  OVEIVIEW...ooiiiiiiiiiiiiiiiteeet ettt ettt st ettt st et et b e et sae et s et e be et e sbeeaeeanesaeenneeane 245
7.60.2 CalliNg INEETTACE. .....ccvieieiieeeiieeieeecee ettt e etee et e et e e seteeeeteeesbeesbeeeessaeessseeessseeensseeesseesnsseeeeens 245
7.60.3  INPUL PATAIMIELETS. ... eeeeeieieeeiiiee ettt te et ee ettt e et e ettt e et te e e bteeeabeeeaaeeeeenteeesteeeneeeebeeeenbeeennseeenneeens 245
7.60.4  OULPUL PATAINELETS. ....eeeiutieeiuiieeiieeeittee ettt eetteeetteeetteeeteeesaeeeeaaeeeeseeeeasteeeseeeabeeesaseeeanseeeannsneeeens 245
7.60.5 WarnINgSs QN @ITOTS. ....cc.ueruterieriierteetestteteete st et eetesteeatesse e teeatesteebesseesbeestesheenteeseeesnseesnseesnneeas 246
7.61 xp _change frame..... cesstessssiesensisssnsissnsisssasisssnsssesessnes 247
Ti01.1  OVEIVIEW ...ttt ettt ettt ettt e e s h et s bt et e e sbe et e saeesbeenneenne 247
7.61.2  Calling INTETTACE. ... .eeiuiiiiieiieeiteee ettt ettt et ettt et e e e beesateenbeeeenneee 247
T.61.3  INPUL PATAITICLETS. ... eeeeeeieeetieeeiee et ieeeeee ettt e erate e et e e e teeeeteeesnseeeanseeenseesnseesnnseesnseeesnseeennseesanneens 249
T.61.4 OULPUL PATAINELETS. ....eeeutieeieiieeeiieeeeiieeetteeeeeteeetteeatteesseeeanseeaasseeasseeaansesasseesseeesseeeanseesannnsseeeens 250
7.61.5 Warnings and ©ITOTS........ccccviiiiiiieiiiieerieeesteeesteeeeteeesreeesseeessseeessseeessseessssesssssessssssssseeesssssssssseees 250
7.62 xp_atmos_init teeseesnessansnnessnessssnesnaaes 252
Ti02.1  OVEIVIEW....ueiiiiiiiiiieitet ettt ettt ettt et h et s bt et e a e b e et e bt e bt e st e s bt et e sb b e bt e st e sbeenbeeaeenbeenneean 252
7.62.2 Calling INEEITACE. ... .ccueeeeieiie ettt et ettt et et e et e s st e et e saeeenbeensaeenseenseeenneennes 252
7.62.3  INPUL PATAIMELETS......eiiiiiiiiiiieeiie et cieeeeiee et et e et e et eesateesssaeessseeeessaeesssaeesnsssseaeeessannnsssenens 253
7.62.4 OULPUL PATAMELETS. ...ccviieeiiieeiieeeieeeeieeestee et e ettt e et e e et eesabeeesnteesnseessseeesssseesssaeensseessnseesnsseeeens 253
7.62.5 Warnings and EITOTS.......cccuiiiiiiiiiiiiiiecie ettt ettt e st et esneesnteesaeesnseeneees 253

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



| — | \\&\\\\\\\\\ Code:  EO-MA-DMS-GS-0005

d e i m*O"""S" &:\__ e S a | Datef 20/04/2018

elecnor group \\ | e 415

Page: 23
7.63 xp_atmos_close e 255
Ti03.1  OVEIVIEW...utiiiiiiiiiiiieit ettt ettt ettt et b et e a bt et s bttt s bt e bt et e sbe e b e eanesaeenneeans 255
7.63.2  CalliNg INTEITACE. .....uviieiiieeiiie ettt et e et e e eb e e e tveeessbeeessaeesnsaeesssaeennseeensseens 255
7.63.3  INPUL PATAIMELELS. .....oiiiiieiiiie ettt ettt e ettt e et e e et e e e et e e ettt e e e e e eeansneeeeas 256
7.63.4 OULPUL PATAMETETS. ... tiieitieieie ettt et et e et e et e e e bee e e bteeeneeeenseeeenseeeanteeeens 256
7.63.5 Warnings and EITOTS.........cc.ccuiiiiieiiieiiecie ettt ettt et seeeae et e e s e eteesaseesseesaseenseessseenseenssens 256
7.64 xp_atmos_get_id_data ceeressnteesneessnntesesssnnnanane 258
Ti04.1  OVEIVIEW...uviiiiiiiiiiiiieteet ettt ettt b et sttt et s bttt b e et e e et e s bt et e s bt e bt eateebeebeeatenaeenneean 258
7.64.2  Calling INTETTACE. ......eeiuiieiieiieeiiee ettt ettt et e et e st e e e e aeesateeneeeennees 258
T.64.3  INPUL PATAITICLETS. ... eeeeeeeeeeiieeeiteeetieeetteeetteeesteeettee e tteesteeeanseeeanseeesseeasseesnsseesnseeesnseeennseesnnseens 258
T.64.4  OULPUL PATAINELETS. ....eeeeurieertieeiieeeetieeetteeseteeesreeeteeesseeeasseeasseessseessssesasseesseessseessseessnnnssseeens 258
7.64.5 Warnings and ©ITOTS.........cccviiiiiieeriieeeieeesreeesteesteeesteeesseeessseeessseesssseesssseesssseesssssssseeesesssssssseees 259
7.65 xp_dem_init cesssriesssnsssessssnastesssssastsssssastsnsasesesane 260
Ti05.1  OVEIVIBW ...ttt ettt ettt ettt a e h et s h et e a e s bt et e e bt e bt eate s bt et e s bt e bt eatesbe et e ebeenbeenneenns 260
7.65.2 Location 0f DEM dataset..........ccceiieriiiiriiieeieieeie ettt sttt e s 260
7.65.3 Access t0 DEM dataset........ccoocuiiiiiiiiiiniiiiiiiciecstce ettt 260
7.65.4 DEM maximum altitude algorithm...........c.ccocciiiiiiiiiiiieeiieee et e e e 261
7.65.5 DEM Ge0id COMPULALION. ...ccuiiiiietieriieiiesieeteesite st enieesteesteessteeseesseessteesseesnseeseesnseesnnseeesnnnees 262
7.65.6 Calling INEEITACE. .....ccueieiieiiieiiec ettt et e st e et e s e eate e seesnseeseeenneenees 262
7.65.7 INPUL PATAIMELETS......eiiiuiieiiiieeiie ettt eeeeeete et e et e et ee st e e sstaeessseeesnsaeeensaeesnssssaeeeessennnsssneens 263
7.65.8 OULPUL PATAMETETS. ....eeuiiiiiiiiiieiieeee ettt st ettt e sb e et sbe e st enbee s 263
7.65.9 Warnings and EITOTS........cc.uiiiiiiiiiiiiiieiie ettt ettt et e st e st e saeeenbeeneeees 264
7.66 xp_dem_close..... ceetessstnessntissstessastessssssssnnsttenesssssnnnnne 265
Ti00.1  OVEIVIBW.....uiiiiiiiiiiitete ettt ettt ettt ettt b et s bt et e a e sbe e et e eh e e bt eat e s bt et e ebte bt eaeeebeenbeeatenbeenseeans 265
7.66.2  Calling INEITACE. ... .ccuvieiieeiie ettt ettt et e st s e et eessaeenseesaaesaseesaeenseensaeenseennes 265
7.60.3 INPUL PATAMELEIS. ...ccceuiiiiiieiiiieeeiiiiee e eeitee ettt e e ettt e e s esatteee s s nbeeeesesssaeeesesnsaeessssssnsssssssssssnnnnnnnnes 265
7.66.4 OULPUL PATAmMELETS. ......uiiiiiiieeiieeeieeecieeetee ettt e ete e st e e et eesebeeessbeeessbeesstseesssseessseeessseeessseeensseeeens 265
7.66.5 Warnings and EITOTS........ccuiiiiiiiiiieiiiecie ettt ee et e et e sete et e sneeenteesneeenseeseeas 266
7.67 xp_dem_compute ceeresssenesennsatniessssennns 267
Ti0T.1  OVEIVIEW....ueiiiiiiiiiiiiieit ettt ettt sttt et sb et et b et s ae e bt et e b et eebeeaeeanesaeenneean 267
7.67.2  Calling INTETTACE. ......eevieiiiiieieeiiee ettt ettt sttt ettt e beeneesseens 267
7.67.3 INPUL PATAIMELELS. .....oeiiiieiiiieiitie ettt et e ettt e ettt e et e e e bt e e e bt e e ettt e e e e e eeaneaeeeeas 268

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



| — | \\&\\\\\\\\\ Code:  EO-MA-DMS-GS-0005

d e i m*O"""S" &:\__ e S a | Datef 20/04/2018

elecnor group \\ | fssue 415

Page: 24
7.67.4 OULPUL PATAMELETS. ...cueiieiiieeeiie ettt ettt e e e e et e e et e e st e e et e e e teeessteesnseeeenseeeanseeeanseeeens 268
7.67.5 Warnings and EITOTS.........ccuiiiiiiiiiiiiiiee ettt ettt e et eesebe e e ssaeesnseeessseesssaeesasaeessseeens 268
7.68 xp_dem_get_info cesressnsesssasessnsissssnnansssses 269
Ti08.1  OVEIVIEW ...ttt ettt ettt ettt et b et s h et e e e bt et e bt e bt e st e s bt et e e bt e bt e st e ebeesbeeaeenaeenneean 269
7.68.2 Calling INEEITACE. ... .ccuiietieiie ettt ettt ettt e et e st e et e saeeente e seeenseenseeenneenees 269
7.68.3  INPUL PATAMELETS. ...cuviitiiiiiiiiieitte ettt ettt e sbt e ettt e st ebe e sate et eeesabaeeeenaraees 270
7.68.4  OULPUL PATAMELETS. ....couiiiiiiiiieiieete ettt ettt sttt sttt st e b e st e enbee s 270
7.68.5 Warnings and EITOTS........ccuiiiiiiiiiiiiiiiecie ettt ettt ettt e st et esneesnbeesaeeenseeneees 270
7.69 xp_dem_get id_data ceseeesestisssstessnstessnstessttesastissastassssnnns 272
Ti09.1  OVEIVIEW....ueeeuiieiieeieeeieeeiteeteestteeteesseeeaseessaeesseesseessseeseeesseessaeasseensaessseansaessseenseenssesnseensseanseenssens 272
7.69.2  CalliNg INTETTACE. ... eeiuiieiieiieeiiece ettt e et s e et e e be e st e eseesaeeenbeesseeenseeseesnseeseeeennnes 272
7.69.3  INPUL PATAIMELETS. .. .eeeeeriviieeeeiiiieeeertieeesesrteeeesiateeeeessreeesssssseeesasssseesessssseessssssseessssssseessssseeesesssens 272
7.69.4  OULPUL PATAIMELETS. ..eeeeeuevieeeeiirieeeeieiieeeeritrteeeestreeeeassrreessssseeessssseeesssssseeesssssseessssssseesessssssssssnsnes 272
7.69.5 WaInINGS ANA CITOTS....cuueeitieruieeteeriteeteesttesteeteesttesseesseeasseeseeasseeseessseaseesseesseesnssseesssssseessnssees 273
7.70 xp_dem_id_ configure cetttesentissntessasressnsas st sesssssennasssasens 273
T 70,1 OVEIVIEW...uiiiiiiiiiieitett ettt ettt ettt sttt b et et b e et s bt et sat e bt et e sbeeaesanesaeenneean 273
7.770.2  Calling INEEITACE. .....uviieiiieeiiieciee ettt et s e et e et e e esbeesssbeeessseesnseeesnsaeennseeensseens 273
7.770.3  INPUL PATAIMELELS. .....eiiiiieiiiee ettt ettt e ettt e ettt e et e e e et e e eabeeesmebeteeeeeeeenaneneeeeas 274
7.770.4 OULPUL PATAMETETS. ...cutiieitiieeitie ettt ettt et e et e et e e ettt e e bte e e abteesnseeeenbeeeanteeeens 274
7.70.5 Warnings and EITOTS........cccuoiiiriiiiiiiiienieeee sttt ettt sttt st sb ettt entesaeennee s 274
7.71 xp_target inter e 276
T 711 OVEIVIBW...utiiiiiiiiiieitete ettt ettt sttt et b et e a et e e s bt et s et e bt et e sbeebeeaeenaeenneene 276
7.71.2 Calling INEITACE. ... ccueieitiiiie ittt et ettt e st st e bt e st e e st e enneenees 276
7713 INPUL PATAIMELETS. .....eiiiiieeiiie ettt et e et e et e e e ete e st eesaneeeenseeeennanaeeeeeesennnsneeeens 278
T 714 OUPUL PATAMETETS. ...cviieeiieeeiie ettt ettt et te et e e et e e et e e st e e e steesseeeesteesnseeesnseeeenseeeanseeeens 279
7.71.5 Warnings and EITOTS........ccciiiioiiiiiiiiciec ettt ettt et e et e e sebe e e ssaeesnaeesssseesssaeesnsaeessseeens 279
7.72 xp_target ground range ceessriessssnsisssssassessssaastssssssnssssssssssssns 282
T 72,1 OVEIVIEW ..ttt ettt ettt ettt ettt s bttt s bt et ea e s bt et e bt e bt e st e s bt et e ebt e bt eaeesbeenbeemeenbeenneeans 282
7.72.2 Calling INEEITACE. ... .ccueeeeieeiie ettt ettt ettt ettt e et e st e et e saeeeateensaeenseeseeenneennes 282
7.72.3  INPUL PATAIMELETS. ... .eiiiiiieiiiieeiie ettt ettt e et e et ee st eesstaeesssaeeessseesssaessnsssseaaeessennnsssneens 284
7724 OULPUL PATAMEIETS. ...cviieeiieeeiieeeieeeeieeestee et e ettt e et e e et eesbeeesnbeeesseessseeesssseeasseeensssessnseesnsseeeens 285
7.72.5 Warnings and EITOTS.......cccuiiiiiiiiiie ettt ettt ettt e st et e sne e sateesaeeenseeneees 285

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



| — | \\&\\\\\\\\\ Code:  EO-MA-DMS-GS-0005

d e i m*O"""S" &:\__ e S a | Datef 20/04/2018

elecnor group \\ | e 415

Page: 25
7.73 xp_target incidence angle ceriesensisssnsessssssennans 287
T T3.1 OVEIVIEW .ttt ettt ettt et b et e a bt et be et sat e bt et e sbeebeeanenbeenneenne 287
7.73.2  CalliNg INTEITACE. .....uviieiiieeiiieciee ettt ettt e et e et eetbeeesbeeessbeesssaeesnsaeensseesnsseens 287
7.773.3  INPUL PATAIMELETS. .....eiiiiieiiiie ettt et e ettt e et e e et e e et e e et e e e emsbeteeeeeeeeansneeeeas 289
7734 OUtPUL PATAMETETS. ....ueiieitieieiie ettt ettt e et e et e e e ate e e bteesneeeenseeeenteeeanteeeens 290
7.73.5 Warnings and EITOTS.........ccucccuiiiiieiiieieecieeie ettt ettt et teeae et e e s e eaeessseenseessseesseessseensaensseas 290
7.74 xp_target_range cessresssnsesssssennanssases 292
T TA. 1 OVEIVIEW..utiiiiiieiiieitite ettt ettt ettt ettt ettt sttt et b et e bt e bt e et s bt et e s bt e bt eatesbeesbesaeenaeenneeane 292
7.74.2 Calling INEITACE......ccueeeeieiieeieee ettt et ettt et e st e s e enbe e st e enneenees 292
T.TA.3  INPUL PATAIMELETS. ... .eeiiiieiiiie ettt et e et e et e et e e st e e s st e esnneeeenseeesnnnsaeeeeeeeennnsneneens 294
T.TA4  OUPUL PATAMETETS. ...cutiieeiieeeiie ettt ettt e e e e et e e st eesateeeneeeesteeensaeesnsaeesnseeeanseeeanseeeens 295
7.74.5 Warnings and EITOTS.........ccouiiiiiiiiiiiiiiic ettt ettt e st e e sebe e e seseeetseesnaseesssaeesnsaeesssneens 295
7.75 xp_target range rate..... cessssisssssnasiessssssssssssrsrerarenanane 297
TT5.1 OVEIVIEW ...ttt ettt ettt ettt ht e b et e h et e a b e bt et e bt e bt eate s bt et e eb b e bt eaeeebeenbeeneenbeeneeean 297
7.75.2  Calling INEEITACE. ... .ccueeeeieeiie ettt ettt ettt e st e et e s e e enseessaeenseensaeenseenseeenseennes 297
7.75.3  INPUL PATAIMELETS. ... .ceiiuiiiiiie ettt eeiee et e et eestee s ttee st eesstaeessseeesssseesssaeesnsssseaeeesssssnsssenens 299
T.75.4 OULPUL PATAMELETS. ....cviieiiiieeiieeeiieeeiee et ettt e ettt e et e e e teeessbeeessbeessseesnsseesssseessseeessseeesssesensseneens 300
7.75.5 Warnings and EITOTS.......ccc.uiiiiiriieiieeiiecie ettt ettt ee ettt esate et esneesnteesneesnseennnees 300
776 XP_target tANGENL.......cccvveievcerisirerissercssnnicsssnicssstisssstesssssesssssesssstessassssssssssssssssossesssssesssssesssssssssssssas 302
T.TO0.1  OVEIVIEW...ueeeiiieniieeieeeteesiteeteestteeteesteeeaseessaeesseesseessseenseeesseesseeasseensaessseenseensseenseenssesnseenseeenseenssens 302
7.76.2  Calling INTETTACE. ... eetieiieitieie ettt ettt sttt ettt et et enbeeatesbeens 302
7.76.3 INPUL PATAMELEIS. ...ccceuviiiiiiiiiiiececiiie e eritee e ettt e e ettt e e e estbeeesessbreeesessssaesessssaeeesssssssssssssssssnsnnnnnnes 304
7.76.4 OULPUL PATaMELETS......uueiiieciiiieeeeiieteeertee e et eeeesireeeessetteeeesetreeessnsaeessssssaeeeesssseaesssssseeessnssseeeees 305
7.76.5 Warnings and EITOTS........cccueiiiiiiiieriieieesie ettt sttt ettt ste et eestae e s e eaeessaeenseessseenseesseesnseensenas 305
7.77 xp_target altitude cesreessntessnsnessssenns 307
T TT.1 OVEIVIBW...utiiiiiiiiiiiiteie ettt ettt ettt et sttt et sb et ettt et s bt et sat e bt et e sbeebeeanenaeenneenn 307
7.77.2 CalliNg INTEITACE. .....uviieiiieciiie ettt ettt ettt e et e e eeb e e e tbeessbeeessbeesnsaeesssaeensseeensseens 307
T7.77.3  INPUL PATAIMELETS. .....eiiiiieiiiie ettt ettt e ettt e et e et e e et e e e et e e emsbeeeeaeeeeeaneneeeeas 309
7774 OUPUL PATAMETETS. ...cueiieiiieieiie ettt ettt e et e et e et e e e bt e e e bteesaneeeenseeeenseeeanseeeens 310
7.77.5 Warnings and EITOTS.........cc.cccuiiiiieiiieieecieeie ettt ettt ettt e ae et e e s e eteesaseesseesaseesseessneenseesnens 310
7.78 xp_target_star ceetesesteessatessnstessantesanesssstnesssteneessssessrasanens 312
TT8.1 OVEIVIEW...ueiiiiniiiiiieiteteet ettt ettt b ettt ettt b et e bt et e e et s bt et e s bt e bt e st e sbeesbesatenaeeneeenne 312

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



I \

d o mﬁ(;,,s.f g&\% e S a 1?::2 20/04/2018

\\\\\\\\\_ Code:  EO-MA-DMS-GS-0005

elecnor group 415
Page: 26
7.78.2 Calling INEEITACE. ... .ccueieiieeiie ettt ettt et s e et e st eebeessaeenseesaaesaseensaeenseenseeenneennes 312
7.78.3 INPUL PATAMELEIS. ...ccieuiiiiiieiiiieeiiiee e eeiiiee ettt e e ettt e e s ssttteeesssbeeeesesssaeeesennsaeessssssnssssssssssssnnnnnnnes 314
7.78.4 OULPUL PATAmMELETS. .....uiiiiiiieeiieeeieeeciee et ee ettt e et e e et e e e teeesebeeessbeeessbeeessseesssseesssseessseessssesessseneens 315
7.78.5 Warnings and EITOTS........ccueiiiiiiiiieeieecie ettt ettt et e sete et e sneeenteesneeenseeneeas 315
7.79 xp_target_station teeessaeesstesnessanssstessanesansssatessaesstesssssatessssraasesanaane 317
TT9.1 OVEIVIEW...uiiiiiiiiiiieiieitet ettt sttt ettt et b e s bttt e it e sb et eebeeaeeanesaeenneean 317
7.79.2  Calling INLEITACE. ... .ccuiieiieciie ettt ettt ettt e s e et e st e esbeessaeesbeesaaesaseesaeessaenseeenseenees 317
7.779.3  INPUL PATAIMELELS. .....eeiiiieiiiieeiiie ettt et e ettt e ettt e et e e et e e e bt e e sttt e e e e e eeneneeeeas 319
7.779.4 OULPUL PATAMETETS. ... eiiiitieiiiie ettt ettt ettt et e et e e bt e e bte e eaeeeeenbeeesabeeeanteeeens 320
7.79.5 Warnings and EITOTS........cccueiiiiiiiieiieeiiesie ettt ettt ettt et e e e veesaeessaeeseessseenseenseesnseensseas 320
7.80 xp_target_generic teeessseessnessateatssstesatessatesaasesssattessssratesssstane 322
7801  OVEIVIBW...uiiiiiiiiiiitiitet ettt ettt ettt bt ettt b e et s bt et s bt e bt et e ebeebeeanenaeenneenne 322
7.80.2 Calling INtEITACE. .....uviieciiiieiiie ettt e ree et e et e e e tbeeestbeeessbeessbaeesssaeensseeensneens 322
7.80.3  INPUL PATAIMELELS. ... .oeiiiieiiiie et et e et e et e et te e et e e s et e e ensteesnnseeeeeaeeeennnsneeeens 323
7.80.4 OULPUL PATAMETETS. ... eeieiieeeiie ettt ettt et e e et e et e et e e e st e e e tteesaneeeenseeeenseeeanseeeens 323
7.80.5 Warnings and EITOTS.........ccuiiiiiiiiiiii ettt ettt e et e e e e s saeessasaeensaeesnseeesnseeens 324
7.81 xp_target reflected cesriessasesssntesensnssssssssnnnnnses 325
7811 OVEIVIEW...ueiiiiiiiiiieiteteet ettt ettt et b et h e bt e et s bt et s bt e bt eatesbe et e saeenaeeateenn 325
7.81.2 Calling INLEITACE. ... .ccueieiieiieeiee ettt ettt et e st e et e s e eate e seeenseeseeenneenees 325
7.81.3 INPUL PATAIMELETS. ... .eiiiiiieiiieeiie ettt eteeeeiee et e et e et ee st eesataeessseeesnseeeenseeesnsssseeeeeseannnsssneens 326
7.81.4 OULPUL PATAMELETS. .. .eeiiiiiiiiiieiieeieetee ettt st ettt sb e st ebe e st e enbee s 327
7.81.5 Warnings and EITOTS.......cccuiiiiiiiiiiiiiiieiie ettt ettt ettt e st e sateesaeeenbeeeeees 327
7.82 xp_target travel time ceetesestnesenttesntesssteesssaastteeessssnssntatensees 330
T.82.1  OVEIVICW ...ttt ettt ettt ettt ettt e at e s bt et sh et e atesb e e et e eh e e bt eabesbe et e ebt e bt eateebeenbeentenbeenteeane 330
7.82.2 Calling INLEITACE. ... .ccueieiieeiie ettt et ettt e st e st eeteesseeenseesaaesaseensaeenseensaeenseennes 330
7.82.3 TNPUL PATAMELEIS. ...ccieiriiiiieiiiie ettt e eriitee e ettt e e e ettt e e s sssbteeessnteeeesesssaeeesssnsaeessssssnssssssssssssnnnnnnnes 332
7.82.4 OULPUL PATAmMELETS. .....uiieiiiieeiieeeieeeciee et ettt eette e st e e et eesebeeessbeeessbeeessseesssseesssseensseessssesessseneens 333
7.82.5 Warnings and EITOTS........ccuiiiiiiiieiiieiiecie ettt ettt ettt e sete et esneeenteesneeenseenseeas 333
7.83 xp_target tangent sun cettesestiesentiessnttesstessastessasteeantesannttesessssssen 335
T.83.1  OVEIVIEW...uiiiiiiiiiiiiiiteet ettt sttt et b et et b et s bt b e e b et eeaeeaeeanesaeenneean 335
7.83.2 CalliNg INLEITACE. ... .ccuiieiieeiie ettt ettt ettt s et e st e e beessaeesseesaaeense e saeessaeseeenseennes 335
7.83.3  INPUL PATAIMELELS. .....eiiiiiiiiiieeiie ettt ettt e et te e et e e e bt e e e bt e e sttt e e e e e eenaneaeeeeas 337

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



I \

d o mﬁ(;,,s.f g&\% e S a 1?::2 20/04/2018

\\\\\\\\\_ Code:  EO-MA-DMS-GS-0005

elecnor group 415
Page: 27
7.83.4 OULPUL PATAMELETS. ....uuiieiiieieiie ettt ettt et e e et e e et e et e et e e eteeeesteeenseeeenseeeenseeeanseeeens 337
7.83.5 Warnings and EITOTS........cccuiiiiiiiiiiiiciic ettt et ettt e e eere e e seaeestbeesseseeessaeesnseeesnseeens 338
7.84 xp_target tangent moon ceesssiessssnnsiessssnnsisssssansasssannnes 340
T.84.1  OVEIVIEW...ueiiiiniiiiiiitete ettt ettt ettt b et e bttt a bbb e bt e bt e st e s b e et e sbt e bt eateebeenbeemeenaeenneeans 340
7.84.2 Calling INEEITACE. ... cccueeetieeeie ettt ettt et s e et e s e et e naeeeabeenseeenseeseeenneennes 340
7.84.3 INPUL PATAIMELETS......eiiiiiiiiiieiiie ettt eeteeetee et e et e st ee st eestaeesssteeesseeesssaessnsssseaeeessennnsssneens 341
7.84.4 OULPUL PATAMEIETS. ...ccuiieiiiieeiieeeiteeeieeertee et ettt e et eeetteeeabeeessbeessbeessseeesssseeessaeensseeennseesnsseeeens 341
7.84.5 Warnings and EITOTS.......cccuiiiiiiiiiiieiiesie ettt ettt e ettt e sete et esne e et e sneeenseeneees 342
7.85 xp_target sc cesetesestesssntessstessnstesastesattesssssssststttessssensrnane 344
T.85.1 OVEIVIEW...ueieeuiieniieeieeeteeeiteeteestteeteestaeeaseessaeesseessaessseenseeasseesseeasseensaessseansaensseenseensseenseensseanseenssens 344
7.85.2 CalliNg INEEITACE. ... .ccuiieiieieie ettt ettt et e s e e teessaeesseesaaesaseensaeensaeseeenneennes 344
7.85.3 INPUL PATAMELEIS. ...cccocuiiiiiieiiieieiiciite e eritee e ertite e e ettt e e ettt e e sssbbeeesesssaaeesssssaeesssssssssssssssnsssnnnnnnnes 344
7.85.4 OULPUL PATAMELETS.......uvieieciiiiieieiiieteeeitee e eritee e esireeeeestbeeeseseareeesssateeessssssaeeeasssseassssssseeessnssseeeens 345
7.85.5 Warnings and EITOTS........ccueiiiiiiieriieieesie ettt ettt e et e eaeessteeseessseenseenneesnseensnees 345
7.86 xp_multi_target_inter......... .. 347
T.80.1  OVEIVIEW.....eiiiiiiiiiiiiiiiiteteett ettt ettt sttt et b et et b et ae et s e b e e e sbeeaeeanesaeenneean 347
7.86.2 CalliNg INTEITACE. .....uviieeiieeiiie ettt et s e et e et e e sebeeesbeeessseesnreeesssaeensseeensseens 347
7.86.3  INPUL PATAIMELELS. .....ooiiiiiiiiie et ettt et e et e e et e e et e e sttt e e e e e eenneaeeeeas 349
7.86.4 OULPUL PATAMETETS. ......eiieitiieeiie ettt ettt ettt et e et e e bt e e e bteesabeeesnseeeeabeeeanteeeens 350
7.86.5 Warnings and EITOTS........c.c.oiiiiiiiiiiieieciee ettt sttt st sb et sttt eatesaee s s 350
7.87 xp_multi_target travel time tetriesestisssasesssatesesstessastsessssssnntsssesessssens 353
T8T.1  OVEIVIEW...utiiiiiiiiiieitett ettt ettt ettt sttt st be et a e bt e et s bt et s bt et e st e sbe et e eaeenbeenneeane 353
7.87.2 Calling INEEITACE. ... cccuiietieiieeiee ettt ettt e e st e st e be e sebe e st e enneenees 353
7.87.3 INPUL PATAIMELETS. ... .eeiiuiiieiiieeiie ettt e et e et e et eette e et eesaneeeenseeeennanaeeeeeeeennnsneneens 355
7.87.4 OULPUL PATAMETETS. ....ueiieeiieeeiie ettt ee et e ettt e et e e et e e et e e st e e nteeeseeeesteesnseeeenseeeenseeeanseeeens 357
7.87.5 Warnings and EITOTS.........ccuiiiiiiiiiiii ettt ettt e et e e sebe e e seaeesnaeessaseeessaeesasaeessseeens 357
7.88 xp_target_list_inter..... tesseessessnessessasssnssasesassassnssaesnes 360
7881 OVEIVIEW ...ttt ettt ettt b et s h et et b et eh e bt eat e s bt et e sat e bt eatesbeenbesaeesbeeneeean 360
7.88.2  Calling INTETTACE. ...c..eiiieiiiiieieete ettt et ettt saeen 361
7.88.3  INPUL PATAIMELETS......ceiiuiiiiiiieeiie ettt ettt et e et ee st eesteeesssbeeessaeeessaessnssssaeeeessennnsssneens 362
7.88.4 OULPUL PATAMEIETS. ...cc.uiieiiiiieiieeeiie et estee ettt e et e e et e e et eeeabe e e sbeesnbeessseeesssseesnseeessseeessseesssseeeens 363
7.88.5 Warnings and EITOTS........ccuiiiiiiiiiiiiiieeie ettt ettt e ettt et et esneesnteesneesnseeneees 363

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



\\\“\\\ Code: EO-MA-DMS-GS-0005

i m%? &\:‘— e Sa | I[S)::Z 20/04/2018

elecnor group - | 415
Page: 28

7.89 xp target extra vector testtesestessstessnstessastesansessesstnstttesssssensatssaees 365
T.89.1  OVEIVIEW...utiiiiiiiiiiiiteit ettt ettt ettt et sb et e a bt et s bttt s bt et e e e ebeebesanesaeenneeane 365
7.89.2  CalliNg INTEITACE. .....uviieiiieeiiie ettt ettt ettt e et e e et eeesbeeessbeeessseesnsaeesssaeensseeensseens 365
7.89.3  INPUL PATAIMELELS. .....eeiiiiiiiiie ettt et e et e ettt e et e e et e e e bt e e emsbeeeeeaeeeeaneneeeeas 366
7.89.4 OULPUL PATAMETETS. ... tiiiiieeeiie ettt ettt e et e et e et e e e bt e e e bteeeneeesnseeeenseeeanseeaens 367
7.89.5 Warnings and EITOTS.........cc.cecuiiiiieiiieiiecieeie ettt ettt ettt e ae et e e v e ebeessbeenseesaseesseesseesnseensseas 368
7.90 xp_target_list_extra_vector teeeessstnessneessnntessantssssnsstsatseessssanaaaees 370
T.90.1  OVEIVIEW...ueiiiiiieiiieiteteet ettt ettt ettt ettt sttt e e e bttt e bt et e e at e s bt et e s bt e bt e et e sbeesbesaeenaeenneenn 370
7.90.1.1 Note on MUIIRIEadINg:......cccveiriieiieiiieieeee et e e e e e e naeee s 370
7.90.2  Calling INEEITACE. ... .ccuiieiieeiie ettt ettt ettt s e et e st eetaessaeenseesasesaseensaeensaensaeenseennes 370
7.90.3 INPUL PATAIMELETS. ... .eiiiiieiiiie ettt ettt e et e et e st e e etteessseeesaseeeenseeesnnnnaeeeeeseennnsseneens 372
7.90.4 OULPUL PATaMELETS.......oeiiieciiiieieiiieieeeiieee e ettt ee e esireeeeesetteeeseeareeessnteeesssssseeesasssseassssssseeessnssseeeens 373
7.90.5 Warnings and EITOTS.........ccuiiiiiiiiiiiiiiiee ettt ettt et e e eire e e sebe e e seveeesbeessaseesssaeesnsaeesnsneens 373
7.91 xp_target extra main ceetesestiesentiesnsissssessssaaststesssssssnssstasees 375
TOT.1  OVEIVIEW....cuiiiiiiiiteeit ettt et b et e h et e a e b e et e bt e bt e st e s bt et e eb b e bt eseeebeenbeeseenbeeneeean 375
7.91.2  CalliNg INtEITACE. .....uviieiiieeiiie ettt et s e et e et eeeabeessbeesssseesnseeesssaeennseeensseens 375
7.91.3  INPUL PATAIMELETS......eeiiuiiiiiiieeiiieeiiee ettt et et e et e et ee e teestteesstaeessseeeesseeessseeesnsssaeaeeessesnnsssneens 376
7.91.4 OULPUL PATAMETETS. ... tiieitiieeiiie ettt ettt ettt et e et e et e e e bte e e bteeenseeeenseeeenbeeeanteeeens 377
7.91.5 Warnings and EITOTS.......cccuiiiiiiiiiiieiiiesie ettt ettt tee ettt e sete et esneeenteesneeenseennneas 380
7.92 xp_target list extra main tesrtesestesssstesssstesenstssasisssasissssstasstsesssssensantses 382
72921 OVEIVIEW...ueieeuiieniieeieeeteesiteeteestteesteesseeeaseessaeesseesseessseesaeesseesseeasseensaessseenseensseenseenssesnseensseanseenssens 382
7.92.2 Calling INEITACE.....ccouiieiieiieeee ettt et ettt ettt e bt e et e e st e enaeenees 382
7.92.3 INPUL PATAMELEIS. ....cccuviiiieiiiiiieieiiee e eriiee e ettt e e ettt e e ssetteeesessbbeeeeessssaeeessssseeesssssssssssnssnssssnnnnnnes 383
7.92.4 OULPUL PATAMETETS. ....ueiieeiieeeiie ettt ettt e e e e et e e et e e st e et e e e teeeesteeenneeeenseeeenseeeanseeeens 384
7.92.5 Warnings and EITOTS........cccueiiiiiiieiiieieesie ettt et et saeeae e tae e s e eseessaeenseessseenseenseesnseenseens 384
7.93 xp_target extra aux ceessstessssnnsiesssssssisssssastissssssnsisssssssssane 386
T.93.1  OVEIVIEW...utiiiiiiiiiieiieit ettt ettt ettt ettt sb et e a bt et be et s bt e bt et e s bt ebeeanesaeenneenn 386
7.93.2 Calling INEEITACE. ... .ccueieiieiie ettt ettt ettt e et e s sae et e e saeesateenseeenseeseeenneennes 386
7.93.3  INPUL PATAIMELETS. .....eeiiiieiiiieeiie ettt et e ettt e et e e et e e et e e embteeemsbeteeeaeeeeansneeeeas 387
7.93.4 OULPUL PATAMEIETS. ...ccviieeiiieeiieeeiteeeieeestee et eetteeeteeeeteeesteeesnbeessseesnsseesssseesssaeessseeesnseesnnseeeens 388
7.93.5 Warnings and EITOTS.........cc.cccuiiiiieiiieiiecie ettt ettt et ee e ae et e e e eaeesaaeeseesaseesseesseesnseenssens 390
7.94 xp_target list extra_auX..........cocecescencscnnnene tesetesestesssntessnstesnstessssissastessasnes 392

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



\\\\\\\\\_ Code:  EO-MA-DMS-GS-0005

i m%-; &\% e Sa IIs)::Z 20/04/2018

elecnor group 415
Page: 29
72941 OVEIVIEW ...ttt ettt ettt ettt ettt b et e h et e h e eb e e et e bt et e eabe s bt et e e bt e bt eaeeebeenbeeneenbeenseean 392
7.94.2  CalliNg INTEITACE. .....uviieceiieciiie ettt ettt e et e et e e etreessbeeessseesssaeesnsaeensseeensseens 392
7.94.3  TNPUL PATAMELEIS. ...cceeuviiiieeiiiiieeiiiee e eeiitee ettt e e ettt eessssbteeessnteeeesasssaaeesssnsaeessssssnssssssssssssnnnnnnnes 393
T7.94.4 OULPUL PATAMETETS. ... eiieiieieiie ettt ettt et e et e et e e e bt e e bteeeaseeeenseeeenteeeanteeeens 394
7.94.5 Warnings and EITOTS........ccuiiiiiiiiiiie ettt ettt e et e et esate et esneeenteesneeenseeseeas 394
7.95 xp_target_extra_ef target ceeeeesssteesneessnttessastsssasessasteessrsaeeases 396
T.95.1  OVEIVIEW....oiiiiiiiiiiiiieit ettt ettt sttt et b et et b et st s e b et e e bt e b eanesaeenneean 396
7.95.2 Calling INEITACE. ... .coueieeieiie ettt ettt et et e st e s e et e e st e enneenees 396
7.95.3  INPUL PATAIMELELS. .....oeiiiiiiiiieeiiee ettt et e ettt e et e et e e et e e e bt e e easbet e e e e e e eeneaeeeeas 397
7.95.4 OULPUL PATAMELETS. ...ccueiieeiieeeiieeeiie ettt et e et e e et e e st e e nteeesteeensaeesnsaeesnseeeanseeeanseeeens 398
7.95.5 Warnings and EITOTS........cccueiiiiiiieiiieieecie ettt ettt ee et esaae e e esaaesaaeeseessaeenseenseesnseensneas 399
7.96 xp target list extra ef target cesssrtessssnsstesssnastesssssastssssssssses 401
T.96.1  OVEIVIEW....eiiiiiiiiiiiiitiitet ettt ettt ettt et b et e a e bt et s bt et s bt et e st e sbeebeeanesbeenneenne 401
7.96.2  Calling INEEITACE. ... .ccueieiieiiie ettt ettt ettt e st e e beessaeenseesseeenseensaeenseenseeenneennes 401
7.96.3 INPUL PATAIMELETS. .....oeiiiieiiiieeiie et et e et e et e et e e et e e st e e ensteeennaeeeeeaeesannnnneeeens 402
7.96.4 OULPUL PATAMELETS. ......uiieiiiieeiieeeieeeeiee et et e ettt e eteeeeteeesebeeessbeeesseesnsseesssseesssseeasseeessseeensseneens 403
7.96.5 Warnings and EITOTS.........ccuiiiiiiiiiiii ettt ette et et eessbe e s sbeessaseesssaaesnseeesnseeens 403
7.97 xp_target extra target t0 SUN.......ccccicrcrencsceecssnnissssnissssnessssessssesssssesssssossassesssssssens ...405
T.OT.1 OVEIVIBW...utiiiiiieiieeitete ettt ettt ettt et s b ettt b et eh e bt e et s bt et e s bt e bt eatesbeeteeaeenbeenneenns 405
7.97.2 CalliNg INEITACE. ... .ccuiieiieeiie ettt ettt ettt e s e et e st e ebeessaeenseessseeaseessaeensaesaeenseennes 405
7.97.3 INPUL PATAIMELETS......oeiiiiieiiiieeiie et ettt e et e et ee st e e staeessseeesnseeeenseeesnsssseeeeeseennnsssneens 407
T.97.4 OUtPUL PATAMELETS......ueeieiiciiiieeeeiiieteeetiee e errteeeesireeeeesetteeeessetteeesssntaeessssssaeeeesssseaesesssseeessssssneeees 408
7.97.5 Warnings and EITOTS........ccuiiiiiiiiiiiiiieiie ettt ettt sttt e st e e nbeesaeeenbeenseees 409
7.98 xp_target list extra target to sun ceriesensiesensisssennanans 411
72981 OVEIVIEW...cuiiiiiiiiteeite ettt ettt ettt ettt a bbbt e bt e bt e st e e bt et e e st e bt et e ehe e bt eabenbeebeenseennnees 411
7.98.2  Calling INTEITACE. ......viieiiiieiie ettt ettt et e et e et eeetaeeesabeeessaeesssseesnsaeesnseeensseeennnnes 411
7.98.3  INPUL PATAMELEIS. ...ccieiviiiiieiiiie ettt e eritee ettt e e ettt e s sstteeessabeeeesesssaaeesssnsaeessssssnsssssssssssnnnnnnnnes 412
7.98.4 OULPUL PATAMETETS. .....eeieitieeeiie ettt ettt e ettt et e et e e bt e e e bteesneeeenseeeenseeeanteeeens 413
7.98.5 Warnings and EITOTS........ccuiiiiiriieiieeiiesie ettt ettt ete et e e sate et esaeeenteesneesnseennneas 413
7.99 xp_target_extra_target_to_moon ceeressneessnnneesssssnnsrneenses 416
T.99.1  OVEIVIEW...ooiiiiiiiiiiiiiit ettt ettt et et et b et s ae et et sb et e s bt e b e eanesaeenneean 416
7.99.2  Calling INEEITACE. ... .ccueieiieiie ettt sttt e st e et e et e st e s e enteeneeenneenees 416

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



| — | \\&\\\\\\\\\ Code:  EO-MA-DMS-GS-0005

d e i m*o"'"s" &\:\__ e S a IDatef 20/04/2018

elecnor group \ = o 415

Page 30
7.99.3  INPUL PATAIMELETS. ... .eiiiiiieiiie ettt e et e et e st eette e et eesaneeeenseeeennanaeeeaeseannnsneneens 417
7.99.4 OULPUL PATAmMELETS. ......uiiiiiiieeiieeeiee et etee ettt e et e e et eeeteeesebeeessbeesssbeeestaeesssseessseeessseeesssesessseeeens 418
7.99.5 Warnings and EITOTS.........ccuiiiiiiiiiiii ettt et tee et e e sebe e e seaeessbeessaseeessaeesnsaeesnseeens 419
7.100 xp_target list extra_target t0 IMOOM.......cccevvrisrveiissnressnricsensncssssecssssesssssessassessssesssssssssessssssnes 421
T L0 T OVETVIEW.....eutiiniiiiieiteiieeit ettt ettt ettt h et s h et s at e bt et e eb e et e eatesbe et e sbe e bt esbesbeenbeeneeenns 421
7.100.2  Calling INTEITACE. .. .cuuiiiieiiieiiecie ettt ettt ettt et e b e et e s saeesbeesaseenbeessaeensaessseenseennes 421
7.100.3  INPUL PATQIMELETS. ....ccviieiiieeeiieeeieeecieeeetee ettt e et e e et e e eteeessteeesssaeesnseessseesssaessnsssseeeeessesnsssneens 422
7.100.4  OULPUL PATaMELEIS. ... .eeeiiiieiiieeeiiee ettt ettt ettt et e et e e et e e enteeesnteeeaneeeeneeeeas 423
7.100.5 Warnings and EITOTS.......c.eoiiiiiieiieiie ettt ettt sttt et e ente e b e snteeneesneeenneees 423
7.101 xp_target extra_specular reflection.........iincvicseseicscnicssnicssnnisssnsisssssessssnesssssessasssssssssssssans 426
8 YO0 B B O 15 7 T RSP SPRP 426
7.101.2  Calling INTETTACE......cccciiieiiie ettt et ee et e et e e s ebee e sbeeessbeessbseeessaeensseeensseens 426
7. 101.3  INPUL PATAMELIETS. ... .uvviiiieeiiieeeeiiieee e ettt e et eeeeeiiteeeeeebeeesesssreeesesssaeeeassssaeesessssssssssssssssnssnsnnnes 427
7 L0 I O 1013 o1 L o 1 ] ) SR 428
7.101.5 Warnings and EITOTS.......c.cooiiiiieiieiie ettt ettt sae et e st e e e essaeenseesseessseenseesnneennnnes 429
7.102 xp_target_list_extra_specular_reflection .432
ToL02.1 OVETVIEW .ttt ettt ettt ettt ettt et e s bt st e bt sat e bt e e ab e e bt e sateenbeesab e e bt e sateeabeesneeennenes 432
7.102.2  Calling INTEITACE. ...cueietieiii ettt s e e e st e et e st e enbeesseeenneeee 432
7.102.3  INPUL PATAMETETS. ...ceotiieiiieeiiieee ettt ettt ettt ettt e et e e st e e at e e e eaeeeesteeeansbeteeeeeeeesnnseeeeas 433
7.102.4  OULPUL PATAIMETETS. ..c...eeiuieiiiiiieeieeeiie ettt ettt et ettt et st e bt e saeeebeesbeesabeesbeesaneees 434
7.102.5 Warnings and EITOTS.......c..couiiiiiiieiie ettt ettt e sae e te e s e e e estaeesseesseessseeseessseensneas 434
7103 XP_tATZEL ClOSC..uuerieeerirnricrneicsnnissstessnsnessastessssiesserssssesssssesssstessastessastsssssssssssssssssesssssessassessassessses 436
T 1031 OVETVIEW....eiiiiniiiiieieeiteeit ettt ettt ettt et ettt ettt bttt e b et e et e sbe et e sbe e bt e st e sbeenaeeaeeenas 436
7.103.2  Calling INTEITACE....ccueieiuieiie ettt ettt et et e et essteesseesaaeeaseessaeenseenseeenseenens 436
7.103.3  INPUL PATAMETETS. ...ceitiieiiieeeiie ettt ettt e ettt e et e e et e e st e e st e e e snseeesneee e neee e nnnnteeeeeseesnnneeeens 437
7.103.4 OULPUL PATAIMELETS.......eeiiiiieiiieeiiiecie ettt e este e et eeeeteeesteeessbeeesssaeessseeeasseeessseesnseesnssenens 437
7.103.5 Warnings and EITOTS..........ccocciiiiiiieiiieciieecite et e este e e eteeeeveestreestaeeessaeesssaeessseeesnseessnsesessseens 437
7.104 xp_target get id data.........eeiieeiinieiiniiiiiniiiinstiinticsntissntissstissstsssastessss e sssssessssssasssssssssssssesens 438
T LOA. T  OVETVIEW....eiutieiiiiiieiteiteeit ettt ettt ettt b et s h e et et b e st e e bt et ea b e sbe et e sbe e bt estesbeenaeeaeeenns 438
7.104.2  Calling INEEITACE. ... .cuieiiietieeiie ettt ettt ettt e ete et e eae e teesbeeseessaeabeessseesseessseensaensseenseeennnnes 438
T.104.3  INPUL PATAINELETS. ... .eeeiiieeiiieeiieeeiieeeieeeeteeesteeeseteeetteeasseeessseeeassaeesssaeessseessseessseessseenssesnsseens 438
7.104.4  OULPUL PATAIMIETETS. ..ceuteeeeitieeetieeetieeette et teeetteeeetteeeatee e steeebteesmbeeaaaeeeaanseeaanseeeanteesaneeesennnsbeneens 438

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



ey, | \\\\\\\\\\\\ Code:  EO-MA-DMS-GS-0005

d e i mﬁs"’s" &:\__ e S a Date: 20/04/2018

elecnor group \\4 fssue 415

Page 31
7.104.5 Warnings and ©TTOTS........c.eeruierieerieerieeiteereeeteesteesseeesseesseeaseesseessseesseessseesseessseessssseesssssseeesnnsees 439
7.105 xp_gen_dem_max_altitude file.......ceeveereiiveiiiiinseicsensseinsnnnsencsenssencsnncssensssnessssssssssssssssssssnnes 440
T 1051 OVEIVIEW ...ttt ettt ettt ettt ettt sttt st b et e bttt et e be et sbe e bt et e sbeeneeaneena 440
7.105.2  Calling INTEITACE. ...cueieeieeie ettt ettt et e st e e e st e ente e saeenseesseeenneenes 440
7.105.3  INPUL PATAMETETS. ...ceiutiieiiieeeiie ettt ettt ettt e ettt e et e e et e e e ae e e eene e e e st e e e e nseeeeeeeeeesnnneeeeas 441
7.105.4 OULPUL PATAIMELETS.......eiiiiieeiiieeiieeciie et eeteeeete et e et e e et e e steeeesteeesssaeeensaesanseeesnseessnseessseeens 442
7.105.5 Warnings and EITOTS.......c..couiiiiiiieiie ettt ettt e teesaeeebeestaeenbeeseessseeseessseensneas 442
7.105.6  EXecutable PrOQIam.........cccveiiiiiiiriieiiieiesie ettt sttt snee e e e e ennees 443
7.106 xp_gen_dem_altitudes_from_ellipSoid.........ccecerrueereensuininessunnsnnnsnensnnssnensnessassssnesssssssnssssseesnnne 444
T 1061 OVEIVIEW...eecueieiiieieieeieesiieeteestteeeteesteestteeteessaeesseessaeanseessseesseenseeasseeseeasseensaessseenseessseenseenssennssns 444
7.106.2  Calling INTEITACE. .. cc.uieiuieiiieiiecie ettt ettt e et e et e s saeesaesaseenseessaeensaensaeenseennns 444
7.106.3  INPUL PATAMELETS. ... uvviiiieeiiieeeeiiieee e ettt e eeit e e estiteeeeetbteesesstreeesssssaeesassssaeesassssssssnssssssssssssnnnes 445
7.106.4  OULPUL PATQMELETS. ... .eeeieeiiieiieiiiieeeeiiitee e ettt e eesiteeeeesebaeeeesateeeessnseaesssssseaesasssseeessssssseesssnssnenes 446
7.106.5 Warnings and EITOTS.......c.coiiiiiieiieiii ettt ettt ae et eseeeeteestaeenseesseesnseeseesneeenneees 446
7.107 xp_attitude transform......eicnciicsciicicninisninssnenssniessssnesssnessnsscssassssannes .448
T LOT. 1 OVEIVIEW ...ttt ettt ettt ettt ettt ettt b et e ae bt e e s bt et ebe e bt et e sbeeneeaneena 448
7.107.2 Calling INTETTACE......ccccieieiie ettt e e et e e s be e s sbeessbeessssaeessaeensseeensseens 448
7.107.3  INPUL PATAMETETS. ...eeutiieiiieeeiieeeee ettt ettt ettt e et e e st e et e e ae e e entee e mnbeeeeeeeeeeannseneeas 449
71074 OUtPUL PATamELers. ... ..oeouiiieiieeeiee ettt ettt ettt e et e e et e e et e e enteeeenteeeenteeeneeeeas 450
7.107.5 Warnings and EITOTS..........cocuiiiiiiiiiie ittt et e eae e e s e ebeestaeenseesseessseeseessseensseas 450
7.108 Xp _free target id data........eicicioncrinisncnssnncnssnicssssiosssiosessisssssssssssesssssssssssessssssssssssesssssssassssses 451
T LO8. 1  OVETVIEW. ..ottt ettt ettt ettt ettt ettt h ettt b et bt bt e et e s bt et e sbe e bt e st e sbeenneeaeeenas 451
7.108.2  Calling INEEITACES. ... .eetieeieeetieeite ettt sttt sttt et e et e et e s ateebeesateensbeeeeennneeesnnneees 451
7.108.3  INPUL PATAIMETETS. ....eotiieiiieeeiiee ettt et et e et e e et e e st e e st eesaeeeeneeeeneee e nnsnneeeeeseesnnneneens 451
7.108.4 OULPUL PaATAIMELETS. ... eeiiiiieeiieeeiiee ettt ettt e ettt e ettt e st ee e et eeesnseeeenseeesnseeeanseeeneeeens 451
7.108.5 Warnings and EITOTS...........cccciiiiiiieiiie et eeiee et e sree et e ettt e staeeessaeesssaeessseeesssaeessseeessseens 451
8 RUNTIME PERFORMANCES...........oo o emrrererrerssssssmer e e e e s e s se s smmns e e e e e e s sn s mmne s e e s s mmmmnnnen 452
9 LIBRARY PRECAUTIONS........cooiiiiiiiiecimmmr e e e s e esssss s s mmnse e e s s s s sa s smmnn e s e e e seannsssssnnnennsnmnnnnnnsn 455
10 USER REFRACTION FILE.........oo i inicssss s ssssns s s s e 456

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



e Code: EO-MA-DMS-GS-0005

" — \\\“\:'
d e i mbs &\? e S a IIS)::E 20/04/2018

elecnor group 415
Page: 32
LIST OF TABLES
Table 11 XP_ target fUNCHIONS. ...cueiiiieetierie ettt ettt ettt et e et e bt e st e et e sneeennteeesennteeeeenseeeeennnes 49
Table 2: CFI functions included within EO_POINTING LIbrary.........cccccocveiiiiciienieeieeiesie e e 60
Table 3: Enumerations within EO_POINTING IDIary.......ccccccviiiiieiieiiieiiesieesieesee e eveee e 63
Table 4: EO POINTING StTUCEUTES. ......uveeectiieeiieeeieeeeieeesieeesiteeestaeessteessseesssesesssesesssesesssessssseesssssesssseesssnes 70
Table 5: Input parameters of xp_sat nominal att init fUNCHON..........ccceeeviiieriiiieiiie e 81
Table 6: Output parameters of Xp_sat nominal_att INit.........c.ceceeriieiiiierieniieeiere e e 81
Table 7: Error messages of xp_sat nominal_att init fUnCON.........cccueeviieriieiiierie e 81
Table 8: Input parameters of xp _sat nominal att init model function...........cceceevieriiiiiiiiiniieeiece e, 84
Table 9: Model parameters depending on the attitude model............cccviieiiiieiiiiicii e, 84
Table 10: Output parameters of xp_sat nominal_att_init model...........ccoevieriiniieiiiniiiee e, 88
Table 11: Error messages of xp_sat nominal_att init model function..............cocceeviieiieniiiniinieeeee e, 88
Table 12: Input parameters of xp_sat nominal att init_harmonic function............ccceevveeevireeniiereeniieeeens 92
Table 13: Output parameters of xp _sat nominal att init harmoniC............ccceevueereeriieeieenieeiieree e e 93
Table 14: Error messages of xp_sat nominal att_init_harmonic function............cccevvveevienieinieniienniee e 94
Table 15: Input parameters of xp_sat nominal att init_file function...........c.ccceeverieiiiniiiniiiiieeee e, 96
Table 16: Output parameters of xp_sat nominal_att init file.........cccceevieriiieiiiniiiiiee e 97
Table 17: Error messages of xp_sat nominal att_init_file function............cccceevveeeiieniincienieceeeeee e, 97
Table 18: Input parameters of xp_sat nominal att close function..........c.ccceeeevieeiiinieiiiinienceeceeee 100
Table 19: Output parameters of xp_sat nominal att ClOSE.........ccceceiiiriiiieeiiiieriee et e e e 100
Table 20: Error messages of xp_sat nominal_att close function.............cceccveeiierienieenienieeeee e 100
Table 21: Input parameters of xp_sat nominal _att get aocs fUNCtion.........cccceevuvevieeiiienieniieiecie e 102
Table 22: Output parameters of xp_sat nominal_att get aocs fUNCION.........c..coveeiieriierieeiieeiie e 102
Table 23: Input parameters of xp_sat nominal att set aocs funCtion...........ceceeveereerienieniniie e, 104
Table 24: Output parameters of xp_sat nominal att _set aocs function............ccceecveeveevieeiieniienieerieeiene 104
Table 25: Input parameters of xp_sat nominal att get param function.............ccecceerveriienieniieeneeeriieeeene 106
Table 26: Output parameters of xp_sat nominal att get param function............cccceeveervveevveeersveeeessneennn 106
Table 27: Input parameters of Xxp_sat nominal att set param funcCtion...........cceceevveriieeriieeeniiieeeeieeeenns 108
Table 28: Output parameters of xp_sat nominal att_set param function..............cceceeveeniiiniiieniienienneeenne 109
Table 29: Input parameters of xp_sat nominal att get harmonic function...........c.cccecceevvvervienieeniieeennnnn. 110
Table 30: Output parameters of xp_sat nominal att _get harmonic function...........ccccceeeueeercivereencireeeennnnen. 110
Table 31: Input parameters of xp_sat nominal att set harmonic function............ccceccvervveeeriiierennereeennee, 112
Table 32: Output parameters of xp_sat nominal att set harmonic function............cceccceeveviivciieincieeeennnee, 113
Table 33: Input parameters of xp_sat nominal att get file function..........ccccoecveereiieeciiiieieeeie e, 114
Table 34: Output parameters of xp_sat nominal att _get file function...........ccecceevvviviieniiiiiienceeeiee e, 114
Table 35: Input parameters of xp_sat nominal att set file function............ccoeeueeviiiriienieniienieeeee e, 116
Table 36: Output parameters of xp_sat nominal att set file function............cccceeevvevverciieeeiniiieeeciee e, 117
Table 37: Input parameters of xp_sat att_angle init fUnCON..........cceevieiiiieiierieeeece e 119
Table 38: Output parameters of Xxp_sat_att angle INIt........ccceeriiriiiiiiiiiiieeeeee e 119
Table 39: Error messages of xp_sat_att angle init function..............coecueevieriiieniinieerieeeee e 120
Table 40: Input parameters of xp_sat_att matrix_init fUNCON.........cccueerierieeriierie e e e 122
Table 41: Output parameters of Xp_sat_ att MALrIX INIL.....cceevueerieriieeiiesiteeseeseeertee e e see e eseeesaeeseeeenes 122
Table 42: Error messages of xp_sat_att matrix init funcCtion............cevvueeiierieniienie e 123
Table 43: Input parameters of xp_sat att init_harmonic funCtion............ceceevieriierniiniiiiniiee e 126
Table 44: Output parameters of xp_sat_att init harmoniC.........cceevvueerieriiiriierie e 127
Table 45: Error messages of xp_sat_att_init_harmonic function...........c.ecceeriieiienieeiienie e 128
Table 46: Input parameters of xp_sat att init file fUNCON........ccocieviirieniiiiniececee e 130

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



 — | \ \\\\\\\\\‘ Code:  EO-MA-DMS-GS-0005
— \\ S | Date: 20/04/2018
deimos \& o

elecnor group \ = | s

Page 33
Table 47: Output parameters of Xp_sat_att init fIle.......cceeriieiiiieiieiiieeee e 131
Table 48: Error messages of xp_sat_att init file fUnction...........ccoccevieiiiieiiiiiciei e 131
Table 49: Input parameters of xp_sat att quat plus matrix_init function..........ccccceeeeevieriiinienienneennennne 135
Table 50: Output parameters of xp_sat_att quat plus matrix_INit.........cccceervererienieeiienieeeeeieeeeeieee e 135
Table 51: Error messages of xp_sat_att quat plus matrix_init function............cecceeveeriieiieniienceee s 136
Table 52: Input parameters of xp_sat att quat plus matrix_init function...........ccecevervienernienieneeneneeen. 138
Table 53: Output parameters of xp_sat att quat plus_angle Init..........ccccovoeevirieniniieniineniecee e 138
Table 54: Error messages of xp_sat att quat plus_angle init function...........cceceeveeriiniieniieniieniesiieeene 139
Table 55: Input parameters of Xp_sat_att close fUNCHION. ......cccueeriiiriiiiiiiiii e 141
Table 56: Output parameters Of Xp Sat att ClOSE@......cccueeiuiiriieiiieiiecieeie e 141
Table 57: Error messages of Xxp_sat_att close fUNCHON........cccuieriieiieiiecie e 141
Table 58: Input parameters of xp sat att get angles fUnNCtioN...........ccueeeviiieiiiiiciiiece e 143
Table 59: Output parameters of xp_sat att get angles function............cccceeeeeiieicii i 143
Table 60: Input parameters of Xp_sat_att_set angles fUNCHON.........cccveeviierieeiierie e 145
Table 61: Output parameters of xp_sat att set_angles function............ccoecvevieeiienieiieesiiiee e 146
Table 62: Input parameters of xp_sat att get matrix fUnCtioN...........coveiriiiiiiniiiiiiiniceceeece e 147
Table 63: Output parameters of xp_sat att get matrixX fUNCLION..........ccceiiiciiieriiieeiie et e 148
Table 64: Input parameters of xp_sat_att_set matrix fUNCHION.........c.eevveriiierieiiiieie e 149
Table 65: Output parameters of xp_sat_att set matrix fUNCHON........occveeriieriiiiieiie e 150
Table 66: Input parameters of Xp_sat att _get harmonic fUnCtion.............cceeveeriierieriieeieesieeeesee e 151
Table 67: Output parameters of xp_sat att get harmonic fUnCtioN..........cceeevuievierieeieerie e 151
Table 68: Input parameters of xp_sat att_set harmonic function.............cceeceeieeniiniiinieniee e 153
Table 69: Output parameters of xp_sat att set_harmonic funCtion...........cccceeevueevieriieenienieiniesieeeeseee 154
Table 70: Input parameters of xp_sat att_get file fUNCtioN........cc.eevveviiiriieiiieeeeee e 155
Table 71: Output parameters of xp_sat att get file function...........cceccveriiieiieniieriieie e 155
Table 72: Input parameters of xp sat att set file fUNCON..........cccueiiiiiiiiiiici e 157
Table 73: Output parameters of xp_sat att set file fUnCtion...........ccccvveeiiierciiiicii e 158
Table 74: Input parameters of xp_sat_att_get file fUnCtion...........cecvevviieiiiiiiienieeeeee e 159
Table 75: Output parameters of xp_sat_att get file function...........ccceeeeviiieiieniienieneee e 159
Table 76: Input parameters of xp_sat att set quat plus_angle function...........cccecceeviieiieriieeeeiiiee e 161
Table 77: Output parameters of xp_sat att set quat plus angle function............cccoeeeevieeciieniiencieeiieenene 162
Table 78: Input parameters of xp_sat att _get quat plus matrix function..........cccceeeueerieriiiinieniieeenieeeene 163
Table 79: Output parameters of xp_sat att get quat plus matrix function...........cceceeveevriieeevniieeeennnenn. 164
Table 80: Input parameters of xp_sat att set quat plus_matrix function...........cceecvercireeeriiieeeenieeeeennneenn 165
Table 81: Output parameters of xp_sat att get quat plus matrix function............cecceeevveeecveeeencieeeennnennn. 166
Table 82: Input parameters of xp_instr_att angle init function............ccceecveevieniiinieniiiiieee e 168
Table 83: Output parameters of Xp instr_att angle MNIt..........cccecvveeriiieeiiieriie e ere e e e e 168
Table 84: Error messages of xp_instr_att_angle init fUNCON.........cceeviieiieiiieiierie e 169
Table 85: Input parameters of Xxp_instr_att matrix init function...........cceevvveriieeiieriieeiiesiiee e 171
Table 86: Output parameters of Xp InStr_att MATIX NI......ccccveeriiiieriieeeciireriieerieeeeieeesreeesreeerreeeeeeeennes 171
Table 87: Error messages of xp_instr_att matrix_init function...........ccecueeveiriieiieniiiiienieceeeeeeeee e 171
Table 88: Input parameters of xp_instr_att_init harmonic function............cceecueevieriienienieiiierie e 175
Table 89: Output parameters of xp_instr_att init harmoniC..........ccceevcieriiierieiiierieeieeree e 176
Table 90: Error messages of xp_instr_att init_harmonic function.............c.oecvevieeviierieicieesie e 177
Table 91: Input parameters of xp_instr_att init file funCtion...........ccceecvievierieeiierie e 179
Table 92: Output parameters of Xp_instr_att it fIle......ccceivieriiiiriiiiiieiieeeeee e 179
Table 93: Error messages of xp_instr_att init_file function.............cccoecueeiiiniiiiiiniiieeee e 180
Table 94: Input parameters of Xp_instr_att close fUNCHON.........cccueeviiiiieiierie e 181
Table 95: Output parameters Of Xp INStr att ClOSE.....c.eeriieiiierieeiierie et e e e e e eeeaeeeenes 182

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



| — | \ \\\\\\\\\ Code:  EO-MA-DMS-GS-0005
" = M— \\ S0 Date: 20/04/2018
deimos \\ = o

elecnor group \ = s

Page 34
Table 96: Error messages of xp_instr_att cloSe fUNCHION..........cccvveiiieiiieiieiieeieee e 182
Table 97: Input parameters of xp_instr_att get angles function............ccccceeeeciiieiciiiicie e 183
Table 98: Output parameters of xp_instr_att get angles fuUnCtion............cceeevveierciiienieieiiieeee e, 183
Table 99: Input parameters of xp_instr_att _set_angles function............ccoecvevieeiieiieiiiiesiiiee e 185
Table 100: Output parameters of xp_instr_att_set_angles function............ccecceeevieerieriiieiienieeeesee e 186
Table 101: Input parameters of Xxp_instr_att get matriX funCtion...........ceceveerierieniriienieieriereee e 187
Table 102: Output parameters of xp_instr_att get matrix function............ceceveevierieneeiienieee e, 188
Table 103: Input parameters of xp_instr_att set matrix function...........cccceevueeiienieeiienieeee e 189
Table 104: Output parameters of Xp_instr_att set_ matrix fUNCtioN.........cceevveerieerieriieenieeie e 190
Table 105: Input parameters of xp_instr_att get harmonic function.............cceeveeieeiieriieeieeeeiiee e 191
Table 106: Output parameters of Xp_instr_att get harmonic function..........c.ecceeeveeieerieeiieeniieeeeee e 191
Table 107: Input parameters of xp_instr_att set harmonic fUnCtion..........ccccoeevevivciiiirciieecciie e 193
Table 108: Output parameters of xp_instr_att set harmonic function...........c.ccceeeeiierciriecieenciie e 194
Table 109: Input parameters of xp_instr_att_get file funCtion...........eccveveiierieeiienieiecece e 195
Table 110: Output parameters of xp_instr_att get file function............cceeevvevieriiieiienieeee e 195
Table 111: Input parameters of xp_instr_att_set file function...........c.cccooeeriiiiiiiiiininiiecee e 197
Table 112: Output parameters of xp_instr_att set file function..........ccccoeceeriiiiiiniiiiiiiiiiceeee 198
Table 113: Input parameters of xp_instr_att set file fuNCioN..........cceevivriiiiiieniieie e 199
Table 114: Output parameters of xp_instr_att set file function............cceeceevieeiiiiniiinieiiiceeee e 199
Table 115: Error messages of xp_set az_el definition function............cccoeevvevieiiienieniieiiiee e 199
Table 116: Input parameters of xp_attitude define funCtion..........c.oeevviiiiiiiiieiiicieceeeeee e 202
Table 117: Output parameters of xp_attitude define...........eooueeiiiiriiiiiiiiiee e 202
Table 118: Error messages of xp_attitude define function..............coceeiiiiiiiniiniiiiniinccee e 203
Table 119: Input parameters of Xp_1run_init fUNCHON........ccuievieriieiiecie et 205
Table 120: Output parameters of Xp_ run_init fUNCHION. ..........ecvieriieriiieiiierie et e e 205
Table 121: Error messages of X1 run_ init fUNCHON.........ceeviiiieiiieiiceee e e e 206
Table 122: Input parameters of xp run_get ids fUNCHON........cceiiveiiiiiciiiciie e e e 208
Table 123: Output parameters of Xp_run_get ids fUNCHION.......cccueeriiiiiieiie e 208
Table 124: Input parameters of Xp_run_close fUNCHON.........ccouieiuiiiiiiiieie e 209
Table 125: Output parameters of Xp_run_close fUNCHON. ........eeueriiiiiirieriieieeeeceee e 209
Table 126: Output parameters of Xp_ attitud@ INTt.......cc.evviirieririierieie e 212
Table 127: Error messages of xp_attitude init fUNCHION........cceeviiriiiiiiiiiieie e 212
Table 128: Input parameters of xp_attitude compute fUNCtION...........eeveeriiiiieriiieierieeeee e 214
Table 129: Output parameters of xp_attitude compute fUNCHON.........cccueeiieriiieiierieeieeree e 216
Table 130: Error messages of xp_attitude compute fUnCHiON...........cueerieeiieiieniieiecie et 216
Table 131: Input parameters of xp_attitude user Set fUNCHON..........ccceeevviiiiiieeiiee et 220
Table 132: Output parameters of xp_attitude user set fUNCION..........cceeveieeiieeiieeeiee e 221
Table 133: Error messages of xp_attitude user Set fUnCtion............ccoevierieeiiienieeiieenie e 221
Table 134: Input parameters of xp_get attitude data function............cceecueevieeiiieniieniienieeeee e 223
Table 135: Output parameters of xp_get attitude data function...........cccecveeeeiieiciiiicie e 224
Table 136: Error messages of xp_get attitude data function............cceeeevieeciieeciiieiiie e 225
Table 137: Input parameters of xp_gen_attitude data function............ccceeeeueevieriiienieniieee e 227
Table 138: Output parameters of xp_gen_attitude data funCtion..........cceevveriiieriiniieeiieceeeeiee e 228
Table 139: Error messages of xp_gen_attitude data function............cccceevviieriieiiienie e 228
Table 140: Input parameters of xp_gen_attitude file function...........cccccveviieiiiinieciiiericce e 232
Table 141: Output parameters of xp_gen_attitude file function............ccoecueevieriiiniiniiiniee e 234
Table 142: Error messages of xp_gen_attitude file function...........ccoeceeiiiiiiiniiniieniieeeececeeee 234
Table 143: Input parameters of xp_attitude close fUNCLION...........cccueeriiiriieiieciieieee e 239
Table 144: Output parameters of Xp_ attitude ClOSE.........eevuieriiiiiiiiiieieeie et 239

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



d:T;ﬁi);; &\; e S a | I[S)::Z 20/04/2018

(s, Code:  EO-MA-DMS-GS-0005

elecnor group - | 415
Page: 35
Table 145: Error messages of xp_attitude close fUNCHION.........c.eeviieiiieiiieiieie e 239
Table 146: Input parameters of xp_attitude get id data function...........ccecceeveiiiiciiinciieecieeeee e 241
Table 147: Output parameters of xp_attitude get id data function...........ccceeeevveivciiinciiincie e, 241
Table 148: Input parameters of xp_attitude set id data function...........ceeeeeevieriiieiienii e 243
Table 149: Output parameters of xp_attitude set id_data function............ccceeeeeeveeniiiiiieniiieeeiee e 244
Table 150: Input parameters of xp_attitude get model id function..........cceeeevierieniiniieniieniiieiieecee e, 245
Table 151: Output parameters of xp_attitude get model id function............ccceeveerieeiieniieeiiesie e 245
Table 152: Input parameters of xp_change frame function............ccceevieeiiiiiiiiniiniieeceee e 249
Table 153: Output parameters of xp_change frame function............ccocceeviieiieriiiinienieciee e 250
Table 154: Error messages of Xp_change frame function............ccccueeveeriieiienieeiieesieeeesee e e 251
Table 155: Input parameters of Xp_atmos_init fUNCHON........cceeviieiieriieiiecie e e e e ereee e 253
Table 156: Output parameters of XP atmOS INIt.......c.ccccvieieiieriieeeirieeeieeesieeesreeesreeereeesereesseeesseeessssnssens 253
Table 157: Error messages of Xp_ atmos_init fUNCLION............ccveieiiiiiiiiiciie ettt e 254
Table 158: Input parameters of Xp_atmos_close fUNCHON..........c.eeviieriieriieiiee e 256
Table 159: Output parameters of Xp_ atmoSs ClOSE.......ccuieruieriieriieiieeiiese ettt et et e e 256
Table 160: Error messages of Xp_ atmos close fUNCLION............cccviiiciiiiciiieiieceeecte et eree e 256
Table 161: Input parameters of xp_atmos_get id data function...........cccecceeeeeiiiiciiiincii e 258
Table 162: Output parameters of xp_atmos_get id data function..........cceeceevieriieniieniiiee e 258
Table 163: Input parameters of Xp_dem_init fUNCLION..........cociiiiiiiiiiriiieiee e 263
Table 164: Output parameters of Xp dem INTt.........cccuieiiieiiiiiiieiieeie ettt e e e e e e e e s ereeeeenens 263
Table 165: Error messages of Xp_dem_init fUNCHON.........c.oeiiiiiiieiiieiieieeie e e e 264
Table 166: Input parameters of Xp_dem_close fUNCLION..........cccuiiriiiiiiiniiiiieie e 265
Table 167: Output parameters of Xp dem ClOSE........covuiiiiiiiiiiiieiie e 266
Table 168: Error messages of Xp_dem_close fUNCHION..........c.eeviiriierieeiieiie et 266
Table 169: Input parameters of xp_dem_ compute fUNCHION........cc.eeriieiiierieeiieie e 268
Table 170: Output parameters of Xp dem COMPULE..........eeecuiiiecieeeiieeeiieeeieeeereeerreeesreeeseaeeeerreeeeeeeeessnnns 268
Table 171: Error messages of xp_dem compute fUNCHION..........ccccviieciiiiiciiieiiie et eveeereee e e e e 269
Table 172: Input parameters of xp_dem_get info fUNCtion............cceevieriiiiieniiieee e 270
Table 173: Output parameters of Xp_dem et INTO.......ceeviiriiiriiieiiiiiee e 270
Table 174: Error messages of xp_dem_get info fUNCHON........c.evieiiiiiiiiiiiiieiccieeeee e 271
Table 175: Input parameters of xp_dem_get id data function............ccceceeviieiiieiiiiiiiesie e 272
Table 176: Output parameters of xp_dem_get id_data function............ceeceeviiriieniiniieneceeee e 272
Table 177: Input parameters of xp_dem_id _configure function............coecueeveeriieiieniieniienieeeeee e 274
Table 178: Output parameters of Xp_dem _id CONFIGUIE........cccieriiiiiieriieiieie e 274
Table 179: Error messages of Xxp_dem_get info fUNCHON........ccveeiiieiiiiiieie et 275
Table 180: Input parameters of Xp_target inter fUNCLION..........cccviieiiiiieiiieiiee e e 278
Table 181: Output parameters of XP target INLET...........cccveieriireiiieeiieeeiteeeieeesreeesreeesree e eseerreeeeeeeeesnnnes 279
Table 182: Error messages of Xp_target inter fUNCHION. .........ccuverieriierie ettt eee et sae e ireee e eeeee e 279
Table 183: Input parameters of xp_target ground range funCtion...........ceccveeeieiieriieeiienie e 284
Table 184: Output parameters of Xp_target ground TAN@E...........ccceeeevveeerieeeriieeeiiieeeee e eeeeeeeeeeeeereeeees 285
Table 185: Error messages of xp_target ground range function..........cc.cceeeeeeereiieeriiieeniiiieeeeeeeeeiiieeeee e 285
Table 186: Input parameters of xp_target incidence angle function............cccecceevveriiieriieniieeeniiiee e 289
Table 187: Output parameters of xp_target incidence angle.........occevvveerieriieiienieiiierie e 290
Table 188: Error messages of xp_target _incidence angle function.............cceecvevieeiiienieeieenieeie e 290
Table 189: Input parameters of Xp_target range fUNCHION..........cccveevvieiieriiieiieeie et ree e iee e e eeaeee e 294
Table 190: Output parameters of Xp target TANZE........cccueerveerieriiienierieeriee et eiee s eteesee et e seeesbeesaeeeeeaeeee 295
Table 191: Error messages of Xp_target range fUnCtion...........ccceevvueivieriiieniinieeiiecieecese e 295

Table 192

: Input parameters of xp_target range rate funCtion..........ccoecverieeiiienieeiieenie e 299
Table 193:

Output parameters of Xp target range TaAte..........cccceevverieriieerierieeireeneeereenseesaeesseesseeeesnneeeens 300

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



 — | \ \\\\\\\\\ Code:  EO-MA-DMS-GS-0005
M— \\ S0 Date: 20/04/2018
deimos \& o

elecnor group \ = s

Page 36
Table 194: Error messages of Xp_target range rate fUnCtioN...........cccueevueerieeiiierieeieerie e seee e 300
Table 195: Input parameters of xp _target tangent fUNCHON..........cceecvviiiciiiicieeeie e e e 304
Table 196: Output parameters of Xp target tangent..........c.cccccveeeciiriiiieeniieeeieeeeieeerreeereeerreeeraee e e e enennes 305
Table 197: Error messages of Xp_target tangent fUnCtion.............coeoueeiieriierieniieeriieee e 305
Table 198: Input parameters of xp_target altitude fUNCtION........cc.eeviieiiiriieiee e 309
Table 199: Output parameters of Xp_target altitide...........cccveeeuieriiiiiieiiecie e 310
Table 200: Error messages of xp_target _altitude fUnCON.........cccveeviieiiiiiiieiiecieeee e 310
Table 201: Input parameters of Xp_target star fUNCHION. .........ccocuiiiiieriiiiiienieeeece e 314
Table 202: Output parameters Of XP target STAT.........coccueeiuierieriiienie ettt e et esaeeeesenees 315
Table 203: Error messages of Xp_target Star fUNCHION........ccviervierieiiiieiie ettt sae et e e 315
Table 204: Input parameters of xp_target station fUNCHON.........cccueerieriierieeie e e 319
Table 205: Output parameters of Xp target StAtION.........cceevcveeeiieeeiiiieiciieeciee et e eereeesreeerreeeeeeeeseenees 320
Table 206: Error messages of xp_target station fUNCHON..........ceeeeiiieiiiieiiie e 320
Table 207: Input parameters of Xxp_target generic fUNCHION..........ccvevcveiriieriieeiierie e e e 323
Table 208: Output parameters Of XP target GENEIIC.......cvvueereerieeriierieeiieseeereeseeeaeesseesseesseesseessnsaeesennns 323
Table 209: Error messages of Xp_target generic fUNCHON..........ccveeciieiciieiiie ettt e et ee e 324
Table 210: Input parameters of xp_target reflected function...........ccceeeeviiiiiiniiiiiiniiicee e 326
Table 211: Output parameters of xp_target reflected...........oovirriiiiiiriiiieeeee e 327
Table 212: Error messages of xp_target reflected fUnCtion.............ccoecueeiieiiiienieiiieiiecicee e 328
Table 213: Input parameters of xp_target travel time funCtion..........cccecveriieiierieeieeeie e 332
Table 214: Output parameters of Xp_target travel tIMe.........cceeevierieriieiieiie e 333
Table 215: Error messages of xp_target travel time function...........cceeceeviieiieeniieniiienieniicee e 333
Table 216: Input parameters of xp_target tangent sun fUNCHON........ccceevieriiieiiirieeiierie e 337
Table 217: Output parameters of Xp_target tangent SUN..........cccecceervueerieerieesueerieesueereesnsareeessseeeesssseeeans 337
Table 218: Error messages of xp_target tangent Sun fUncCtion............ccoecueeeuierieeiieenieniieenieeesiieeesseeeee e 338
Table 219: Input parameters of xp tangent target moon fUNCtioN...........cocvevveirieriiiiniieniiee e 341
Table 220: Output parameters of Xp_tangent target MOOMN..........cccvieeiieeeiiieeeieeerieeerreeereeeereeeesereeeeeeennnes 341
Table 221: Error messages of xp_target tangent moon fUnCtion..........cc.eeeveereerieeiieenieeieesie e seee e 342
Table 222: Input parameters of Xp_target SC fUNCHON........ovieeriieiieiiierie e e 344
Table 223: Output parameters Of XP TATZET SC......eeciiiiiirierieeiriesieeiteeseeeteesteeeteesteessseesseeeesseeeessseeessnnnes 345
Table 224: Error messages of Xp_target SC fUNCHON.........ccuieviiiriieiiecie ettt eeaaee e 346
Table 225: Input parameters of xp_multi_target inter funCtion............cceeveeviiieiieniiiiiieniiee e 349
Table 226: Output parameters of Xp Multi target INET........cceevveriieerierieierie ettt e e ee e 350
Table 227: Error messages of xp_multi_target inter funCtion...........ceeeueerieriieesienie e 351
Table 228: Input parameters of xp_multi_target travel time function...........ccceeevievieriiienienieeiesie e 355
Table 229: Output parameters of xp_multi_target travel tiMe........c.ccceceieeeiiieniiieiiie e 357
Table 230: Error messages of xp multi target travel time function............cccocoeveiiiiiiiiieiieeecciiee e, 357
Table 231: Input parameters of xp_target lists inter fuNCiON.........cccueerieriieiierie et 362
Table 232: Output parameters of Xp_ target ISt INTET.......cccueevierieeriierieeieecie et 363
Table 233: Error messages of xp_target list inter fUNCHON.........ccceveiiiiciieecie e e 363
Table 234: Input parameters of xp_target extra vector fUNCtION...........covveiiiinieriiienieiieeee e 366
Table 235: Output parameters of Xp target eXIra VECIOT........cc.eereerieeruierieerieenieesieeseeeteeseesseesseesseeesanes 367
Table 236: Error messages of Xp_target extra vector fUNCHON..........ccverieriierieeiiierie e 368
Table 237: Input parameters of xp_target list extra vector fUNCtioN..........ccceeveeveeriieiiieriieee e 372
Table 238: Output parameters of Xp_target liSt €XIra VECIOT.........ccvervveeiuierieeiiieriieeieesteesieesseesaeesssseeeenns 373
Table 239: Error messages of xp_target list_extra vector fUnCON........ccccueviieeriiriieeiienieeeeeeeesieee e 373
Table 240: Input parameters of xp_target extra main funCtioN.........cccceevcueeriiriiiinienieeieere e 376
Table 241: Output parameters of Xp target eXtra MAaIN.........ccceereeriueerueeriueesieeneeesseeseeeseesseessseesseessseesennes 377
Table 242: Error messages of Xp_target extra main fUnCtioN............cceeveeriierieeiieenie e eeee e 380

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



___/-=F’—'/__F

d e i rﬁés &\% e S a IIS)::Z 20/04/2018

(W Code: EO-MA-DMS-GS-0005

o

elecnor group 415
Page: 37
Table 243: Input parameters of xp_target list extra_ main function............ccoeeeerireiiieniiesiieee e 383
Table 244: Output parameters of Xp _target liSt eXtra MaiN.........ccceeevereeieeeiiieeiieeeeeeereeesreeesrreeeeeeeennes 384
Table 245: Error messages of xp_target list extra main function..........c..ccecueevierieiiienienieeniececrieeeee 384
Table 246: Input parameters of Xp_target eXtra AUX........ccceeceereeriueereerieeenieeseeeieeseeeseeseeesseenseesseeenseennnns 387
Table 247: Output parameters Of Xp target EXIra QUX.........ccceerveerrueereeriueereeeneeesseeseeesseesseenseesseessssseeesnnes 388
Table 248: Error messages of xp_target extra auX fUnCtion............eceeierieriinieniinieseeieeeeeeee e 390
Table 249: Input parameters of xp_target list extra_auX fUnCON.........ccccevieriiriierieninierceeeee e 393
Table 250: Output parameters of Xp_target liSt eXra QUX........ccccceevueerieriieeiiienieeieeneeeteeseeenneeeeeseeeee e 394
Table 251: Error messages of xp_target list_extra auxX function............cccoccveeriienieniiienieniieienee e 394
Table 252: Input parameters of xp_target extra ef target function...........cccoeceevvierieriiiiniiencieeciiee e 397
Table 253: Output parameters of Xp_target extra ef target..........cccevveeviierieriieeiierieeeesee e see e sae e 398
Table 254: Error messages of xp_target extra ef target fUnction............cccccveeeeiiiiciiiiciie e 399
Table 255: Input parameters of xp target list extra ef target function...........ccceeeveeecieenciieeeeeeeeriieeene. 402
Table 256: Output parameters of xp_target list_extra ef target........cccccevveeiierieeiierieeieerie e eeeee e 403
Table 257: Error messages of xp_target list extra ef target function...........ccceecveevierciieniencieenierie e 403
Table 258: Input parameters of xp target extra target to sun function.........ccccoeceevveinieniieiieeniienieeneenne 407
Table 259: Output parameters of Xp_target extra target t0 SUN...........ccceeeveeeeciiercieeriieeeniieeeeeesennreeeeeeeens 408
Table 260: Error messages of xp_target extra target to sun function............cccecceeveeeeriienieniieenieeesriieeeene 409
Table 261: Input parameters of xp_target list extra target to_ sun function.........ccccceeceevvenveenienveenneenn. 412
Table 262: Output parameters of Xp_target list extra target t0 SUN..........ccceoveerverereerieeireeeesinreeessnreeennns 413
Table 263: Error messages of xp_target list extra target to sun function.............cccecceevverceeeericieeeeenneennn. 413
Table 264: Input parameters of xp_target extra target to moon fUNCON........cccceevieerienieenieniiee e 417
Table 265: Output parameters of Xxp_target extra target t0 MOOMN........cceevueerieriueerieriieniienieesieeseeeiee e 418
Table 266: Error messages of xp_target extra target to_ moon fUnCtion...........ccceeeveeveeerieerieeneessieeseeseeens 419
Table 267: Input parameters of xp_target list extra target to moon function...........ccceeceevvveeercveeeennnennn. 422
Table 268: Output parameters of xp _target list extra target t0 MOOMN........ccceevveierieeerieeeiieeeireeeereeeeeenns 423
Table 269: Error messages of xp_target list extra target to moon function..........ccccceeeevverveeneeniieenneenn. 423
Table 270: Input parameters of xp_target extra specular reflection function............cceceeveveviercienneennnennn. 427
Table 271: Output parameters of xp_target_extra_specular reflection...........cocceeveveerieeriieeiieeeniiiee e 428
Table 272: Error messages of xp_target extra specular_reflection function.............cceceevevvenveenieennneennne. 429
Table 273: Input parameters of xp_target list extra_specular reflection function...........ccccoeceeveeceienneenne. 433
Table 274: Output parameters of xp_target list_extra specular reflection...........ccocceevveevniveeinniieeeeninenn. 434
Table 275: Error messages of xp_target list extra specular reflection function.........cccceeevveeiviieeeennnnn.. 434
Table 276: Input parameters of xp_target cloSe fUNCLION...........ccuveviieiiieiiieiiecie e 437
Table 277: Output parameters of XP target ClOSE........cecuieriieriieiiieiieeieeriee et ete et eree e e e reee e eeaeeeenes 437
Table 278: Error messages of Xp_target cloSe fUNCHON........cccveieiviiiiiie it e e e 437
Table 279: Input parameters of xp target get id data funcCtion..........ccceeeviieiiiiiicii e 438
Table 280: Output parameters of xp_target get id data function............ccceecveeeiierienciienieniieeece e 439
Table 281: Input parameters of xp_gen dem max_altitude file function...........ccoeeveviiieeniiiiieiniieeeeee. 441
Table 282: Output parameters of xp_gen dem max_altitude file.........ccceveeiiieiiiiiiiiiiiceceeceeeen 442
Table 283: Error messages of xp_gen dem max_altitude function...........c.ccceeeevieiciieeciiieeciee e, 442
Table 284: Input parameters of xp_gen dem_altitudes_from_ellipsoid function...........ccceeeeevvveniencieennennn. 445
Table 285: Output parameters of xp_gen _dem_altitudes from_ellipsoid...........ccccceereiriieniieinniieeniieenne 446
Table 286: Error messages of xp _gen _dem max_altitude function............ccccueevieerieeiienieeiee e 446
Table 287: Input parameters of xp_attitude transform function............ccceevvercieeiieniieesierie e 449
Table 288: Output parameters of xp_attitude transform...........coceeveeiiiiiieiiiiiieeeee e 450
Table 289: Error messages of xp_attitude transform function............coeceeveerieenienieenienieccesieee e 450
Table 290: Input parameters of xp_free target id data function...........ceceeveerieeiieniieiieecie e 451
Table 291: User refraction file fOImMat...........c.ooiiiiiiiiiiiiiii e 456

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



| — \\ Code: EO-MA-DMS-GS-0005

" E— \\\“&“. .
d e i mMosS Q\\\? e S a 1];)::2; 20/04/2018

elecnor group 4.15
Page: 38

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



doimse @ esa Code FOMADS G500
Issue:

elecnor group 4.15
Page: 39
LIST OF FIGURES

Figure 1: Attitude Initialization OVEIVIEW..........cecvieriierieeitiesteeieeste et sieeeteesetesaeesseeseeeeseessaeenseessneeennnneeens 45
Figure 2: Satellite Nominal INitialiZation.........cccueeuieiiiiierieiesiieie ettt et e s 46
Figure 3: Satellite INTtaliZatION. .........cooiiiiiiiiiiie ettt sttt e st e e sabaeeeeaes 46
Figure 4: Instrument INTtaliZAtION. .......ccoooiiiiiiiiiiiiee ettt 47
Figure 5: Geolocation Routines Calling S@QUENCE.........c.ceruieriirrierieeiie ettt ettt see e e eeeeeeeeas 48
Figure 6: Example of light travel time with Xp target INter...........coccevieriirieniieiieniee e 55

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



= == \\\“\\\\\‘. COdef
deimos &\\r— cSa 3:

1 SCOPE

EO-MA-DMS-GS-0005
20/04/2018

4.15
40

The EO_POINTING Software User Manual provides a detailed description of usage of the CFI functions

included within the EO_POINTING CFI software library.
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2 ACRONYMS, NOMENCLATURE AND TERMINOLOGY

2.1 Acronyms

ANX
AOCS
ASCII
CFI
cs
DRS
ESA
ESTEC
GPL
GPS
GS
H/W
IERS
F
LOS
LUT
OBT
OSF
RAM
SBT
SRAR
SSP
SUM
S/W
TAI
UTC
UTI
WGS[84]

Ascending Node Crossing

Attitude and Orbit Control Subsystem

American Standard Code for Information Interchange

Customer Furnished Item
Coordinate System

Data Relay Satellite
European Space Agency

European Space Technology and Research Centre

GNU Public Library

Global Positioning System
Ground Station

Hardware

International Earth Rotation Service
Interface

Line Of Sight

Look-Up Table

On-board Binary Time

Orbit Scenario File

Random Access Memory

Satellite Binary Time

Satellite Relative Actual Reference
Sub Satellite Point

Software User Manual

Software

International Atomic Time
Coordinated Universal Time
Universal Time UT1

World Geodetic System 1984
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2.2 Nomenclature
CFI A group of CFI functions, and related software and documentation that will be distributed
by ESA to the users as an independent unit
CFI function A single function within a CFI that can be called by the user
Library A software library containing all the CFI functions included within a CFI plus the

supporting functions used by those CFI functions (transparently to the user)

2.3 Note on Terminology

In order to keep compatibility with legacy CFI libraries, the Earth Observation Mission CFI Software
makes use of terms that are linked with missions already or soon in the operational phase like the Earth
Explorers.

This may be reflected in the rest of the document when examples of Mission CFI Software usage are
proposed or description of Mission Files is given.
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3 APPLICABLE AND REFERENCE DOCUMENTS

3.1 Applicable Documents
No applicable documents.

3.2 Reference Documents

[MCD] Earth Observation Mission CFI Software. Conventions Document. EO-MA-
DMS-GS-0001.
[MSC] Earth Observation Mission CFI Software. Mission Specific Customizations. EO-

MA- DMS-GS-0018.

[GEN _SUM] Earth Observation Mission CFI Software. General Software User Manual. EO-
MA- DMS-GS-0002.

[F H SUM] Earth Observation Mission CFI Software. EO_FILE HANDLING Software User
Manual. EO-MA-DMS-GS-0008.

[D H SUM] Earth Observation Mission CFI Software. EO DATA HANDLING Software
User Manual. EO-MA-DMS-GS-007.

[LIB_SUM] Earth Observation Mission CFI Software. EO_LIB Software User Manual. EO-
MA-DMS-GS-003.

[LOS_ALG] LOS Intersection. PE-TN-ESA-SY-0043

‘ The latest applicable version of [MCD], [GEN_SUM], [F_H SUM], [D_H_SUM], [LIB_SUM] is v4.15
and can be found at: http://eop-cfi.esa.int/REPO/PUBLIC/DOCUMENTATION/CFI/EOCFI/BRANCH_4X/
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4 INTRODUCTION

4.1 Functions Overview

This software library contains the CFI functions required to perform accurate computation of pointing
parameters from and to a satellite for various types of targets.

It includes a set of functions to initialize the attitude of the platform and the instruments. The values
provided by these functions are later used by all the other functions of the library.

A detailed description of each function is provided in Section 7.
Please refer also to:

[MCD] for a detailed description of the time references and formats, coordinate systems, parameters and
models used in this document

[GEN_SUM] for a complete overview of the CFI, and in particular the detailed description of the /d concept
and usage and the error handling functions.
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The following figure shows the typical data flow for the attitude functions. First, the different
transformations between the various reference frames are initialised. Then, given the spacecraft position, the
attitude is calculated:
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Figure 1: Attitude Initialization Overview

calling application
data flow

Ids
data flow

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



R

dei

elecnor group

MmMos

Code:
Date:
Issue:

Page:

Xp_sat_nominal_att_Init
theoretical aftitude modes:
Yaw Steering
Local Nomal Pointing

xp_sat_nominal_aft_Inli_model

preselected model atfifudes:
ENVISAT law , ADM law,
CRYQSAT Attitude law
Generic Model ...

Xxp_sat_nominal_att_Init_
harmonic
orbital harmonic attitude model

Xxp_sat_nominal_att_Inli_file
attifude Tnitialised with file
allinitialisation possible

P
/-

Satellite Nominal Initialisation

Satellite
Nominal

Frame
Initialisation
section 7.1- 7.4)

X

rotation
sat_nom_att i

}’2
4 X

Figure 2: Satellite Nominal Initialization

xp_sat_att_angle_Init
angles

Xp_sal_all_mamxX_Inl
mafrix

\/

xp_sat att_Init
harmonilc

Xxp_sat_aft_Inft_flle
attitude initialised with file
allintialisation possible

Figure 3:

Satellite Initialisation

Satellite

Frame
Initialisation
(section 7.6- 7.9)

rotation
sat_att id

2 >

Satellite Initialization

EO-MA-DMS-GS-0005

20/04/2018

4.15
46

Each different transformation can be initialised with different models (note that all the attitudes can be
initialized at the same time using the function xp_atttitude define (see section 7.47) and an Attitude

definition file):
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The following figure shows the tipical data flow for the geolocation routines functions. First, the attitude
should be calculated, and, if needed, the refraction and Digital Elevation Models initialised.

(eolocation Routines Data Flow
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Figure 5: Geolocation Routines Calling Sequence
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The table below and the diagrams on the next pages describe the various xp_target <function>.

Table 1: xp_target functions

Xp_target

<function>

Description

Xp_(multi)_target_
inter

xp_target_list_inter

It calculates the intersection point(s) of the line of sight defined by an elevation and an azimuth angle
(or a set of them) expressed in the input Attitude frame, with a surface(s) located at a certain
geodetic altitude(s) over the Earth.

xp_(multi)_target_
travel_time

It calculates the point of the line or sight from the satellite (defined by an elevation and an azimuth
angle expressed in the selected Attitude Frame) at a given travel time(s) along the (curved) line of
sight.

xp_target_ground
_range

It calculates the location of a point that is placed on a surface at a certain geodetic altitude over the
Earth, that lays on the plane defined by theS/C position, the nadir and a reference point, and that is
at a certain distance or ground range measured along that surface from that reference point.

This reference point is calculated being the intersection of the previous surface with the line of sight
defined by an elevation and azimuth angle in the input Attitude coordinate system.

xp_target_inciden
ce_angle

It calculates the location of a point that is placed on a surface at a certain geodetic altitude over the
Earth and that is seen from the S/C on a line of sight that forms a certain azimuth angle in the input
Attitude frame and that intersects that surface with a certain incidence angle.

xp_target_range

It calculates the location of a point that is placed on a surface at a certain geodetic altitude over the
Earth, that is seen from the S/C on a line of sight that forms a certain azimuth angle in the input
Attitude frame, and that is at a certain range or slant-range from the S/C.

xp_target_range_r
ate

It calculates the location of a point that is placed on a surface at a certain geodetic altitude over the
Earth, that is at a certain range from S/C, and whose associated Earth-fixed target has a certain
range-rate value.

xp_target_tangent

It calculates the location of the tangent point over the Earth that is located on the line of sight defined
by an elevation and azimuth angles expressed in the input Attitude frame.

xp_target_altitude

It calculates the location of the tangent point over the Earth that is located on a surface at a certain
geodetic altitude over the Earth and that is on a line of sight that forms a certain azimuth angle in the
input Attitude frame.

Xp_target_star

It calculates the location of the tangent point over the Earth that is located on the line of sight that
points to a star defined by its right ascension and declination coordinates.

Xp_target_generic

The cartesian state vector of the target is taken as an input.

xp_target_tangent
_sun

It calculates the location of the tangent point over the Earth that is located on the line of sight that
points to the Sun

xp_target_tangent
_moon

It calculates the location of the tangent point over the Earth that is located on the line of sight that
points to the Moon

xp_target_station

It calculates the most relevant observation parameters of the link between the satellite and a ground
station

Xp_target_sc

It calculates the most relevant observation parameters of the link between one satellite and another
Satellite.
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As it can be seen from the list of functions, there are some functions that calculate several targets
(xp_multi_target xxxx, xp target list inter). The number of targets found by the functions is returned

through the interface.

In addition to these “user” targets, two other categories of targets can be defined, “LOS” targets and “DEM”

targets.

4.1.2.1 LOS targets

The idea is to get information about all the ray path points computed by a specific target routine along the

Line of Sight (LOS) trajectory.

For every target routine, the output parameter num_los_target will return the number of points in the path.

It applies when the variable "target type" is equal to XP_ LOS TARGET TYPE.

1. Start point of LOS

The spacecraft position (Instrument CS) shall be considered as the start point for the LOS path.
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2. Stop point of LOS

The stop point for the LOS path will be different depending on the selected target function; nominally it will
be the resulting target point.

Xp_target inter, xp_target list inter and xp multi target inter: Ist or 2nd intersection point (Point
corresponding to the last altitude for the multi_target routine)
- xp_target ground range: Target point
- xp_target incidence angle: Target point
« Xp_target range: Target point
- Xp_target range rate: Target point
- xp_target tangent: Two different cases to consider depending on whether refraction is selected or
not:
- No refraction mode: Tangent point
- Refraction mode:
o The 2nd intersection point with a surface located at Refraction Model Maximum Height
(geodetic altitude) over the Earth if tangent height <= Refraction Model Maximum Height
o The tangent point if tangent height > Refraction Model Maximum Height

- xp_target altitude: Point at selected altitude
xp_target star: Two different cases to consider depending on whether refraction is selected or not:
- No refraction mode: Tangent point
- Refraction mode:

o The 2nd intersection point with a surface located at Refraction Model Maximum Height
(geodetic altitude) over the Earth if tangent height <= Refraction Model Maximum Height

o The tangent point if tangent height > Refraction Model Maximum Height
- xp_target station: Ground Station position
- xp_target generic: Target position
- xp_target reflected: Reflection point

- xp_target travel time and xp multi_target travel time: Point at selected travel time (Point
corresponding to the last travel time for the multi_target routine)

Xp_target tangent sun: Tangent point
- Xxp_target tangent moon: Tangent point

- xp_target sc: Target position.

4.1.2.2 DEM targets

A DEM Target is defined as the intersection of a line of sight with the Earth Surface defined using a digital
elevation model (DEM).
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A DEM Target is calculated using as line of sight the LOS targets that has been computed previously with a
target routine (Note that such LOS consist in a polygonal line, no necessarily a straight line). Consequently,
to get a DEM target it is necessary to follow these steps:
« Initialize the DEM model using the xp_dem_init routine and a configuration file (Section 7.60).
«  One call to the target routine for getting the LOS targets.
One call to the target extra routine requesting the DEM target.

The digital elevation model of the Earth consists in a set of points defining a grid for which a measure of the
altitude over the Earth reference ellipsoid is given. The altitude of the points within each cell of the grid is
computed by the CFI using a bilinear interpolation with the points of the corner of the cell. Details about the
bilinear algorithm used to compute the intersection can be seen in [LOS_ALG].

4.1.2.3 Light propagation model

When the light propagation model is enabled, the target functions keep into account the time spent by a
generic signal traveling at the speed of light to:

« in the TRANSMITTER mode: go from the satellite to the target;
- in the RECEIVER mode: go from the target to the satellite.

Two distinct times are considered:
1) The satellite time (T) is the time provided as input to the target function. It is:

« in the TRANSMITTER mode: the time at which the satellite (instrument) emits the signal towards
the target;

- in the RECEIVER mode: the time at which the satellite (instrument) receives the signal emitted by
the target.

2) The target time is the satellite time T plus or minus the light travel time between satellite and target (dT).
It is:

- in the TRANSMITTER mode: T+dT, i.e. the target receives the signal sent by the satellite with a
delay dT;

- in the RECEIVER mode: T-dT, i.e. the satellite receives the signal emitted by the target with a delay
dT.

dT is calculated as the light travel time from the satellite to target calculated with dT=0. When the light
propagation model is not activated, it is assumed dT=0, therefore target and satellite are considered at the
same time T.

According to the definitions above, the Line of Sight (LOS) can be defined as the segment joining satellite
and target at their correspondent times.

For the following functions the calculation method is slightly different:
- xp_target range: the input range is used to calculate the light travel time;

- xp_target travel time: the input travel time is used as dT;
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« Xp_target generic, Xp_target sc: in this case the input is the target at time T+/-dT. The function
estimates the target at T to compute the line of sight parameters also considering (if provided as

inputs) velocity and acceleration of the target.

Target geometric properties (returned by the extra functions) are evaluated considering the two distinct

times, for example:

The target position (i.e. position in EF co-ordinates and geodetic co-ordinates) is evaluated at time

T-dT;

« Direction from satellite to target and viceversa are evaluated considering the satellite position at

time T and target position at time T+/-dT;

« Direction from target to e.g. sun/moon take into account the target position at T+/-dT and other

celestial bodies at the same time.

Following figure 6. shows an example using the xp target inter function.

Satellite Trajectary

Line
of
Sight

LA AR

Earth Hotation

Target at Time = T-dT
Targetat Time =T

Satellite at Time = T-dT

Satelite at Time =T

Figure 6: Example of light travel time with xp_target_inter

The light propagation mode is set to RECEIVER and input azimuth,elevation are 0, 90 deg (assuming a
local normal pointing). The signal is emitted by the target at time T-dT (blue point, let’s assume at geodetic
co-ordinates (lon,lat,;h) and EF co-ordinates (X,Y,Z) ) and is received by the satellite at time T (red
triangle). Due to Earth rotation, at time T the observed target has moved to the red point.

Here are some examples of results from xp target extra... functions:

+ Xp_target extra vector:

- Target position: the vector (X,Y,Z), i.e. the target point considered at T-dT;
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- Direction LOS: the vector corresponding to the purple line in Fig. X (it is the line joining satellite
position at time T and target position at time T-dT);

« Xp_target extra main:
- Target geodetic co-ordinates: (lon,lat,h)

- Satellite to target azimuth, elevation: 0,90, i.e. the same azimuth and elevation used as input for
Xp_target inter.

- Target to satellite azimuth, elevation: 0,90, this is the view direction from the target at time T-dT to
the satellite at time T.

The same results are given by the xp target extra... functions if the xp_target generic is called with input
target at EF co-ordinates (X,Y,Z) and velocity set to zero.

To activate the light propagation mode the model id structure must be initialized using the function
x]_model init as follow:

1) for TRANSMITTER mode:

#include <explorer lib.h>

{
long mode, models[XL NUM MODEL TYPES ENUM];
x1 model id model id = {NULL};
long ierr[XL NUM ERR MODEL INIT], status;

mode = XL MODEL CONFIG;

models [ XL MODEL TYPE LIGHT PROPAGATION 1 = XL MODEL LIGHT PROPAGATION TRANSMITTER;
status = x1 model init (&mode, models,
&¢model id,
ierr)
}
2) for RECEIVER mode:

#include <explorer lib.h>

{
long mode, models[XL NUM MODEL TYPES ENUM];
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x1 model id model id = {NULL};
long ierr[XL NUM ERR MODEL INIT], status;
mode = XL MODEL CONFIG;
models [XL MODEL TYPE LIGHT PROPAGATION] = XL MODEL LIGHT PROPAGATION RECEIVER;

status = x1 model init (&mode, models,

&model id,

ierr)
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For a detailed description of the installation of any CFI library, please refer to [GEN_SUM].
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6 LIBRARY USAGE

The EO_POINTING software library has the following dependencies:
«  Other EOCFI libraries:
- EO FILE HANDLING (See [F_H_SUM)).
- EO DATA HANDLING (See [D_H_SUM]).
- EO_LIB (See [LIB_SUM]).
+  Third party libraries:

« POSIX thread library: libpthread.so (Note: this library is normally pre-installed in Linux
and MacOS platforms. For Windows platforms, pthread.lib is included in the distribution
package, with license LGPL);

«  GEOTIFF, TIFF, PROJ, LIBXML2 libraries (these libraries are included in the distribution
package. Their wusage terms and conditions are available in the file
"TERMS_AND_CONDITIONS.TXT" which is part of the distribution package).

In order to improve run-time performance, some functions (e.g. xp target list extra vector,
xp_target list extra main, xp_target list extra aux, xp_target list extra ef target,
xp_target list extra target to sun, xp_target list extra target to moon,
xp_target list extra specular reflection) perform their computations in multi-threading mode.

The multi-threading code of the Pointing functions wuses the OpenMP API (see
http://en.wikipedia.org/wiki/OpenMP).

OpenMP is not supported in the clang compiler, therefore such functions work in single-thread mode in
MacOS.

The following is required to compile and link a Software application that uses the EO_POINTING software
library functions (it is assumed that the required EOCFI and third-part libraries are located in directory

cfi_lib _dir and the required header files are located in cfi include, see [GEN_SUM] for installation
procedures):

1) include the following header files in the source code:
- explorer_pointing.h (for a C application)

2) use the following compile and link options:
Linux platforms:
-Icfi include dir -Lcfi lib_dir -lexplorer pointing

-lexplorer lib - lexplorer data dandling -lexplorer file handling -lgeotiff -1tiff -Iproj -IxmlI2 -Im -Ic
-Ipthread -fopenmp

MacOS platforms (openmp is not supported):
-lcefi_include dir -Lcfi_lib_dir -lexplorer pointing
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-lexplorer lib - lexplorer data dandling -lexplorer file handling -lgeotiff -1tiff -Iproj -Ixml2 -Im -Ic
-Ipthread

Windows platforms:
/1 "cfi_include_dir" /libpath:"cfi_lib_dir" libexplorer pointing.lib

libexplorer lib.lib libexplorer data handling.lib libexplorer file handling.lib libgeotiff.lib libtiff.lib
libproj.lib libxml2.lib pthread.lib Ws2_32.lib /openmp

All functions described in this document have a name starting with the prefix xp

To avoid problems in linking a user application with the EO POINTING software library due to the
existence of names multiple defined, the user application should avoid naming any global software item

beginning with either the prefix XP_ or xp .

It is possible to call the following CFI functions from a user application.

Table 2: CFl functions included within EO_POINTING library

Function Name Enumeration value Long
Main CFI Functions

xp_sat_nominal_att_init XP_SAT_NOMINAL_ATT_INIT_ID 0
xp_sat_nominal_att_init_model XP_SAT_NOMINAL_ATT_INIT_MODEL_ID 1

xp_sat_nominal_att_init_harmonic | XP_SAT_NOMINAL_ATT_INIT_HARMONIC_ID 2
xp_sat_nominal_att_init_file XP_SAT_NOMINAL_ATT_INIT_FILE_ID 3
xp_sat_nominal_att_close XP_SAT_NOMINAL_ATT_CLOSE_ID 4
xp_sat_att_angle_init XP_SAT_ATT_ANGLE_INIT_ID 5
xp_sat_att_matrix_init XP_SAT_ATT_MATRIX_INIT_ID 6
xp_sat_att_init_harmonic XP_SAT_ATT_INIT_HARMONIC_ID 7
xp_sat_att_init_file XP_SAT_ATT_INIT_FILE_ID 8
xp_sat_att_quat_plus_matrix_init XP_SAT_ATT_QUAT_PLUS_MATRIX_INIT_ID 9
xp_sat_att_quat_plus_angle_init XP_SAT_ATT_QUAT_PLUS_ANGLE_INIT_ID 10
xp_sat_att_close XP_SAT _ATT_CLOSE_ID 11
xp_instr_att_angle_init XP_INSTR_ATT_ANGLE_INIT_ID 12
xp_instr_att_matrix_init XP_INSTR_ATT_MATRIX_INIT_ID 13
xp_instr_att_init_harmonic XP_INSTR_ATT_INIT_HARMONIC_ID 14
xp_instr_att_init_file XP_INSTR_ATT_INIT_FILE_ID 15
Xp_instr_att _close XP_INSTR_ATT_CLOSE_ID 16
xp_change_frame XP_CHANGE_FRAME_ID 17
xp_attitude_init XP_ATTITUDE_INIT_ID 18
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xp_attitude compute XP_ATTITUDE_COMPUTE_ID 19
xp_attitude user_set XP_ATTITUDE_USER_SET _ID 20
xp_attitude_close XP_ATTITUDE_CLOSE_ID 21
xp_set_az_el_definition XP_SET_AZ EL_DEFINITION_ID 22
xp_atmos_init XP_ATMOS_INIT_ID 23
xp_atmos_close XP_ATMOS_CLOSE_ID 24
xp_dem_init XP_DEM_INIT_ID 25
Xp_dem_compute XP_DEM_COMPUTE_ID 26
xp_dem_close XP_DEM_CLOSE_ID 27
xp_dem_get_info XP_DEM_GET_INFO_ID 28
xp_dem_id_configure XP_DEM_ID_CONFIGURE_ID 29
xp_target_inter XP_TARGET_INTER_ID 30
xp_target_travel_time XP_TARGET_TRAVEL_TIME_ID 31
xp_target_ground_range XP_TARGET_GROUND_RANGE_ID 32
xp_target_incidence_angle XP_TARGET_INCIDENCE_ANGLE_ID 33
xp_target_range XP_TARGET_RANGE_ID 34
xp_target_range_rate XP_TARGET_RANGE_RATE_ID 35
xp_target_tangent XP_TARGET_TANGENT_ID 36
xp_target_altitude XP_TARGET_ALTITUDE_ID 37
xp_target_star XP_TARGET_STAR_ID 38
xp_target_station XP_TARGET_STATION_ID 39
xp_target_drs XP_TARGET_DRS_ID 40
xp_target_generic XP_TARGET_GENERIC_ID 41
xp_target_reflected XP_TARGET_REFLECTED _ID 42
xp_target_sc XP_TARGET_SC_ID 43
xp_multi_target_inter XP_MULTI_TARGET _INTER_ID 44
xp_multi_target_travel_time XP_MULTI_TARGET_TRAVEL_TIME_ID 45
xp_target_list_inter XP_TARGET_LIST_INTER_ID 46
xp_target_extra_vector XP_TARGET_EXTRA VECTOR _ID 47
xp_target_extra_main XP_TARGET_EXTRA_MAIN_ID 48
xp_target_extra_aux XP_TARGET_EXTRA_AUX_ID 49
xp_target_extra_ef target XP_TARGET_EXTRA _EF_TARGET_ID 50
xp_target_extra_target_to_sun XP_TARGET_EXTRA TARGET _TO_SUN_ID 51
xp_target_extra_target to_moon XP_TARGET_EXTRA _TARGET_TO_MOON_ID 52
xp_target_extra_specular_reflectio nf XP_TARGET_EXTRA_SPECULAR_REFLECTIO 53

N_ID

xp_target_list_extra_vector XP_TARGET_LIST_EXTRA_VECTOR_ID 54
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xp_target_list_extra_main XP_TARGET_LIST_EXTRA_MAIN_ID 55
xp_target_list_extra_aux XP_TARGET_LIST _EXTRA_AUX ID 56
xp_target_list_extra_ef target XP_TARGET_LIST_EXTRA_EF_TARGET_ID 57
xp_target_list_extra_specular_reflec| XP_TARGET_LIST_EXTRA_SPECULAR_REFLEC| 58
tion T 1D
xp_target_list_extra_target to_moo | XP_TARGET_LIST_EXTRA_TARGET_TO_SUN_| 59
n D
xp_target_list_extra_target to_sun | XP_TARGET LIST_EXTRA TARGET TO_MOON 60
_ID
xp_target_tangent_sun XP_TARGET_TANGENT_SUN ID 61
xp_target_tangent_moon XP_TARGET_TANGENT_MOON_ID 62
xp_target_close XP_TARGET_CLOSE_ID 63
xp_gen_dem_max_atitude XP_GEN_DEM_MAX_ALTITUDE_ID 64
xp_gen_dem_altitude_from_ellipsoi | XP_GEN_DEM_ALTITUDE_FROM_ELLIPSOID_ID| 65
d
xp_attitude_define XP_ATTITUDE_DEFINE_ID 66
xp_attitude_transform XP_ATTITUDE_TRANSFORM_ID 67
Xp_run_init XP_RUN_INIT_ID 68
Error Handling Functions

Xp_verbose not applicable
xp_silent
xp_get code
Xp_get_msg
Xp_print_msg

Notes about the table:
To transform the extended status flag returned by a CFI function to either a list of error codes or list
of error messages, the enumeration value (or the corresponding long value) described in the table

must be used

The error handling functions have no enumerated values

Whenever available it is strongly recommended to use enumeration values rather than integer values.

6.1 Usage hints

The runtime performances of some of the CFI functions are improved to a large extent if they are called two
consecutive times keeping constant some of their inputs.
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Nevertheless, although the user may not need to call the CFI functions two consecutive times with the same
inputs, there are internal functions that are actually called in those conditions, and thus improving the
runtime performances of the former.

Thus, the runtime improvement is achieved with any sequence of calls to those CFI functions, not only with
a sequence of calls to the same function.

In fact, the time, position, velocity, acceleration vectors, AOCS and mispointing angles do not need to keep
exactly constant as long as the difference between two consecutive calls lays within the following
thresholds:

«  Time: 0.0864 microsec

+  Position vector: 0.6e-3 m

«  Velocity vector: 0.6e-6 m/s

« Acceleration vector: 0.6e-9 m/s?

+  AOCS: 5¢-9 deg

«  Mispointing angles: 5e-9 deg

- Mispointing angles-rate: Se-12 deg

- Mispointing angles-rate-rate: Se-15 deg
Every CFI function has a different length of the Error Vector, used in the calling I/F examples of this SUM
and defined at the beginning of the library header file. In order to provide the user with a single value that
could be used as Error Vector length for every function, a generic value has been defined
(XP_ERR VECTOR _MAX LENGTH) as the maximum of all the Error Vector lengths. This value can
therefore be safely used for every call of functions of this library.

6.2 General Enumerations

The aim of the current section is to present the enumeration values that can be used rather than integer
parameters for some of the input parameters of the EO _POINTING routines, as shown in the table below.
The enumerations presented in [GEN_SUM], [F_ H SUM] and [LIB_SUM] are also applicable.

Table 3: Enumerations within EO_POINTING library

Input Description Enumeration value Long
Time Initialization Initialization from file (data-driven) XP_SEL_FILE 0
Mode Initialization within a time range XP_SEL_TIME 1
Initialization within a range of orbits XP_SEL_ORBIT 2
(not used in POINTING) XP_SEL_DEFAULT 3
Earth Intersection No intersection with Earth geoid XP_NO_INTER 0
Mode First intersection with Earth geoid XP_INTER_1ST 1
Second intersection with Earth geoid | XP_INTER_2ND 2
AOCS mode Geocentric pointing XP_AOCS_GPM 0
Local normal pointing XP_AOCS_LNP 1
Yaw steering + local normal pointing | XP_AOCS_YSM 2
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Zero-Doppler YSM XP_AOCS_ZDOPPLER 3
Satellite Nominal Atti | Generic model XP_MODEL_GENERIC 0
tude Model Envisat model XP_MODEL_ENVISAT 1
Cryosat model XP_MODEL_CRYOSAT 2
ADM model XP_MODEL_ADM 3
SENTINEL 1 model XP_MODEL_SENTINELA1 4
SENTINEL 2 model XP_MODEL_SENTINEL2 5
Geostationary satellite model XP_MODEL_GEO 6
MetOp-SG XP_MODEL_METOPSG 7
Axis enumeration X axis XP_X_AXIS 0
-X axis XP_NEG_X_AXIS 1
Y axis XP_Y_AXIS 2
-Y axis XP_NEG_Y_AXIS 3
Z axis XP_Z AXIS 4
-Z axis XP_NEG_Z_AXIS 5
Axis target Sun pointing XP_SUN_VEC 0
Moon pointing XP_MOON_VEC 1
Earth pointing XP_EARTH_VEC 2
Nadir pointing XP_NADIR_VEC 3
Inertial velocity pointing XP_INERTIAL_VEL_VEC 4
Earth Fixed velocity pointing XP_EF_VEL_VEC 5
Inertial target pointing XP_INERTIAL_TARGET_VEC 6
Spacecraft Earth Fixed velocity XP_EF_TARGET_VEC 7
Earth Fixed target pointing XP_SC _EF_VEL _VEC 8
Orbit Pole XP_ORBIT_POLE 9
Corrected Satellite Position (ToD) XP_INERTIAL_POS_VEC_CORREC 10
TED
Rotated Inertial velocity vector (ToD) | XP_INERTIAL_VEL VEC_ROTATED 11
North (EF) XP_EF_NORTH 12
South (EF) XP_EF_SOUTH 13
Mode Flag Flag for location calculus XP_MODE_FLAG_LOCATION 0
Flag for direction calculus XP_MODE_FLAG_DIRECTION 1
Frame Flag Selection of coordinate frame XP_FRAME_FLAG_EXT 0
Selection of attitude frame XP_FRAME_FLAG_SAT 1
Angle Type True Latitude (TOD) XP_ANGLE_TYPE_TRUE_LAT_TOD 1
Mean Latitude (TOD) XP_ANGLE_TYPE_MEAN_LAT_TOD| 2
True latitude (EF) XP_ANGLE_TYPE_TRUE_LAT EF 3
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Attittude Frame ID No attitude frame defined XP_NONE_ATTITUDE -1
Satellite Orbital Reference Frame XP_SAT ORBITAL REF 0
Satellite Nominal Attitude Frame XP_SAT_NOMINAL_ATT 1
Satellite Attitude Frame XP_SAT _ATT 2
Instrument(s) Attitude Frame(s) XP_INSTR_ATT 3
Target Type User Target XP_USER_TARGET _TYPE 0
Line of Sight Target XP_LOS TARGET_TYPE 1
DEM Target XP_DEM_TARGET_TYPE 2
Source Type Star XP_SOURCE_STAR 0
Sun XP_SOURCE_SUN 1
Moon XP_SOURCE_MOON 2
Generic source XP_SOURCE_GENERIC 3
Atmosphere No refraction mode XP_NO_REF_INIT 0
Initialization XP_STD_INIT 1
Mode User defined mode (n-z table, see XP_USER_INIT 2
section 10)
Predefined LUT mode XP_PRED_INIT 3
Standard refraction mode (US76) XP_STD_INIT_N 10
User defined mode (n-z table, see XP_USER_INIT_N 20
section 10))
Predefined LUT mode XP_PRED_INIT_N 30
User's predefined refraction LUTs XP_US76_INIT 300
XP_TROPIC_INIT 301
XP_MID_SUM_INIT 302
XP_MID_WIN_INIT 303
XP_SUBAR_SUM_INIT 304
XP_SUBAR_WIN_INIT 305
XP_LUT_INIT 400
XP_US76_INIT_N 3000
XP_TROPIC_INIT_N 3001
XP_MID_SUM_INIT_N 3002
XP_MID_WIN_INIT_N 3003
XP_SUBAR_SUM_INIT_N 3004
XP_SUBAR_WIN_INIT_N 3005
XP_LUT_INIT_N 4000
Attitude file type Attitude generic file containing a list for | XP_ATTITUDE_GENERIC_FILE_MO 0
angles or quaternions DEL
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CryoSat Star Tracker File XP_ATTITUDE_STAR_TRACKER_FI 1
LE_MODEL
Frame based on satellite initialized with| XP_ATTITUDE_QUATERNION_NO _ 2
quaternions and a rotation to the satel |FILE_MODEL
lite frame (rotation matrix or angles),
not from a file.
Target extra main Geocentric longitude and latitude. XP_TARG_EXTRA_MAIN_GEO 1
results choice Geodetic altitude and latitude.
Geocentric longitude and latitude rates.| XP_TARG_EXTRA MAIN_GEO D 2
Geodetic altitude and latitude rates.
Geocentric longitude and latitude rate | XP_TARG_EXTRA_MAIN_GEO_2D 4

rates. Geodetic altitude and latitude
rate rates.

Target to satellite azimuth and eleva XP_TARG_EXTRA_MAIN_TARG2SA 8
tion (Topocentric CS) T TOP

Target to satellite azimuth and eleva XP_TARG_EXTRA_MAIN_TARG2SA | 16
tion rates (Topocentric CS) T TOP_D

Target to satellite azimuth and eleva XP_TARG_EXTRA_MAIN_ TARG2SA | 32
tion rate rates (Topocentric CS) T TOP_2D

Satellite to target azimuth and eleva XP_TARG_EXTRA_MAIN_SAT2TAR 64
tion (Topocentric CS) G _TOP

Satellite to target azimuth and eleva XP_TARG_EXTRA_MAIN_SAT2TAR 128
tion rates (Topocentric CS) G TOP_D

Satellite to target azimuth and eleva XP_TARG_EXTRA_MAIN_SAT2TAR | 256
tion rate rates (Topocentric CS) G _TOP_2D

Satellite to target azimuth and eleva XP_TARG_EXTRA_MAIN_SAT2TAR | 512
tion (Attitude Frame) G_ATTITUDE

Satellite to target azimuth and eleva XP_TARG_EXTRA_MAIN_SAT2TAR | 1024
tion rates (Attitude Frame) G _ATTITUDE_D

Satellite to target azimuth and eleva XP_TARG_EXTRA_MAIN_SAT2TAR | 2048
tion rate rates (Attitude Frame) G_ATTITUDE_2D

Target to satellite azimuth and XP_TARG_EXTRA_MAIN_TARG2SA | 4096
elevation (Attitude Frame). Only T _ATTITUDE

meaningful for xp_target_sc

Target to satellite azimuth and XP_TARG_EXTRA_MAIN_TARG2SA | 8192
elevation rates (Attitude Frame). Only |T_ATTITUDE_D

meaningful for xp_target_sc

Target to satellite azimuth and XP_TARG_EXTRA_MAIN_TARG2SA | 16384
elevation rate rates (Attitude Frame). |T_ATTITUDE_2D

Only meaningful for xp_target_sc

All parameters XP_TARG_EXTRA_MAIN_ALL 32767

Target extra aux results
choice

Minimum distance from the nadir of the
target to the ground track.

XP_TARG_EXTRA_AUX_DIST_NAD
_TARG_GT
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Radius of curvature in the look direc | XP_TARG_EXTRA_AUX RAD_CUR 2
tion at the nadir of the target.
Minimum distance rate from the nadir |XP_TARG_EXTRA_AUX_DIST_NAD 4
of the target to the ground track. _TARG _GT D
Minimum distance rate rate from the | XP_TARG_EXTRA_AUX_DIST_NAD 8
nadir of the target to the ground track. | TARG_GT_2D
Radius of curvature rate in the look XP_TARG_EXTRA_AUX RAD _CUR 16
direction at the nadir of the target. D
Radius of curvature rate rate in the XP_TARG_EXTRA_AUX_ RAD_CUR 32
look direction at the nadir of the target. | _2D
Target Nadir Velocity relative to the XP_TARG_EXTRA_AUX TARGET _ 64
Earth. (Topocentric CS) NADIR_VEL
Mean Local Solar Time at target. XP_TARG_EXTRA_AUX_MLST 128
True Local Solar Time at target. XP_TARG_EXTRA_AUX TLST 256
Distance from the nadir of the target to | XP_TARG_EXTRA_AUX_DIST_NAD | 512
the satellite nadir (Earth fixed CS) _TARG_SAT_NAD
Distance rate from the nadir of the tar | XP_TARG_EXTRA_AUX DIST_NAD | 1024
get to the satellite nadir (Earth fixed _TARG_SAT NAD D
CS)
Distance rate rate from the nadir of the | XP_TARG_EXTRA_AUX DIST_NAD | 2048
target to the satellite nadir (Earth fixed | TARG_SAT_NAD_ 2D
CS)
R.A. and declination at which the look |[XP_TARG_EXTRA_ AUX LOOK _DIR | 4096
direction from the satellite to the target
point after crossing the atmosphere.
Distance from the SSP to the point on | XP_TARG_EXTRA_AUX DIST_SSP | 8192
the ground track nearest to the nadir of|_ MIN_DIST_GT
the target. (Earth fixed CS)
Distance rate from the SSP to the point| XP_TARG_EXTRA_AUX DIST_SSP | 1638
on the ground track nearest to the _MIN_DIST_GT_D 4
nadir of the target. (Earth fixed CS)
Distance rate rate from the SSP to the | XP_TARG_EXTRA_AUX_DIST_SSP | 3276
point on the ground track nearest to the] MIN_DIST_GT_2D 8
nadir of the target. (Earth fixed CS)
All parameters XP_TARG_EXTRA_AUX_ ALL 6553
5
Satellite Nominal Atti | Satellite Nominal Attitude initialised XP_SAT _NOMINAL_ATT _INIT_MOD 0
tude Mode with AOCS mode E
Satellite Nominal Attitude initialised XP_SAT_NOMINAL_ATT_INIT_MOD 1
with Model EL_MODE
Satellite Nominal Attitude initialised XP_SAT _NOMINAL_ATT_INIT_HAR 2
with Harmonics MONIC_MODE
Satellite Nominal Attitude initialised XP_SAT_NOMINAL_ATT_INIT_FILE 3
with a File _MODE
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Satellite Attitude Mode | Satellite Attitude initialised with angles | XP_SAT_ATT_ANGLE_INIT_MODE 0

Satellite Attitude initialised with matri
ces

XP_SAT_ATT_MATRIX_INIT_MODE

Satellite Attitude initialised with Har XP_SAT_ATT_INIT_HARMONIC_MO | »
monics DE
Satellite Attitude initialised with a File | XP_SAT_ATT_INIT_FILE_MODE 3
Instrument Attitude Instrument Attitude initialised with XP_INSTR_ATT_ANGLE_INIT_MOD 0
Mode angles E
Instrument Attitude initialised with XP_INSTR_ATT_MATRIX_INIT_MOD 1
matrices E
Instrument Attitude initialised with Har | XP_INSTR_ATT_INIT_HARMONIC _ 2
monics MODE
Instrument Attitude initialised with a XP_INSTR_ATT_INIT_FILE_MODE 3
File
Attitude Mode Attitude not calculated XP_ATTITUDE_INIT_NO_DATA MO 0
DE
Attitude calculated XP_ATTITUDE_COMPUTE_MODE 1
Attitude defined by the user XP_ATTITUDE_USER_SET_MODE 2
Target Mode Target calculated with Inter (1st) func | XP_TARGET_INTER _1ST_MODE 0
tion
Target calculated with Inter (2nd) func |XP_TARGET INTER _2ND_MODE 1
tion
Target calculated with Travel Time (1st)| XP_TARGET_TRAVEL_TIME_1ST_ 2
function MODE
Target calculated with Travel Time XP_TARGET_TRAVEL_TIME_2ND_ 3
(2nd) function MODE
Target calculated with Ground Range |XP_TARGET_GROUND_RANGE_M 4
function ODE
Target calculated with Incidence Angle | XP_TARGET_INCIDENCE_ANGLE_ 5
function MODE
Target calculated with Range function |XP_TARGET_RANGE_MODE 6
Target calculated with Range Rate XP_TARGET_RANGE_RATE_MODE 7
function
Target calculated with Tangent function | XP_TARGET_TANGENT_MODE 8
Target calculated with Altitude function | XP_TARGET_ALTITUDE_MODE
Target calculated with Star function XP_TARGET_STAR_MODE 10
Target calculated with Tangent to Sun | XP_TARGET_TANGENT_SUN_MOD 11
function E
Target calculated with Tangent to Moon| XP_TARGET_TANGENT_MOON_M 12
function ODE
Target calculated with Station function | XP_TARGET_STATION_MODE 13
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Target calculated with DRS function XP_TARGET_DRS_MODE 14
Target calculated with Generic function | XP_TARGET_GENERIC_MODE 15
Target calculated with S/C function XP_TARGET_SC_MODE 16
Target calculated with Multi Inter (1st) | XP_MULTI_TARGET_INTER_1ST_M | 17
function ODE
Target calculated with Multi Inter (2nd) | XP_MULTI_TARGET_INTER_2ND M| 18
function ODE
Target calculated with Multi Travel Time XP_MULTI_TARGET_TRAVEL_TIME | 19
(1st) function _1ST_MODE
Target calculated with Multi Travel Time XP_MULTI_TARGET_TRAVEL_TIME | 20
(2nd) function _2ND_MODE
Target calculated with Target reflected | XP_TARGET _REFLECTED_MODE 21
function
Target calculated with Target List Inter | XP_TARGET_LIST_INTER_1ST_MO | 22
(1st) function DE
Target calculated with Target List Inter | XP_TARGET _LIST_INTER_2ND_MO | 23
(2nd) function DE
) . XP_LOAD_TILE_SET Load a set of tiles identified by a 0
DEM configuration ¢ | ;
operations rectangular region
XP_CLEAR_CACHE Unload all the tiles in cache but do not| 1
free memory
XP_FREE_CACHE Unload all the tiles in cache but and 2
free memory
XP_SET_MAX_SIZE Set new maximum size for cache 3
. . XP_AZ EL_LIST List of azimuth/elevation points 0
Azimuth elevation
type XP_AZ_EL_STRIP Strip of points with fixed azimuth 1
XP_AZ EL_GRID Grid of azimuth/elevation points 2
. . XP_AUTOMATIC_FLIP_MODE The mode will be updated 0
Yaw flip attitude t tically to Wint s
configuration automatically to Winter or Summer
mode
XP_WINTER_MODE Yaw flip Winter mode 1
XP_SUMMER_MODE Yaw flip Summer mode 2
Set of DEM selection XP_ALL DEM All DEM tiles will be computed 0
XP_DEM_SET Only tiles in input range will be 1

computed
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6.3 Data Structures
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The aim of the current section is to present the data structures that are used in the EO_POINTING library.
The structures are currently used for the CFI Identifiers accessor functions. The following table show the
structures with their names and the data that contain:

Table 4: EO_POINTING structures

Structure name

Data

Variable Name

C type

Description

Xp_param_model
str

model_param

double
[XP_NUM_MODEL _
PARAM]

Model Parameters

[XP_MAX_NUM_HA
RMONIC]

model_enum long Model type
Xp_harmonic_data |num_terms long [3] Number of harmonics coefficient(pitch,
roll and yaw)
harmonic_type_pitch |long Harmonic type

harmonic_type_roll

long
[XP_MAX_NUM_HA
RMONIC]

Harmonic type

harmonic_type yaw

long
[XP_MAX_NUM_HA
RMONIC]

Harmonic type

harmonic_coef pitch

double
[XP_MAX_NUM_HA
RMONIC]

Harmonic coefficient

harmonic_coef _roll

double
[XP_MAX_NUM_HA
RMONIC]

Harmonic coefficient

harmonic_coef yaw

double
[XP_MAX_NUM_HA
RMONIC]

Harmonic coefficient

xp_harmonic_mod |angle_type long Angle type
el_str harmonic xp_harmonic_data Harmonic data
xp_att_data_rec time_ref long Time reference
time double Time for the quaternions/angles
quaternion double [4] Quaternions
angles double [3] Angles
file_model long File model
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xp_sat_ nom_att fil |val_time0 double Validity start time
e_model_str val_time1 double Validity stop time
data_type long 0 = quaternions
1 =angles
inertial_frame long initial reference frame: Inertial refer
ence frame
lines long number of records in the attitude lists
max_gap double Maximum gap between consequtive
data
att_data xp_att_data_rec* array with the angle/quaternion
records
xp_angle_model_s |pitch double Pitch
tr roll double Roll
yaw double Yaw
xp_matrix_model_ |att_matrix double [3][3] Attitude matrix

str

xp_star_tracker quaternion[4] float Quaternions
time double Quaternion time in TAI
status unsigned char Quaternions status
xp_star_tracker_au |star_tr_id long Star tracker Id (1,2 or 3)
X aberr_correction long Aberration correction flag:

-1 = Aberration correction with trans
posed matrix

0 = No aberration

1 = Aberration correction

str_att_rot double [3][3] Satellite attitude frame to star tracker
rotation matrix
xp_sat_att_file_mo |file_model long file model
del_str val_time0 double Validity start time
val_time1 double Validity stop time
data_type long 0 = quaternions
1 =angles
inertial_frame long initial reference frame
lines long number of records in the attitude lists
max_gap double Maximum time gap between angles or
quaternions
att_data xp_att_data_rec* Array with the angle/quaternion
records
aux_data xp_star_tracker_aux Data from the auxiliary file
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tm_data xp_star_tracker* Cryosat Star Tracker attitude data
rot_to sat double** Matrix with the rotation from the frame
based on the satellite to the satellite
frame.
xp_instr_att file_  |file_model long File model
model_str val_time0 double Validity start time
val_time1 double Validity stop time
data_type long 0 = quaternions
1 =angles
inertial_frame long initial reference frame
lines long number of records in the attitude lists
max_gap double Maximum gap between quaternions/
angles
att_data xp_att_data_rec* array with the angle/quaternion

records

xp_quat_plus_angle|inertial_frame long Inertial reference frame
_model_str .
num_quat long Number of quaternions
quat xd_att rec* List of quaternions
angles double[3] Rotation angles
xp_quat_plus_matri |inertial_frame long Inertial reference frame
x_model_str ;
— - num_quat long Number of quaternions
quat xd_att rec* List of quaternions
rot_matrix double[3][3] Rotation matrix
xp_attitude_id_dat a| model long Attitude model
time_ref long Time reference
time double Time
sat_vector xl_cord Satellite vector (EF)
source_frame long Source reference frame (according to
the extended reference frames enu
meration in [LIB_SUM])
target_frame long Target reference frame according to
the Attitude Frame ID enumeration,
defined in the current document (see
Table 3)
sat_mat xl_cs_tra Attitude matrix. Provides
transformation from source to target
frame
offset double [3] Instrument offset from initial reference
frame
attitude_EF xl_cs_tra Attitude matrix in EF: position and

orientation of the instrument/satellite
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frame.
xp_atmos_id_data |atm_max_alt_std double Standard atmosphere geometric
altitude
atm_max_alt_user double User atmosphere geometric altitude
Xp_dem_ace dir char [100] Directory for the the DEM files
(deprecated) res X double Interval between points along X-axis
res_Y double Interval between points along Y-axis
res_unit double Conversion factor from x,y units to the
res_X, res_Y units.
for example if res_X is given in
seconds and X in degrees =>
res_unit=3600
X_num_points long Number of points along X-axis
(columns)
Y _num_points long Number of points along Y-axis (lines)
X_range double Longitude of the x-axis for one file
(grid)
y_range double longitude of the y-axis for one file
(grid)
data_size long Size in bytes of the data stored in the
files
data_type long data type (int, long, float, double)
north_alt double[4] Altitude at the North pole cell
south_alt double[4] Altitude at the South pole cell
xp_dem_id_data model long DEM model
dem_data xp_dem_ace * DEM configuration data (deprecated)

dem_user_params

xd_dem_user_params

DEM user parameters (see
[D_H_SUM])

dem_metadata

xd_dem_metadata

DEM metadata (see [D_H_SUM])

xp_dem_info

dem_model

long

DEM model (according to
XD_Dem_model_enum in
[D_H_SuUM])

data_source

long

Source flag. According to the dem
_model, the value is one of the
following enumerations (see
[D_H_SUM]):

. DEM Data Source Types for
GETASSE30 v1, v2 and v3

. DEM Data Source Types for ACE2

. DEM Data Source Types for GDEM
v2

Xp_generic_data

time_ref

long

Time reference
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time double Time

sat_vector x|_cord Satellite state vector (see [LIB_SUM])

iray long Refraction model

freq double Frequency

deriv long Derivative flag according to deriva

tives enumeration in [LIB_SUM]

xp_target_data tar_vector x|_cord target vector

z_tan xl_par_der Tangent altitude

range x|_par_der target range

time x|I_par_der time

tar_sat_vector x|_cord target to satellite vector

sat_tar_vector xl_cord satellite to target vector
xp_target_str num_target long Number of targets

target xp_target data * target data

xp_target_id_data

generic_data

Xp_generic_data

Target generic data

earth_crossed

long

Flag to indicate if the Earth is crossed

atm_crossed

long

Flag to indicate if the atmosphere is
crossed

user xp_target_str User target
los xp_target_str LOS target
earth xp_target_str Earth target
exit_atm_vector xl_cord Pointing vector at exit from atmos
phere
xp_latlon_area lon_min double Minimum longitude of rectangular area
lon_max double Maximum longitude of rectangular
area
lat_min double Minimum latitude of rectangular area
lat_max double Maximum latitude of rectangular area
xp_dem_id_config |command long Operation to be executed (DEM
configuration enum)
max_cache_size long Maximum cache size (MegaBytes)

area xp_latlon_area Rectangular area
xp_azimuth_elevati | 8zimuth double Azimuth [deg]
on elevation double Elevation [deg]

azimuth_rate double Azimuth rate [deg/s]

elevation_rate double Elevation rate [deg/s]
xp_azimuth_elevati |num_rec long Number of azimuth/elevation points
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on_list az_el list xp_azimuth_elevation* | Array of azimuth/elevation points
xp_azimuth_elevati |azimuth double Fixed azimuth of strip [deg]
on_strip min_elevation double Lower elevation of strip points [deg]
max_elevation double Maximum elevation of strip points
[deg]
step_elevation double Step between elevation points [deg]
xp_azimuth_elevati | Min_azimuth double Lower azimuth of grid points [deg]
on_grid max_azimuth double Maximum azimuth of grid points [deg]
step_azimuth double Step between azimuth points [deq]
min_elevation double Lower elevation of grid points [deg]
max_elevation double Maximum elevation of grid points
[deg]
step_elevation double Step between elevation points [deg]

xp_azimuth_elevati
on_input_union

azimuth_elevation_list

xp_azimuth_elevation_li
st

List of points

azimuth_elevation_stri
p

xp_azimuth_elevation_s
trip

Strip of points

azimuth_elevation_gri
d

xp_azimuth_elevation_g
rid

Grid of points

Xp_instrument_dat
a

type

long

Type of instrument data (see Azimuth
elevation type enumeration)

azimuth_elevation_inp

xp_azimuth_elevation_i

Azimuth/elevation points

ut_union nput_union
signal_frequency double Signal frequency
xp_target_output |Num_user_target long Number of user targets
num_los_target long* Array of length num_user_targets with
the number of LOS targets
corresponding to every user target
xp_target_list_inpu |input_type long List/Grid/Strip (see
tinfo XP_Az_el_type_enum)
azimuth double Azimuth used as input to compute the
target
elevation double Elevation used as input to compute
the target
azimuth_idx long Azimuth index in azimuth/elevation
grid
elevation_idx long Elevation index in azimuth/elevation

grid

xp_target_input_inf
0_union

target_list_input_info

xp_target_list_input_info

Target input information union
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xp_target_input_inf
o}

target_function

long

It defines the function used to
compute the target

target_input_info_unio
n

xp_target_input_info_uni
on

Target input information

xp_target_extra_ve
ctor_results

status

long

Target computation status

target_input_info

xp_target_input_info

Input information used to compute the
target

vector_results

doublel]

Results

vector_results_rate

double[]

Results rate

vector_results_rate_ra
te

double[]

Results rate rate

xp_target_extra_ve
ctor_results_list

num_rec

long

Number of targets computed

extra_vector_results

xp_target_extra_vector_
results*

Array with results for every target

xp_target_extra_m
ain_results

status

long

Target computation status

target_input_info

xp_target_input_info

Input information used to compute the
target

main_results doublel] Results
main_results_rate double[] Results rate
main_results_rate rat |double][] Results rate rate
e
Xp_target_extra_m |num_rec long Number of targets computed

ain_results_list

extra_main_results

xp_target_extra_main_r
esults*

Array with results for every target

xp_target_extra_a
ux_results

status

long

Target computation status

target_input_info

xp_target_input_info

Input information used to compute the
target

aux_results doublel] Results

aux_results_rate doublel[] Results rate

aux_results_rate_rate |double[] Results rate rate
xp_target_extra_a |num_rec long Number of targets computed

ux_results_list

extra_aux_results

xp_target_extra_aux_re
sults*

Array with results for every target

xp_target_extra_ef
_target_results

status

long

Target computation status

target_input_info

xp_target_input_info

Input information used to compute the
target

ef_target_results double[] Results
ef target results_rate |double[] Results rate
ef _target_results_rate |double[] Results rate rate

_rate
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Number of targets computed

extra_ef target_result
s

xp_target_extra_ef targ
et_results*

Array with results for every target

xp_target_extra_sp
ec_reflec_target r
esults

status

long

Target computation status

target_input_info

xp_target_input_info

Input information used to compute the
target

spec_reflec_results

doublel]

Results

spec_reflec_results_rat
e

double[]

Results rate

spec_reflec_results_ra
te_rate

double[]

Results rate rate

xp_target_extra_sp
ec_reflec_target r
esults_list

num_rec

long

Number of targets computed

extra_spec_reflec
_target_results

xp_target_extra_spec_r
eflec_target_results*®

Array with results for every target

xp_target_extra_m
oon_target_results

status

long

Target computation status

target_input_info

xp_target_input_info

Input information used to compute the
target

moon_results doublel] Results

moon_rate double[] Results rate

moon_rate_rate doublef] Results rate rate
Xp_target_extra_m |num_rec long Number of targets computed
oon_target_results |extra_moon Xp_target_extra_moon_t|Array with results for every target

_list

_target_results

arget_results®

xp_target_extra_su
n_target_results

status

long

Target computation status

target_input_info

xp_target_input_info

Input information used to compute the
target

sun_results doublel] Results

sun_rate doublel[] Results rate

sun_rate_rate doublel] Results rate rate
xp_target_extra_su |num_rec long Number of targets computed
n_target_results_li |extra_sun xp_target_extra_sun_tar| Array with results for every target

st

_target_results

get_results*

Xp_gen_dem_alt_fr
om_ellipsoid_input
s

set_type long DEM set selected for computation
(see DEM set enum)

lon_min double Minimum longitude of DEM set

lon_max double Maximum longitude of DEM set

lat_min double Minimum latitude of DEM set

lat_max double Maximum latitude of DEM set

verbose long If == 0, no log message will be

printed. If > 0, a log message will be
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printed every “verbose” points
processed in DEM.

xp_attitude_def

type

Attitude type. Possible values:

XP_NONE_ATTITUDE: No attitude
defined

XP_SAT_NOMINAL_ATT: Satellite
Nominal attitude target.

XP_SAT_ATT: Satellite attitude target.

XP_INSTR_ATT: Instrument attitude
target.

sat_nom_trans_id

xp_sat_nom_trans_id

Satellite Nominal attitude

sat_trans_id

xp_sat_trans_id

Satellite attitude target

instr_trans_id

Xp_instr_trans_id

Instrument attitude target

xp_transform_cfg

ref_frame long New reference frame. See
enumeration “Reference frame” in
[D_H_SUM]

time_id x|_time_id Time Id.

model_id xI_model_id Model Id.

78
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7 CFl FUNCTIONS DESCRIPTION

The following sections describe each CFI function.
The calling interfaces are described for C users.

Input and output parameters of each CFI function are described in tables, where C programming language
syntax is used to specify:

- Parameter types (e.g. long, double)

« Array sizes of N elements (e.g. param[N])

« Array element M (e.g. [M])
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7.1 xp_sat_nominal_att_init

7.1.1 Overview

The xp_sat_nominal_att_init CFI function initialises the AOCS mode for a given satellite. The initialised
mode will be stored in the sat nom_trans_id output structure.

7.1.2 Calling Interface

The calling interface of the xp_sat_nominal_att_init CFI function is the following (input parameters are
underlined):

#include <explorer pointing.h>
{
long aocs _mode;
xp sat nom trans id sat nom trans id = {NULL};

long ierr[XP NUM ERR NOM ATT INIT DEF], status;

status = xp sat nominal att init (&aocs mode,

&sat nom trans id, ierr);

The XP_NUM ERR_SAT NOM ATT INIT constantis defined in the file explorer pointing.h.
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7.1.3 Input Parameters
The xp_sat_nominal_att_init CFI function has the following input parameters:
Table 5: Input parameters of xp_sat_nominal_att_init function
C name C type Array Description Unit Allowed
Element (Reference) (Format) Range
aocs_mode long * - AOCS Mode ID - Complete

It is possible to use enumeration values rather than integer values for some of the input arguments:
AOCS Mode ID: aocs _mode. See current document, Table 3.

7.1.4 Output Parameters

The output parameters of the xp_sat_nominal_att_init CFI function are:

Table 6: Output parameters of xp_sat_nominal_att_init

C name C type Array Description Unit (Format), Allowed Range
Element (Reference)
sat_nom_trans_id |xp_sat nom |- Structure that contains |- -
_trans_id* the Satellite nominal
Transformation
ierr long - Error vector - -

7.1.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_sat_nominal att init CFI
function after translating the returned error vector into the equivalent list of error messages by calling the
function of the EO_POINTING software library xp_get_msg (see [GEN_SUM)]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_sat nominal_ att init function by calling the function of the
EO_POINTING software library xp_get_code (see [GEN_SUM])

Table 7: Error messages of xp_sat_nominal_att_init function

Error Error message Cause and impact Error code Error
type No
ERR Memory allocation error No calculation performed | XP_CFl_SAT _NOMINAL _ATT |0

INIT_MEMORY_ERR
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7.2 xp_sat_nominal_att_init_model

7.2.1 Overview
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The xp_sat nominal att init model CFI function initialises the satellite nominal attitude model for a
given satellite. The initialised model will be stored in the sat nom_trans id output structure.

7.2.2 Calling Interface

The calling interface of the xp_sat nominal_att_init model CFI function is the following (input

parameters are underlined):

#include <explorer pointing.h>
{
long model enum;
double model param[XP NUM MODEL PARAM];
Xp sat nom trans id sat nom trans id = {NULL};

long ierr[XP_NUM ERR SAT NOM ATT INIT MODEL], status;

status = xp sat nominal att init model (&model enum,

model param,

&sat nom trans id, ierr);

The XP NUM ERR SAT NOM ATT INIT MODEL and XP NUM MODEL PARAM  constants

defined in the file explorer pointing.h.

arc
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7.2.3 Input Parameters
The xp_sat_nominal_att_init_model CFI function has the following input parameters:
Table 8: Input parameters of xp_sat_nominal_att_init_model function
C name C type Array Description Unit Allowed
Element (Reference) (Format) Range
model_enum |long * - Sat Nom Attitude Model ID - Complete
model_param |double - Model dependant parameters |- Complete

It is possible to use enumeration values rather than integer values for some of the input arguments:

+  Satellite Nominal Attitude Model ID: model enum. See current document, Table 3.

«  Model dependant parameters: model param. See current document, Table 9.

Table 9: Model parameters depending on the attitude model

Attitude Model Array Description Unit
Element (Reference) (Format)

XP_MODEL_GENERIC [0] First Axis enumeration value -

[1] First Target enumeration value -

[2] First Vector[0] - or deg

[3] First Vector[1] - or deg

[4] First Vector[2] - or deg

[5] Second Axis enumeration value

[6] Second Target enumeration value

[7] Second Vector[0] - or deg

[8] Second Vector[1] - or deg

[9] Second Vector[2] - or deg
XP_MODEL_ENVISAT [0] AOCS Cx parameter [pitch] deg

[1] AOCS Cy parameter [roll] deg

[2] AOCS Cz parameter [yaw] deg
XP_MODEL_CRYOSAT [0] Local Normal Z Coefficient -
XP_MODEL_ADM [0] Scan Angle deg

[ Scan Limit deg

[2] Velocity Offset m/s
XP_MODEL_SENTINEL1 |[0] Local Normal Coefficient -

[1] Earth’s angular velocity vector rad/s

[2] Antenna bore sight off nadir angle|deg
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at reference altitude (Or)
[3] Reference altitude (Hre) km
[4] Roll steering sensitivity versus deg/km
altitude (o)
[3] ho m
[6] h m
[7] h2 m
(8] hs m
[9] hs m
[10] @1 rad
[11] ®2 rad
[12] O3 rad
[13] P4 rad
XP_MODEL_SENTINEL2 |[0] Earth’s angular velocity vector rad/s
XP_MODEL_GEO [0] Flag (enumeration values can be |-
used):
XP_AUTOMATIC_FLIP_MODE =
enable the automatic Yaw Flip
XP_WINTER_MODE = Winter
XP_SUMMER_MODE = Summer
XP_MODEL_METOPSG [0] Local Normal Coefficient -
[1] Earth’s angular velocity vector rad/s

7.2.3.1 Generic Model description

The generic model builds the reference frames from the specified direction vectors.

The model parameters are:
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- first axis: It can be any of {XP X AXIS, XP NEG X AXIS, XP_Y AXIS, XP NEG Y AXIS,
XP 7 AXIS, XP NEG Z AXIS}

- first target: It can be
XP_NADIR_VEC,

XP_INERTIAL VEL VEC,

XP INERTIAL TARGET VEC,

XP_ORBIT POLE,

- dummies

XP EF TARGET VEC,

- [long, lat, alt] if first target = XP_EF TARGET VEC
- [ra, decl, parallax] if first target = XP_INERTIAL TARGET VEC

- correction coefficients if first target = XP_INERTIAL POS VEC CORRECTED

any of {XP SUN VEC, XP_MOON_VEC, XP EARTH VEC,

XP_EF_VEL_VEC,
XP_SC _EF VEL VEC,
XP_INERTIAL POS VEC CORRECTED,

XP_INERTIAL VEL VEC ROTATED, XP_EF NORTH, XP_EF SOUTH}
« first vector[3]: contains either:
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- rotation vector if first target = XP_INERTIAL VEL VEC ROTATED
- second axis: It can be any of {XP X AXIS, XP NEG X AXIS, XP Y AXIS,

XP NEG Y AXISXP Z AXIS, XP NEG Z AXIS}

- second target: : It can be any of {XP_SUN VEC, XP MOON VEC, XP EARTH VEC,

XP NADIR_VEC, XP INERTIAL VEL VEC, XP_EF VEL VEC,
XP_INERTIAL TARGET VEC, XP EF TARGET VEC, XP_SC_EF_VEL_VEC,
XP_ORBIT POLE, XP_INERTIAL_POS_VEC_CORRECTED,

XP_INERTIAL VEL VEC ROTATED, XP_EF NORTH, XP_EF SOUTH}
« second vector[3]: contains either:

- dummies

[long, lat, alt] if second target= XP_EF TARGET VEC

[ra, decl, parallax] if fsecond target=XP INERTIAL TARGET VEC

correction coefficients if second target=XP INERTIAL POS VEC CORRECTED
rotation vector if second target = XP_INERTIAL VEL VEC ROTATED

It is necessary to define a convention for each target type (e.g, always from Satellite to XXX):
« XP_SUN_VEC: Unit direction vector from Satellite to Sun
«  XP_MOON_VEC: Unit direction vector from Satellite to Moon

- XP EARTH_VEC: Unit direction vector from Satellite to Earth centre (opposite to Satellite Position

Vector)

XP NADIR VEC: Unit direction vector from Satellite to Nadir point
- XP INERTIAL VEL VEC: Inertial Velocity vector (in TOD)
- XP _EF VEL VEC: Earth Fixed Velocity vector

XP INERTIAL TARGET VEC: Unit direction vector from Satellite to a target defined by a given
[ra, decl, parallax]. The annual parallax is used in case we are pointing to a close object (for
instance, the Moon), in order to get the distance. For stars, parallax=0 shall be used, meaning
infinite distance. Units: degrees

XP_EF TARGET VEC: Unit direction vector from Satellite to a target defined by a given [long,
lat, alt]

XP SC EF VEL VEC: Satellite Earth Fixed Velocity vector

XP_ORBIT POLE: Unit direction vector normal to the orbital plane (computed as the cross product
of the Satellite Position vector and its Velocity vector)

XP INERTIAL POS VEC CORRECTED: Unit Satellite position vector in ToD corrected by
coefficients (e.g to approximate the local normal direction)

XP_INERTIAL VEL VEC ROTATED: Inertial Velocity vector in ToD rotated (e.g correcting for
the Earth rotation)

XP_EF NORTH: Unit direction vector pointing North (in Earth Fixed)

XP_EF _SOUTH: Unit direction vector pointing South (in Earth Fixed)

With these parameters, the calculation is done as follows:
«  Compute the unit direction vector specified by first target

- Assign the calculated first target vector to the first axis vector
«  Compute the unit direction vector specified by second target

- Cross-product of the first axis vector and the second target vector
- Assign the resulting vector to the second axis vector

- Complete the right-handed frame
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The following are some examples:
Sun-Fixed Reference Frame
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- model_param = {XP_X_AXIS, XP_SUN_VEC, 0.0, 0.0, 0.0, XP_Z AXIS, XP_EARTH_VEC, 0.0,

0.0, 0.0}
Then:
«  X-axis = Unit vector from Satellite to Sun (Sun Vector)

«  Z-axis = Unit cross product: X-axis x (Unit vector from Satellite to Earth (Earth Vector))

«  Y-axis = Z-axis x X-axis (completing the right-handed frame)
Yaw Steering Mode
« model param={XP NEG Z AXIS, XP NADIR VEC, 0.0, 0.0,
XP SC EF VEL VEC, 0.0, 0.0, 0.0}
Then:
Z-axis = -(Unit vector from Satellite to Nadir (Nadir Vector))
- X-axis = Unit cross product: Z-axis x (Satellite Earth-Fixed Velocity Vector)
«  Y-axis = Z-axis x X-axis (completing the right-handed frame)

7.2.3.2 Sentinel-1 Model parameters description

The parameters for the Sentinel-1 attitude model corresponds to the roll steering law:
eofﬂ\ladir: eref_ Kool ( H—-H ref)
where the actual altitude of the satellite is approximated by the harmonic function:
N
H (t):h0+z h, -sin(n-w, - (t—t,w)+b,)
n=1
The first fourth terms of the series are considered.

Consult [MSC] for more information.

7.2.3.3 Sentinel-2 Model description

Sentinel 2 model is implemented as generic model with the following definitions:

- First axis: XP_NEG_Z AXIS; first target = XP_ EARTH_VEC.

- Second axis: XP_X AXIS; second target = XP_INERTIAL VEL VEC ROTATED

7.2.3.4 Yaw flip attitude Model description
Yaw Flip model is implemented as generic model with the following definitions:
1. For WINTER mode:
- First axis: XP_NEG_Z AXIS; first target = XP_NADIR VEC.
- Second axis: XP_X AXIS; second target = XP_EF SOUTH
2. For SUMMER mode:
- First axis: XP_NEG_Z AXIS; first target = XP_ NADIR VEC.

0.0, XP X AXIS,
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- Second axis: XP_X AXIS; second target = XP_EF _NORTH

3. For AUTOMATIC Yaw Flip, the attitude is set to WINTER or SUMMER mode depending on the Sun
position: if the Sun position is above the equatorial plane, SUMMER mode is selected; if the Sun position
is below the equatorial plane, WINTER mode is selected.

7.2.3.5 MetOp-SG Model description
MetOp-SG model is identical to the ideal YSM law with the following definitions:
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- The Z axis that is computed with an approximation for the local normal vector using an altitude dependent

correction factor.

- The input parameters are the local normal coefficient and the Earth’s rotation speed.
- First axis: XP_Z AXIS; first target = XP_INERTIAL POS VEC CORRECTED
- Second axis: XP_X AXIS; second target = XP_INERTIAL VEL VEC ROTATED

7.2.4 Output Parameters

The output parameters of the xp_nominal_att_init model CFI function are:

Table 10: Output parameters of xp_sat_nominal_att_init_model

C name

C type

Array Description
Element (Reference)

(Format)

Unit Allowed Range

sat_nom_trans_id |xp_sat nom

Structure that contains the

_trans_id* Satellite nominal
Transformation
ierr long - Error vector - -

7.2.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_sat nominal att init_model
CFI function after translating the returned error vector into the equivalent list of error messages by calling
the function of the EO POINTING software library xp_get msg (see [GEN_SUM]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_sat nominal_att_init model function by calling the function of the

EO POINTING software library xp_get_code (see [GEN_SUM])

Table 11: Error messages of xp_sat_nominal_att_init_model function

Error Error message Cause and impact Error code Error
type No
ERR Memory allocation error No calculation performed | XP_CFI_SAT_NOMINAL_ATT_ |0
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INIT_MODEL_MEMORY_ERR
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7.3 xp_sat_nominal_att_init_harmonic

7.3.1 Overview

The xp_sat_nominal_init harmonic CFI function initialises the satellite orbital to satellite nominal attitude
mispointing angles (i.e. roll, pitch, yaw) for a given satellite with a user-provided set of values. The
initialised values will be stored in the sat nom_trans id output structure.

The mispointing angle (attitudeangle in the formula) will be calculated by functions using such
sat nominal trans_id (i.e. xp_attitude compute or xp_change frame) according to the following formula
(the "angle" variable will be calculated as in x1_position_on_orbit (see [LIB_SUM)]), using as inputs:

- the input state vector in EF passed to such functions;

- the angle type passed as input to xp_sat nominal att init harmonic.

7.3.2 Calling Interface

The calling interface of the xp_sat nominal_att_init_harmonic CFI function is the following (input
parameters are underlined):

#include <explorer pointing.h>
{
long angle type, num terms[3];
long harmonic type pitch[XP MAX NUM HARMONIC],
harmonic type roll[XP MAX NUM HARMONIC],
harmonic type yaw[XP MAX NUM HARMONIC];
double harmonic coef pitch[XP MAX NUM HARMONIC],
harmonic coef roll[XP MAX NUM HARMONIC],
harmonic coef yaw[XP MAX NUM HARMONIC];
xp sat nom trans id sat nom trans id = {NULL};

long ierr[XP NUM ERR SAT NOM ATT INIT HARMONIC], status;

status = xp_sat nominal att init harmonic(&angle type,

num terms,

harmonic type pitch,

harmonic type roll,

harmonic type vaw,

harmonic coef pitch,

harmonic coef roll,

harmonic coef yaw,

&sat nom trans id,
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ierr);

The XP NUM ERR SAT NOM ATT INIT HARMONIC and XP MAX NUM HARMONIC constants
are defined in the file explorer pointing.h.
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7.3.3 Input Parameters
The xp_sat_nominal_att_init_harmonic CFI function has the following input parameters:
Table 12: Input parameters of xp_sat_nominal_att_init_harmonic function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
angle_type long * - Type of angle - XP_ANGLE_TYP
E_TRUE_LAT T
oD
XP_ANGLE_TYP
E_MEAN_LAT_T
oD
XP_ANGLE_TYP
E_TRUE_LAT EF
num_terms[3] |long [0] Number of elements used in |- >=0
vectors harmonic_type pitch
and harmonic_coef pitch
[1] Number of elements used in |- >=0
vectors harmonic_type_roll
and harmonic_coef_roll
[2] Number of elements used in |- >=0
vectors harmonic_type yaw
and harmonic_coef_yaw
harmonic_type |long[XP_MAall Type of coefficients: -
_pitch X_NUM_HA _ .
RMONIC] 0 for the bias parameter
<0 for the sinus coefficients (-n
means that correponds to the
sinus coefficient of order n)
>0 for the cosinus coefficients
(+n means that correponds to
the cosinus coefficient of order
n)
harmonic_type |long[XP_MAall Type of coefficients: - -
_roll X_NUM_HA =0 for the bias parameter
RMONIC] P
<0 for the sinus coefficients (-n
means that correponds to the
sinus coefficient of order n)
>0 for the cosinus coefficients
(+n means that correponds to
the cosinus coefficient of order
n)
harmonic_type |long[XP_MA|all Type of coefficients: - L
_yaw X_NUM_HA
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RMONIC] =0 for the bias parameter
<0 for the sinus coefficients (-n
means that correponds to the
sinus coefficient of order n)
>0 for the cosinus coefficients
(+n means that correponds to
the cosinus coefficient of order
n)
harmonic_coef |dou all Bias, sinus and cosinus coefi |deg -
_pitch ble[XP_MA cients for the pitch angle
X_NUM_HA
RMONIC]
harmonic_coef |dou all Bias, sinus and cosinus coefi |deg .
_roll ble[XP_MA cients for the roll angle
X_NUM_HA
RMONIC]
harmonic_coef |dou all Bias, sinus and cosinus coefi |deg -
_yaw ble[XP_MA cients for the yaw angle
X_NUM_HA
RMONIC]

It is possible to use enumeration values rather than integer values for some of the input arguments:
Angle Type: See current document, Table 3.

7.3.4 Output Parameters
The output parameters of the xp_sat_nominal_att_init harmonic CFI function are:

Table 13: Output parameters of xp_sat_nominal_att_init_harmonic

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)

sat_nom_trans_id |xp_sat nom Structure that contains

_trans_id* the Satellite nominal
Transformation
ierr long - Error vector - -

7.3.5 Example

For the satellite ERS:

pitch = -0.16725*cos(true_lat)*sin(true_lat)*2=-0.16725*sin(2*true lat)
num_terms[0]=1

harmonic_type pitch={-2} harmonic coef pitch={-0.16725}
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roll = 0.05012*sin(true lat)

num_terms[1]=1

harmonic_type roll={-1} harmonic_coef roll={0.05012}

yaw= 3.9163*cos(true_lat)

num_terms[2]=1

harmonic_type yaw={+1} harmonic_coef yaw={3.9163}

7.3.6 Warnings and Errors
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Next table lists the possible error messages that can be returned by the xp_sat nominal_att_init harmonic
CFI function after translating the returned error vector into the equivalent list of error messages by calling
the function of the EO_POINTING software library xp_get _msg (see [GEN_SUM]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_sat nominal_att_init_harmonic function by calling the function of the

EO _POINTING software library xp_get_code (see [GEN_SUM])

Table 14: Error messages of xp_sat_nominal_att_init_harmonic function

INIT_HARMONIC_MEMORY_E

RR

Error Error message Cause and impact Error code Error
type No
ERR Memory allocation error No calculation performed | XP_CFl_SAT_NOMINAL_ATT_|0
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7.4 xp_sat_nominal_att_init_file

7.4.1 Overview
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The xp_sat_nominal_att init_file CFI function initialises the satellite nominal attitude angles for a given
satellite reading values from the attitude file(s). The validity time or orbital range for the attitude angles can
be specified by the user. The initialised values will be stored in the sat_ nom_trans_id output structure.

In order to read files, xp_sat nominal att init file function internally uses Data Handling functions. Please

refer to [D_H SUM], in particular sections 4.2 and 4.3, for further details.

7.4.2 Calling Interface

The calling interface of the xp_sat_nominal_att_init file CFI function is the following (input parameters

are underlined):

#include <explorer pointing.h>
{
xl time id time id = {NULL};
long n files, time init mode, time ref;
char **attitude file;
double timeO, timel;
double val timeO, val timel;
xp sat nom trans id sat nom trans id = {NULL};

long ierr[XP NUM ERR SAT NOM ATT INIT FILE], status;

status = xp sat nominal att init file(&time id, &n files,

attitude file, &time init mode, &time ref, &timel, &timel,

&val time0, &val timel, &sat nom trans id, ierr);

The XP_NUM ERR_SAT NOM ATT INIT FILE constant is defined in the file explorer_pointing.h.
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7.4.3 Input Parameters
The xp_sat_nominal_att_init_file CFI function has the following input parameters:
Table 15: Input parameters of xp_sat_nominal_att_init_file function
C name C type Array Description (Reference) Unit Allowed Range
Element (Format)
time_id xl_time_id* |- Structure that contains the time - -
correlations.
n_files long * - Number of reference data files - >0
attitude_file char ** - Filenames of the reference data |- -
files. In case multiple files are
used, the files should be time
ordered. The supported Attitude
File format is the Generic Attitude
File as described in Error:
Reference source not found.
time_init_mode |long * - Flag for selecting the time range of|- Select either:
the initialization. . XP_SEL_TIME
- XP_SEL_FILE
time_ref long * - Time reference ID - Complete
time0 double* - If:time_init_mode=XP_SEL_TIME |Decimal |[-18262.0,36524.0]
S Start of the time range defined |days
by[timeO0,time1] (Process
ing format)
time1 double* - If: time_init_mode=XP_SEL TIME |Decimal [-18262.0,36524.0]
End of the time range defined by days > time0
[time0,time1] (Process
ing format)

It is possible to use enumeration values rather than integer values for some of the input arguments:

- Time Reference ID: time_ref. See [GEN_SUM].
Time Init Mode ID: time_init mode. See current document, Table 3.
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7.4.4 Output Parameters
The output parameters of the xp_sat_nominal_att_init_file CFI function are:
Table 16: Output parameters of xp_sat_nominal_att_init_file
C name C type Array Description Unit (Format)| Allowed Range
Element (Reference)
val_time0 double* - Validity start time of the| Decimal days [-18262.0,36524.0]
initialization (Processing
format)
val_time1 double* - Validity end time of the | Decimal days [-18262.0,36524.0]
initialization .
(Processing
format)
sat_nom_trans_id |xp_sat_nom |- Structure that contains |- -
_trans_id* the Satellite nominal
Transformation
ierr long - Error vector - -

7.4.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_sat nominal_att_init_file CFI
function after translating the returned error vector into the equivalent list of error messages by calling the
function of the EO_ POINTING software library xp_get_msg (see [GEN_SUM)]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_sat nominal_att_init file function by calling the function of the
EO _POINTING software library xp_get_code (see [GEN_SUM)).

Table 17: Error messages of xp_sat_nominal_att_init_file function

Error Error message Cause and impact Error code Error
type No

ERR Memory allocation error No calculation performed | XP_CFI_SAT_NOMINAL_AT 0
T_INIT_FILE_MEMORY_ERR

ERR  |Wrong input time reference |No calculation performed | XP_CFl_SAT_NOMINAL_AT 1
T_INIT_FILE_WRONG_TIME
_REF_ERR

ERR Error opening attitude file: | No calculation performed | XP_CFl_SAT_NOMINAL_AT 2

%s T_INIT_FILE_OPEN_FILES_

ERR

ERR Error reading generic No calculation performed | XP_CFI_SAT_NOMINAL_AT 3
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attitude files T_INIT_FILE_READ_ATT_FI

LES_ERR

ERR Could not perform a time No calculation performed | XP_CFI_SAT _NOMINAL_AT 4
transformation T _INIT_FILE_TIME_CONV_ ERR
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7.5.1 Overview
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The xp_sat_nominal _att close CFI function cleans up any memory allocation performed by the satellite

nominal attitude initialization functions.

7.5.2 Calling Interface

The calling interface of the xp_sat_nominal_att_close CFI function is the following (input parameters are

underlined):

#include <explorer pointing.h>

{
xp sat nom trans id sat nom trans id = {NULL};
long ierr[XP _NUM ERR SAT NOM ATT CLOSE], status;

status =

Xxp sat nominal att close(&sat nom trans id,

ierr) ;

The XP_NUM ERR_SAT NOM ATT CLOSE constant is defined in the file explorer_pointing.h.
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7.5.3 Input Parameters
The xp_sat_nominal_att close CFI function has the following input parameters:
Table 18: Input parameters of xp_sat_nominal_att_close function
C name C type |Array Element Description Unit Allowed Range
(Reference) (Format)
sat_nom_trans_id|xp_sat nom |- Structure that contains |- -
_trans_id* the Satellite Nom. Trans.
7.5.4 Output Parameters
The output parameters of the xp_sat_nominal_att_close CFI function are:
Table 19: Output parameters of xp_sat_nominal_att_close
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
ierr long - Error vector - -

7.5.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_sat nominal att close CFI
function after translating the returned error vector into the equivalent list of error messages by calling the
function of the EO_POINTING software library xp_get_msg (see [GEN_SUM)]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the

cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_sat nominal att close function by calling the function of the
EO _POINTING software library xp_get_code (see [GEN_SUM])).

Table 20: Error messages of xp_sat_nominal_att_close function

used

not initialized or it is being

TT_CLOSE_WRONG_ID_E RR

Error Error message Cause and impact Error code Error
type No
ERR Could not close the Id. as it is | No calculation performed | XP_CFI_SAT_NOMINAL_A 0
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7.6.1 Overview
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The xp_sat_nominal_att get aocs CFI function returns AOCS mode used for the satellite nominal attitude

initialization.

7.6.2 Calling interface

The calling interface of the xp_sat_nominal_att_get aocs CFI function is the following (input parameters

are underlined):

#include <explorer lib.h>

{
xp sat nom trans id sat nom trans id;

long status, aocs model;

status = xp sat nominal att get aocs (&sat nom trans id,

&aocs model) ;

7.6.3 Input parameters

The xp_sat_nominal_att_get aocs CFI function has the following input parameters:

Table 21: Input parameters of xp_sat_nominal_att_get_aocs function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_nom_tr |xp_sat nom_tr|- Satellite nominal - -
ans_id ans_id * transformation ID.

7.6.4 Output parameters

The output parameters of the xp_sat_nominal_att_get aocs CFI function are:

Table 22: Output parameters of xp_sat_nominal_att_get_aocs function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
xp_sat_nominal_att |long - Status flag - -
_get_aocs
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AOCS model

aocs_model long

7.6.5 Warnings and errors

This function does not return any error/warning code. Only the status of the function indicates if the
execution was correct or not.

The possible causes of error are:
« The sat nom_trans_id was not initialised.
« The sat nom_trans_id initialization does not allow the use of this function.
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7.7 xp_sat_nominal_att_set_aocs

7.7.1 Overview
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The xp_sat nominal_att set aocs CFI function changes the AOCS mode used for the satellite nominal

attitude initialization.

7.7.2 Calling interface

The calling interface of the xp_sat_nominal_att_set_aocs CFI function is the following (input parameters

are underlined):

#include <explorer lib.h>

{
xp sat nom trans id sat nom trans id;
long status, aocs model;

status = xp sat nominal att set aocs

(&sat nom trans id,

&aocs model) ;

7.7.3 Input parameters

The xp_sat_nominal_att_set_aocs CFI function has the following input parameters:

Table 23: Input parameters of xp_sat_nominal_att_set_aocs function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_nom_tr |xp_sat nom_tr|- Satellite nominal - -
ans_id ans_id * transformation ID (input
/ output parameter)
aocs_model|long - AOCS model - -

7.7 .4 Output parameters

The output parameters of the xp_sat nominal_att_set aocs CFI function are:

Table 24: Output parameters of xp_sat_nominal_att_set_aocs function

C name Description

(Reference)

C type Array

Element

Unit
(Format)

Allowed Range
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xp_sat_nominal_att
_set_aocs

long

Status flag

sat_nom_trans_id

Xp_sat_nom_tra
ns_id *

Satellite nominal
transformation ID
(input / output
parameter)

7.7.5 Warnings and errors

This function does not return any error/warning code. Only the status of the function indicates if the
execution was correct or not.

The possible causes of error are:
- The sat nom trans_id was not initialised.
« The sat nom_trans_id initialization does not allow the use of this function.
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7.8 xp_sat_nominal_att_get_param

7.8.1 Overview
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The xp_sat nominal att get param CFI function returns parameters used for the satellite nominal

attitude initialization.

7.8.2 Calling interface

The calling interface of the xp_sat _nominal att get param CFI function is the following (input

parameters are underlined):

#include <explorer lib.h>

{
xp sat nom trans id sat nom trans id;
long status;
xp param model str data;

status = xp sat nominal att get param

(&sat nom trans id,

&data) ;

7.8.3 Input parameters

The xp_sat_nominal_att_get_param CFI function has the following input parameters:

Table 25: Input parameters of xp_sat_nominal_att_get_param function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_nom_tr |xp_sat nom_tr|- Satellite nominal - -
ans_id ans_id * transformation ID.

7.8.4 Output parameters

The output parameters of the xp_sat_nominal_att_get param CFI function are:

Table 26: Output parameters of xp_sat_nominal_att_get_param function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
Xp_sat_nominal_att |long - Status flag - -
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_get_param

data Xp_param_mode Attitude initialization
|_str data

7.8.5 Warnings and errors

This function does not return any error/warning code. Only the status of the function indicates if the
execution was correct or not.

The possible causes of error are:
« The sat nom trans_id was not initialised.
« The sat nom_trans_id initialization does not allow the use of this function.
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7.9 xp_sat_nominal_att_set_param

7.9.1 Overview

The xp_sat nominal_att set param CFI function changes the parameters used for the satellite nominal
attitude initialization.

7.9.2 Calling interface

The calling interface of the xp_sat nominal_att _set param CFI function is the following (input
parameters are underlined):

#include <explorer lib.h>
{
xp sat nom trans id sat nom trans id;
long status;
xp param model str data;
status = xp sat nominal att set param (&sat nom trans id,

&data) ;

7.9.3 Input parameters
The xp_sat_nominal_att_set_param CFI function has the following input parameters:

Table 27: Input parameters of xp_sat_nominal_att_set_param function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_nom_tr |xp_sat nom_tr|- Satellite nominal - -
ans_id ans_id * transformation ID (input

[/ output parameter)

data Xp_param_mo Attitude initialization
del_str data

7.9.4 Output parameters

The output parameters of the xp_sat_nominal_att_set_param CFI function are:
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Table 28: Output parameters of xp_sat_nominal_att_set_param function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)

xp_sat_nominal_att |long - Status flag - -

_set_param

sat_nom_trans_id |xp_sat_nom_tra |- Satellite nominal - -

ns_id * transformation ID

(input / output
parameter)

7.9.5 Warnings and errors

This function does not return any error/warning code. Only the status of the function indicates if the
execution was correct or not.

The possible causes of error are:
« The sat nom_trans_id was not initialised.
« The sat nom_trans_id initialization does not allow the use of this function.
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7.10 xp_sat_nominal_att_get_harmonic

7.10.1 Overview
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The xp_sat nominal_att get harmonic CFI function returns harmonic data used for the satellite nominal

attitude initialization.

7.10.2 Calling interface

The calling interface of the xp_sat nominal_att _get harmonic CFI function is the following (input

parameters are underlined):

#include <explorer lib.h>

{
xp sat nom trans id sat nom trans id;
long status;

xp harmonic model str data;

status = xp sat nominal att get harmonic (&sat nom trans id,

&data) ;

7.10.3 Input parameters
The xp_sat_nominal_att_get_harmonic CFI function has the following input parameters:

Table 29: Input parameters of xp_sat_nominal_att_get_harmonic function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_nom_tr |xp_sat nom_tr|- Satellite nominal - -
ans_id ans_id * transformation ID.

7.10.4 Output parameters
The output parameters of the xp_sat nominal_att_get _harmonic CFI function are:

Table 30: Output parameters of xp_sat_nominal_att_get_harmonic function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
Xp_sat_nominal_att |long - Status flag - -
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_get_harmonic

data xp_harmonic_m Attitude initialization
odel_str data

7.10.5 Warnings and errors

This function does not return any error/warning code. Only the status of the function indicates if the
execution was correct or not.

The possible causes of error are:
« The sat nom trans_id was not initialised.
« The sat nom_trans_id initialization does not allow the use of this function.
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7.11.1 Overview
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The xp_sat nominal att set harmonic CFI function changes the harmonic data used for the satellite

nominal attitude initialization.

7.11.2 Calling interface

The calling interface of the xp_sat nominal_att_set_harmonic CFI function is the following (input

parameters are underlined):

#include <explorer lib.h>
{
xp sat nom trans id sat nom trans id;
long status;
xp harmonic model str data;
status = xp sat nominal att set harmonic (&sat nom trans id,

&data) ;

7.11.3 Input parameters
The xp_sat_nominal_att_set_harmonic CFI function has the following input parameters:

Table 31: Input parameters of xp_sat_nominal_att_set_harmonic function

[/ output parameter)

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_nom_tr |xp_sat nom_tr|- Satellite nominal - -
ans_id ans_id * transformation ID (input

data Xp_harmonic_ Attitude initialization
model_str data

7.11.4 Output parameters

The output parameters of the xp_sat_nominal_att_set _harmonic CFI function are:
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Table 32: Output parameters of xp_sat_nominal_att_set_harmonic function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
xp_sat_nominal_att |long - Status flag - -

_set_harmonic

sat_nom_trans_id |xp_sat_nom_tra Satellite nominal
ns_id * transformation ID
(input / output
parameter)

7.11.5 Warnings and errors

This function does not return any error/warning code. Only the status of the function indicates if the
execution was correct or not.

The possible causes of error are:
« The sat nom_trans_id was not initialised.
« The sat nom_trans_id initialization does not allow the use of this function.
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7.12 xp_sat_nominal_att_get_file

7.12.1 Overview
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The xp_sat_nominal_att get file CFI function returns initialization data from the satellite nominal attitude

Id. when it was initialised with a file.

7.12.2 Calling interface

The calling interface of the xp_sat_nominal_att_get file CFI function is the following (input parameters

are underlined):

#include <explorer lib.h>

{
xp sat nom trans id sat nom trans id;
long status;
xp file model str data;

status = xp sat nominal att get file

(¢sat nom trans id,

&data) ;

7.12.3 Input parameters

The xp_sat_nominal_att_get_file CFI function has the following input parameters:

Table 33: Input parameters of xp_sat_nominal_att_get_file function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_nom_tr |xp_sat nom_tr|- Satellite nominal - -
ans_id ans_id * transformation ID.

7.12.4 Output parameters

The output parameters of the xp_sat_nominal_att_get file CFI function are:

Table 34: Output parameters of xp_sat_nominal_att_get_file function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
xp_sat_nominal_att |long - Status flag - -
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_get file
data xp_file_model_str |- Attitude initialization |- -

data

7.12.5 Warnings and errors

This function does not return any error/warning code. Only the status of the function indicates if the

execution was correct or not.

The possible causes of error are:
« The sat nom trans_id was not initialised.

« The sat nom_trans_id initialization does not allow the use of this function.
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7.13 xp_sat_nominal_att_set_file

7.13.1 Overview
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The xp_sat nominal_att set file CFI function changes the initialization data for the satellite nominal
attitude Id, when it was initialised with a file.

If quaternions are introduced, it is checked that they are normalized.

7.13.2 Calling interface

The calling interface of the xp_sat_nominal_att_set_file CFI function is the following (input parameters
are underlined):

#include <explorer lib.h>

{

xp sat nom trans id sat nom trans id;

long status;

xp file model str data;

status = xp sat nominal att set file

7.13.3 Input parameters

The xp_sat_nominal_att_set_file CFI function has the following input parameters:

(&sat nom trans id,

&data) ;

Table 35: Input parameters of xp_sat_nominal_att_set_file function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_nom_tr |xp_sat nom_tran |- Satellite nominal - -
ans_id s id* transformation ID (input
[/ output parameter)
data xp_file_model_str|- Attitude initialization - -
data

7.13.4 Output parameters

The output parameters of the xp_sat_nominal_att_set file CFI function are:
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Table 36: Output parameters of xp_sat_nominal_att_set_file function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
xp_sat_nominal_att |long - Status flag - -
_set file

sat_nom_trans_id |xp_sat_nom_tra Satellite nominal
ns_id * transformation ID
(input / output
parameter)

7.13.5 Warnings and errors

This function does not return any error/warning code. Only the status of the function indicates if the
execution was correct or not.

The possible causes of error are:
« The sat nom_trans_id was not initialised.
« The sat nom_trans_id initialization does not allow the use of this function.
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7.14 xp_sat_att_angle_init

7.14.1 Overview

118

The xp_sat att _angle init CFI function initialises the satellite nominal attitude to satellite attitude
mispointing angles for a given satellite with a user-provided set of values. The initialised values will be

stored in the sat_trans id output structure.

7.14.2 Calling Interface

The calling interface of the xp_sat_att_angle init CFI function is the following (input parameters are

underlined):

#include <explorer pointing.h>

{
double angl[3];
Xp sat trans id sat trans id = {NULL};
long ierr[XP_NUM ERR MISP ANGLE INIT DEF], status;

status = xp sat att angle init(ang, &sat trans id, ierr);

The XP_NUM ERR SAT ATT ANGLE INIT constantis defined in the file explorer_pointing.h.
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7.14.3 Input Parameters
The xp_sat_att_angle_init CFI function has the following input parameters:
Table 37: Input parameters of xp_sat_att_angle_init function
C name C type Array |Description (Reference)  Unit Allowed Range
Element (Format)
ang double[3] |[0] Pitch mispointing angle deg If no better value,
(Satellite Nominal Attitude Frame) assume 0.0
[1] Roll mispointing angle deg If no better value,
(Satellite Nominal Attitude Frame) assume 0.0
[2] Yaw mispointing angle deg If no better value,
(Satellite Nominal Attitude Frame) assume 0.0
7.14.4 Output Parameters
The output parameters of the xp_sat_att_angle init CFI function are:
Table 38: Output parameters of xp_sat_att_angle_init
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_trans_id xp_sat_trans|- Structure that - -
_id* contains the Satellite
Transformation
ierr long - Error vector - -

7.14.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_sat att_angle init CFI function
after translating the returned error vector into the equivalent list of error messages by calling the function of
the EO POINTING software library xp_get msg (see [GEN_SUM]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_sat_att_angle_init function by calling the function of the EO_POINTING
software library xp_get code (see [GEN_SUM)]).
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Table 39: Error messages of xp_sat_att_angle_init function
Error Error message Cause and impact Error code Error
type No
ERR Memory allocation error No calculation performed | XP_CFI_SAT _ATT_ANGLE_IN |0
IT_MEMORY_ERR
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7.15 xp_sat_att_matrix_init

7.15.1 Overview

The xp_sat_att matrix_init CFI function initializes misalignment matrix between the satellite nominal
attitude frame and satellite attitude frame with a user-provided matrix. The initialized values will be stored
in the sat_trans_id output structure. It is checked that the input matrix is orthonormal.

Note on matrix notation:

If XYZ are the axes of the original reference frame, and X'Y'Z' are the axes of the rotated frame, the rows of
the rotation matrix are respectively X, Y and Z axes expressed in X'Y'Z' system.

In the C representation, M[0][], M[1][], M[2][] are respectively 1st, and and 3rd row of a rotation matrix M.
The rotation matrix M satisfies the following equivalence:
V =M*V’

where V’ is a vector expressed in the X’Y’Z’ reference system and V is expressed in the XYZ reference
system.

7.15.2 Calling Interface

The calling interface of the xp_sat_att_matrix_init CFI function is the following (input parameters are
underlined):

#include <explorer pointing.h>
{
double att matrix[3][3];
Xp sat trans id sat trans id = {NULL};
long ierr[XP NUM ERR SAT ATT MATRIX INIT], status;

status = xp sat att matrix init(att matrix,

&sat trans id, ierr);

The XP_NUM ERR_SAT ATT MATRIX INIT constantis defined in the file explorer pointing.h.
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7.15.3 Input Parameters
The xp_sat_att_matrix_init CFI function has the following input parameters:
Table 40: Input parameters of xp_sat_att_matrix_init function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
att_matrix double[3][3] |all Mispointing Matrix - -
7.15.4 Output Parameters
The output parameters of the xp_sat_att_matrix_init CFI function are:
Table 41: Output parameters of xp_sat_att_matrix_init
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_trans_id xp_sat_trans_ |- Structure that - -
id* contains the Satellite
Transformation
ierr long - Error vector - -
7.15.5 Example

TBD

7.15.6 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_sat_att matrix_init CFI
function after translating the returned error vector into the equivalent list of error messages by calling the
function of the EO_POINTING software library xp_get_msg (see [GEN_SUM)]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the

cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_sat_att _matrix_init function by calling the function of the EO_POINTING
software library xp_get code (see [GEN_SUM)).
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Table 42: Error messages of xp_sat_att_matrix_init function
Error Error message Cause and impact Error code Error
type No
ERR Memory allocation error No calculation performed | XP_CFI_SAT ATT_MATRIX | |0
NIT_MEMORY_ERR
ERR Matrix not orthonormal No calculation performed | XP_CFI_SAT_ATT_MATRIX_IN|1

The CFI performs a
check, with a tolerance of
108, that the product of
the input matrix and its
transposed is the unitary
matrix

IT_ORTHONORMAL_ERR
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The xp_sat_att init_harmonic CFI function initialises the satellite nominal orbital to satellite attitude
mispointing angles (i.e. roll, pitch, yaw) for a given satellite with a user-provided set of values. The

initialised values will be stored in the sat _trans id output structure.

The mispointing angle (attitudeangle in the formula) will be calculated by functions using such sat_trans_id
(i.e. xp_attitude compute or xp_change frame) according to the following formula (the "angle" variable

will be calculated as in x1_position_on_orbit (see [LIB_SUM]), using as inputs:
- the input state vector in EF passed to such functions;

- the angle_type passed as input to xp_sat_att_init_harmonic.

7.16.2 Calling Interface

The calling interface of the xp_sat_att_init_harmonic CFI function is the following (input parameters are

underlined):

#include <explorer pointing.h>
{
long angle type, num terms[3];
long harmonic type pitch[XP MAX NUM HARMONIC],
harmonic type roll[XP MAX NUM HARMONIC],
harmonic type yaw[XP MAX NUM HARMONIC];
double harmonic coef pitch[XP MAX NUM HARMONIC],
harmonic coef roll[XP MAX NUM HARMONIC],
harmonic coef yaw[XP MAX NUM HARMONIC];
xp sat trans id sat trans id = {NULL};

long ierr[XP_NUM ERR _SAT ATT INIT HARMONIC], status;

status = xp sat att init harmonic(&angle type, num terms,

harmonic type pitch,

harmonic type roll,

harmonic type yaw,

harmonic coef pitch,

harmonic coef roll,

harmonic coef yaw,

&sat trans id, ierr);
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constants are
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7.16.3 Input Parameters
The xp_sat_att_init_harmonic CFI function has the following input parameters:
Table 43: Input parameters of xp_sat_att_init_harmonic function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
angle_type long * - Type of angle - XP_ANGLE_TYP
E_TRUE_LAT_T
oD
XP_ANGLE_TYP
E_MEAN_LAT T
oD
XP_ANGLE_TYP
E TRUE LAT EF
num_terms[3] |long [0] Number of elements used in |- >=0
vectors harmonic_type pitch
and harmonic_coef pitch
[1] Number of elements used in |- >=0
vectors harmonic_type_roll
and harmonic_coef_roll
[2] Number of elements used in |- >=0
vectors harmonic_type yaw
and harmonic_coef_yaw
harmonic_type |long[XP_MAall Type of coefficients: -
_pitch X _NUM_HA _ .
RMONIC] 0 for the bias parameter
<0 for the sinus coefficients (-n
means that correponds to the
sinus coefficient of order n)
>0 for the cosinus coefficients
(+n means that correponds to
the cosinus coefficient of order
n)
harmonic_type |long[XP_MAall Type of coefficients: - -
_roll X_NUM_HA =0 for the bias parameter
RMONIC] P
<0 for the sinus coefficients (-n
means that correponds to the
sinus coefficient of order n)
>0 for the cosinus coefficients
(+n means that correponds to
the cosinus coefficient of order
n)
harmonic_type |long[XP_MA|all Type of coefficients: - L
_yaw X_NUM_HA
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RMONIC] =0 for the bias parameter
<0 for the sinus coefficients (-n
means that correponds to the
sinus coefficient of order n)
>0 for the cosinus coefficients
(+n means that correponds to
the cosinus coefficient of order
n)
harmonic_coef |dou all Bias, sinus and cosinus coefi |deg
_pitch ble[XP_MA cients for the pitch angle
X_NUM_HA
RMONIC]
harmonic_coef |dou all Bias, sinus and cosinus coefi |deg
_roll ble[XP_MA cients for the roll angle
X_NUM_HA
RMONIC]
harmonic_coef |dou all Bias, sinus and cosinus coefi |deg
_yaw ble[XP_MA cients for the yaw angle
X_NUM_HA
RMONIC]
It is possible to use enumeration values rather than integer values for some of the input arguments:
Angle Type: See current document, Table 3.
7.16.4 Output Parameters
The output parameters of the xp_sat_att_init harmonic CFI function are:
Table 44: Output parameters of xp_sat_att_init_harmonic
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_trans_id |xp_sat trans|- Structure that -
_id* contains the Satellite
Transformation
ierr long - Error vector -

7.16.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_sat_att init harmonic CFI
function after translating the returned error vector into the equivalent list of error messages by calling the
function of the EO_POINTING software library xp_get_msg (see [GEN_SUM)]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.
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The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_sat_att init_harmonic function by calling the function of the

EO _POINTING software library xp_get_code (see [GEN_SUM])

Table 45: Error messages of xp_sat_att_init_harmonic function

Error Error message Cause and impact Error code Error
type No
ERR Memory allocation error No calculation performed | XP_CFI_SAT_ATT_INIT_HAR |0
MONIC_MEMORY_ERR
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7.17xp_sat_att_init_file

7.17.1 Overview

The xp_sat_att_init_file CFI function initialises the satellite attitude angles for a given satellite reading
values from the attitude file(s). The validity time or orbital range for the attitude angles can be specified by
the user. The initialised values will be stored in the sat trans id output structure. The quaternions that could
be read from the file are checked to be normalized.

In order to read files, xp_sat att init file function internally uses Data Handling functions. Please refer to
[D_H SUM], in particular sections 4.2 and 4.3, for further details.

7.17.2 Calling Interface

The calling interface of the xp_sat_ att init file CFI function is the following (input parameters are
underlined):

#include <explorer pointing.h>
{
xl time id time id = {NULL};
long n files, time init mode, time ref;
char **attitude file *auxiliary file;
double timeO, timel;
double val timeO, val timel;
Xxp sat trans id sat trans id = {NULL};
long ierr[XP NUM ERR SAT ATT INIT FILE], status;

status = xp sat att init file(&time id, &n files,

attitude file, &auxiliary file,

time init mode, &time ref, &timeO, &timel,

&val timeO, &val timel, &sat trans id, ierr);

The XP_NUM ERR_SAT ATT INIT FILE constantis defined in the file explorer_pointing.h.
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7.17.3 Input Parameters

The xp_sat_att _init_file CFI function has the following input parameters:

Table 46: Input parameters of xp_sat_att_init_file function

EO-MA-DMS-GS-0005
20/04/2018

4.15

130

C name

Unit
(Format)

C type Array

Element

Description (Reference)

Allowed Range

time_id

Structure that contains the time
correlations.

xl_time_id*

n_files

long * Number of reference data files

>0

attitude_file

Filenames of the reference data
files. In case multiple files are
used, the files should be time
ordered.

The supported Attitude File for
mats are the Generic Attitude File
(described in [D_H_SUM]Error:
Reference source not found) and
Star Tracker files.

char ** -

If multiple files are used, Generic
Attitude Files and Star Tracker files
cannot be given to the func tion as
part of the same list.

When using Star-Tracker files, the
function assumes that all the input
files belong to the same Star-
Tracker. As a consequence of this
assumption only the Star-Tracker
identifier of the first file provided in
the list is read. Note that the Star-
Tracker identification number
should be either 1, 2 or 3 (no inter
nal check is performed)

auxiliary_file

char ** - Filename of an auxiliary file con |-
taining the Star-Tracker misaligne

ment matrices

time_init_mode

long * - Flag for selecting the time range of

the initialization.

Select either:
- XP_SEL_TIME
- XP_SEL_FILE

time_ref

long * - Time reference ID -

Complete

time0

double* - Decimal
days
(Process

ing format)

If: time_init_mode=XP_SEL_TIME
Start of the time range defined by
[time0,time1]

[-18262.0,36524.0]

time1

double* - If: time_init_mode=XP_SEL TIME |Decimal

[-18262.0,36524.0]
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End of the time range defined by |days > time0
[time0,time1] (Process
ing format)
It is possible to use enumeration values rather than integer values for some of the input arguments:
- Time Reference ID: time ref. See [GEN_SUM].
« Time Init Mode ID: time_init_mode. See current document, Table 3.
7.17.4 Output Parameters
The output parameters of the xp_sat_att_init_file CFI function are:
Table 47: Output parameters of xp_sat_att_init_file
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
val_time0 double* - Validity start time of |Decimal days [-18262.0,36524.0]
the initialization (Processing format)
val_time1 double* - Validity end time of | Decimal days [-18262.0,36524.0]
the initialization .
(Processing format)
sat_trans_id |xp_sat trans |- Structure that - -
_id* contains the Satellite
Transformation
ierr long - Error vector - -

7.17.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_sat_att init_file CFI function
after translating the returned error vector into the equivalent list of error messages by calling the function of
the EO_POINTING software library xp_get _msg (see [GEN_SUM)).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_sat_att_init_file function by calling the function of the EO POINTING
software library xp_get code (see [GEN_SUM)]).

Table 48: Error messages of xp_sat_att_init_file function

Error Error message Cause and impact Error code Error
type No
ERR Memory allocation error No calculation performed |XP_CFI_SAT _ATT_INIT_FILE_ |0
MEMORY_ERR
ERR Error opening attitude file: %s |No calculation performed | XP_CFI_SAT_ATT_INIT_FILE_ |1
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OPEN_FILES_ERR
ERR Error reading input star No calculation performed |XP_CFI_SAT _ATT_INIT_FILE |2
tracker files READ_FILES ERR
ERR Error reading generic attitude |No calculation performed | XP_CFI_SAT_ATT_INIT_FILE_ |3
files READ_ATT_FILES_ERR
ERR No data has been read from |No calculation performed | XP_CFI_SAT_ATT INIT_FILE_|4
the files NO_READ_DATA_ERR
ERR Error reading auxiliary file No calculation performed |XP_CFI_SAT _ATT_INIT_FILE_ |5
READ_AUX_FILE_ERR
ERR Wrong input time reference | No calculation performed | XP_CFI_SAT_ATT_INIT_FILE |6
WRONG_TIME_REF_ERR
ERR Could not perform a time No calculation performed |XP_CFI_SAT _ATT_INIT_FILE |7
transformation TIME_REF_ERR
ERR Could not find word No calculation performed | XP_CFI_SAT_ATT_INIT_FILE_ |8
"SPH_DESCRIPTOR" in READ_STR_ID_ERR
attitude file
ERR Quaternion is not normalized |No calculation performed | XP_CFI_SAT_ATT_INIT_FILE_ |9
QUAT_UNITARY_ERR
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7.18 xp_sat_att_quat_plus_matrix_init

7.18.1 Overview

The xp_sat_att_quat_plus_matrix_init CFI function initialises the satellite attitude angles using the input
quaternions, and stores the rotation matrix from the satellite-based reference frame defined by the
quaternions to the satellite frame, that must be provided by the user. The initialised values will be stored in
the sat_trans_id output structure. The input quaternions are checked to be normalized, and the input matrix
is checked to be orthonormal.

Note on matrix notation:

If XYZ are the axes of the original reference frame, and X'Y'Z' are the axes of the rotated frame, the rows of
the rotation matrix are respectively X, Y and Z axes expressed in X'Y'Z' system.

In the C representation, M[0][], M[1][], M[2][] are respectively 1st, and and 3rd row of a rotation matrix M.
The rotation matrix M satisfies the following equivalence:
V =M*V’

where V’ is a vector expressed in the X’Y’Z’ reference system and V is expressed in the XYZ reference
system.

7.18.2 Calling Interface

The calling interface of the xp_sat att quat plus_matrix_init CFI function is the following (input
parameters are underlined):

#include <explorer pointing.h>
{
long inertial frame;
long num rec;
xd att rec *quaternions;
double **matrix;
Xxp sat trans id sat trans id = {NULL};
long ierr[XP_NUM ERR SAT ATT QUAT PLUS MATRIX INIT], status;

status = xp sat att quat plus matrix init( &inertial frame,

&num_rec, gquaternions, matrix, sat trans id, ierr);

The XP NUM ERR SAT ATT QUAT PLUS MATRIX INIT constant is defined in the file
explorer_pointing.h.

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



_— \\\\ s Code: EO-MA-DMS-GS-0005

d o mwo g \\\; e S a " Date: 20/04/2018
— 1 :

elecnor group \\‘ | Ssue 4.15

Page: 134

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



Code: EO-MA-DMS-GS-0005

| — W |
deimes ( -@€Sa &

elecnor group

Page: 135

7.18.3 Input Parameters
The xp_sat_att _init_file CFI function has the following input parameters:

Table 49: Input parameters of xp_sat_att_quat_plus_matrix_init function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
inertial_frame |long* - Inertial reference frame. - Defined in
XD _Cs_enum
num_rec long * - Number of quaternions - >0
quaternions xd_att rec |- Quaternions that give the rotation |- -

* from the inertial reference frame to
the frame based on the satellite.

Rotation matrix from the frame
based on the satellite to the satel
lite frame.

matrix double**

It is possible to use enumeration values rather than integer values for some of the input arguments:
+ Inertial frame. See [D H SUM].

7.18.4 Output Parameters
The output parameters of the xp_sat_att_init_file CFI function are:

Table 50: Output parameters of xp_sat_att_quat_plus_matrix_init

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_trans_id |xp_sat trans |- Structure that - -
_id* contains the Satellite
Transformation
ierr long - Error vector - -

7.18.5 Warnings and Errors

Next table lists the possible error messages that can be returned by  the
xp_sat_att_quat_plus_matrix_init CFI function after translating the returned error vector into the
equivalent list of error messages by calling the function of the EO POINTING software library
xp_get_msg (see [GEN_SUM]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.
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The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_sat_att_quat_plus_matrix_init function by calling the function of the

EO _POINTING software library xp_get_code (see [GEN_SUM])).

Table 51: Error messages of xp_sat_att_quat_plus_matrix_init function

The CFI performs a
check, with a tolerance of
10, that the product of
the input matrix and its
transposed is the unitary
matrix.

S_MATRIX_INIT_MATRIX_ORT
HONORMAL_ERR

Error Error message Cause and impact Error code Error
type No
ERR Memory allocation error No calculation performed | XP_CFI_SAT_ATT_QUAT PL |0
US_MATRIX_INIT_MEMORY_
ERR
ERR Quaternion is not normalized |No calculation performed | XP_CFI_SAT_ATT_QUAT PLU |1
S_MATRIX_INIT_QUAT_UNITA
RY_ERR
ERR Matrix is not orthonormal No calculation performed. | XP_CFI_SAT_ATT_QUAT_PLU |2
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7.19 xp_sat_att_quat_plus_angle_init

7.19.1 Overview

The xp_sat_att _quat_plus_angle init CFI function initialises the satellite attitude angles using the input
quaternions, and stores the rotation matrix from the satellite-based reference frame defined by the
quaternions to the satellite frame, calculated with the input angles. The initialised values will be stored in
the sat_trans_id output structure. The input quaternions are checked to be normalized.

7.19.2 Calling Interface

The calling interface of the xp_sat att quat plus_angle init CFI function is the following (input
parameters are underlined):

#include <explorer pointing.h>
{
long inertial frame;
long num_rec;
xd att rec *quaternions;
double angles[3];
xp sat trans id sat trans id = {NULL};
long ierr[XP_NUM ERR SAT ATT QUAT PLUS ANGLE INIT], status;

status = xp sat att quat plus angle init( &inertial frame,

&num_rec, gquaternions, angles, sat trans id, ierr);

The XP NUM ERR SAT ATT QUAT PLUS ANGLE INIT constant 1is defined in the file
explorer_pointing.h.
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7.19.3 Input Parameters
The xp_sat_att_quat_plus_angle init CFI function has the following input parameters:

Table 52: Input parameters of xp_sat_att_quat_plus_matrix_init function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
inertial_frame |long* - Inertial reference frame. - Defined in
XD _Cs_enum
num_rec long * - Number of quaternions - >0
quaternions xd_att rec |- Quaternions that give the rotation |- -

* from the inertial reference frame to
the frame based on the satellite.

Angles that define the rotation
from the frame based on the
satellite to the satellite frame.

angles double[3]

It is possible to use enumeration values rather than integer values for some of the input arguments:
+ Inertial frame. See [D H SUM].

7.19.4 Output Parameters
The output parameters of the xp_sat_att_quat_plus_angle_init CFI function are:

Table 53: Output parameters of xp_sat_att_quat_plus_angle_init

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)

Structure that - -

sat_trans_id |xp_sat_trans

_id* contains the Satellite
Transformation
ierr long - Error vector - -

7.19.5 Warnings and Errors

Next table lists the possible error messages that can be returned by  the
xp_sat_att_quat_plus_angle_init CFI function after translating the returned error vector into the
equivalent list of error messages by calling the function of the EO POINTING software library
xp_get_msg (see [GEN_SUM]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.
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The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_sat_att_quat_plus_angle_init function by calling the function of the

EO _POINTING software library xp_get_code (see [GEN_SUM])).

Table 54: Error messages of xp_sat_att_quat_plus_angle_init function

The CFI performs a
check, with a tolerance of
10, that the product of
the input matrix and its
transposed is the unitary
matrix.

NGLE_INIT_QUAT_UNITARY _
ERR

Error Error message Cause and impact Error code Error
type No
ERR Memory allocation error No calculation performed | XP_CFI_SAT_ATT_QUAT PL |0
US_ANGLE_INIT_MEMORY_E
RR
ERR Error calculating rotation No calculation performed | XP_CFI_SAT_ATT_QUAT PL |1
matrix for eurler angles US ANGLE _EULER_TO_MAT
RIX_ERR
ERR Quaternion is not normalized |No calculation performed | XP_SAT_ATT_QUAT_PLUS A |2
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The xp_sat_att_close CFI function cleans up any memory allocation performed by the satellite attitude

initialization functions.

7.20.2 Calling Interface

The calling interface of the xp_sat att close CFI function is the following (input parameters are

underlined):

#include <explorer pointing.h>

{
xp sat trans id sat trans id = {NULL};

long ierr[XP_NUM ERR SAT ATT CLOSE], status;

status = xp sat att close(&sat trans id, ierr);

The XP_NUM ERR_SAT ATT CLOSE constant is defined in the file explorer_pointing.h.
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7.20.3 Input Parameters
The xp_sat_att_close CFI function has the following input parameters:
Table 55: Input parameters of xp_sat_att_close function
C name C type Array Element Description Unit Allowed Range
(Reference) (Format)
sat_trans_id xp_sat_trans |- Structure that - -
_id* contains the Sat.
Trans.
7.20.4 Output Parameters
The output parameters of the xp_sat_att_close CFI function are:
Table 56: Output parameters of xp_sat_att_close
C name C type| Array Description Unit Allowed Range
Element (Reference) (Format)
ierr long - Error vector - -

7.20.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_sat_att close CFI function after
translating the returned error vector into the equivalent list of error messages by calling the function of the

EO_POINTING software library xp_get_msg (see [GEN_SUM]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the

cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_sat_att_close function by calling the function of the EO POINTING

software library xp_get code (see [GEN_SUM)]).

Table 57: Error messages of xp_sat_att_close function

not initialized or it is being
used

RONG_ID_ERR

Error Error message Cause and impact Error code Error
type No
ERR Could not close the Id. as it is | No calculation performed | XP_CFI_SAT_ATT_CLOSE_W |0
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7.21 xp_sat_att_get_angles

7.21.1 Overview
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The xp_sat_att _get angles CFI function returns angle data used for the satellite attitude initialization.

7.21.2 Calling interface

4.15
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The calling interface of the xp_sat att get angles CFI function is the following (input parameters are

underlined):

#include <explorer lib.h>
{
Xxp sat trans id sat trans id;
long status;
xp _angle model str data;
(¢sat trans id,

&data) ;

status = xp sat att get angles

7.21.3 Input parameters

The xp_sat_att_get_angles CFI function has the following input parameters:

Table 58: Input parameters of xp_sat_att_get_angles function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_trans_id|xp_sat_trans_id * Satellite transformation ID. |- -

7.21.4 Output parameters

The output parameters of the xp_sat_att get angles CFI function are:

Table 59: Output parameters of xp_sat_att_get_angles function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
xp_sat_att_get_angl |long - Status flag - -
es
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data xp_angle_model Attitude initialization
_str data

7.21.5 Warnings and errors

This function does not return any error/warning code. Only the status of the function indicates if the
execution was correct or not.

The possible causes of error are:
« The sat_trans_id was not initialised.
« The sat_trans_id initialization does not allow the use of this function.
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7.22.1 Overview

J Em— \\\“\\\\\" Code:
deimos &\\:—esa buc

Page:

EO-MA-DMS-GS-0005
20/04/2018

4.15
145

The xp_sat_att set _angles CFI function changes the harmonic data used for the satellite attitude

initialization.

7.22.2 Calling interface

The calling interface of the xp_sat_att_set_angles CFI function is the following (input parameters are

underlined):

#include <explorer lib.h>

{
Xxp sat trans id sat trans id;
long status;
xp _angle model str data;

status = xp sat att set angles (&sat trans id,

&data) ;

7.22.3 Input parameters

The xp_sat_att_set_angles CFI function has the following input parameters:

Table 60: Input parameters of xp_sat_att_set_angles function

el_str data

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_trans_id|xp_sat_trans_i |- Satellite transformation |- -
d* ID (input / output
parameter)
data Xxp_angle_mod |- Attitude initialization - -

7.22.4 Output parameters

The output parameters of the xp_sat_att_set_angles CFI function are:
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Table 61: Output parameters of xp_sat_att_set_angles function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
xp_sat_att_set_angl |long - Status flag - -
es
sat_trans_id xp_sat_trans_id |- Satellite - -
* transformation 1D
(input / output
parameter)

7.22.5 Warnings and errors

This function does not return any error/warning code. Only the status of the function indicates if the
execution was correct or not.

The possible causes of error are:
« The sat_trans_id was not initialised.
« The sat_trans_id initialization does not allow the use of this function.

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



/-“_q : \\\\\“\\\\‘- Cocief EO-MA-DMS-GS-0005
deimos &\\r— CcSd o R

elecnor group

Page: 147
7.23 xp_sat_att_get_matrix

7.23.1 Overview

The xp_sat_att _get matrix CFI function returns the matrix data used for the satellite attitude initialization.

Note on matrix notation:

If XYZ are the axes of the original reference frame, and X'Y'Z'" are the axes of the rotated frame, the rows of
the rotation matrix are respectively X, Y and Z axes expressed in X'Y'Z' system.

In the C representation, M[0][], M[1][], M[2][] are respectively 1st, and and 3rd row of a rotation matrix M.
The rotation matrix M satisfies the following equivalence:
V =M*V’

where V’ is a vector expressed in the X Y’Z’ reference system and V is expressed in the XYZ reference
system.

7.23.2 Calling interface

The calling interface of the xp_sat_att get matrix CFI function is the following (input parameters are
underlined):

#include <explorer lib.h>

{
xp _sat trans id sat trans id;
long status;

xp matrix model str data;

status = xp sat att get matrix (&sat_ trans id,

&data) ;

7.23.3 Input parameters
The xp_sat_att _get matrix CFI function has the following input parameters:

Table 62: Input parameters of xp_sat_att_get_matrix function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_trans_id|xp_sat trans_id * |- Satellite transformation ID. |- -
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7.23.4 Output parameters
The output parameters of the xp_sat_att_get matrix CFI function are:

Table 63: Output parameters of xp_sat_att_get_matrix function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
xp_sat_att_get_matr|long - Status flag - -
ix
data Xp_matrix_mode |- Attitude initialization |- -
|_str data

7.23.5 Warnings and errors

This function does not return any error/warning code. Only the status of the function indicates if the
execution was correct or not.

The possible causes of error are:
« The sat_trans_id was not initialised.
« The sat_trans id initialization does not allow the use of this function.
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7.24 xp_sat_att_set_matrix

7.24.1 Overview

The xp_sat_att_set_matrix CFI function changes matrix data used for the satellite attitude initialization. It
is checked that the input matrix is orthonormal.

Note on matrix notation:

If XYZ are the axes of the original reference frame, and X"Y'Z' are the axes of the rotated frame, the rows of
the rotation matrix are respectively X, Y and Z axes expressed in X'Y'Z' system.

In the C representation, M[0][], M[1][], M[2][] are respectively 1st, and and 3rd row of a rotation matrix M.
The rotation matrix M satisfies the following equivalence:
V =M*V’

where V’ is a vector expressed in the X’Y’Z’ reference system and V is expressed in the XYZ reference
system.

7.24.2 Calling interface

The calling interface of the xp_sat att set matrix CFI function is the following (input parameters are
underlined):

#include <explorer lib.h>
{
xp sat trans id sat trans id;
long status;
xp matrix model str data;
status = xp sat att set matrix (&sat trans id,

&data) ;

7.24.3 Input parameters
The xp_sat_att_set_matrix CFI function has the following input parameters:

Table 64: Input parameters of xp_sat_att_set_matrix function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)

sat_trans_id| xp_sat _trans i Satellite transformation
d* ID (input / output
parameter)
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data xp_angle_mod |- Attitude initialization - -
el_str data
7.24.4 Output parameters
The output parameters of the xp_sat_att_set _matrix CFI function are:
Table 65: Output parameters of xp_sat_att_set_matrix function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
xp_sat_att _set _matr |long - Status flag - -
ix
sat_trans_id xp_sat trans_id |- Satellite - -
* transformation 1D
(input / output
parameter)

7.24.5 Warnings and errors

This function does not return any error/warning code. Only the status of the function indicates if the

execution was correct or not.

The possible causes of error are:
« The sat_trans_id was not initialised.
« The sat_trans_id initialization does not allow the use of this function.

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



'f#“‘E:-..EE
deimos

elecnor group

7.25 xp_sat_att_get_harmonic

7.25.1 Overview
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The xp_sat _att get harmonic CFI function returns harmonic data used for the satellite attitude

initialization.

7.25.2 Calling interface

The calling interface of the xp_sat_att_get harmonic CFI function is the following (input parameters are

underlined):

#include <explorer lib.h>
{
Xxp sat trans id sat trans id;
long status;
xp harmonic model str data;
(¢sat trans id,

&data) ;

status = xp sat att get harmonic

7.25.3 Input parameters

The xp_sat_att_get_harmonic CFI function has the following input parameters:

Table 66: Input parameters of xp_sat_att_get_harmonic function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_trans_id|xp_sat_trans_i |- Satellite transformation |- -
d* ID.

7.25.4 Output parameters

The output parameters of the xp_sat_att_get harmonic CFI function are:

Table 67: Output parameters of xp_sat_att_get_harmonic function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
xp_sat_att get _har |long - Status flag - -
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monic

data xp_harmonic_m Attitude initialization
odel_str data

7.25.5 Warnings and errors

This function does not return any error/warning code. Only the status of the function indicates if the
execution was correct or not.

The possible causes of error are:
- The sat trans id was not initialised.
« The sat_trans_id initialization does not allow the use of this function.
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7.26.1 Overview
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The xp_sat_att _set harmonic CFI function changes the harmonic data used for the satellite attitude

initialization.

7.26.2 Calling interface

The calling interface of the xp_sat_att_set _harmonic CFI function is the following (input parameters are

underlined):

#include <explorer lib.h>

{
Xxp sat trans id sat trans id;
long status;
xp harmonic model str data;

status = xp sat att set harmonic (&sat trans id,

&data) ;

7.26.3 Input parameters

The xp_sat_att_set_harmonic CFI function has the following input parameters:

Table 68: Input parameters of xp_sat_att_set_harmonic function

model_str data

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_trans_id|xp_sat_trans_i |- Satellite transformation |- -
d* ID (input / output
parameter)
data xp_harmonic_ |- Attitude initialization - -

7.26.4 Output parameters

The output parameters of the xp_sat_att_set_harmonic CFI function are:
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Table 69: Output parameters of xp_sat_att_set_harmonic function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
xp_sat_att_set_har |long - Status flag - -
monic
sat_trans_id xp_sat_trans_id |- Satellite - -
* transformation 1D
(input / output
parameter)

7.26.5 Warnings and errors

This function does not return any error/warning code. Only the status of the function indicates if the
execution was correct or not.

The possible causes of error are:
« The sat_trans_id was not initialised.
« The sat_trans_id initialization does not allow the use of this function.
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7.27 xp_sat_att_get_file

7.27.1 Overview
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The xp_sat_att _get file CFI function returns satellite attitude data from the satellite attitude Id. that was

initialized with a file.

7.27.2 Calling interface

The calling interface of the xp_sat_att get file CFI function is the following (input parameters are

underlined):

#include <explorer lib.h>

{
Xxp sat trans id sat trans id;
long status;
xp sat att file model str data;
status = xp sat att get file (&sat trans id,

&data) ;

7.27.3 Input parameters

The xp_sat_att_get_file CFI function has the following input parameters:

Table 70: Input parameters of xp_sat_att_get_file function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_trans_id|xp_sat_trans_i |- Satellite transformation |- -
d* ID.

7.27.4 Output parameters

The output parameters of the xp_sat_att_get file CFI function are:

Table 71: Output parameters of xp_sat_att_get_file function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
xp_sat_att get file |long - Status flag - -
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data xp_sat_att_file_m Attitude initialization
odel_str data

7.27.5 Warnings and errors

This function does not return any error/warning code. Only the status of the function indicates if the
execution was correct or not.

The possible causes of error are:
« The sat_trans_id was not initialised.
« The sat_trans_id initialization does not allow the use of this function.
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7.28.1 Overview

deimos &\\i‘— eSa e

Page:

EO-MA-DMS-GS-0005
20/04/2018

4.15
157

The xp_sat_att_set file CFI function changes the initalization data in the satellite attidude Id. when it was

initialised with a file. Quaternions are checked to be normalized.

7.28.2 Calling interface

The calling interface of the xp_sat att_set file CFI function is the following (input parameters are

underlined):

#include <explorer lib.h>

{
Xxp sat trans id sat trans id;
long status;
xp sat att file model str data;

status = xp sat att set file (&sat trans id,

&data) ;

7.28.3 Input parameters

The xp_sat_att_set_file CFI function has the following input parameters:

Table 72: Input parameters of xp_sat_att_set_file function

_model_str data

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_trans_id|xp_sat_trans_i |- Satellite transformation |- -
d* ID (input / output
parameter)
data xp_sat_att file |- Attitude initialization - -

7.28.4 Output parameters

The output parameters of the xp_sat_att_set_file CFI function are:
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Table 73: Output parameters of xp_sat_att_set_file function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
xp_sat_att_set_file |long - Status flag -
sat_trans_id xp_sat_trans_id |- Satellite -
* transformation 1D
(input / output
parameter)

7.28.5 Warnings and errors

This function does not return any error/warning
execution was correct or not.

The possible causes of error are:
« The sat_trans_id was not initialised.
« The sat_trans_id initialization does not allow the use of this function.

code. Only the status of the function indicates if the
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The xp_sat_att_get quat plus_angle CFI function returns satellite attitude data from the satellite attitude

Id. that was initialized with quaternions and angles.

7.29.2 Calling interface

The calling interface of the xp_sat_att get quat_plus_angle CFI function is the following (input

parameters are underlined):

#include <explorer lib.h>
{
Xxp sat trans id sat trans id;
long status;
Xxp _quat plus angle model str data;
status = xp sat att get gquat plus angle (&sat trans id,
&data) ;

7.29.3 Input parameters
The xp_sat_att_get_quat_plus_angle CFI function has the following input parameters:

Table 74: Input parameters of xp_sat_att_get_file function

Element (Reference) (Format)

C name C type Array Description Unit Allowed Range

sat_trans_id|xp_sat_trans_i Satellite transformation
d* ID.

7.29.4 Output parameters
The output parameters of the xp_sat_att_get quat_plus_angle CFI function are:

Table 75: Output parameters of xp_sat_att_get_file function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
xp_sat_att get qua |long - Status flag - -
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t plus_angle

data Xp_quat_plus_an Attitude initialization
gle_model_str data

7.29.5 Warnings and errors

This function does not return any error/warning code. Only the status of the function indicates if the
execution was correct or not.

The possible causes of error are:
« The sat _trans_id was not initialised.
« The sat_trans_id initialization does not allow the use of this function.
«  There was an error in the calculation of the angles from the rotation matrix.
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The xp_sat_att _set_quat_plus_angle CFI function changes the initalization data in the satellie attidude Id.
when it was initialised with quaternions and angles. The input quaternions are checked to be normalized.

7.30.2 Calling interface

The calling interface of the xp_sat_att_set quat plus_angle CFI function is the following (input

parameters are underlined):

#include <explorer lib.h>
{
Xxp sat trans id sat trans id;
long status;
Xxp _quat plus angle model str data;
status = xp sat att set quat plus angle (&sat trans id,
&data) ;

7.30.3 Input parameters

The xp_sat_att_set_quat_plus_angle CFI function has the following input parameters:

Table 76: Input parameters of xp_sat_att_set_quat_plus_angle function

angle_model_s data
tr

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_trans_id|xp_sat_trans_i |- Satellite transformation |- -
d* ID (input / output
parameter)
data xp_quat_plus_ |- Attitude initialization - -

7.30.4 Output parameters

The output parameters of the xp_sat_att_set_quat_plus_angle CFI function are:
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Table 77: Output parameters of xp_sat_att_set_quat_plus_angle function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
xp_sat_att_set_quat |long - Status flag - -
_plus_angle
sat_trans_id xp_sat_trans_id |- Satellite - -
* transformation 1D
(input / output
parameter)

7.30.5 Warnings and errors

This function does not return any error/warning code. Only the status of the function indicates if the
execution was correct or not.

The possible causes of error are:
« The sat_trans_id was not initialised.
« The sat_trans_id initialization does not allow the use of this function.
«  There was an error in the calculation of the rotation matrix from angles.
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7.31 xp_sat_att_get_quat_plus_matrix

7.31.1 Overview

The xp_sat_att get quat_plus_matrix CFI function returns satellite attitude data from the satellite attitude
Id. that was initialized with quaternions and a rotation matrix.

Note on matrix notation:

If XYZ are the axes of the original reference frame, and X"Y'Z' are the axes of the rotated frame, the rows of
the rotation matrix are respectively X, Y and Z axes expressed in X'Y'Z' system.

In the C representation, M[0][], M[1][], M[2][] are respectively 1st, and and 3rd row of a rotation matrix M.
The rotation matrix M satisfies the following equivalence:
V =M*V’

where V’ is a vector expressed in the X’Y’Z’ reference system and V is expressed in the XYZ reference
system.

7.31.2 Calling interface

The calling interface of the xp_sat att get quat plus matrix CFI function is the following (input
parameters are underlined):

#include <explorer lib.h>
{
xp sat trans id sat trans id;
long status;
xp quat plus matrix model str data;
status = xp sat att get quat plus matrix (&sat trans id,

&data) ;

7.31.3 Input parameters
The xp_sat_att get quat_plus_matrix CFI function has the following input parameters:

Table 78: Input parameters of xp_sat_att_get_quat_plus_matrix function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)

sat_trans_id| xp_sat _trans i Satellite transformation
d* ID.
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7.31.4 Output parameters
The output parameters of the xp_sat_att_get quat plus_matrix CFI function are:
Table 79: Output parameters of xp_sat_att_get_quat_plus_matrix function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
xp_sat_att_get qua |long - Status flag - -

t plus_matrix

data Xp_quat_plus_ma Attitude initialization
trix_model_str data

7.31.5 Warnings and errors

This function does not return any error/warning code. Only the status of the function indicates if the

execution was correct or not.

The possible causes of error are:
- The sat_trans id was not initialised.
The sat_trans_id initialization does not allow the use of this function.
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7.32 xp_sat_att_set_quat_plus_matrix

7.32.1 Overview

The xp_sat_att_set_quat_plus_matrix CFI function changes the initalization data in the satellie attitude Id.
when it was initialised with quaternions and a rotation matrix. The input quaternions are checked to be
normalized, and the input matrix is checked to be orthonormal.

Note on matrix notation:

If XYZ are the axes of the original reference frame, and X'Y'Z' are the axes of the rotated frame, the rows of
the rotation matrix are respectively X, Y and Z axes expressed in X'Y'Z' system.

In the C representation, M[0][], M[1][], M[2][] are respectively 1st, and and 3rd row of a rotation matrix M.
The rotation matrix M satisfies the following equivalence:
V =M*V’

where V’ is a vector expressed in the X’Y’Z’ reference system and V is expressed in the XYZ reference
system.

7.32.2 Calling interface

The calling interface of the xp_sat att set quat plus matrix CFI function is the following (input
parameters are underlined):

#include <explorer lib.h>
{
xp sat trans id sat trans id;
long status;
xp quat plus matrix model str data;
status = xp sat att set quat plus matrix (&sat trans id,

&data) ;

7.32.3 Input parameters
The xp_sat_att_set_quat_plus_matrix CFI function has the following input parameters:

Table 80: Input parameters of xp_sat_att_set_quat_plus_matrix function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)

sat_trans_id|xp_sat_trans_i Satellite transformation
d* ID (input / output
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parameter)
data xp_quat_plus_ |- Attitude initialization - -
matrix_model_ data
str
7.32.4 Output parameters
The output parameters of the xp_sat_att set_quat_plus_matrix CFI function are:
Table 81: Output parameters of xp_sat_att_get_quat_plus_matrix function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
xp_sat_att_set_quat |long - Status flag - -
_plus_matrix
sat_trans_id xp_sat_trans_id |- Satellite - -
* transformation ID
(input / output
parameter)

7.32.5 Warnings and errors

This function does not return any error/warning code. Only the status of the function indicates if the

execution was correct or not.

The possible causes of error are:
« The sat _trans_id was not initialised.
- The sat_trans_id initialization does not allow the use of this function.

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



= &
deimos (-€Sa =

7.33 xp_instr_att_angle_init

7.33.1 Overview
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The xp_instr_att_angle init CFI function initialises the instrument attitude mispointing angles for a given
satellite and instrument with a user-provided set of values. The initialised values will be stored in the

instr_trans_id output structure.

7.33.2 Calling Interface

The calling interface of the xp_instr_att_angle init CFI function is the following (input parameters are

underlined):

#include <explorer pointing.h>
{
double ang[3], offset[3];
xp instr trans id instr trans id = {NULL};

long ierr[XP_NUM ERR INSTR ATT ANGLE INIT], status;

status = xp instr att angle init(ang, offset,

&instr trans id, ierr);

The XP_NUM ERR_INSTR ATT ANGLE INIT constantis defined in the file explorer_pointing.h.
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7.33.3 Input Parameters
The xp_instr_att_angle _init CFI function has the following input parameters:
Table 82: Input parameters of xp_instr_att_angle_init function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
ang double[3] |[0] Pitch mispointing angle deg If no better value,
(Satellite Attitude Frame) assume 0.0
[1] Roll mispointing angle deg If no better value,
(Satellite Attitude Frame) assume 0.0
[2] Yaw mispointing angle deg If no better value,
(Satellite Attitude Frame) assume 0.0
offset double[3] |all Instrument Frame Origin position |m -
vector (Satellite Attitude Frame)
7.33.4 Output Parameters
The output parameters of the xp_instr_att angle init CFI function are:
Table 83: Output parameters of xp_instr_att_angle_init
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)

instr_trans_id

xp_instr_trans

Structure that

_id* contains the
Instrument
Transformation
ierr long - Error vector - -

7.33.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_instr_att_angle init CFI
function after translating the returned error vector into the equivalent list of error messages by calling the
function of the EO_POINTING software library xp_get_msg (see [GEN_SUM)]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the

cause of such a message and the impact on the performed calculation.
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The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_instr_att_angle_init function by calling the function of the EO POINTING
software library xp_get code (see [GEN_SUM])

Table 84: Error messages of xp_instr_att_angle_init function

INIT_MEMORY_ERR

Error Error message Cause and impact Error code Error
type No
ERR Memory allocation error No calculation performed | XP_CFI_INSTR_ATT_ANGLE_ |0

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



e \\\ Code: EO-MA-DMS-GS-0005

d o m-é-:c: g\\% e S a 1?::2 20/04/2018

elecnor group 415

Page: 170
7.34 xp_instr_att_matrix_init

7.34.1 Overview

The xp_instr_att matrix_init CFI function initialises the instrument attitude mispointing angles for a
given satellite and instrument with a user-provided matrix. The initialised values will be stored in the
instr_trans_id output structure. Input matrix is checked to be orthonormal.

Note on matrix notation:

If XYZ are the axes of the original reference frame, and X'Y'Z' are the axes of the rotated frame, the rows of
the rotation matrix are respectively X, Y and Z axes expressed in X'Y'Z' system.

In the C representation, M[0][], M[1][], M[2][] are respectively 1st, and and 3rd row of a rotation matrix M.
The rotation matrix M satisfies the following equivalence:
V =M*V’

where V’ is a vector expressed in the X’Y’Z’ reference system and V is expressed in the XYZ reference
system.

7.34.2 Calling Interface

The calling interface of the xp_instr_att matrix_init CFI function is the following (input parameters are
underlined):

#include <explorer pointing.h>

{
double att matrix[3][3], offset[3];

xp instr trans id instr trans id = {NULL};

long ierr[XP_NUM ERR_INSTR ATT MATRIX INIT], status;

status = xp instr att matrix init(att matrix, offset,

&instr trans id, ierr);

The XP_NUM ERR_INSTR ATT MATRIX INIT constantis defined in the file explorer_pointing.h.
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7.34.3 Input Parameters
The xp_instr_att_matrix_init CFI function has the following input parameters:
Table 85: Input parameters of xp_instr_att_matrix_init function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
att_matrix double[3][3] |all Mispointing Matrix - -
offset double[3] all Instrument Frame Origin posi |m -
tion vector (Satellite Attitude
Frame)
7.34.4 Output Parameters
The output parameters of the xp_instr_att matrix_init CFI function are:
Table 86: Output parameters of xp_instr_att_matrix_init
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)

instr_trans_id

Xp_instr_trans
_id*

Structure that
contains the
Instrument
Transformation

ierr

long

Error vector -

7.34.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_instr_att matrix_init CFI
function after translating the returned error vector into the equivalent list of error messages by calling the
function of the EO_POINTING software library xp_get msg (see [GEN_SUM)).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_instr_att matrix_init function by calling the function of the
EO_POINTING software library xp_get_code (see [GEN_SUM]).

Table 87: Error messages of xp_instr_att_matrix_init function

Error
type

Error message

Cause and impact

Error code

No

Error
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ERR Memory allocation error No calculation performed | XP_CFIl_INSTR_ATT_MATRIX |0

_INIT_MEMORY_ERR
ERR Matrix is not orthonormal No calculation performed. | XP_CFI_INSTR_ATT_MATRIX |1

The CFI performs a
check, with a tolerance of
105, that the product of
the input matrix and its
transposed is the unitary
matrix.

INIT_MATRIX_ORTHONORMA
L_ERR
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7.35 xp_instr_att_init_harmonic

7.35.1 Overview

The xp_instr_att_init_harmonic CFI function initialises the instrument attitude mispointing angles (i.e.
roll, pitch, yaw) for a given satellite and instrument with a user-provided set of values. The initialised values
will be stored in the instr trans id output structure.

The mispointing angle (attitudeangle in the formula) will be calculated by functions using such
instr_trans_id (i.e. xp_attitude compute or xp change frame) according to the following formula (the
"angle" variable will be calculated as in x1_position_on_orbit (see [LIB_SUM]), using as inputs:

- the input state vector in EF passed to such functions;

- the angle type passed as input to xp_instr_att_init_harmonic.

7.35.2 Calling Interface

The calling interface of the xp_instr_att_init_harmonic CFI function is the following (input parameters
are underlined):

#include <explorer pointing.h>
{
long angle type, num terms[3];
long harmonic type pitch[XP MAX NUM HARMONIC],
harmonic type roll[XP MAX NUM HARMONIC],
harmonic type yaw[XP MAX NUM HARMONIC];
double harmonic coef pitch[XP MAX NUM HARMONIC],
harmonic coef roll[XP MAX NUM HARMONIC],
harmonic coef yaw[XP MAX NUM HARMONIC];
double offset[3];
Xxp instr trans id instr trans id = {NULL};

long ierr[XP_NUM ERR INSTR ATT INIT HARMONIC], status;

status = xp instr att init harmonic (&angle_ type, num_ terms,

harmonic type pitch,

harmonic type roll,

harmonic type yaw,

harmonic coef pitch,

harmonic coef roll,

harmonic coef yaw,
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The XP_NUM _ERR INSTR ATT INIT HARMONIC and XP MAX NUM HARMONIC

defined in the file explorer pointing.h.
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constants are
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7.35.3 Input Parameters
The xp_instr_att_init_harmonic CFI function has the following input parameters:
Table 88: Input parameters of xp_instr_att_init_harmonic function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
angle_type long * - Type of angle - XP_ANGLE_TYP
E_TRUE_LAT_T
oD
XP_ANGLE_TYP
E_MEAN_LAT T
oD
XP_ANGLE_TYP
E TRUE LAT EF
num_terms[3] |long [0] Number of elements used in |- >=0
vectors harmonic_type pitch
and harmonic_coef_pitch
[1] Number of elements used in |- >=0
vectors harmonic_type_roll
and harmonic_coef_roll
[2] Number of elements used in |- >=0
vectors harmonic_type yaw
and harmonic_coef_yaw
harmonic_type |long[XP_MAall Type of coefficients: -
_pitch X_NUM_HA _ .
RMONIC] 0 for the bias parameter
<0 for the sinus coefficients (-n
means that correponds to the
sinus coefficient of order n)
>0 for the cosinus coefficients
(+n means that correponds to
the cosinus coefficient of order
n)
harmonic_type |long[XP_MAall Type of coefficients: - -
_roll X_NUM_HA =0 for the bias parameter
RMONIC] P
<0 for the sinus coefficients (-n
means that correponds to the
sinus coefficient of order n)
>0 for the cosinus coefficients
(+n means that correponds to
the cosinus coefficient of order
n)
harmonic_type |long[XP_MA|all Type of coefficients: - L
_yaw X_NUM_HA
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RMONIC] =0 for the bias parameter
<0 for the sinus coefficients (-n
means that correponds to the
sinus coefficient of order n)
>0 for the cosinus coefficients
(+n means that correponds to
the cosinus coefficient of order
n)
harmonic_coef |dou all Bias, sinus and cosinus coefi |deg
_pitch ble[XP_MA cients for the pitch angle
X_NUM_HA
RMONIC]
harmonic_coef |dou all Bias, sinus and cosinus coefi |deg
_roll ble[XP_MA cients for the roll angle
X_NUM_HA
RMONIC]
harmonic_coef |dou all Bias, sinus and cosinus coefi |deg
_yaw ble[XP_MA cients for the yaw angle
X_NUM_HA
RMONIC]
offset double[3] all Instrument Frame Origin posi |m -
tion vector (Satellite Attitude
Frame)
It is possible to use enumeration values rather than integer values for some of the input arguments:
«  Angle Type: See current document, Table 3.
7.35.40 utput Parameters
The output parameters of the xp_instr_att_init_harmonic CFI function are:
Table 89: Output parameters of xp_instr_att_init_harmonic
C name C type Array Description Unit Allowed Range

instr_trans_id

Xp_instr_trans Structure that - -

_id* contains the
Instrument
Transformation
ierr long - Error vector - -
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Next table lists the possible error messages that can be returned by the xp_instr_att_init harmonic CFI
function after translating the returned error vector into the equivalent list of error messages by calling the
function of the EO_POINTING software library xp_get msg (see [GEN_SUM)).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_instr_att init_harmonic function by calling the function of the

EO_POINTING software library xp_get _code (see [GEN_SUM]).

Table 90: Error messages of xp_instr_att_init_harmonic function

RMONIC_MEMORY_ERR

Error Error message Cause and impact Error code Error
type No
ERR Memory allocation error No calculation performed | XP_CFI_INSTR_ATT_INIT_HA |0
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7.36 xp_instr_att_init_file

7.36.1 Overview
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The xp_instr_att_init_file CFI function initialises the instrument attitude mispointing angles for a given
satellite reading values from the attitude file(s). The validity time or orbital range for the attitude angles can
be specified by the user. The initialised values will be kept in memory and used by other CFI functions.

In order to read files, xp_instr_att_init file function internally uses Data Handling functions. Please refer to

[D_H SUM], in particular sections 4.2 and 4.3, for further details.

7.36.2 Calling Interface

The calling interface of the xp_instr_att_init file CFI function is the following (input parameters are

underlined):

#include <explorer pointing.h>
{
xl time id time id = {NULL};
long n files, time init mode, time ref;
char **instrument file;
double timeO, timel;
double val timeO, val timel;
xp instr trans id instr trans id = {NULL};

long ierr[XP NUM ERR INSTR ATT INIT FILE], status;

status = xp instr att init file(&time id,

&n _files, instrument file,

&time init mode, &time ref, &timeO, &timel,

&val time0, &val timel, &instr trans id, ierr);

The XP_NUM ERR_INSTR ATT INIT FILE constantis defined in the file explorer pointing.h.
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7.36.3 Input Parameters
The xp_instr_att_init_file CFI function has the following input parameters:
Table 91: Input parameters of xp_instr_att_init_file function
C name C type | Array Description Unit Allowed Range
Element (Reference) (Format)
time_id xI_time_i|- Structure that contains the time |- -
d* correlations.
n_files long * - Number of reference data files - >0
instrument_file |char** |- Filenames of the reference data |- -
files. In case multiple files are
used, the files should be time
ordered.
The supported Attitude File format
is the Generic Attitude File as
described in [D_H_SUM]
time_init_mode |long * - Flag for selecting the time range |- Select either:
of the initialization. - XP_SEL_TIME
- XP_SEL_FILE
time_ref long * - Time reference ID - Complete
time0 double* |- If:time_init_mode=XP_SEL_TIME | Decimal days |[-18262.0,36524.0]
Start of the time range defined by (Processing
: . format)
[time0,time1]
time1 double* |- If:time_init_mode=XP_SEL TIME |Decimal days |[-18262.0,36524.0]
End of the time range defined by (Processing | > time0
, ) format)
[time0,time1]

It is possible to use enumeration values rather than integer values for some of the input arguments:

- Time Reference ID: time_ref. See [GEN_SUM].
Time Init Mode ID: time_init mode. See current document, Table 3.

7.36.4 Output Parameters

The output parameters of the xp_instr_att_init_file CFI function are:

Table 92: Output parameters of xp_instr_att_init_file

C name C type Array Description Unit

Allowed Range
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Element (Reference) (Format)
val_time0 double* - Validity start time of |Decimal days [-18262.0,36524.0]
the initialization (Processing format)
val_time1 double* - Validity end time of |Decimal days [-18262.0,36524.0]

the initialization

(Processing format)

instr_trans_id

Xp_instr_trans

Structure that

_id* contains the
Instrument
Transformation
ierr long - Error vector - -

7.36.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_instr_att_init_file CFI function
after translating the returned error vector into the equivalent list of error messages by calling the function of
the EO_POINTING software library xp_get _msg (see [GEN_SUM)).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_instr_att_init_file function by calling the function of the EO POINTING
software library xp_get code (see [GEN_SUM)]).

Table 93: Error messages of xp_instr_att_init_file function

Error Error message Cause and impact Error code Error
type No
ERR Memory allocation error No calculation performed | XP_CFI_INSTR_ATT_INIT_ 0
FILE_MEMORY_ERR
ERR Wrong input time reference | No calculation performed | XP_CFI_INSTR_ATT_INIT_ 1
FILE_WRONG_TIME_REF_
ERR
ERR Error opening attitude file: %s | No calculation performed | XP_CFI_INSTR_ATT_INIT_ 2
FILE_OPEN_FILES_ERR
ERR Error reading generic attitude |No calculation performed | XP_CFI_INSTR_ATT _INIT _ 3
files FILE_READ_ATT_FILES_E RR
ERR Could not perform a time No calculation performed | XP_CFI_INSTR_ATT_INIT_ 4
transformation FILE_TIME_CONV_ERR
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The xp_instr_att_close CFI function cleans up any memory allocation performed by the instrument attitude

initialization functions.

7.37.2 Calling Interface

The calling interface of the xp_instr_att_close CFI function is the following (input parameters are

underlined):

#include <explorer pointing.h>

{

xp instr trans id instr trans id = {NULL};

long ierr[XP_NUM ERR INSTR ATT CLOSE], status;

status Xp instr att close(&instr trans id,

ierr) ;

The XP_NUM ERR_INSTR ATT CLOSE constant is defined in the file explorer pointing.h.

7.37.3 Input Parameters

The xp_instr_att_close CFI function has the following input parameters:

Table 94: Input parameters of xp_instr_att_close function

C name Array Element Description

(Reference)

C type

Unit
(Format)

Allowed Range

Structure that
contains the Instr.
Trans.

instr_trans_id |xp_instr_trans

i

7.37.4 Output Parameters

The output parameters of the xp_instr_att close CFI function are:
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Table 95: Output parameters of xp_instr_att_close
C name C type| Array Description Unit Allowed Range
Element (Reference) (Format)
ierr long - Error vector - -

7.37.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_instr_att close CFI function
after translating the returned error vector into the equivalent list of error messages by calling the function of
the EO_POINTING software library xp_get _msg (see [GEN_SUM)).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_instr_att_close function by calling the function of the EO POINTING
software library xp_get code (see [GEN_SUM)]).

Table 96: Error messages of xp_instr_att_close function

used

not initialized or it is being

E_WRONG_ID_ERR

Error Error message Cause and impact Error code Error
type No
ERR |Could not close the Id. as it is | No calculation performed | XP_CFI_INSTR_ATT_CLOS
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7.38 xp_instr_att_get_angles

7.38.1 Overview
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The xp_instr_att _get angles CFI function returns the angle data used for the instrument attitude

initialization.

7.38.2 Calling interface

The calling interface of the xp_instr_att_get angles CFI function is the following (input parameters are

underlined):

#include <explorer lib.h>

{
xp instr trans id instr trans id;
long status;
xp _angle model str data;

status = xp instr att get angles (&instr trans id,

&data) ;

7.38.3 Input parameters
The xp_instr_att_get _angles CFI function has the following input parameters:

Table 97: Input parameters of xp_instr_att_get_angles function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)

instr_trans_i|xp_instr_trans_id * Instrument transformation -
d ID.

7.38.4 Output parameters
The output parameters of the xp_instr_att _get angles CFI function are:

Table 98: Output parameters of xp_instr_att_get_angles function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
Xp_instr_att_get _an |long - Status flag - -
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gles

data xp_angle_model Attitude initialization
_str data

7.38.5 Warnings and errors

This function does not return any error/warning code. Only the status of the function indicates if the
execution was correct or not.

The possible causes of error are:
« The instr trans id was not initialised.
« The instr_trans_id initialization does not allow the use of this function.
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7.39xp_instr_att_set_angles

7.39.1 Overview
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The xp_instr_att set angles CFI function changes the harmonic data used for the satellite attitude

initialization.

7.39.2 Calling interface

The calling interface of the xp_instr_att_set_angles CFI function is the following (input parameters are

underlined):

#include <explorer lib.h>

{
xp instr trans id instr trans id;
long status;
xp _angle model str data;

status = xp instr att set angles (&instr trans id,

&data) ;

7.39.3 Input parameters
The xp_instr_att_set_angles CFI function has the following input parameters:

Table 99: Input parameters of xp_instr_att_set_angles function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
instr_trans_i|xp_instr_trans |- Instrument - -

d _id* transformation ID (input
[/ output parameter)

data Xp_angle_mod Attitude initialization -
el_str data

7.39.4 Output parameters

The output parameters of the xp_instr_att_set_angles CFI function are:
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Table 100: Output parameters of xp_instr_att_set_angles function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
xp_instr_att_set_an |long - Status flag - -
gles
instr_trans_id Xp_instr_trans_i |- Instrument - -
d* transformation 1D
(input / output
parameter)

7.39.5 Warnings and errors

This function does not return any error/warning code. Only the status of the function indicates if the
execution was correct or not.

The possible causes of error are:
« The instr_trans_id was not initialised.
« The instr_trans_id initialization does not allow the use of this function.
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7.40 xp_instr_att_get_matrix

7.40.1 Overview

The xp_instr_att get matrix CFI function returns the matrix data used for the satellite attitude
initialization.
Note on matrix notation:

If XYZ are the axes of the original reference frame, and X"Y'Z' are the axes of the rotated frame, the rows of
the rotation matrix are respectively X, Y and Z axes expressed in X'Y'Z' system.

In the C representation, M[0][], M[1][], M[2][] are respectively 1st, and and 3rd row of a rotation matrix M.
The rotation matrix M satisfies the following equivalence:
V =M*V’

where V’ is a vector expressed in the X’Y’Z’ reference system and V is expressed in the XYZ reference
system.

7.40.2 Calling interface

The calling interface of the xp_instr_att_get matrix CFI function is the following (input parameters are
underlined):

#include <explorer lib.h>
{
Xxp instr trans id instr trans id;
long status;
xp matrix model str data;
status = xp instr att get matrix (&instr trans id,

&data) ;

7.40.3 Input parameters
The xp_instr_att_get matrix CFI function has the following input parameters:

Table 101: Input parameters of xp_instr_att_get_matrix function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)

instr_trans_i|xp_instr_trans_id * Instrument transformation
d ID.
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7.40.4 Output parameters
The output parameters of the xp_instr_att get matrix CFI function are:
Table 102: Output parameters of xp_instr_att_get_matrix function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
xp_instr_att_get_ma |long - Status flag - -
trix
data Xp_matrix_mode |- Attitude initialization |- -
|_str data

7.40.5 Warnings and errors

This function does not return any error/warning code. Only the status of the function indicates if the

execution was correct or not.

The possible causes of error are:
« The instr_trans id was not initialised.
« The instr_trans id initialization does not allow the use of this function.
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7.41 xp_instr_att_set_matrix

7.41.1 Overview

The xp_instr_att_set_matrix CFI function changes matrix data used for the satellite attitude initialization.
The matrix is checked to be orthonormal.

Note on matrix notation:

If XYZ are the axes of the original reference frame, and X"Y'Z' are the axes of the rotated frame, the rows of
the rotation matrix are respectively X, Y and Z axes expressed in X'Y'Z' system.

In the C representation, M[0][], M[1][], M[2][] are respectively 1st, and and 3rd row of a rotation matrix M.
The rotation matrix M satisfies the following equivalence:
V =M*V’

where V’ is a vector expressed in the X’Y’Z’ reference system and V is expressed in the XYZ reference
system.

7.41.2 Calling interface

The calling interface of the xp_instr_att set matrix CFI function is the following (input parameters are
underlined):

#include <explorer lib.h>

{
Xxp instr trans id instr trans id;
long status;
xp matrix model str data;

status = xp instr att set matrix (&instr trans id,

&data) ;

7.41.3 Input parameters
The xp_instr_att_set _matrix CFI function has the following input parameters:

Table 103: Input parameters of xp_instr_att_set_matrix function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)

instr_trans_i|xp_instr_trans Instrument - -
d _id* transformation ID (input
/ output parameter)
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data xp_angle_mod |- Attitude initialization - -
el_str data
7.41.4 Output parameters
The output parameters of the xp_instr_att set matrix CFI function are:
Table 104: Output parameters of xp_instr_att_set_matrix function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
xp_instr_att_set_ma |long - Status flag - -
trix
instr_trans_id Xp_instr_trans_i |- Instrument - -
d* transformation ID
(input / output
parameter)

7.41.5 Warnings and errors

This function does not return any error/warning code. Only the status of the function indicates if the

execution was correct or not.

The possible causes of error are:
The instr_trans_id was not initialised.
The instr_trans_id initialization does not allow the use of this function.
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7.42 xp_instr_att_get_harmonic

7.42.1 Overview
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The xp_instr_att get harmonic CFI function returns harmonic data used for the satellite attitude

initialization.

7.42.2 Calling interface

The calling interface of the xp_instr_att_get _harmonic CFI function is the following (input parameters are

underlined):

#include <explorer lib.h>
{
xp instr trans id instr trans id;
long status;
xp harmonic model str data;
status = xp instr att get harmonic (&instr trans id,

&data) ;

7.42.3 Input parameters

The xp_instr_att_get _harmonic CFI function has the following input parameters:

Table 105: Input parameters of xp_instr_att_get_harmonic function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
instr_trans_i|xp_instr_trans |- Instrument - -
d _id* transformation ID.

7.42.4 Output parameters

The output parameters of the xp_instr_att get harmonic CFI function are:

Table 106: Output parameters of xp_instr_att_get_harmonic function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
Xp_instr_att_get har|long - Status flag - -
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monic

data xp_harmonic_m Attitude initialization
odel_str data

7.42.5 Warnings and errors

This function does not return any error/warning code. Only the status of the function indicates if the
execution was correct or not.

The possible causes of error are:
« The instr trans id was not initialised.
« The instr_trans_id initialization does not allow the use of this function.
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7.43 xp_instr_att_set_harmonic

7.43.1 Overview
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The xp_instr_att_set harmonic CFI function changes the harmonic data used for the satellite attitude

initialization.

7.43.2 Calling interface

The calling interface of the xp_instr_att_set_harmonic CFI function is the following (input parameters are

underlined):

#include <explorer lib.h>
{
xp instr trans id instr trans id;
long status;
xp harmonic model str data;
status = xp instr att set harmonic (&instr trans id,

&data) ;

7.43.3 Input parameters

The xp_instr_att_set_harmonic CFI function has the following input parameters:

Table 107: Input parameters of xp_instr_att_set_harmonic function

d _id* transformation ID (input
[/ output parameter)

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
instr_trans_i|xp_instr_trans |- Instrument - -

data Xp_harmonic_
model_str data

Attitude initialization -

7.43.4 Output parameters

The output parameters of the xp_instr_att_set_harmonic CFI function are:
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Table 108: Output parameters of xp_instr_att_set_harmonic function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
xp_instr_att_set_har |long - Status flag - -
monic
instr_trans_id Xp_instr_trans_i |- Instrument - -
d* transformation 1D
(input / output
parameter)

7.43.5 Warnings and errors

This function does not return any error/warning code. Only the status of the function indicates if the
execution was correct or not.

The possible causes of error are:
« The instr_trans_id was not initialised.
« The instr_trans_id initialization does not allow the use of this function.
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7.44.1 Overview
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The xp_instr_att _get file CFI function returns satellite attitude data from the satellite attitude Id. that was

initialized with a file.

7.44.2 Calling interface

The calling interface of the xp_instr_att get file CFI function is the following (input parameters are

underlined):

#include <explorer lib.h>
{
xp instr trans id instr trans id;
long status;
xp instr att file model str data;
(&instr trans id,

status = xp instr att get file

&data) ;

7.44.3 Input parameters

The xp_instr_att_get file CFI function has the following input parameters:

Table 109: Input parameters of xp_instr_att_get_file function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
instr_trans_i|xp_instr_trans |- Instrument - -
d _id* transformation ID.

7.44.4 Output parameters

The output parameters of the xp_instr_att _get_file CFI function are:

Table 110: Output parameters of xp_instr_att_get_file function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
xp_instr_att get file |long - Status flag - -
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data xp_instr_att_file_ Attitude initialization
model_str data

7.44.5 Warnings and errors

This function does not return any error/warning code. Only the status of the function indicates if the
execution was correct or not.

The possible causes of error are:
« The instr_trans_id was not initialised.
« The instr_trans_id initialization does not allow the use of this function.
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7.45.1 Overview
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The xp_instr_att_set file CFI function changes the initialization data in the satellite attitude Id. when it

was initialised with a file. Quaternions are checked to be normalized.

7.45.2 Calling interface

The calling interface of the xp_instr_att_set file CFI function is the following (input parameters are

underlined):

#include <explorer lib.h>

{
xp instr trans id instr trans id;
long status;
xp instr att file model str data;

status = xp instr att set file (&instr trans id,

&data) ;

7.45.3 Input parameters

The xp_instr_att_set_file CFI function has the following input parameters:

Table 111: Input parameters of xp_instr_att_set_file function

d _id* transformation ID (input
[/ output parameter)

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
instr_trans_i|xp_instr_trans |- Instrument - -

data xp_instr_att_fil Attitude initialization
e_model_str data

7.45.4 Output parameters

The output parameters of the xp_instr_att_set_file CFI function are:
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Table 112: Output parameters of xp_instr_att_set_file function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
xp_instr_att_set_file |long - Status flag - -
instr_trans_id Xp_instr_trans_i |- Instrument - -
d* transformation 1D
(input / output
parameter)

7.45.5 Warnings and errors
This function does not return any error/warning code. Only the status of the function indicates if the
execution was correct or not.

The possible causes of error are:
« The instr_trans_id was not initialised.
« The instr_trans_id initialization does not allow the use of this function.

7.46 xp_set_az_el_definition

7.46.1 Overview

The xp_set_az_el_definition function sets an user-defined azimuth/elevation in a satellite nominal attitude
1d, satellite attitude id or instrument attitude id.

7.46.2 Calling interface

The calling interface of the xp_set_az_el_definition CFI function is the following (input parameters are
underlined):

#include <explorer lib.h>
{
void *att frame id;
x1l az el definition azel def;
long ierr[XP_NUM ERR SET AZ EL DEFINITION];

status = xp set az el definition (att_ frame id,

&azel def,

ierr) ;
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7.46.3 Input parameters
The xp_set_az_el_definition CFI function has the following input parameters:
Table 113: Input parameters of xp_instr_att_set_file function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
att frame_i |void* - Attitude where the - It must be a
d definition will be Satellite Nominal id
inserted. (xp_sat_nom_tran
s_id*), satellite
attitude id
(xp_sat_trans_id*)
or instrument
attitude id
(xp_instr_trans_id*
)-
azel_def xl_az_el_defini |- Azimuth/elevation - -
tion definition

7.46.4 Output parameters

The output parameters of the xp_set_az_el definition CFI function are:

Table 114: Output parameters of xp_instr_att_set_file function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
ierr long - Error vector - -

7.46.5 Warnings and errors

This function returns error if the input id is not initialized, it is not of the correct type, or there is a problem
with the azimuth/elevation definition introduced by the user. In Table 115 are summarized the possible

errors.
Table 115: Error messages of xp_set_az_el_definition function
Error Error message Cause and impact Error code Error
type No
ERR Argument ID is not initialized. | No calculation performed XP_CFI_SET AZ EL DE |0
F_ID_NOT_INITIALIZE
D_ERR
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ERR Argument ID is not a satellite |No calculation performed XP_CFI_SET _AZ EL DE |1
nominal, satellite or F_NOT_ATTITUDE_ID
instrument attitude ID. ERR
ERR Azimuth axis are nor No calculation performed XP_CFI_SET AZ EL DE |2
perpendicular. F_NOT_PERPENDICUL
AR_AZIMUTH_AXIS_E RR
ERR Elevation axis not No calculation performed XP_CFI_SET AZ EL _DEF |3
perpendicular to azimuth _NOT_PERPENDICULAR _
plane. ELEVATION_AXIS_ERR
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7.47 xp_attitude_define

7.47.1 Overview

The xp_attitude define CFI function initializes the satellite nominal attitude, satellite attitude and
instrument attitude according to the input data.

The input data is stored in a structure of type xd attitude definition data (see section 6.3 of [D_H SUMY]).
The wuser can fill this structure within his application program or by reading an atttitude
definition file using function xd_read att def (see [D_H_SUM)]).

7.47.2 Calling Interface

The calling interface of the xp_attitude_define CFI function is the following (input parameters are
underlined):

#include <explorer pointing.h>
{
xd attitude definition data data;
Xxp sat nom trans id sat nom trans id;
Xxp sat trans id sat trans_ id;
xp instr trans id instr trans id;

long ierr[XP_NUM ERR ATTITUDE DEFINE], status;

status = xp attitude define(&data,
&sat nom trans id,
&sat trans id,

&instr trans id, ierr);

The XP_NUM ERR ATTITUDE DEFINE constant is defined in the file explorer_pointing.h.
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7.47.3 Input Parameters
The xp_attitude_define CFI function has the following input parameters:
Table 116: Input parameters of xp_attitude_define function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
Data xd_attitude |- Attitude file definition data - -
definition_da
ta
7.47 .4 Output Parameters
The output parameters of the xp_attitude_define CFI function are:
Table 117: Output parameters of xp_attitude_define
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)

sat_nom_trans_i|xp_sat nom_t Structure that -

_id* contains the Satellite

Transformation

d rans _id* contains the Satellite
nominal
Transformation
sat_trans_id xp_sat_trans |- Structure that - -

Structure that

instr_trans_id Xp_instr_trans

_id* contains the
Instrument
Transformation
ierr long - Error vector - -

7.47.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_attitude define CFI function
after translating the returned error vector into the equivalent list of error messages by calling the function of

the EO_POINTING software library xp_get_msg (see [GEN_SUM)]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the

cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_attitude_define function by calling the function of the EO POINTING

software library xp_get code (see [GEN_SUM)]).
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Table 118: Error messages of xp_attitude_define function
Error Error message Cause and impact Error code Error
type No
ERR Error initializing satellite No computation XP_ATTITUDE_DEFINE_SAT |0
nominal attitude performed NOM_TRANS_INIT
ERR Error initializing satellite No computation XP_ATTITUDE_DEFINE_SAT_ |1
attitude performed TRANS_INIT
ERR Error initializing instrument No computation XP_ATTITUDE_DEFINE_INST |2
attitude performed R_TRANS_INIT
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7.48.1 Overview
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The xp_run_init CFI function adds to the run id the sat nom_trans_id, sat_trans_id, instr_trans_id, atmos

Id and dem 1d.

7.48.2 Calling interface

The calling interface of the xp_run_init CFI function is the following:

#include <explorer pointing.h>

{

long run id;

Xp sat nom trans id sat nom trans id = {NULL};
Xp sat trans id sat trans id = {NULL};

xp instr trans id instr trans id = {NULL};
xp atmos id atmos id = {NULL};

xp dem id dem id = {NULL};

long ierr[XP _NUM ERR RUN INIT], status;

status = xp run init (&run id, &sat nom trans id,

&sat_trans_id, &instr trans id,

&atmos id, &dem id,

ierr);

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



| —, | \ \\\\\\\\\_ Code:  EO-MA-DMS-GS-0005
" — \ S | Date: 20/04/2018
deimos \ = e i,
elecnor group :
Page: 205
7.48.3 Input parameters
The xp_run_init CFI function has the following input parameters:
Table 119: Input parameters of xp_run_init function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
run_id long * - Run ID >=0
sat_nom_tr |xp_sat nom_tr |- Structure that L
ans_id ans_id* contains the Sat.
Nom. Trans.
sat_trans_id|xp_sat _trans i |- Structure that -
d* contains the Sat.
Trans.
instr_trans_i| xp_instr_trans |- Structure that -
d _id* contains the Instr.
Trans.
atmos_id xp_atmos_id* |- Structure that -
contains the
atmosphere
initialization.
dem_id xp_dem_id* Structure that -
contains the DEM
initialization.
7.48.4 Output parameters
The output parameters of the xp_run_init CFI function are:
Table 120: Output parameters of xp_run_init function
C name C type | Array Description Unit Allowed Range
Element (Reference) (Format)
Xp_run_init long - Status flag -
run_id long * - Run ID >=0
ierr long - Error vector -
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7.48.5 Warnings and errors
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Next table lists the possible error messages that can be returned by the xp_run_init CFI function after
translating the returned extended status flag into the equivalent list of error messages by calling the function
of the EO_POINTING software library xp_get msg (see [GEN_SUM]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the

cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained translating the
extended status flag returned by the xp_run_init function by calling the function of the EO_POINTING
software library xp_get code (see [GEN_SUM)]).

Table 121: Error messages of xl_run_init function

Error Error message Cause and impact Error code Error
type No
ERR Wrong input run_id. Itis not | No calculation performed XP_CFI_RUN_INIT_STA 0
correctly initialized TUS _ERR
ERR Memory allocation error No calculation performed XP_CFI_RUN_INIT_ME 1
MORY_ERR
ERR Incompatible input Ids No calculation performed XP_CFI_RUN_INIT_INC 2
ONSISTENCY_ERR
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7.49 xp_run_get_ids

7.49.1 Overview

The xp_run_get_ids CFI function returns the ids being used..

7.49.2 Calling interface

The calling interface of the xp_run__get ids CFI function is the following:

#include <explorer pointing.h>

{

long run id;

Xp sat nom trans id sat nom trans id = {NULL};
xp sat trans id sat trans id = {NULL};

xp instr trans id instr trans id = {NULL};
xp atmos id atmos id = {NULL};

xp dem id dem id = {NULL};

xp run_get ids (&run id,

&sat nom trans id,
&sat trans id,
&instr trans id,
&atmos id,

&dem id) ;
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7.49.3 Input parameters
The xp_run_get_ids CFI function has the following input parameters:
Table 122: Input parameters of xp_run_get_ids function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
run_id long * - Run ID >=0
7.49.4 Output parameters
The output parameters of the xp_run_get_ids CFI function are:
Table 123: Output parameters of xp_run_get_ids function
C name C type | Array Description Unit Allowed Range
Element (Reference) (Format)
xl_run_get_ids void - - -
sat_ nom_trans_id |xp_sat n|- Structure that L
om_tran contains the Sat.
s_id* Nom. Trans.
sat_trans_id xp_sat t |- Structure that -
rans_id* contains the Sat.
Trans.
instr_trans_id Xp_instr_|- Structure that -
trans_id* contains the Instr.
Trans.
atmos_id xp_atmo |- Structure that -
s_id* contains the
atmosphere
initialization.
dem_id xp_dem |- Structure that -
_id* contains the DEM
initialization.

7.49.5 Warnings and errors

TBW
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7.50 xp_run_close

7.50.1 Overview

The xp_run_close CFI function cleans up any memory allocation performed by the initialization functions.

7.50.2 Calling interface

The calling interface of the xp_run_close CFI function is the following:

#include <explorer pointing.h>

{
long run id;

xp run close (&run id);

7.50.3 Input parameters
The xp_run_close CFI function has the following input parameters:

Table 124: Input parameters of xp_run_close function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
run_id long * - Run ID - >=0

7.50.4 Output parameters

The output parameters of the xp_run_close CFI function are:

Table 125: Output parameters of xp_run_close function

C name C type | Array Description Unit Allowed Range
Element (Reference) (Format)

Xp_run_close void - - - -

7.50.5 Warnings and errors

This function does not return errors nor warnings.
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7.51 xp_attitude_init

7.51.1 Overview
The xp_attitude_init CFI function creates an empty attitude Id.

7.51.2 Calling Interface

The calling interface of the xp_attitude init CFI function is the following (input parameters are
underlined):

#include <explorer pointing.h>

{
xp attitude id attitude id = {NULL};
long ierr[XP_NUM ERR ATTITUDE INIT], status;

status = xp attitude init (&attitude id, ierr);

The XP_NUM ERR ATTITUDE INIT constantis defined in the file explorer pointing.h.
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7.51.3 Input Parameters

The xp_attitude_init CFI function has no input parameters.

7.51.4 Output Parameters

The output parameters of the xp_attitude_init CFI function are:

Page:

Table 126: Output parameters of xp_attitude_init

contains the Attitude.

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
attitude_id |xp_attitude id* |- Structure that - -

ierr

long -

Error vector

7.51.5 Warnings and Errors

4.15
212

Next table lists the possible error messages that can be returned by the xp_attitude_init CFI function after
translating the returned error vector into the equivalent list of error messages by calling the function of the
EO _POINTING software library xp_get_msg (see [GEN_SUM]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_attitude_init function by calling the function of the EO POINTING
software library xp_get code (see [GEN_SUM)]).

Table 127: Error messages of xp_attitude_init function

Error Error message Cause and impact Error code Error
type No
ERR Memory allocation error No calculation performed | XP_CFI_ATTITUDE_INIT _ 0
MEMORY_ERR
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7.52 xp_attitude_compute

7.52.1 Overview
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The xp_attitude _compute CFI function calculates the Attitude Frame for a given S/C state vector.

Note: a correction can be applied in order to compensate the travel time of Sun light travel time. This
correction is not applied with default model. To activate this correction, the Sun model in xI model id must
be initialized with the enum XL MODEL SUN TRAVEL TIME using the function xI model init (see

[LIB_SUM]).

7.52.2 Calling interface

The calling interface of the xp_attitude_compute CFI function is the following (input parameters are

underlined):

#include <explorer pointing.h>

{

x1l model id model id = {NULL};

xl time id time id = {NULL};

Xxp sat nom trans id sat nom trans id = {NULL};
xp sat trans id sat trans id = {NULL};
Xp_instr trans id instr trans id = {NULL};
xp attitude id attitude id = {NULL};

long time ref, target frame;

double time,

pos[3],

vel([3], acc[3];

long ierr[XP NUM ERR ATTITUDE COMPUTE] ;

status =xp attitude compute (&model id,

&time id,

&sat nom trans id,

&sat trans id,

&instr trans id,

&attitude id,
/* input/output */

&time ref, &time, pos, vel,

acc,

&target frame,

ierr);

/* Or, using the run id */

long run id;
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status = xp attitude compute run(&run_id,
&attitude id,
/* input/output */
&time ref, &time, pos, vel, acc,
&target frame,
ierr);
}
The XP_NUM ERR ATTITUDE COMPUTE constant is defined in the file explorer_pointing.h.
7.52.3 Input parameters
The xp_attitude _compute CFI function has the following input parameters:
Table 128: Input parameters of xp_attitude_compute function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
model_id xI_model_id* |- Model ID. - -
time_id xl_time_id* |- Structure that contains the |- L
time correlations.
sat_nom_trans |xp_sat_nom |- Structure that contains the |- -
_id _trans_id* Sat. Nom. Trans.

sat_trans_id

xp_sat_trans
_id*

Structure that contains the
Sat. Trans.

instr_trans_id

Xp_instr_tran
s _id*

Structure that contains the
Instr. Trans.

attitude_id xp_attitude i |- Structure that contains the |- -
d* Attitude (input/output)
time_ref long * - Time reference ID - Complete
time double - Time in Processing Format |Decimal days, |[-18262.0,36524.0]
MJD2000
pos[3] double all Satellite position vector m -
(Earth Fixed CS)
vel[3] double all Satellite velocity vector m/s -
(Earth Fixed CS)
acc[3] double all Satellite acceleration vector | m/s? -
(Earth Fixed CS)
target_frame |long * - Attitude FramelD - Complete

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



| — Code: EO-MA-DMS-GS-0005

' " \\\“\\\\\\": .
d e i mMosS &\\\? e S a I[S)::Z 20/04/2018

elecnor group 415
Page: 215

It is possible to use enumeration values rather than integer values for some of the input arguments:
+ Time Reference ID: time ref. See [GEN_SUM].
- Attitude Frame ID: attitude frame id. See current document, Table 3.
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7.52.4 Output parameters
The output parameters of the xp_attitude_compute CFI function are:
Table 129: Output parameters of xp_attitude_compute function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
attitude_id xp_attitude |- Structure that contains the |- -
_id* Attitude. (input/output)
ierr long - Error vector - -

7.52.5 Warnings and errors

Next table lists the possible error messages that can be returned by the xp_attitude compute CFI function
after translating the returned extended status flag into the equivalent list of error messages by calling the
function of the EO_POINTING software library xI_get msg (see [GEN_ SUM]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the

cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained translating the
extended status flag returned by the xp_attitude compute function by calling the function of the
EO_POINTING software library x1_get code (see [GEN_SUM])

Table 130: Error messages of xp_attitude_compute function

Error Error message Cause and impact Error code Error
type No
ERR Time Id. not initialized No calculation performed XP_CFI_ATTITUDE_CO 0
MPUTE_TIME_STATUS
_ERR
ERR Instrument Trans. Id. not No calculation performed XP_CFI_ATTITUDE_CO 1
initialized MPUTE_INSTR_TRANS
_STATUS_ERR
ERR Satellite Att. Trans. not No calculation performed XP_CFI_ATTITUDE_CO 2
initialized MPUTE_SAT_TRANS_S
TATUS _ERR
ERR Satellite Nom. Trans not No calculation performed XP_CFI_ATTITUDE_CO 3
initialized MPUTE_SAT_NOM_TR
ANS_STATUS_ERR
ERR Attitude Id. not initialized No calculation performed XP_CFI_ATTITUDE_CO 4
MPUTE_ATTITUDE_ST
ATUS ERR
ERR Wrong input time reference | No calculation performed XP_CFI_ATTITUDE_CO 5
MPUTE_WRONG_TIME
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_REF_ERR
ERR Attitude Id is being used by | No calculation performed XP_CFI_ATTITUDE_CO 6
another Id. MPUTE_BEING_USED _
ERR
ERR Could not compute orbit No calculation performed XP_CFI_ATTITUDE_CO 7
reference frame MPUTE_ORB_REF_ERR
ERR Could not calculate AOCS No calculation performed XP_CFI_ATTITUDE_CO 8
parametes MPUTE_AOCS CALC E
RR
ERR Could not compute Sat. Nom. | No calculation performed XP_CFI_ATTITUDE_CO 9
Trans frame MPUTE_SAT _NOM_TR
ANS_ERR
ERR "Could not calculate the true |No calculation performed XP_CFI_ATTITUDE_CO 10
latitude" MPUTE_TRUE_LAT_ERR
ERR Could not calculate harmonic |No calculation performed XP_CFI_ATTITUDE_CO 1"
angles MPUTE_HARMONIC C
ALC_ERR
ERR Could not compute Sat.Trans. | No calculation performed XP_CFI_ATTITUDE_CO 12
frame MPUTE_SAT_TRANS_E RR
ERR Error computing direction No calculation performed XP_CFI_ATTITUDE_CO 13
cosine matrix from Sat. Att. to MPUTE_ATT_TO_J2000
BJ2000 _ERR
ERR Could not compute Instrument| No calculation performed XP_CFI_ATTITUDE_CO 14
Trans. frame MPUTE_INSTR_TRANS
_ERR
ERR Memory allocation error No calculation performed XP_CFI_ATTITUDE_CO 15
MPUTE_MEMORY_ERR
ERR " Both input targets are the No calculation performed  xp CF] ATTITUDE CO 16
same MPUTE _SAME TARGET
S ERR
ERR " Error occured during call to | N calculation performed  vp cf1 ATTITUDE cO |17
XP Vec Find MPUTE VEC FIND ERR
ERR " Error occured during call to No calculation performed XP_CFI_ATTITUDE CO 18
XP_ Create Base MPUTE CREATE BASE
ERR
ERR " Error occured trying to get No calculation performed XP_CFI_ATTITUDE CO 19
the interpolated value for the MPUTE_ATT FILE INTE
quaternions/angles R _ERR
ERR " Error in a change of No calculation performed  xp CF[ ATTITUDE CO |20
coordinate frame MPUTE _CHANGE CS E
RR
WARN " Warning raised by Calculation performed XP_CFI_ATTITUDE CO |21
XP_Vec Find MPUTE_ VEC FIND WA
RN
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ERR " Error computing Sun position| No calculation performed XP_ATTITUDE COMPUT 22

E SUN ERR
ERR " Errorin a change of time | N calculation performed  xp ATTITUDE COMPUT 23
system E CHANGE TIME ERR
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7.53 xp_attitude_user_set

7.53.1 Overview

The xp_attitude user_set CFI function assigns a user defined Attitude Frame to the attitude Id. Input
matrix is checked to be orthonormal.

Note on matrix notation:

If XYZ are the axes of the original reference frame, and X"Y'Z' are the axes of the rotated frame, the rows of
the rotation matrix are respectively X, Y and Z axes expressed in X'Y'Z' system.

In the C representation, M[0][], M[1][], M[2][] are respectively 1st, and and 3rd row of a rotation matrix M.
The rotation matrix M satisfies the following equivalence:
V =M*V’

where V’ is a vector expressed in the X’Y’Z’ reference system and V is expressed in the XYZ reference
system.

7.53.2 Calling interface

The calling interface of the xp_attitude user_set CFI function is the following (input parameters are
underlined):
#include <explorer pointing.h>

{

x1 model id model id = {NULL};
xl time id time id = {NULL};
xp attitude id attitude id = {NULL};

long time ref, target frame;

double time, pos[3], vel([3], accl[3];
double matrix[3][3];

double matrix rate[3][3];

double matrix rate rate[3][3];

double offset[3],;

long ierr[XP_NUM ERR ATTITUDE USER SET];

long xp attitude user set (&model id, &time id,

gattitude id,

/* input / output */

&time ref, &time, pos, vel, acc,

&target frame,

matrix, matrix rate, matrix rate rate,

offset,
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ierr);

/* Or, using the run id */

long run id;

long xp attitude user set run(&run_id,

gattitude id,

Page:

/* input / output */

&time ref, &time,

pos, vel,

EO-MA-DMS-GS-0005
20/04/2018

acc,

&target frame,

matrix, matrix rate, matrix rate rate,

offset, ierr);

}

The XP_NUM ERR ATTITUDE USER_SET constant is defined in the file explorer_pointing.h.

7.53.3 Input parameters

The xp_attitude_user_set CFI function has the following input parameters:

Table 131: Input parameters of xp_attitude_user_set function

4.15
220

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
model_id xI_model_id* |- Model ID - -
time_id xl_time_id* |- Structure that contains the |- -
time correlations.
attitude _id xp_attitude i |- Structure that contains the |- -
d* Attitude (input/output)
time_ref long * - Time reference ID - Complete
time double - Time in Processing Format |Decimal days, |[-18262.0,36524.0]
MJD2000
pos[3] double all Satellite position vector m -
(Earth Fixed CS)
vel[3] double all Satellite velocity vector m/s -
(Earth Fixed CS)
acc[3] double all Satellite acceleration vector | m/s? -
(Earth Fixed CS)
target_frame long * - Attitude FramelD - Complete
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matrix[3][3]

double

all

Matrix representing the
transformation from ToD to
target_frame

matrix_rate [3][3]

double

all

Matrix representing the
transformation rate from
ToD to target_frame
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matrix_rate_rate

[3113]

double

all

Matrix representing the
transformation rate rate
from ToD to target_frame

offset[3]

double

all

Offset in the instrument
frame origin

It is possible to use enumeration values rather than integer values for some of the input arguments:
- Time Reference ID: time ref. See [GEN_SUM].

« Attitude Frame ID: attitude frame id. See current document, Table 3.

7.53.4 Output parameters

The output parameters of the xp_attitude_user_set CFI function are:

Table 132: Output parameters of xp_attitude_user_set function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
attitude_id xp_attitude |- Structure that contains the |- -
_id* Attitude. (input/output)
ierr long - Error vector - -

7.53.5 Warnings and errors

Next table lists the possible error messages that can be returned by the xp_attitude user set CFI function
after translating the returned extended status flag into the equivalent list of error messages by calling the
function of the EO_POINTING software library x1_get_msg (see [GEN_SUM)).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained translating the
extended status flag returned by the xp_attitude user_set function by calling the function of the
EO_POINTING software library x1_get_code (see [GEN_SUM]).

Table 133: Error messages of xp_attitude_user_set function

Error

type

Error message

Cause and impact

Error
No

Error code

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



_— _ \\“\\‘-_‘ Code:  EO-MA-DMS-GS-0005
g &:\__ esa o0

m — Issue:
elecnor group \\ | Ssue 4.15
Page: 222

ERR

Time Id. not initialized

No calculation performed

XP_CFI_ATTITUDE_US
ER_SET_TIME_STATUS
_ERR

ERR

Wrong input target frame

No calculation performed

XP_CFI_ATTITUDE_US
ER_SET_WRONG_TAR
GET_FRAME_ERR

ERR

Attitude Id. not initialized

No calculation performed

XP_CFI_ATTITUDE_US
ER_SET_ATTITUDE_ST
ATUS_ERR

ERR

Attitude Id is being used by
another Id

No calculation performed

XP_CFI_ATTITUDE_US
ER_SET_BEING_USED_
ERR

ERR

Could not compute orbit
reference frame

No calculation performed

XP_CFI_ATTITUDE_US
ER_SET_ORB_REF_ERR

ERR

Memory allocation error

No calculation performed

XP_CFI_ATTITUDE_US
ER_SET_MEMORY_ERR

ERR

Matrix is not orthonormal

No calculation performed.

The CFI performs a check,
with a tolerance of 10, that
the product of the input
matrix and its transposed is
the unitary matrix.

XP_CFI_ATTITUDE_USER |
SET_MATRIX_ORTHONOR
MAL_ERR,
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7.54 xp_get_attitude_data

7.54.1 Overview
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The xp_get_attitude data CFI function computes the quaternions or attitude angles (roll, pitch, yaw) that
define the rotation between two reference frames:

« A source reference frame (given as input).

« The attitude reference frame given by the input attitude id. Note that the attitude id has to be
previously computed using the functions xp_attitude compute or xp_attitude user_set.

7.54.2 Calling interface

The calling interface of the xp_get attitude_data CFI function is the following (input parameters are

underlined):

#include <explorer pointing.h>

{

xp attitude id

long data type;

attitude id = {NULL};

long source ref type;

long source ref;

xd att rec att rec;

long ierr[XP_NUM ERR GET ATTITUDE DATA];
long xp get attitude data(&attitude id,

&data type,

&source ref type,

&source_ ref,

/* output */

&att rec,

ierr) ;

The XP_NUM_ERR GET ATTITUDE DATA constant is defined in the file explorer pointing.h.

7.54.3 Input parameters

The xp_get_attitude data CFI function has the following input parameters:

Table 134: Input parameters of xp_get_attitude_data function

C name

C type

Array
Element

Description
(Reference)

Unit
(Format)

Allowed Range
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attitude _id xp_attitude i d*|- Structure that contains |- -
the Attitude
data_type long - Requested data type: - XD_ATT_QUATERNIONS
angles or quaternions. XD ATT ANGLES
source_ref_type|long - Source reference type: |- XP_FRAME_FLAG_EXT
External or Satellite. XP_FRAME_FLAG_SAT
source_ref long - Source reference CS - XL_BM2000,
XL_HM2000,
XL_GM2000,
XL_MOD,
XL_TOD,
XL_PEF,
XL_EF
XL_LIF,
XL_GALACTIC,

- data_type: See XD _Attitude data type enum [D _H SUM].

It is possible to use enumeration values rather than integer values for some of the input arguments:

- source ref type: See enumeration XP_Frame flag enum in current document (Table 3).
« source ref: See enumeration XL CS rl enum and XL_Attitude fr enum in [LIB_SUM].

7.54.4 Output parameters

The output parameters of the xp_get_attitude data CFI function are:

Table 135: Output parameters of xp_get_attitude_data function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
att_rec xd_att rec |- Structure containing the - -
attitude angles/quaternions
ierr long - Error vector - -
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Next table lists the possible error messages that can be returned by the xp_get_attitude data CFI function
after translating the returned extended status flag into the equivalent list of error messages by calling the
function of the EO_POINTING software library xp_get msg (see [GEN_SUM)).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained translating the
extended status flag returned by the xp_get attitude data function by calling the function of the
EO _POINTING software library xp_get_code (see [GEN_SUM])).

Table 136: Error messages of xp_get_attitude_data function

Error Error message Cause and impact Error code Error
type No
ERR " Wrong input satellite source/N© calculation performed — Ixp cp| GET ATT DATA°
frame WRONG SAT CS ERR
ERR " Wrong input exteranl source N© calculation performed  wp CF] GET ATT DATA|'
frame WRONG EXT CS ERR
ERR " Wrong inpute source frame NO calculation performed — Ixp CF| GET ATT DATA 2
type. Should be external or | WRONG_FRAME ERR
satellite
ERR  Error getting attide data NO calculation performed  Ixp CF| GET ATT DATA 3
from input attitude Id. GET _ATT DATA ERR
ERR " Error computing  rotation| No calculation performed XP _CFI_GET ATT DATA 4
matrix GET _ROTATION_ MATR
IX ERR, ERR
ERR " Error in attitude initialization | NO calculation performed  xp CF| GET ATT DATA|°
GET ATT INIT ERR
ERR " Error in attitude compute No calculation performed  xp CF| GET ATT DATA ®
GET_ATT COMPUTE_E
RR
ERR " Error in matrix inversion ~ |No calculation performed  Ixp cF| GET ATT DATA |’
MATRIX INV ERR
ERR " Could not close the attitude NO calculation performed  p CF] GET ATT DATA 8
id. CLOSE ATT ERR
ERR " Could not compute the Eulerf N© calculation performed  Ixp cF| GET ATT DATA °
angles ANGLE COMP_ERR
ERR " Could not compute the NO calculation performed  |p cp] GET ATT DAT 10
quaternions A QUAT COMP ERR
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7.55 xp_gen_attitude_data

7.55.1 Overview

The xp_gen_attitude data function computes a list of quaternions or attitude angles (roll, pitch, yaw) at an

interval given by the user (with a regular time separation) that define the rotation between two reference
frames:

« A source reference frame (given as input).

« The attitude frame given by the input attitude definition file.
7.55.2 Calling interface

The calling interface of the xp_gen_attitude data function is the following (input parameters are
underlined):

#include <explorer pointing.h>

{
X0 orbit id orbit id = {NULL};
xp attitude def att def;

X0 _time interval time interval;

double time step;

long data type;

long source_ref type;
long source ref;

xd att file *att file;

long ierr[XP_NUM ERR GEN ATTITUDE DATA];

long xp gen attitude data (&orbit id,
&att def,
&time interval,
&time step,
&data type,
&source ref type,
&source ref,
/* output */
&att file,

ierr) ;

/* Or, using the run id */
long run id;

long xp gen attitude data run(&run id,
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&time interval,
&time step,

&data_ type,
&source ref type,
&source ref,

/* output */

&att file,

ierr);

}
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The XP_ NUM ERR GEN ATTITUDE DATA constant is defined in the file explorer pointing.h.

7.55.3 Input parameters

The xp_gen_attitude_data CFI function has the following input parameters:

Table 137: Input parameters of xp_gen_attitude_data function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)

orbit_id xp_orbit_id* Structure that contains |- -
the satellite orbit data

att_def xp_attitude_def?. Structure defining the |-
attitude frames. It also
defines the destination
frame.

time_interval xo_time_interval - start-stop time interval |- -

I for the data generation

time_step double* - Time step between seconds |-
records in the output file
data.

data_type long - Requested data type: - XD_ATT_QUATERNIONS

angles or quaternions.

XD_ATT_ANGLES

source_ref _type

long

Source reference type:
External or Satellite.

XP_FRAME_FLAG_EXT
XP_FRAME_FLAG_SAT

source_ref

long

Source reference CS

XL_BM2000,
XL_HM2000,
XL_GM2000,
XL_MOD,
XL_TOD,
XL_PEF,

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



N _ \\\\\\\\g\:‘ Code: EO-MA-DMS-GS-0005
semss deesa 7R
— Issue:
elecnor group \\4 o 415
Page: 228
XL_EF
XL_LIF,
XL_GALACTIC,

XL_SAT_ORBITAL_REF,
XL_SAT_NOMINAL_ATT,
XL_SAT_ATT,

XL_INSTR_ATT

It is possible to use enumeration values rather than integer values for some of the input arguments:

- data_type: See XD _Attitude data type enum [D _H SUM].

- source ref type: See enumeration XP_Frame flag enum in current document (Table 139).
« source ref: See enumeration XL CS rl enum and XL _Attitude fr enum in [LIB_SUM].

7.55.4 Output parameters

The output parameters of the xp_gen_attitude data CFI function are:

Table 138: Output parameters of xp_gen_attitude_data function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
att_file xd_att file |- Structure containing the list |- -
of attitude
angles/quaternions
ierr long - Error vector - -

7.55.5 Warnings and errors

Next table lists the possible error messages that can be returned by the xp_gen_attitude_data CFI function
after translating the returned extended status flag into the equivalent list of error messages by calling the
function of the EO_POINTING software library xp_get_msg (see [GEN_SUM)]).

This table also indicates the type of message return

ed, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained translating the
extended status flag returned by the xp _gen_ attitude data function by calling the function of the

EO_POINTING software library xp_gen_code (see [GEN_SUM]).

Table 139: Error messages of xp_gen_attitude_data function

Error Error message Cause and impact Error code Error
type No
ERR WI'OIlg input orbit Id. It is not] No calculation performed XP_CFI_GEN_ATT_DATA 0
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initialized | ORBIT INIT ERR
ERR  [Error in attitude initialization | No calculation performed XP_CFI_GEN_ATT DATA|1
| ATT INIT_ERR
ERR WI'OIlg input attitude No calculation performed XP_CFI_GEN_ATT_DATA 2
definition structure: Attitude | ATT TARGET TYPE E
type has a wrong value RR
ERR WI'OIlg input attitude No calculation performed XP_CFI_GEN_ATT_DATA 3
definition structure: | INSTR_ATT ERR
Instrument attitude is nof]
initialized
ERR WI'Ollg input attitude No calculation performed XP_CFI_GEN_ATT_DATA 4
definition structure: Satellite | SAT ATT _ERR
attitude is not initialized
ERR WI'OIlg input attitude No calculation performed XP_CFI_GEN_ATT_DATA 5
definition structure: Satellite | SAT NOM_ATT ERR
nominal attitude is not
initialized
ERR  Could not compute the start No calculation performed XP _CFI_GEN_ATT DATA|6
interval UTC time | START INTERVAL ERR
ERR  Could not compute the stop No calculation performed XP _CFI_GEN_ATT DATA|7
interval UTC time | STOP_INTERVAL ERR
ERR WI'OIlg input time step. It No calculation performed XP_CFI_GEN_ATT_DATA 8
cannot be negative | TIME_STEP_ERR
ERR WI'OIlg input data type. It No calculation performed XP_CFI_GEN_ATT_DATA 9
should be quaternions orn | DATA_TYPE ERR
angles
ERR  |Wrong input satellite source No calculation performed XP CFI_GEN_ATT DATA|10
frame | SAT CS_ERR
ERR 'Wrong input exteranl source No calculation performed XP_CFI_GEN_ATT DATA|11
frame | EXTERNAL CS ERR
ERR WTOHgShinPllcllt bSOUYCte frilme No calculation performed XP_CFI GEN ATT DATA 12
type. ‘Shou e external or] CS TYPE ERR
satellite - - -
ERR Memory allocation error No calculation performed XP CFI_GEN_ATT DATA|13
| MEM_ALLOC_ERR
ERR Error computing the satellite No calculation performed XP CFI_GEN_ATT DATA 14
state vector | OSV_COMP_ERR
ERR Error in attitude compute No calculation performed XP_CFI_GEN_ATT_DATA 15
| ATT COMP_ERR
ERR Could not compute the No calculation performed XP_CFI_ GEN_ATT DATA 16
attitude data | GET_ATT DATA ERR
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7.56 xp_gen_attitude_file

7.56.1 Overview

The xp_gen_attitude file function creates an attitude file with the list of quaternions or attitude angles
(roll, pitch, yaw) at an interval given by the user (with a regular time separation) that define the rotation
between two reference frames:

« A source reference frame (given as input).

« The attitude frame given by the input attitude definition file.

7.56.2 Calling interface

The calling interface of the xp_gen_attitude_ file function is the following (input parameters are

underlined):
#include <explorer pointing.h>

{
X0 orbit id orbit id = {NULL};
xp attitude def att def;

X0 _time interval time interval;

double time step;

long data type;

long source_ref type;
long source ref;

char *output dir,

char *file class,

long *version number,

char *fh system,

char filename[XD MAX STR],

long ierr[XP_NUM ERR GEN ATTITUDE FILE];

long xp gen attitude file (&orbit id,
&att def,
&time interval,
&time step,
&data type,
&source ref type,
&source ref,
output dir,
file class,

&version number,
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fh system,
/* input/output */
filename,
ierr) ;
/* Or, using the run id */
long run 1id;
long xp gen attitude data run(&run id,
&time interval,
&time step,
&data_ type,
&source ref type,
&source ref,
output dir,
file class,
&version number,
fh system,
/* input/output */
filename,
ierr);
}
The XP_NUM _ERR GEN_ATTITUDE FILE constant is defined in the file explorer pointing.h.
7.56.3 Input parameters
The xp_gen_attitude_file CFI function has the following input parameters:
Table 140: Input parameters of xp_gen_attitude_file function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
orbit_id xp_orbit_id* Structure that contains |- -
the satellite orbit data
att_def xp_attitude_def?. Structure defining the |-
attitude frames. It also
defines the destination
frame.
time_interval xo_time_interval - start-stop time interval |- -
I for the data generation
time_step double* - Time step between seconds |-
records in the output file
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data_type long

Requested data type:
angles or quaternions.

XD_ATT_QUATERNIONS
XD_ATT_ANGLES

source_ref_type|long

Source reference type:
External or Satellite.

XP_FRAME_FLAG_EXT
XP_FRAME_FLAG_SAT

source_ref long Source reference CS - XL_BM2000,
XL_HM2000,
XL_GM2000,
XL_MOD,
XL _TOD,
XL_PEF,
XL_EF
XL_LIF,
XL_GALACTIC,
XL_SAT_ORBITAL_REF,
XL_SAT_NOMINAL_ATT,
XL_SAT_ATT,
XL_INSTR_ATT
output_dir char Directory for the output |- -
file. If empty, the current
directory is chosen.
file_class char File class - -
version_number|long File version - -
fh_system char system - -
filename char Output file name. If - -

emtpy, the file is
generated autmatically
and returned to this
variable.

It is possible to use enumeration values rather than integer values for some of the input arguments:
data type: See XD Attitude data type enum [D H SUM].

- source ref type: See enumeration XP_Frame flag enum in current document (Table 142).
- source ref: See enumeration XL CS rl enum and XL _Attitude fr enum in [LIB_SUM].

7.56.4 Output parameters

The output parameters of the xp_gen_attitude_file CFI function are:
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Table 141: Output parameters of xp_gen_attitude_file function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
ierr long - Error vector - -

7.56.5 Warnings and errors

Next table lists the possible error messages that can be returned by the xp_gen_attitude_file CFI function
after translating the returned extended status flag into the equivalent list of error messages by calling the
function of the EO_POINTING software library xp_get msg (see [GEN_SUM)).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the

cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained translating the
extended status flag returned by the xp_gen_attitude file function by calling the function of the

EO_POINTING software library xp_gen_code (see [GEN_SUM]).

Table 142: Error messages of xp_gen_attitude_file function

Error Error message Cause and impact Error code Error
type No
ERR " Error generating attitude data| N© calculation performed  vp CF] GEN ATT FILE ©
GENDATA ERR
ERR " 'Could not get the Fixed No calculationperformed  xp cF| GEN ATT FILE |’
header data GENFHR ERR
ERR " No data generated for the NO calculation performed  Ixp CF| GEN ATT FILE |2
requested interval INO DATA ERR
ERR  Memory allocation error ~ |No calculation performed  Ixp cp| GEN_ATT FILE |3
MEM ERR
ERR " Error writing attitude file to NO calculation performed  p CF] GEN_ATT FILE 4
disk WRITE ERR

7.56.6 Executable Program

The gen_attitude executable program can be called form a shell as:

gen_attitude

-sat satellite_name

-tref time_ref

{

-tstart start_time -tstop stop_time (decimal days) |
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-tastart start_time -tastop stop_time (CCSDSA format) |
-ostart start_orbit -ostop stop_orbit (orbits)
}
-orbtyp "orbit file type"
-orbf "orbit file name"
-atdef "attitude definition file name"
-attyp "attitude data type, angles or quaternions"
-tstep "Time step between generated attitude records (seconds)”
-cs "source reference frame"
[-dir output_dir] (default: current directory)
[-atf output_filename] (default: name generated automatically)
[-flcl file class] (empty string by default)
[-vers version] (version=1 by default)
[-eoffs ffs_version] (Earth Observation File Format Standard Version)
thsys th_system] (empty string by default)
v]
-xd v]
v

-X0 V]

-x1

[-
[
[
[
[
[-xp_v ]
[ -help ]
[ -show ]
[ -with_xslt | (add xslt reference with default style sheet)
[
(-tai TAI time -gps GPS_time -utc UTC _time -utl UT1_time) |
(-tmod time_model -tfile time file -trid time reference
{(-tm0 time0 -tm1 timel) | (-orb0 orbit0 -orbl orbitl) } )

- Order of parameters does not matter.

- Bracketed parameters are not mandatory.
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- Options between curly brackets and separated by a vertical bar are mutually exclusive.
- [ -xd_v ] option for EXPLORER DATA HANDLING Verbose mode.
- [ -x1_v ] option for EXPLORER_LIB Verbose mode.
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[ -xo_v ] option for EXPLORER_ORBIT Verbose mode.
- [ -xp_v ] option for EXPLORER POINTING Verbose mode.
- [ -v ] option for Verbose mode for all libraries (default is Silent).
[ -show ] displays the inputs of the function and the results.
- Possible values for satellite_ name: ERS1, ERS2, ENVISAT, METOP1, METOP2, METOP3,
CRYOSAT, ADM, GOCE, SMOS, TERRASAR, EARTHCARE,
SWARM_A, SWARM B, SWARM C,
SENTINEL 1A, SENTINEL 1B, SENTINEL 1C,
SENTINEL 2A, SENTINEL 2B, SENTINEL 2C,
SENTINEL 3A, SENTINEL 3B, SENTINEL 3C,
JASON_CSA, JASON CSB,
METOP _SG_Al, METOP _SG A2, METOP SG A3,
METOP_SG B1, METOP_SG B2, METOP_SG B3,
SENTINEL 5P,
BIOMASS, SENTINEL 5, SAOCOM_CS, FLEX,
SEOSAT, GENERIC.
- Possible values for time_model: USER, NONE, IERS B PREDICTED,
IERS B RESTITUTED,FOS PREDICTED,
FOS_RESTITUTED, DORIS PRELIMNARY, DORIS PRECISE,
DORIS NAVIGATOR, OSF.
- Possible values for time ref and time reference: UNDEF, TAI, UTC, UT1.
- Possible values for "orbit file type": OSF, POF, DORISNAV, ROF, TLE, DORISPREM, DORISPREC.
- Possible values for ffs_version: 0 (Default FFS), 1 (FFS version 1), 2 (FFS version 2), 3 (FFS version 3).
- Possible values for "Attitude data type": ANGLES, QUATERNIONS.
- Possible values for "source reference frame": GALACTIC (= Galactic CS)
BM2000 (= Barycentric Mean of 2000.0 CS)
HM2000 (= Heliocentric Mean of 2000.0 CS)
GM2000 (= Geocentric Mean of 2000.0 CS)
MOD (= Mean of Date CS)
TOD (= True of Date CS)
PEF (= Pseudo Earth Fixed CS)
EF (= Earth Fixed CS)
LIF (= Launch Inertial CS)
ORBITAL (= Satellite orbital frame CS)
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ATT (= Satellite attitude CS)
INSTR (= Satellite instrument CS)

- Time references need to be initialized.
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The inputs needed for this issue are provided in the last three lines of parameters. Note that only one set

of parameters should be introduced:

1. TAIL, GPS, UTC and UT1 input times (as in x1_time ref init) \n");

2. A file with time reference data, the time mode, the time reference name and a time range (as in

x1_time ref init file)
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7.57 xp_attitude_close

7.57.1 Overview

The xp_attitude close CFI function cleans up any memory allocation performed by the Attitude functions.

7.57.2 Calling Interface

The calling interface of the xp_attitude close CFI function is the following (input parameters are
underlined):

#include <explorer pointing.h>

{
xp attitude id attitude id = {NULL};
long ierr[XP_NUM ERR ATTITUDE CLOSE], status;

status = xp attitude close(&attitude id, ierr);

The XP_NUM ERR ATTITUDE CLOSE constant is defined in the file explorer pointing.h.
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7.57.3 Input Parameters
The xp_attitude_close CFI function has the following input parameters:
Table 143: Input parameters of xp_attitude_close function
C name C type Array Element Description Unit Allowed Range
(Reference) (Format)
attitude_id xp_attitude_id |- Structure that - -
* contains the Attitude.
7.57.4 Output Parameters
The output parameters of the xp_attitude_close CFI function are:
Table 144: Output parameters of xp_attitude_close
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)

ierr

long -

Error vector

7.57.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_attitude close CFI function after
translating the returned error vector into the equivalent list of error messages by calling the function of the

EO_POINTING software library xp_get_msg (see [GEN_SUM]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_attitude close function by calling the function of the EO POINTING
software library xp_get code (see [GEN_SUM)]).

Table 145: Error messages of xp_attitude_close function

The Attitude Id. is not

initialized or it is being used

E_WRONG_ID_ERR

Error Error message Cause and impact Error code Error
type No
ERR Could not close Attitude Id. No calculation performed | XP_CFI_ATTITUDE_CLOS 0
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7.58 xp_attitude_get_id_data

7.58.1 Overview

The xp_attitude get id_data CFI function returns attitude initialization data.

7.58.2 Calling interface

241

The calling interface of the xp_attitude get id_data CFI function is the following (input parameters are

underlined):

#include <explorer lib.h>
{
xp attitude id attitude id;
long status;
xp attitude id data data;
status = xp attitude get id data (&attitude id,
&data) ;

7.58.3 Input parameters
The xp_attitude get _id_data CFI function has the following input parameters:

Table 146: Input parameters of xp_attitude_get_id_data function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
attitude_id |xp_attitude _id * - Structure that contains |- -
the Attitude.

7.58.4 Output parameters
The output parameters of the xp_attitude get id_data CFI function are:

Table 147: Output parameters of xp_attitude_get_id_data function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
xp_attitude_get_id_ |long - Status flag - -
data
data xp_attitude_id_d |- Attitude initialization |- -
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ata data

7.58.5 Warnings and errors

This function does not return any error/warning code. Only the status of the function indicates if the
execution was correct or not.

The possible causes of error are:
« The attitude id was not initialised.
« The attitude id initialization does not allow the use of this function.
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The xp_attitude set id data CFI function changes the harmonic data used for the satellite attitude

initialization. Input matrix is checked to be orthonormal.

7.59.2 Calling interface

The calling interface of the xp_attitude_set_id_data CFI function is the following (input parameters are

underlined):

#include <explorer lib.h>
{
xp attitude id attitude id;
long status;
xp attitude id data data;
status = xp attitude set id data (&attitude id,

&data) ;

7.59.3 Input parameters

The xp_attitude_set_id_data CFI function has the following input parameters:

Table 148: Input parameters of xp_attitude_set_id_data function

the Attitude (input /
output parameter)

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
attitude_id |xp_attitude_id * - Structure that contains |- -

data xp_attitude id_ Attitude initialization
data data

7.59.4 Output parameters

The output parameters of the xp_attitude_set_id_data CFI function are:
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Table 149: Output parameters of xp_attitude_set_id_data function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
xp_attitude_set_id_ |long - Status flag - -
data
attitude_id xp_attitude_id * |- Structure that - -

(input / output
parameter)

contains the Attitude.

7.59.5 Warnings and errors

This function does not return any error/warning
execution was correct or not.

The possible causes of error are:
The attitude id was not initialised.
« The attitude id initialization does not allow the use of this function.

code. Only the status of the function indicates if the
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7.60.1 Overview

The xp_attitude get model id CFI function retrieves the model ID from the input attitude ID.

7.60.2 Calling interface
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The calling interface of the xp_attitude get model _id CFI function is the following (input parameters are

underlined):

#include <explorer lib.h>

{
xp attitude id attitude id = {NULL};
x1 model id model id;

model id = xp attitude get model id (&attitude id);

7.60.3 Input parameters
The xp_attitude_get_model _id CFI function has the following input parameters:

Table 150: Input parameters of xp_attitude_get_model_id function

C name C type Array Description Unit Allowed
Element (Reference) (Format) Range

Structure that contains the attitude

attitude _id |xp_attitude _id *

7.60.4 Output parameters
The output parameters of the xp_attitude_get model_id CFI function are:

Table 151: Output parameters of xp_attitude_get_model_id function

C name C type Array Description Unit Allowed
Element (Reference) (Format) Range
xp_attitude_get_model_id |long - Status flag - -
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7.60.5 Warnings and errors

This function does not return any error/warning code. If there is an error, then the returned model ID will be
set to NULL (no initialised)

The possible causes of error are:
+ The attitude id was not initialised.
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7.61.1 Overview

Code: EO-MA-DMS-GS-0005

S .
deimos &\\r—esa e

elecnor group

20/04/2018

4.15
247

The xp_change frame CFI function changes the coordinate or attitude frame of a location or direction by
keeping the location or direction in inertial space identical. Both all coordinate frames and all attitude
frames are supported.

When changing the frame for a location (mode flag = XP MODE FLAG LOCATION), the difference
between the frame origins is taken into account.

When changing the frame for a direction (mode flag=XP MODE FLAG DIRECTION), the output of the
function is a direction, that does not depend on the origin of reference frame of the input vector. Therefore,
in this specific case, the instrument offsets are not taken into account.

7.61.2 Calling interface

The calling interface of the xp_change frame CFI function is the following (input parameters are
underlined):

#include <explorer pointing.h>

{

x1 model id model id = {NULL};
long sat id, mode flag, frame flag in, frame id in,

frame flag out, frame id out, time ref;

x1 time id time id = {NULL};

Xp sat nom trans id sat nom trans id = {NULL};
Xxp sat trans id sat trans id = {NULL};

xp instr trans id instr trans id = {NULL};

double time;

double pos[3], vel[3], accl[3];

long deriv;

double vec in[3], vec rate in[3], vec rate rate in[3];
double vec out[3], vec rate out[3], vec rate rate outl[3];

long ierr[XP NUM ERR CHANGE FRAME], status;

status = xp change frame (&sat id, &model id,
&time id,

&sat nom trans id,

&sat trans id,

&instr trans id,
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&mode flag,

&frame flag in, &frame id in,

&frame flag out, &frame id out,

&time ref, &time,

pos, vel, acc, &deriv,
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vec _in, vec rate in, vec rate rate in,

vec out, vec rate out, vec rate rate out,

ierr);

/* Or, using the run id */

long run id;

status = xp change frame run (&run id,

&mode flag,

&frame flag in, &frame id in,

&frame flag out, &frame id out,

&time ref, &time,

pos, vel, acc, &deriv,

vec_in, vec rate in, vec rate rate in,

vec out, vec rate out, vec rate rate out,

ierr);

The XP_NUM ERR CHANGE FRAME constant is defined in the file explorer_pointing.h.
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7.61.3 Input parameters
The xp_change frame CFI function has the following input parameters:
Table 152: Input parameters of xp_change_frame function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_id long * - Satellite ID - Complete
model_id xI_model_id* - Model ID - -
time_id xl_time_id* - Structure that contains the |- -
time correlations.
sat_nom_trans |xp_sat_nom_trans |- Structure that contains the |- -
_id _id* Sat. Nom. Trans.
sat trans_id |xp_sat trans_id* |- Structure that contains the |- -
Sat. Trans.
instr_trans_id |xp_instr_trans_id* |- Structure that contains the |- -
Instr. Trans.
mode_flag long * - Selection of location or Complete
direction calculus
frame_flag_in |long * - Selection of Coordinate or Complete
Attitude Frame on input
frame_id_in long * Coordinate Frame id or Complete
Attitude Frame id on input
frame_flag_out|long * - Selection of Coordinate or Complete
Attitude Frame on output
frame_id_out |long * Coordinate Frame id or Complete
Attitude Frame id on output
time_ref long * - Time reference ID - Complete
time double - Time in Processing Format |Decimal days,|[-18262.0,36524.0]
MJD2000
pos[3] double all Satellite position vector m -
(Earth Fixed CS)
vel[3] double all Satellite velocity vector m/s -
(Earth Fixed CS)
acc[3] double all Satellite acceleration vector | m/s? -
(Earth Fixed CS)
deriv long * - Derivative 1D - Allowed values:
(0) XP_NO_DER
(1) XP_DER_1ST
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(2) XP_DER_2ND

vec_in[3] double all Position (direction) vector |m or - -

(Frame in)
vec_rate_in[3] |double all Velocity (direction) vector |m/s or 1/s -

(Frame in)
vec_rate_rate_|double all Acceleration (direction) vec |m/s2 or 1/s2 |-
in[3] tor (Frame in)

It is possible to use enumeration values rather than integer values for some of the input arguments:
Time Reference ID: time ref. See [GEN_SUM].
Selection of location or direction calculus: mode flag. See current document, Table 3.
« Selection of Coordinate or Attitude Frame: frame flag. See current document, Table 3.

7.61.4 Output parameters
The output parameters of the xp_change_frame CFI function are

Table 153: Output parameters of xp_change_frame function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
vec_out[3] double all Position (direction) vector |m or - -

(Frame out)

vec_rate_out[3] |double all Velocity (direction) vector |m/sor1/s

(Frame out)

vec_rate rate  |double all Acceleration (direction) m/s? or 1/s? |-
out[3] vector (Frame out)
ierr long - Error vector - -

7.61.5 Warnings and errors

Next table lists the possible error messages that can be returned by the xp_change frame CFI function after
translating the returned extended status flag into the equivalent list of error messages by calling the function
of the EO_POINTING software library xp_get msg (see [GEN_SUM]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained translating the
extended status flag returned by the xp_change frame function by calling the function of the
EO POINTING software library xp_get_code (see [GEN_SUM])).

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



| — | \ \\\\\\\\\. Code:  EO-MA-DMS-GS-0005
d - i h-vs-* \K e S a Date: 20/04/2018
I . .o Issue:
elecnor group \\ 415
Page: 251
Table 154: Error messages of xp_change_frame function
Error Error message Cause and impact Error code Error
type No
ERR Could not initialize the attitude| No calculation performed XP_CHANGE_FRAME _ 0
ATTITUDE_INIT_ERR
ERR Frame input flag is not correct| No calculation performed XP_CHANGE_FRAME_| 1
NPUT_FRAME_ERR
ERR Frame output flag is not No calculation performed XP_CHANGE_FRAME _ 2
correct OUTPUT_FRAME_ERR
ERR Error calling No calculation performed XP_CHANGE_FRAME _ 3
xl_change_cart_cs CHANGE_CART_CS ERR
ERR Could not compute the No calculation performed XP_CHANGE_FRAME _ 4
attitude ATTITUDE_COMP_ERR
ERR The Attitude Id could not be | No calculation performed XP_CHANGE_FRAME _ 5
closed ATTITUDE_CLOSE_ERR
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7.62 xp_atmos_init

7.62.1 Overview

The xp_atmos_init CFI function initialises the atmospheric model for a given satellite. The initialised
values will be stored in the atmos_id output structure.

7.62.2 Calling Interface

The calling interface of the xp_atmos_init CFI function is the following (input parameters are underlined):

#include <explorer pointing.h>
{
long atmos mode, atmos model;
char atmos file[XL MAX STR];
xp atmos id atmos id = {NULL};
long ierr[XP_NUM ERR ATMOS INIT], status;

status = xp atmos init (&atmos mode, &atmos model, atmos file,

&atmos id, ierr);

The XP_NUM ERR_ATMOS INIT constant is defined in the file explorer_pointing.h.
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7.62.3 Input Parameters
The xp_atmos_init CFI function has the following input parameters:
Table 155: Input parameters of xp_atmos_init function
C name C type Array Description Unit Allowed
Element (Reference) (Format) Range
atmos_mode |long * - Atmosphere initialization - Complete
mode
atmos_model |long * - Not Used in the current - L
implementation.
atmos_file char(] - File used for atmosphere - Complete

initialization. It is required
when the input atmos_mode
is:

- User initalization mode (n-z
table, see section 10)

- User LUT mode

It is possible to use enumeration values rather than integer values for some of the input arguments:
«  Atmosphere Initialization Mode: atmos_mode. See current document, Table 3 .

7.62.4 Output Parameters

The output parameters of the xp_atmos_init CFI function are:

Table 156: Output parameters of xp_atmos_init

Description
(Reference)

Array
Element

C name C type

Unit
(Format)

Allowed Range

Structure that
contains the
atmosphere
initialization.

atmos_id xp_atmos_id*

ierr long - Error vector -

7.62.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_atmos_init CFI function after
translating the returned error vector into the equivalent list of error messages by calling the function of the

EO_POINTING software library xp_get_msg (see [GEN_SUM]).
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This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_atmos_init function by calling the function of the EO_POINTING software
library xp_get _code (see [GEN_SUM]).

Table 157: Error messages of xp_atmos_init function

Error Error message Cause and impact Error code Error
type No

ERR |Atmosphere Mode ID is not | No calculation performed |XP_CFI_ATMOS_INIT_MOD 0
correct E_ID_ ERR

ERR | Atmosphere Model ID is not |No calculation performed |XP_CFI_ATMOS_INIT_MOD 1
correct EL_ID_ERR

ERR | Atmosphere initialization file |No calculation performed | XP_CFI_ATMOS_INIT_FILE_ 2
could not be opened NOT_OPEN_ERR

ERR |Unable to store atmosphere |No calculation performed |XP_CFI_ATMOS_INIT_MEM 3
initialization file (not enough ORY_ERR
memory

ERR | Error while reading No calculation performed |XP_CFI_ATMOS_INIT_FILE_ 4
atmosphere initialization file READING_ERR
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7.63.1 Overview
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The xp_atmos_close CFI function cleans up any memory allocation performed by the xp_atmos_init

functions.

7.63.2 Calling Interface

The calling interface of the xp_atmos_close CFI function is the following (input parameters are

underlined):

#include <explorer pointing.h>

{
xp atmos id atmos id = {NULL};
long ierr[XP_NUM ERR ATMOS CLOSE], status;

status = xp atmos close(&atmos id, ierr);

The XP_NUM ERR_ATMOS CLOSE constant is defined in the file explorer_pointing.h.
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7.63.3 Input Parameters
The xp_atmos_close CFI function has the following input parameters:
Table 158: Input parameters of xp_atmos_close function
C name C type Array Element Description Unit Allowed Range
(Reference) (Format)
atmos_id xp_atmos_id* |- Structure that - -
contains the
atmosphere
initialization.
7.63.4 Output Parameters
The output parameters of the xp_atmos_close CFI function are:
Table 159: Output parameters of xp_atmos_close
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)

ierr long - Error vector -

7.63.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_atmos_close CFI function after
translating the returned error vector into the equivalent list of error messages by calling the function of the

EO_POINTING software library xp_get_msg (see [GEN_SUM]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the

cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_atmos_close function by calling the function of the EO POINTING

software library xp_get code (see [GEN_SUM)]).

Table 160: Error messages of xp_atmos_close function

as it is not initialized or it is
being used

WRONG_ID_ERR

Error Error message Cause and impact Error code Error
type No
ERR Could not close the Atmos. Id.|No calculation performed | XP_CFI_ATMOS_CLOSE _ 0
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7.64.1 Overview

The xp_atmos_get id_data CFI function returns atmospheric initialization data.

7.64.2 Calling interface
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The calling interface of the xp_atmos_get id_data CFI function is the following (input parameters are

underlined):

#include <explorer lib.h>

{
xp atmos id atmos_ 1id;
long status;
xp atmos id data data;

status = xp atmos get id data (&atmos id, &data);

7.64.3 Input parameters

The xp_atmos_get_id_data CFI function has the following input parameters:

Table 161: Input parameters of xp_atmos_get_id_data function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
atmos_id xp_atmos_id * |- Atmospheric Id. - -

7.64.4 Output parameters

The output parameters of the xp_atmos_get_id_data CFI function are:

Table 162: Output parameters of xp_atmos_get_id_data function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
xp_atmos_get id_d |long - Status flag - -
ata
data xp_atmos_id da |- Atmospheric - -
ta initialization data
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7.64.5 Warnings and errors
This function does not return any error/warning code. Only the status of the function indicates if the
execution was correct or not.

The possible causes of error are:
« The atmos_id was not initialised.
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7.65 xp_dem_init

7.65.1 Overview

The xp_dem_init CFI function initializes the digital elevation model (DEM). The DEM is initialized using
the DEM configuration file (see [D_H SUM]) which contains some characteristics that can be configured.
Note however that the DEM version (1 or 2) is automatically detected (See [MCD] for further details about
the DEM models).

Finally the initalisation values will be stored in the dem_id output structure.

7.65.2 Location of DEM dataset

The DEM files are looked for in the directory specified in the field Directory in the DEM configuration file
(see [D_H SUM)). If this field is empty, the DEM files are looked for in the directory where the DEM
configuration file is placed.

7.65.3Access to DEM dataset

Depending on the Cache Type field in the DEM configuration file (see [D_H SUM]), one of the following
methods is used to access the DEM dataset:

«  FIFO_CACHE (default): memory is reserved for holding DEM data. As soon as an altitude value is
requested and is not yet available in memory, the corresponding data file is loaded in memory. When
the maximum size of reserved memory (configurable with the field Cache Max_Size) is exceeded,
memory is made available with a First In — First Out policy, that is memory correspondent to the file
loaded earliest is made available for the file to be loaded.

-  PRELOAD CACHE: memory is reserved for holding DEM data. The user shall load in memory the
needed files in advance via the function xp_dem _id configure (see section 7.70). Request of a value
not available in memory would result in an error.

NO_CACHE: no memory is reserved for holding DEM data. The dataset is accessed via a single
direct I/O access to the file storing the requested value.

In the case of GDEM, due to the special structure of the tiles, loading them to memory can take much time,
so it is not recommended the use of cache methods.

Choice of the method that best fits user’s needs depends on many aspects including HW/SW setup and the
type of user application:

1) The FIFO CACHE is recommended for user applications able to request to the operating system a
large amount of physical memory and that require making a large numbers of DEM computations
per DEM area i.e. when several DEM computations are done reading the same file or small set of
files covering the same region.

2) The PRELOAD CACHE is recommended for multithreading applications. Note that memory
holding DEM data can be shared amongst several threads. In the FIFO _CACHE, as memory content
can change at runtime, mutual exclusion mechanisms are implemented in order to avoid threads to
access inconsistent data. Such mechanisms are not needed in the PRELOAD_ CACHE methods and
therefore multithreading applications may run more efficiently. However the user is requested to
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estimate the area (in terms of the longitude/latitude boundaries) that will be requested during
computations.

3) The above methods using memory to hold DEM data do not improve performance (or make even
performance worse) of applications running with low amount of physical memory available or when
DEM request is sporadic per DEM area. In all these cases, the user is recommended to set
Cache Type to NO_CACHE. For example, applications making sporadic accesses and in different
DEM areas will not benefit of the caching methods, as the advantage of having a fast access to data
is lost by the disadvantage of continuously load new files correspondent to different areas.

The default configuration is (i.e. when fields are not provided in the file):
« Cache Type =FIFO CACHE
« Cache Max_Size =2 GigaBytes

Values of Cache Type and Cache Max_Size can be changed at runtime under certain conditions using the
function xp_dem id configure.

Memory is allocated using the malloc() C library function. Therefore performance of DEM access using
caching strictly depends on the implementation of such library and on memory management from the
Operating System. Performance of access to memory depends on many factors that can be tuned by the user.
For the sake of example, if, as it normally happens in Linux systems, the memory request is larger than a
given threshold size, the memory will be allocated in the virtual memory space and this may result in
several page faults at runtime, leading to inefficiencies in the execution. The user can improve this by tuning
the threshold size (i.e. using the mallopt() C library, if available). In order to get the best advantages from
the caching methods, the user is therefore recommended to evaluate and tackle platform specific issues to
memory allocation and management.

7.65.4 DEM maximum altitude algorithm

If the mini tile configuration is provided (MiniTile Configuration tag) in the DEM configuration file (see
[D_H SUM]), the maximum altitude algoritm is used to compute DEM intersection. This algorithm consists
in the following:

« The tiles are divided in sub-sections (mini-tiles), according to the configuration provided in DEM
configuration file: Lon Size and Lat Size tags. For example, if the tile is 15 degrees long in
longitude and 15 degrees long in latitude, and Lon_Size and Lat Size are 5 degrees and 5 degrees
respectively, the tile would have 9 mini-tiles equal in size between them.

« In the DEM configuration of mini-tiles, also the tag Filename is provided, which corresponds to the
name (or path) of the binary file which contains the maximum altitude corresponding to each mini-
tile. This file can be generated with function xp gen dem max_altitude file. If no path is provided,
the binary file in looked for in current directory and the DEM directory.

- Internally, the algorithm checks if the altitude of the rays when crossing above each mini-tile is
higher or lower than maximum altitude contained in the mini-tile. If the altitude is lower, the mini-
tile is computed to look for an intersection; if not, the mini-tile is skipped and the following mini-tile
is checked.

Note: the algorithm is not executed if the difference in latitude/longitude of start and end points in ray
search is less than mini-tile size.
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7.65.5 DEM Geoid computation

The DEM ACE2 and GDEM V2 files provide the altitude with respect to its reference geoid. In the internal
DEM computations, the altitude is transformed to altitude over the reference ellipsoid. To perform this
operation, a number of harmonics must be used, which can be configured with the following DEM
configuration user tags (see [D_H SUM)):

«  Geoid_Computation tag: this field can take the values:
«  “Enabled”: geoid computation is performed.
“Disabled”: geoid computation is not performed.
Geoid Nof Harmonics tag: the number of harmonics to be used in geoid computation.
If this fields are not provided, the default values are:
«  Geoid_Computation: Enabled
« Geoid Nof Harmonics: 30

The computation precision increases with the number of harmonics (maximum is 360 harmonics) but the
runtime performance gets worse. The computation of the geoid at runtime can be avoided by generating
offline a DEM dataset storing altitudes w.r.t ellipsoid using xp gen dem altitudes from ellipsoid function.
In this case, when the DEM is used, the geoid computation shall be disabled in the DEM configuration file.

7.65.6 Calling Interface

The calling interface of the xp_dem_init CFI function is the following (input parameters are underlined):

#include <explorer pointing.h>
{
long mode, model;
char dem file[XL MAX STR];
xp dem id dem id = {NULL};
long ierr[XP_NUM ERR DEM INIT], status;

status = xp dem init (&mode, &model, dem file, &dem id, ierr);

The XP_NUM ERR _DEM INIT constant is defined in the file explorer_pointing.h.
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7.65.7 Input Parameters
The xp_dem_init CFI function has the following input parameters:
Table 163: Input parameters of xp_dem_init function
C name C type Array Description Unit Allowed
Element (Reference) (Format) Range
mode long * - Digital Elevation Model - Complete
initialization mode.
This parameter has no effect
in current implementation (the
DEM type is taken from
configuration file), but a
warning will be raised if the
value does not coincide with
the one in configuration file.
model long * - Digital Elevation Model - Complete
initialization model (dummy in
current implementation)
dem_file char(] - File used for DEM initialization| - Complete
(See DEM Configuration file in
[D_H_SuUM])

It is possible to use enumeration values rather than integer values for some of the input arguments:
- DEM Initilization Mode: initialization mode (according to XD _Dem_model enum in [D_H SUM])

7.65.8 Output Parameters
The output parameters of the xp_dem_init CFI function are:

Table 164: Output parameters of xp_dem_init

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
dem_id xp_dem_id* Structure that - -
contains the DEM
initialization.
ierr long - Error vector - -
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Next table lists the possible error messages that can be returned by the xp_dem_init CFI function after
translating the returned error vector into the equivalent list of error messages by calling the function of the
EO _POINTING software library xp_get_msg (see [GEN_SUM]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_dem_init function by calling the function of the EO_POINTING software
library xp_get_code (see [GEN_SUM))

Table 165: Error messages of xp_dem_init function

Error Error message Cause and impact Error code Error
type No
ERR |DEM Mode ID is not correct |No calculation performed | XP_CFI_DEM_INIT_MODE_| 0
D_ERR
ERR |DEM Model ID is not correct |No calculation performed |XP_CFI_DEM_INIT_MODEL _ 1
ID_ERR

ERR | DEM initialization file could No calculation performed | XP_CFI_DEM_INIT_FILE_NO 2
not be opened T OPEN_ERR

ERR |Unable to store DEM No calculation performed |XP_CFI_DEM_INIT_MEMOR 3
initialization file (not enough Y_ERR
memory)

ERR | Error while reading DEM No calculation performed |XP_CFI_DEM_INIT_FILE_RE 4
initialization file ADING_ERR

WARN | Default DEM values at Poles |Calculation performed. If |XP_CFI_DEM_INIT_FILE _READI |5
will be taken required, default altitude |NG_WARN

values at the poles will be
used.

WARN | DEM file mode and input No calculation performed |XP_CFI_DEM_INIT_WRONG_M |6
mode are not the same ODEL_WARN

WARN | Input DEM configuration file | Calculation performed XP_CFI_DEM_INIT_DEPRECATE| 7
version is deprecated D_WARN

WARN |DEM Cache Type not Calculation performed XP_CFI_DEM_INIT_CACHE_WA |8
supplied, assuming RN
FIFO_CACHE with maximum
size of 2 GB

ERR | Error initializing TILE No calculation performed |XP_CFI_DEM_INIT_TILE DB _ER|9
Database R
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The xp_dem_close CFI function cleans up any memory allocation performed by the xp_dem_init

functions.

7.66.2 Calling Interface

The calling interface of the xp_dem_close CFI function is the following (input parameters are underlined):

#include <explorer pointing.h>

{

xp dem id dem id {NULL};

long ierr[XP NUM ERR DEM CLOSE], status;

status = ierr);

xp _dem close (&dem id,

The XP_NUM ERR_DEM CLOSE constant is defined in the file explorer_pointing.h.

7.66.3 Input Parameters
The xp_dem_close CFI function has the following input parameters:

Table 166: Input parameters of xp_dem_close function

contains the DEM
initialization.

C name C type Array Element Description Unit Allowed Range
(Reference) (Format)
dem_id xp_dem_id* |- Structure that - -

7.66.4 Output Parameters

The output parameters of the xp_dem_close CFI function are:
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Table 167: Output parameters of xp_dem_close
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)

ierr

long

Error vector

7.66.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_dem_close CFI function after
translating the returned error vector into the equivalent list of error messages by calling the function of the

EO _POINTING software library xp_get_msg (see [GEN_SUM]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_dem_close function by calling the function of the EO_POINTING software
library xp_get_code (see [GEN_SUM)).

Table 168: Error messages of xp_dem_close function

as it is not initialized or it is
being used

ONG_ID_ERR

Error Error message Cause and impact Error code Error
type No
ERR Could not close the Dem. Id. |No calculation performed | XP_CFI_DEM_CLOSE_WR 0
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7.67 xp_dem_compute

7.67.1 Overview

The xp_dem_compute CFI function compute the altitude over the see level for a point in the Earth. The
altitude is calculated from the altitudes read from a digital elevation model (DEM).

7.67.2 Calling Interface

The calling interface of the xp_dem_compute CFI function is the following (input parameters are
underlined):

#include <explorer pointing.h>
{
x1l model id model id = {NULL};
xp dem id dem id = {NULL};
long ierr[XP_NUM ERR DEM COMPUTE], status;
double lon, lat, alt;

status = xp dem compute (&model id, &dem id,

&lon, &lat,

&alt, ierr);

The XP_NUM ERR_DEM COMPUTE constant is defined in the file explorer_pointing.h.
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7.67.3 Input Parameters
The xp_dem_compute CFI function has the following input parameters:
Table 169: Input parameters of xp_dem_compute function
C name C type Array Element Description Unit Allowed Range
(Reference) (Format)
model_id xI_model_id* |- Model ID - -
dem_id xp_dem_id* |- Structure that - L
contains the DEM
initialization.
lon double - Input longitude degrees [0, 360)
lat double - Input latitude degrees [-90, 90]
7.67.4 Output Parameters
The output parameters of the xp_dem_compute CFI function are:
Table 170: Output parameters of xp_dem_compute
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
alt double - Altitude meters -
ierr long - Error vector - -

7.67.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_dem_compute CFI function after
translating the returned error vector into the equivalent list of error messages by calling the function of the
EO_POINTING software library xp_get _msg (see [GEN_SUM)]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_dem_compute function by calling the function of the EO POINTING
software library xp_get code (see [GEN_SUM)]).
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Table 171: Error messages of xp_dem_compute function
Error Error message Cause and impact Error code Error
type No
ERR Error getting cell altitude No calculation performed | XP_CFI_DEM_COMPUTE_ 0
GET_CELL_ERR
ERR Error allocating memory No calculation performed | XP_CFI_DEM_COMPUTE_ME |1
MORY_ERR
7.68xp_dem_get_info

7.68.1 Overview

The xp_dem_get_info CFI function reads DEM information for a given geodetic point.

7.68.2 Calling Interface

The calling interface of the xp_dem_get _info CFI function is the following (input parameters are

underlined):

#include <explorer pointing.h>

{

x1l model id model id = {NULL};

xp dem id dem id = {NULL};

long ierr[XP NUM ERR DEM GET INFO], status;

double lon, lat;

xp dem info dem info

status = xp dem get info(&model id, &dem id,
&lon, &lat,

&dem info,

ierr);

The XP_NUM ERR DEM GET INFO constant is defined in the file explorer_pointing.h.
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7.68.3 Input Parameters
The xp_dem_get_info CFI function has the following input parameters:
Table 172: Input parameters of xp_dem_get_info function
C name C type Array Element Description Unit Allowed Range
(Reference) (Format)
model_id xI_model_id* |- Model ID - -
dem_id xp_dem_id* |- Structure that - L
contains the DEM
initialization.
lon double - Input longitude degrees [0, 360)
lat double - Input latitude degrees [-90, 90]
7.68.4 Output Parameters
The output parameters of the xp_dem_get_info CFI function are:
Table 173: Output parameters of xp_dem_get_info
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
dem_info |xp_dem_info - Structure containing |-
DEM information
ierr long - Error vector -

7.68.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_dem_get_info CFI function after
translating the returned error vector into the equivalent list of error messages by calling the function of the
EO _POINTING software library xp_get _msg (see [GEN_SUM]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp _dem_ get info function by calling the function of the EO POINTING
software library xp_get code (see [GEN_SUM)]).
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Table 174: Error messages of xp_dem_get_info function
Error Error message Cause and impact Error code Error
type No
ERR DEM Id. is not initalized No calculation performed |XP_CFI_DEM_GET INFO_STA 0
TUS_ERR
ERR Input longitude is out of No calculation performed | XP_CFI_DEM_GET_INFO_WR 1
allowed range [0, 360] ONG_LONGITUDE_ERR
ERR Input latitude is out of allowed | No calculation performed |XP_CFI_DEM_GET_INFO_WR 2
range [90, -90] ONG_LATITUDE_ERR
ERR Could not open DEM file: %s |No calculation performed | XP_CFI_DEM_GET_INFO_OP 3
EN_FILE_ERR
ERR Could not read DEM file: %s |No calculation performed | XP_CFI_DEM_GET_INFO_RE 4
AD_FILE_ERR
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7.69 xp_dem_get_id_data

7.69.1 Overview

The xp_dem_get _id_data CFI function returns DEM initialization data.

7.69.2 Calling interface

The calling interface of the xp_dem_get id_data CFI function is the following (input parameters are
underlined):

#include <explorer lib.h>
{

xp dem id dem id;

long status;

xp dem id data data;

status = xp dem get id data (&dem id, &data);

7.69.3 Input parameters
The xp_dem_get_id_data CFI function has the following input parameters:

Table 175: Input parameters of xp_dem_get_id_data function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
dem_id xp_dem_id* |- Structure that contains |- -
the DEM initialization.

7.69.4 Output parameters

The output parameters of the xp_dem_get_id_data CFI function are:

Table 176: Output parameters of xp_dem_get_id_data function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
xp_dem_get id data |long - Status flag - -
data xp_dem_id_data |- DEM initialization - -
data
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This function does not return any error/warning code. Only the status of the function indicates if the

execution was correct or not.

The possible causes of error are:
« The dem_id was not initialised.

7.70 xp_dem_id_configure

7.70.1 Overview

The xp_dem_id_configure CFI function performs configuration operations on DEM cache. The following

operations can be performed:

- CLEAR CACHE: all the tiles in the cache are unloaded but cache memory is not freed.
- FREE CACHE: all the tiles in the cache are unloaded and cache memory is freed.

«  SET MAXIMUM CACHE SIZE: this operation can only be performed for FIFO cache. A new
maximum size for cache is set. If there are more tiles loaded in cache than new maximum size, the
tiles are unloaded in a FIFO (First in- First out) order till new maximum size is reached.

-« LOAD TILE SET: this operation can only be performed for PRELOAD cache. A set of tiles
corresponding to an input rectangular longitude-latitude area is loaded in cache.

7.70.2 Calling Interface

The calling interface of the xp_dem_id_configure CFI function is the following (input parameters are

underlined):

#include <explorer pointing.h>
{
xp dem id {NULL};
long ierr[XP_NUM ERR DEM ID CONFIGURE],

dem id =
status;
xp dem id config config;

status = xp dem id configure(&dem id, &config,

ierr);

The XP_NUM ERR DEM ID CONFIGURE constant is defined in the file explorer pointing.h.
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7.70.3 Input Parameters
The xp_dem_id_configure CFI function has the following input parameters:

Table 177: Input parameters of xp_dem_id_configure function

C name C type Array Element Description Unit Allowed Range
(Reference) (Format)

Structure that - L
contains the DEM
initialization.

dem_id xp_dem_id*

config xp_dem_id_co Input operationon |- - Possible values for
nfig cache command field:

XP_LOAD_TILE_SET
XP_CLEAR_CACHE
XP_FREE_CACHE

XP_SET_MAX_SIZE

- For rectangular
area:

0. < longitude < 360.
-90. < latitude < 90.

7.70.4 Output Parameters

The output parameters of the xp_dem_id_configure CFI function are:

Table 178: Output parameters of xp_dem_id_configure

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
xp_dem_id |long - Status flag - -
_configure
ierr long - Error vector - -

7.70.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_dem_id_configure CFI function
after translating the returned error vector into the equivalent list of error messages by calling the function of
the EO_POINTING software library xp_get _msg (see [GEN_SUM)).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.
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The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_dem_id_configure function by calling the function of the EO_POINTING
software library xp_get code (see [GEN_SUM)])).

Table 179: Error messages of xp_dem_get_info function

Error Error message Cause and impact Error code Error
type No
ERR DEM id configured without No calculation performed | XD_CFI_DEM_ID_CONFIGUR 0
cache E_NO_CACHE_ERR
ERR Wrong configuration No calculation performed | XD_CFI_DEM_ID_CONFIGUR 1
command provided E_WRONG_COMMAND_ERR
ERR Error allocating memory No calculation performed | XD_CFI_DEM _ID CONFIGUR 2
E_MEMORY_ERR
ERR Error in input longitudes No calculation performed | XD_CFI_DEM_ID CONFIGUR 3
E_LON_ERR
ERR Error in input latitudes No calculation performed | XD_CFI_DEM_ID_CONFIGUR 4
E_LAT_ERR
ERR Requested area needs more |No calculation performed | XD CFI_DEM ID_CONFIGUR 5
memory than maximum cache E_MAX_CACHE_ERR
size
ERR Error loading tile No calculation performed | XD_CFI_DEM_ID_CONFIGUR 6
E_LOAD_TILE_ERR
ERR Error locking thread No calculation performed | XD_CFI_DEM _ID CONFIGUR 7
E_LOCK_THREAD_ERR
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7.71 xp_target_inter

7.71.1 Overview

The xp_target_inter CFI function computes the first or the second intersection point of the line of sight
from the satellite (defined by an elevation and an azimuth angle expressed in the selected Attitude Frame)
with a surface located at a certain geodetic altitude over the Earth.

The light travel time (from the satellite to the target or vice versa) can be taken into account by the
computations. For details about light propagation mode see the section 4.1.2.3.

7.71.2 Calling Interface

The calling interface of the xp_target_inter CFI function is the following (input parameters are
underlined):

#include <explorer pointing.h>

{

long sat id;

xp attitude id attitude id = {NULL};
xp atmos id atmos id = {NULL};

xp dem id dem id = {NULL};

xp target id target id = {NULL};

long deriv, inter flag, iray;

double los az, los _el, geod alt, los az rate, los el rate, freqg;
long ierr[XP NUM ERR TARGET INTER], status, num user target,

num_los target;

status = xp target inter(&sat id,

&attitude id,

&atmos id,
&dem id,

&deriv, &inter flag, &los az, &los el, &geod alt,

&los az rate, &los el rate, &iray, &fregq,

&num_user target, &num los target,

&target id, ierr);

/* Or, using the run id */

long run id;
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&deriv, &inter flag, &los az, &los el, &geod alt,

&los az rate, &los el rate, &iray, &fregq,

&num user target, &num los target,

&target id, ierr);

The XP_ NUM ERR TARGET INTER constant is defined in the file explorer_pointing.h.
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7.71.3 Input Parameters
The xp_target_inter CFI function has the following input parameters:
Table 180: Input parameters of xp_target_inter function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_id long * - Satellite ID - Complete
attitude _id xp_attitude_id* |- Structure that contains the - L
Attitude. (input/output)
atmos_id xp_atmos_id* |- Structure that contains the - The atmos_id has to
atmosphere initialization. be initialized with any
of these modes:
- XP_NO_REF_INIT
- XP_STD_INIT
- XP_USER_INIT
dem _id xp_dem_id* - Structure that contains the - -
DEM initialization.
deriv long * - Derivative 1D - Allowed values:
(0) XP_NO_DER
(1) XP_DER_1ST
(2) XP_DER_2ND
inter_flag long * - Flag for first or second inter |- Allowed values:
section point selection (1) XP_INTER_1ST
(2) XP_INTER_2ND
los_az double * - Azimuth of the LOS deg >=0
(Attitude Frame) < 360
los_el double * - Elevation of the LOS deg >=-90
(Attitude Frame) <=90
geod_alt double * - Geodetic altitude over the m >=-bWGS
Earth
los_az_rate double * - Azimuth-rate of the LOS deg/s -
(Attitude Frame)
los_el rate double * - Elevation-rate of the LOS deg/s -
(Attitude Frame)
iray long * - Not used. The atmosphere - -
refraction model can be
defined via atmos_id
initialization.
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If iray is different of
XP_NO_REF_INIT, a warning
is raised.

freq

double *

Frequency of the signal

Hz

It is possible to use enumeration values rather than integer values for some of the input arguments:
+  Derivative switch: deriv. See current document, Table 3.
 Intersection flag: inter flag. See current document, Table 3 .

7.71.4 Output Parameters

The output parameters of the xp_target_inter CFI function are:

Table 181: Output parameters of xp_target_inter

C name C type Array | Description (Reference) Unit Allowed Range
Element (Format)
num_user_t |long* - Number of user defined targets calcu |- >=0 (Setto 1 for
arget lated non multi-target
routines)
num_los_tar|long* - Number of LOS targets calculated - >=0
get
target_id xp_target_id*|- Structure that contains the Target - -
results

ierr long - Error vector - -

7.71.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_target inter CFI function after
translating the returned error vector into the equivalent list of error messages by calling the function of the
EO_POINTING software library xp_get msg (see [GEN_SUM)).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_target inter function by calling the function of the EO POINTING
software library xp_get code (see [GEN_SUM)]).

Table 182: Error messages of xp_target_inter function

Error Error message Cause and impact Error code Error
type No
ERR Attitude Id. is not initialized No calculation performed | XP_CFI_TARGET_INTER _ 0
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ATTITUDE_STATUS_ERR
ERR Intersection flag is not No calculation performed | XP_CFI_TARGET_INTER | 1
NTER_FLAG_ERR
correct — -
ERR Invalid Frequency No calculation performed | XP_CFI_TARGET_INTER _ 2
FREQ_ERR
ERR Time reference ID is not No calculation performed | XP_CFI_TARGET_INTER _ 3
correct TIME_REF_ERR
ERR Deriv flag is not correct No calculation performed | XP_CFI_TARGET_INTER _ 4
DERIV_FLAG_ERR
ERR Ray Tracing Model ID is not | No calculation performed | XP_CFI_TARGET_INTER | 5
correct RAY_ID_ERR
ERR Invalid LOS Azimuth No calculation performed | XP_CFI_TARGET_INTER _ 6
LOS_AZIMUTH_ERR
ERR Invalid LOS Elevation No calculation performed | XP_CFI_TARGET_INTER _ 7
LOS_ELEVATION_ERR
ERR Invalid Geodetic Altitude No calculation performed | XP_CFI_TARGET_INTER _ 8
GEODETIC_ALT_ERR
ERR Memory allocation error No calculation performed | XP_CFI_TARGET_INTER _ 9
MEMORY_ERR
ERR Internal computation error # 3 | No calculation performed | XP_CFI_TARGET_INTER | 10
NITIAL_ LOOK DIR_OR P
LANE_ERR
ERR Time Reference not initialised | No calculation performed | XP_CFl_TARGET_INTER _ 11
TIME_REF_INIT_ERR
ERR No target was found No calculation performed | XP_CFI_TARGET_INTER _ 12
TARGET_NOT_FOUND_E RR
ERR Internal computation error # 4 | No calculation performed | XP_CFI_TARGET_INTER _ 13
RANGE_OR_POINTING_C
ALC_ERR
WARN | Path from satellite to target | Calculation performed. XP_CFI_TARGET_INTER _ 14
occulted by the Earth . NEGATIVE_ALTITUDE_W ARN
A message informs the
user.
WARN |The ray tracing flag (iray) is | Calculation performed. XP_CFI_TARGET_INTER _IRA |15
ignored , Y_ID_WARN
A message informs the
user that this paremeter is
not used. If the variable
iray is equal to
XP_NO_REF_INIT (=0),
the warning is avoided.
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7.72 xp_target_ground_range

7.72.1 Overview

The xp_target_ground_range CFI function computes the location of a point that is placed on a surface at a
certain geodetic altitude over the Earth, that lays on the plane defined by the satellite position, the nadir and
a reference point, and that is at a certain distance or ground range measured along that surface from that
reference point.

This reference point is calculated being the intersection of the previous surface with the line of sight defined
by an elevation and azimuth angle in the selected Attitude Frame.

The light travel time (from the satellite to the target or vice versa) can be taken into account by the
computations. For details about light propagation mode see the section 4.1.2.3.

7.72.2 Calling Interface

The calling interface of the xp_target ground_range CFI function is the following (input parameters are
underlined):

#include <explorer pointing.h>

{

long sat id;
xp attitude id attitude id = {NULL};
xp dem id dem id = {NULL};

xp target id target id = {NULL};

long deriv;

double los az, los el, geod alt, distance;

double los az rate, los el rate;

long ierr[XP NUM ERR TARGET GROUND RANGE], status,

num user target, num los target;

status = xp target ground range(&sat id,

&attitude id,

&dem id,

&deriv, &los_az,

&los el, &geod alt, &distance, &los az rate,

&los el rate, &num user target, &num los target,

&target id, ierr);

/* Or, using the run id */
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long run id;

status = xp target ground range run (&run id,

sattitude id,

&deriv,

&los_az,

&los_el,

&geod alt, &distance, &los_az_ rate,

&los el rate,

&target id,

The XP_NUM ERR TARGET GROUND RANGE constant is defined in the file explorer_pointing.h.

&num_user target, &num los target,

ierr);
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7.72.3 Input Parameters
The xp_target ground_range CFI function has the following input parameters:
Table 183: Input parameters of xp_target_ground_range function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_id long * - Satellite ID - Complete
attitude_id | xp_attitude_id* |- Structure that contains the - L
Attitude. (input/output)
dem_id xp_dem_id* - Structure that contains the - -
DEM initialization.
deriv long * - Derivative ID - Allowed values:
(0) XP_NO_DER
(1) XP_DER_1ST
(2) XP_DER_2ND
los_az double * - Azimuth of the LOS deg >=0
(Attitude Frame) < 360
los_el double * - Elevation of the LOS deg >=-90
(Attitude Frame) <=90
geod_alt double * - Geodetic altitude over the m >=-bWGS
Earth (Earth fixed CS)
distance double * - Distance or ground range to |m -
the reference point, positive
from nadir in the azimuth
direction (Earth Fixed CS)
los_az_rate |double * - Azimuth-rate of the LOS deg/s -
(Attitude Frame)
los_el rate |double * - Elevation-rate of the LOS deg/s -
(Attitude Frame)

It is possible to use enumeration values rather than integer values for some of the input arguments:

»  Derivative switch: deriv. See current document, Table 3.
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7.72.4 Output Parameters
The output parameters of the xp_target _ground_range CFI function are:
Table 184: Output parameters of xp_target_ground_range
C name C type Array | Description (Reference) Unit Allowed Range
Element (Format)
num_user_t |long* - Number of user defined targets calcu |- >=( (Setto 1 for
arget lated non multi-target
routines)
num_los_tar|long* - Number of LOS targets calculated - >=0
get
target_id xp_target_id* |- Structure that contains the Target - -
results
ierr long - Error vector - -

7.72.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_target ground_range CFI
function after translating the returned error vector into the equivalent list of error messages by calling the
function of the EO_POINTING software library xp_get msg (see [GEN_SUM)).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_target ground range function by calling the function of the

EO POINTING software library xp_get_code (see [GEN_SUM])).

Table 185: Error messages of xp_target_ground_range function

Error Error message Cause and impact Error code Error
type No
ERR Attitude Id. is not initialized No calculation performed | XP_CFI_TARGET_GR_RA 0
NGE_ATTITUDE_STATUS
_ERR
ERR Time reference ID is not No calculation performed | XP_CFI_TARGET_GR_RA 1
correct NGE_TIME_REF_ERR
ERR Deriv flag is not correct No calculation performed | XP_CFI_TARGET_GR_RA 2
NGE_DERIV_FLAG_ERR
ERR Invalid LOS Azimuth No calculation performed | XP_CFI_TARGET_GR _RA 3
NGE_LOS_AZIMUTH_ERR
ERR Invalid LOS Elevation No calculation performed | XP_CFI_TARGET_GR_RA 4
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NGE_LOS_ELEVATION_E RR
ERR Invalid Geodetic Altitude No calculation performed | XP_CFI_TARGET_GR_RA 5
NGE_GEODETIC_ALT_ERR
ERR Memory allocation error No calculation performed | XP_CFI_TARGET_GR_RA 6
NGE_MEMORY_ERR
ERR Internal computation error # 3 | No calculation performed | XP_CFI_TARGET_GR_RA 7
NGE_INITIAL_LOOK DIR
_OR_PLANE_ERR
ERR Time reference is not No calculation performed | XP_CFI_TARGET_GR _RA 8
initialized NGE_TIME_REF _INIT_ERR
ERR No target was found No calculation performed | XP_CFI_TARGET_GR_RA 9
NGE_TARGET_NOT_FOU
ND_ERR
ERR Internal computation error #4 | No calculation performed | XP_CFlI_ TARGET _GR_RA 10
NGE_RANGE_OR_POINTI
NG _CALC _ERR

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



| — _ Code: EO-MA-DMS-GS-0005

' d e i m_"'o 5 | Date: 20/04/2018
Issue:

elecnor group | 4.15

Page: 287

7.73 xp_target_incidence_angle

7.73.1 Overview

The xp_target_incidence_angle CFI function computes the location of a point that is placed on a surface at
a certain geodetic altitude over the Earth and that is seen from the satellite on a line of sight that forms a
certain azimuth angle in the selected Attitude Frame and that intersects that surface with a certain incidence

angle.

The light travel time (from the satellite to the target or vice versa) can be taken into account by the
computations. For details about light propagation mode see the section 4.1.2.3.

7.73.2 Calling Interface

The calling interface of the xp_target_incidence_angle CFI function is the following (input parameters are
underlined):

#include <explorer pointing.h>

{

long sat _id, deriv;
xp attitude id attitude id = {NULL};
xp dem id dem id = {NULL};

xp target id target id = {NULL};
double los az, inc angle, geod alt, los az rate;
long ierr[XP NUM ERR TARGET INCIDENCE ANGLE], status,

num_user target, num los target;

status = xp target incidence angle(&sat id,

&attitude id, &dem id,

&deriv, &los az,

&inc angle, &geod alt, &los az rate,

&num user target, &num los target,

&target id, ierr);

/* Or, using the run id */

long run id;

status = xp target incidence angle run(&run_id, &attitude id,

&deriv, &los az,

&inc _angle, &geod alt, &los az rate,
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The XP_NUM ERR_TARGET INCIDENCE ANGLE constant is defined in the file explorer_pointing.h.
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7.73.3 Input Parameters
The xp_target_incidence_angle CFI function has the following input parameters:
Table 186: Input parameters of xp_target_incidence_angle function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_id long * - Satellite ID - Complete
attitude_id xp_attitude |- Structure that contains the - "
_id* Attitude. (input/output)
dem_id xp_dem_id |- Structure that contains the - -
* DEM initialization.
deriv long * - Derivative 1D - Allowed values:
(0) XP_NO_DER
(1) XP_DER_1ST
(2) XP_DER_2ND
los_az double * |- Azimuth of the LOS deg >=0
(Attitude Frame) < 360
inc_angle double * |- Incidence angle of the LOS deg >=0
(Earth fixed CS) <=90
geod_alt double * |- Geodetic altitude over the m >=-bWGS
Earth (Earth fixed CS)
los_az_rate double * |- Azimuth-rate of the LOS deg/s -
(Attitude Frame)

It is possible to use enumeration values rather than integer values for some of the input arguments:

Derivative switch: deriv. See current document, Table 3 .
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7.73.4 Output Parameters
The output parameters of the xp_target_incidence_angle CFI function are:
Table 187: Output parameters of xp_target_incidence_angle
C name C type Array | Description (Reference) Unit Allowed Range
Element (Format)
num_user_t |long* - Number of user defined targets - >=( (Setto 1 for
arget calculated non multi-target
routines)
num_los_tar|long* - Number of LOS targets calculated - >=0
get
target_id xp_target_id* |- Structure that contains the Target - -
results
ierr long - Error vector - -

7.73.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_target incidence angle CFI
function after translating the returned error vector into the equivalent list of error messages by calling the
function of the EO_POINTING software library xp_get msg (see [GEN_SUM)).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_target incidence angle function by calling the function of the

EO POINTING software library xp_get_code (see [GEN_SUM])).

Table 188: Error messages of xp_target_incidence_angle function

Error Error message Cause and impact Error code Error
type No
ERR Attitude Id. is not initialized No calculation performed | XP_CFI_TARGET_INC_AN 0
GLE_ATTITUDE_STATUS _
ERR
ERR Deriv flag is not correct No calculation performed | XP_CFI_TARGET_INC_AN 1
GLE_DERIV_FLAG_ERR
ERR Invalid LOS Azimuth No calculation performed | XP_CFlI_TARGET_INC_AN 2
GLE_LOS_AZIMUTH_ERR
ERR Invalid Incidence Angle No calculation performed | XP_CFI_TARGET_INC_AN 3
GLE_INC_ANGLE_ERR
ERR Invalid Geodetic Altitude No calculation performed | XP_CFI_TARGET_INC_AN 4
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GLE_GEODETIC_ALT_ERR

ERR Memory allocation error No calculation performed | XP_CFI_TARGET_INC_AN 5
GLE_MEMORY_ERR

ERR Internal computation error #3 |No calculation performed | XP_CFI_TARGET _INC_AN 6
GLE_INITIAL_LOOK_DIR_
OR_PLANE_ERR

ERR Time Reference not initialised | No calculation performed | XP_CFI_TARGET _INC_AN 7
GLE_TIME_REF_INIT_ERR

ERR No target was found No calculation performed | XP_CFI_TARGET_INC_AN 8
GLE_TARGET_NOT_FOUN
D ERR
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7.74 xp_target_range

7.74.1 Overview

The xp_target_range CFI function computes the location of a point that is placed on a surface at a certain
geodetic altitude over the Earth, that is seen from the satellite on a line of sight that forms a certain azimuth
angle in the selected Attitude Frame, and that is at a certain range or slant-range from the satellite. If more
than one target is found, the first one will be the one with an elevation closer to 90 degrees (targets will have
the same azimuth, equal to input azimuth).
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The light travel time (from the satellite to the target or vice versa) can be taken into account by the
computations. For details about light propagation mode see the section 4.1.2.3.

7.74.2 Calling Interface

The calling interface of the xp target range CFI function is the following (input parameters are
underlined):

#include <explorer pointing.h>

{

long sat id;

xp attitude id attitude id = {NULL};

xp dem id dem id = {NULL};

xp target id target id = {NULL};

long deriv;

double los az, range, geod alt, los az rate, range rate;
long ierr[XP NUM ERR TARGET RANGE], status, num user target,

num_los target;

status = xp target range(&sat id, &attitude id, &dem id,

&deriv, &los az, &range,

&geod alt, &los az rate, &lrange rate,
&num user target, &num los target,

&target id, ierr);

/* Or, using the run id */

long run id;

status = xp target range run(&run id, &attitude id,

&deriv, &los az, &range,
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&geod alt, &los az rate, &lrange rate,

&num_user target,

&target id, ierr);
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&num los target,

The XP_ NUM ERR TARGET RANGE constant is defined in the file explorer_pointing.h.
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7.74.3 Input Parameters
The xp_target_range CFI function has the following input parameters:
Table 189: Input parameters of xp_target_range function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_id long * - Satellite ID - Complete
attitude_id xp_attitude |- Structure that contains the - L
_id* Attitude. (input/output)
dem_id xp_dem_id |- Structure that contains the - -
* DEM initialization.
deriv long * - Derivative ID - Allowed values:
(0) XP_NO_DER
(1) XP_DER_1ST
(2) XP_DER_2ND
los_az double * |- Azimuth of the LOS deg >=0
(Attitude Frame) <360
range double * |- Range to the satellite m >0
(Earth fixed CS)
geod_alt double * |- Geodetic altitude over the m >=-bWGS
Earth
los_az_rate double * |- Azimuth-rate of the LOS deg/s -
(Attitude Frame)
range_rate double * |- Range-rate to the satellite m/s -
(Earth fixed CS)

It is possible to use enumeration values rather than integer values for some of the input arguments:
Derivative switch: deriv. See current document, Table 3 .
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7.74.4 Output Parameters
The output parameters of the xp_target_range CFI function are:
Table 190: Output parameters of xp_target_range
C name C type Array | Description (Reference) Unit Allowed Range
Element (Format)
num_user_t |long* - Number of user defined targets calcu |- >=( (Setto 1 for
arget lated non multi-target
routines)
num_los_tar|long* - Number of LOS targets calculated - >=0
get (per user target)
target_id xp_target_id* |- Structure that contains the Target - -
results
ierr long - Error vector - -

7.74.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_target range CFI function after
translating the returned error vector into the equivalent list of error messages by calling the function of the

EO_POINTING software library xp_get msg (see [GEN_SUM)).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_target range function by calling the function of the EO POINTING
software library xp_get code (see [GEN_SUM)]).

Table 191: Error messages of xp_target_range function

Error Error message Cause and impact Error code Error
type No
ERR Attitude Id. is not initialized No calculation performed | XP_CFI_TARGET_RANG 0
E_ATTITUDE_STATUS ERR
ERR Deriv flag is not correct No calculation performed | XP_CFI_TARGET_RANG
E_DERIV_FLAG_ERR
ERR Invalid LOS Azimuth No calculation performed | XP_CFI_TARGET_RANG 2
E_LOS_AZIMUTH_ERR
ERR Invalid Range No calculation performed | XP_CFlI_TARGET_RANG 3
E_RANGE_ERR
ERR Invalid Geodetic Altitude No calculation performed | XP_CFlI_TARGET_RANG 4
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E_GEODETIC_ALT _ERR
ERR Memory allocation error No calculation performed | XP_CFI_TARGET_RANG 5
E_MEMORY_ERR
ERR Internal computation error #3 |No calculation performed | XP_CFI_TARGET_RANG 6
E_INITIAL_LOOK_DIR_O
R_PLANE_ERR
ERR Could not perform a time No calculation performed | XP_CFI_TARGET_RANG 7
transformation E_TIME_TRANSFORMAT
ION_ERR
ERR No target was found No calculation performed | XP_CFI_TARGET_RANG 8
E_TARGET_NOT_FOUND
_ERR

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



‘j"_--Ill..i

deimos (=@SaA =

\\\\\\\.

elecnor group
Page:

7.75 xp_target_range_rate

7.75.1 Overview
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The xp_target range rate CFI function computes the location of a point that is placed on a surface at a
certain geodetic altitude over the Earth, that is at a certain range from the satellite, and this range has a
certain change rate (range rate). Associated Earth-fixed target is supposed to have zero range-rate value.

The light travel time (from the satellite to the target or vice versa) can be taken into account by the
computations. For details about light propagation mode see the section 4.1.2.3.

7.75.2 Calling Interface

The calling interface of the xp_target range rate CFI function is the following (input parameters are
underlined):

#include <explorer pointing.h>

{

long sat id;
xp attitude id attitude id = {NULL};
xp dem id dem id = {NULL};

xp target id target id = {NULL};
long deriv;
double ef range rate, range, geod alt;

double ef range rate rate, range rate;

long ierr[XP NUM ERR TARGET RANGE RATE], status, num user target,

num_los target;

status = xp target range rate(&sat id,

&attitude id,

&dem id,

&deriv, &ef range rate, &range,

&geod alt, &ef range rate rate, &range rate,

&num_user target, &num los target, &target id, ierr);

/* Or, using the run id */

long run id;

status = xp target range rate run(&run id,

&attitude id,
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&deriv, &ef range rate, &range,

&geod alt, &ef range rate rate,

&range rate,

&num user target, &num los target,

}

&target id,
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ierr) ;

The XP_NUM ERR_TARGET RANGE RATE constant is defined in the file explorer_pointing.h.
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7.75.3 Input Parameters
The xp_target range rate CFI function has the following input parameters:
Table 192: Input parameters of xp_target_range_rate function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_id long * - Satellite ID - Complete
attitude_id xp_attitude |- Structure that contains the - -
_id* Attitude. (input/output)
dem_id xp_dem_id |- Structure that contains the - -
* DEM initialization.
attitude_frame_|long * - Attitude Frame ID - Complete
id
deriv long * - Derivative ID - Allowed values:
(0) XP_NO_DER
(1) XP_DER_1ST
(2) XP_DER_2ND
ef range rate |double * |- Range-rate of the related m/s ;
Earth-fixed target
(Earth fixed CS)
range double * |- Range or slant-range from tar m >0
get to satellite
(Earth fixed CS)
geod_alt double * |- Geodetic altitude over the m >=-bWGS
Earth
ef range rate |double ™ |- Range-rate-rate of the related m/s2 -
Earth-fixed target
_rate
(Earth fixed CS)
Dummy parameter.
range_rate double * |- Range-rate from target to sat m/s -
ellite
(Earth fixed CS)
Dummy parameter.

It is possible to use enumeration values rather than integer values for some of the input arguments:
«  Derivative switch: deriv. See current document, Table 3 .
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7.75.4 Output Parameters
The output parameters of the xp_target_range rate CFI function are:
Table 193: Output parameters of xp_target_range_rate
C name C type Array | Description (Reference) Unit Allowed Range
Element (Format)
num_user_t |long* - Number of user defined targets calcu |- >=( (Setto 1 for
arget lated non multi-target
routines)
num_los_tar|long* - Number of LOS targets calculated - >=0
get
target_id xp_target_id* |- Structure that contains the Target - -
results
ierr long - Error vector - -

7.75.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_target_range rate CFI function
after translating the returned error vector into the equivalent list of error messages by calling the function of
the EO_POINTING software library xp_get_msg (see [GEN_SUM)).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_target _range rate function by calling the function of the EO_POINTING
software library xp_get code (see [GEN_SUM)]).

Table 194: Error messages of xp_target_range_rate function

Error Error message Cause and impact Error code Error
type No
ERR Attitude Id. is not initialized No calculation performed | XP_CFI_TARGET_RANG 0
E_RATE_ATTITUDE_STA
TUS_ERR
ERR Deriv flag is not correct No calculation performed | XP_CFI_TARGET_RANG 1
E_RATE_DERIV_FLAG_E RR
ERR Invalid Range No calculation performed | XP_CFlI_TARGET_RANG 2
E_RATE_RANGE_ERR
ERR Invalid Geodetic Altitude No calculation performed | XP_CFI_TARGET_RANG 3
E_RATE_GEODETIC_ALT
_ERR
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ERR Memory allocation error No calculation performed | XP_CFlI_TARGET_RANG 4
E_RATE_MEMORY_ERR
ERR Time Reference not initialised | No calculation performed | XP_CFI_TARGET_RANG 5
E_RATE_TIME_REF_INIT
_ERR
ERR Internal computation error #3 |No calculation performed | XP_CFI_TARGET_RANG 6
E_RATE_INITIAL_LOOK _
DIR_OR_PLANE_ERR
ERR No target was found No calculation performed | XP_CFI_TARGET_RANG 7
E_RATE_TARGET_NOT_
FOUND_ERR
WARN | Range rate algo only returns |Calculation performed. XP_CFI_TARGET_RANGE_RA|8
results without derivatives . TE_DERIV_FLAG_WARN
A message informs the
user.
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7.76 xp_target_tangent

7.76.1 Overview

The xp_target tangent CFI function computes the location of the tangent point over the Earth that is
located on the line of sight defined by an elevation and azimuth angles expressed in the selected Attitude
Frame.

The light travel time (from the satellite to the target or vice versa) can be taken into account by the
computations. For details about light propagation mode see the section 4.1.2.3.

7.76.2 Calling Interface

The calling interface of the xp_target tangent CFI function is the following (input parameters are
underlined):

#include <explorer pointing.h>

{

long sat id;

xp attitude id attitude id = {NULL};
xp atmos id atmos id = {NULL};

xp dem id dem id = {NULL};

xp target id target id = {NULL};

long deriv, iray;

double los az, los el, los az rate, los el rate, freq;

long ierr[XP NUM ERR TARGET TANGENT], status, num user target,

num_los target;

status = xp target tangent (&sat id, &attitude id,

&atmos id, &dem id,

&deriv, &los az, &los el,

&los az rate, &los el rate, &iray, &fregq,

&num user target, &num los target,

&target id, ierr);

/* Or, using the run id */

long run id;

status = xp target tangent run(&run id, &attitude id,

&deriv, &los az, &los el,
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&los az rate, &los el rate, &iray, &fregq,

&num user target, &num los target,

&target id, ierr);

}

The XP_NUM ERR_TARGET TANGENT constant is defined in the file explorer_pointing.h.
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7.76.3 Input Parameters
The xp_target tangent CFI function has the following input parameters:
Table 195: Input parameters of xp_target_tangent function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_id long * - Satellite ID - Complete
attitude_id xp_attitude |- Structure that contains the - L
_id* Attitude. (input/output)
atmos_id Xxp_atmos_ |- Structure that contains the - -
id* atmosphere initialization.
dem_id xp_dem_id |- Structure that contains the - -
* DEM initialization.
deriv long * - Derivative ID - Allowed values:
(0) XP_NO_DER
(1) XP_DER_1ST
(2) XP_DER_2ND
los_az double * |- Azimuth of the LOS deg >=0
(Attitude Frame) <360
los_el double * |- Elevation of the LOS deg >=-90
(Attitude Frame) <=90
los_az_rate double * |- Azimuth-rate of the LOS deg/s -
(Attitude Frame)
los_el_rate double * |- Elevation-rate of the LOS deg/s -
(Attitude Frame)
iray long * - Not used. - -
The atmosphere refraction
model can be defined via
atmos_id initialization.
freq double * |- Frequency of the signal Hz >=0

It is possible to use enumeration values rather than integer values for some of the input arguments:

«  Derivative switch: deriv. See current document, Table 3 .
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7.76.4 Output Parameters
The output parameters of the xp_target tangent CFI function are:
Table 196: Output parameters of xp_target_tangent
C name C type Array | Description (Reference) Unit Allowed Range
Element (Format)
num_user_t |long* - Number of user defined targets - >=( (Setto 1 for
arget calculated non multi-target
routines)
num_los_tar|long* - Number of LOS targets calculated - >=0
get
target_id xp_target_id* |- Structure that contains the Target - -
results
ierr long - Error vector - -

7.76.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_target tangent CFI function
after translating the returned error vector into the equivalent list of error messages by calling the function of
the EO_POINTING software library xp_get_msg (see [GEN_SUM)).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_target tangent function by calling the function of the EO POINTING
software library xp_get code (see [GEN_SUM)]).

Table 197: Error messages of xp_target_tangent function

Error Error message Cause and impact Error code Error
type No
ERR Attitude Id. is not initialized No calculation performed | XP_CFI_TARGET_TANGE 0
NT_ATTITUDE_STATUS E RR
ERR Deriv flag is not correct No calculation performed | XP_CFI_TARGET_TANGE 1
NT_DERIV_FLAG_ERR
ERR Invalid LOS Azimuth No calculation performed | XP_CFI_TARGET_TANGENT_ |2
LOS_AZIMUTH_ERR
ERR Invalid LOS Elevation No calculation performed | XP_CFlI_TARGET _TANGENT |3
LOS_ELEVATION_ERR
ERR Ray Tracing Model ID is not | No calculation performed | XP_CFI_TARGET_TANGE 4
correct NT_IRAY_ID_ERR
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ERR Invalid Frequency No calculation performed | XP_CFI_TARGET_TANGENT_ |5
FREQ_ERR
ERR Memory allocation error No calculation performed | XP_CFI_TARGET_TANGE 6
NT_MEMORY_ERR
ERR Internal computation error # 3 | No calculation performed | XP_CFI_TARGET_TANGE 7
NT_INITIAL_LOOK_DIR_
OR_PLANE_ERR
ERR Time Reference not initialised | No calculation performed | XP_CFI_TARGET_TANGE 8
NT_TIME_REF_INIT_ERR
ERR No target was found No calculation performed | XP_CFI_TARGET_ TANGE 9
NT_TARGET_NOT_FOUN
D_ERR
ERR Error computing target when it No calculation performed | XP_CFI_TARGET_TANGENT_ |10
is behind looking direction TG_PT_BEHIND_LOOK DIR
ERR
ERR Internal computation error # 4 | No calculation performed | XP_CFI_TARGET_TANGE 11
NT_RANGE_OR_POINTIN
G _CALC_ERR

WARN |Path from satellite to target | Calculation performed. XP_CFI_TARGET_TANGE 12

occulted by the Earth A messaae informs the NT_NEGATIVE_ALTITUD
9 E_WARN
user. -

WARN | Tangent point latitude is Calculation performed. XP_CFI_TARGET_TANGENT_ |13
outside the selected A message informs the PRED_WRONG_LAT_ WARN,
corrective function latitude 9 WARN

user.
band

WARN | Tangent point is behind Calculation performed. XP_CFI_TARGET_TANGENT_ |14
looking direction A messade informs the TG_PT_BEHIND _LOOK DIR

¢ WARN
user.
WARN |The ray tracing flag (iray) is | Calculation performed. XP_CFI_TARGET_TANGENT /15
ignored . RAY_ID_WARN
A message informs the
user that this paremeter is
not used. If the variable
iray is equal to
XP_NO_REF_INIT (=0),
the warning is avoided
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7.77 xp_target_altitude

7.77.1 Overview

The xp_target altitude CFI function computes the location of the tangent point over the Earth that is
located on a surface at a certain geodetic altitude over the Earth and that is on a line of sight that forms a
certain azimuth angle in the selected Attitude Frame.

The light travel time (from the satellite to the target or vice versa) can be taken into account by the
computations. For details about light propagation mode see the section 4.1.2.3.

7.77.2 Calling Interface

The calling interface of the xp_target_altitude CFI function is the following (input parameters are
underlined):

#include <explorer pointing.h>

{

long sat id;

xp attitude id attitude id = {NULL};
xp atmos id atmos id = {NULL};

xp dem id dem id = {NULL};

xp target id target id = {NULL};

long deriv, iray;

double los az, geod alt, los az rate, freq;

long ierr[XP NUM ERR TARGET ALTITUDE], status, num user target,

num_los target;

status = xp target altitude(sat id, &attitude id,

&atmos id, &dem id,

&deriv, &los az, &geod alt,

&los az rate, &iray, &freq,

&num user target, &num los target,

&target id, ierr);

/* Or, using the run id */

long run id;

status = xp target altitude run(run id, &attitude id,

&deriv, &los az, &geod alt,
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The XP_NUM ERR_TARGET ALTITUDE constant is defined in the file explorer_pointing.h.
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7.77.3 Input Parameters
The xp_target_altitude CFI function has the following input parameters:
Table 198: Input parameters of xp_target_altitude function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_id long * - Satellite ID - Complete
attitude_id xp_attitude |- Structure that contains the - L
_id* Attitude. (input/output)
atmos_id Xxp_atmos_ |- Structure that contains the - -
id* atmosphere initialization.
dem_id xp_dem_id |- Structure that contains the - -
* DEM initialization.
deriv long * - Derivative ID - Allowed values:
(0) XP_NO_DER
(1) XP_DER_1ST
(2) XP_DER_2ND
los_az double * |- Azimuth of the LOS deg >=0
(Attitude Frame) <360
geod_alt double * |- Geodetic altitude over the m >=-bWGS
Earth
los_az_rate double * |- Azimuth-rate of the LOS deg/s -
(Attitude Frame)
iray long * - Not used. The atmosphere - -
refraction model can be
defined via atmos_id
initialization.
freq double * |- Frequency of the signal Hz >=0

It is possible to use enumeration values rather than integer values for some of the input arguments:
«  Derivative switch: deriv. See current document, Table 3 .
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7.77 .4 Output Parameters
The output parameters of the xp_target_altitude CFI function are:
Table 199: Output parameters of xp_target_altitude
C name C type Array | Description (Reference) Unit Allowed Range
Element (Format)
num_user_t |long* - Number of user defined targets calcu |- >=( (Setto 1 for
arget lated non multi-target
routines)
num_los_tar|long* - Number of LOS targets calculated - >=0
get
target_id xp_target_id* |- Structure that contains the Target - -
results
ierr long - Error vector - -

7.77.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_target altitude CFI function
after translating the returned error vector into the equivalent list of error messages by calling the function of
the EO_POINTING software library xp_get_msg (see [GEN_SUM)).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_target altitude function by calling the function of the EO POINTING
software library xp_get code (see [GEN_SUM)]).

Table 200: Error messages of xp_target_altitude function

Error Error message Cause and impact Error code Error
type No
ERR Attitude Id. is not initialized No calculation performed | XP_CFI_TARGET_ALT_ AT 0
TITUDE_STATUS _ERR
ERR Deriv flag is not correct No calculation performed | XP_CFI_TARGET_ALT _DE 1
RIV_FLAG_ERR
ERR Invalid LOS Azimuth No calculation performed | XP_CFI_TARGET_ALT LO 2
S_AZIMUTH_ERR
ERR Invalid Geodetic Altitude No calculation performed | XP_CFlI_TARGET_ALT_GE 3
ODETIC_ALT_ERR
ERR Ray Tracing Model ID is not | No calculation performed | XP_CFI_TARGET_ALT IR 4
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correct AY ID ERR
ERR Invalid Frequency No calculation performed | XP_CFl_TARGET_ALT _FR 5
EQ_ERR
ERR Memory allocation error No calculation performed | XP_CFI_TARGET_ALT M 6
EMORY_ERR
ERR Time Reference not initialised | No calculation performed | XP_CFI_TARGET_ALT_TI 7
ME_REF_INIT_ERR
ERR Internal computation error #3 |No calculation performed | XP_CFI_TARGET_ALT _INI 8
TIAL_LOOK_DIR_OR_PLA
NE_ERR
ERR No target was found No calculation performed | XP_CFlI_TARGET_ALT_TA 9
RGET_NOT_FOUND_ERR
ERR Internal computation error #4 |No calculation performed | XP_CFI_TARGET_ALT RA 10
NGE_OR_POINTING_CAL
C_ERR
WARN | Path from satellite to target | Calculation performed. XP_CFI_TARGET_ALT_NE 11
occulted by the Earth . GATIVE_ALTITUDE_WAR N
A message informs the
user.
WARN | Tangent point latitude is Calculation performed. XP_CFI_TARGET_ALT_PR 12
outside the selected , ED_WRONG_LAT_WARN
. . . A message informs the
corrective function latitude
user.
band
WARN | The ray tracing flag (iray) is | Calculation performed. XP_CFI_TARGET_ALT_IRAY_I{13
ignored , D_WARN
A message informs the
user that this parameter is
not used. If the variable
iray is equal to
XP_NO_REF_INIT (=0),
the warning is avoided.
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7.78.1 Overview
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The xp_target_star CFI function computes the location of the tangent point over the Earth that is located
on the line of sight that points to a star defined by its right ascension and declination coordinates.

The light travel time (from the satellite to the target or vice versa) can be taken into account by the
computations. For details about light propagation mode see the section 4.1.2.3.

7.78.2 Calling Interface

The calling interface of the xp_target_star CFI function is the following (input parameters are underlined):

#include <explorer pointing.h>

{

long sat id;

xp attitude id attitude id = {NULL};
xp atmos id atmos id = {NULL};

xp dem id dem id = {NULL};

xp target id target id = {NULL};
long deriv, iray;

double star ra,
long ierr[XP_NUM ERR TARGET STAR],

star dec, star ra rate,

status,

num_los_ target;

status &attitude id,

Xp target star(&sat id,

&atmos id, &dem id,

&deriv, &star ra, star dec,

&star ra rate, &star dec rate, &iray,

star dec rate,

freqg;

num user target,

&freq,

&num user target, &num los target,

&target id, ierr);
/* Or, using the run id */
long run id;

status

&attitude id,

xp target star run(&run_ id,

&deriv,

&star ra, star dec,

&iray,

&freq,

&&star ra rate, &star dec rate,

&num user target, &num los target,
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The XP_NUM ERR_TARGET STAR constant is defined in the file explorer_pointing.h.
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7.78.3 Input Parameters
The xp_target_star CFI function has the following input parameters:
Table 201: Input parameters of xp_target_star function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_id long * - Satellite ID - Complete
attitude_id xp_attitude |- Structure that contains the - L
_id* Attitude. (input/output)
atmos_id xp_atmos_ |- Structure that contains the - -
id* atmosphere initialization.
dem_id xp_dem_id |- Structure that contains the - -
* DEM initialization.
deriv long * - Derivative ID - Allowed values:
(0) XP_NO_DER
(1) XP_DER_1ST
(2) XP_DER_2ND
star_ra double * |- Right ascension of the star deg >=0
(True of Date CS) < 360
star_dec double * |- Declination of the star deg >=-90
(True of Date CS) <=+90
star_ra_rate double * |- Right ascension rate of the star deg/s -
(True of Date CS)
star_dec_rate |double ™ |- Declination rate of the star deg/s -
(True of Date CS)
iray long * - Not used. The atmosphere - -
refraction model can be defined
via atmos_id initialization.
freq double * |- Frequency of the signal Hz >=0

It is possible to use enumeration values rather than integer values for some of the input arguments:
Derivative switch: deriv. See current document, Table 3 .
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7.78.4 Output Parameters
The output parameters of the xp_target_star CFI function are:
Table 202: Output parameters of xp_target_star
C name C type Array | Description (Reference) Unit Allowed Range
Element (Format)
num_user_t |long* - Number of user defined targets calcu |- >=( (Setto 1 for
arget lated non multi-target
routines)
num_los_tar|long* - Number of LOS targets calculated - >=0
get
target_id xp_target_id* |- Structure that contains the Target - -
results
ierr long - Error vector - -

7.78.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_target star CFI function after
translating the returned error vector into the equivalent list of error messages by calling the function of the

EO_POINTING software library xp_get msg (see [GEN_SUM)).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_target_star function by calling the function of the EO_POINTING software
library xp_get_code (see [GEN_SUM)]).

Table 203: Error messages of xp_target_star function

Error Error message Cause and impact Error code Error
type No
ERR Attitude Id. is not initialized No calculation performed | XP_CFI_TARGET_STAR_A 0
TTITUDE_STATUS_ERR
ERR Deriv flag is not correct No calculation performed | XP_CFI_TARGET_STAR D 1
ERIV_FLAG_ERR
ERR Invalid Right Ascension of the | No calculation performed | XP_CFI_TARGET_STAR R 2
star A _ERR
ERR Invalid Declination of the star |No calculation performed | XP_CFlI_ TARGET_STAR D 3
EC_ERR
ERR Ray Tracing Model ID is not | No calculation performed | XP_CFI_TARGET_STAR | 4
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correct RAY _ID _ERR
ERR Invalid Frequency No calculation performed | XP_CFI_TARGET_STAR F 5
REQ_ERR
ERR Memory allocation error No calculation performed | XP_CFI_TARGET_STAR _ 6
MEMORY_ERR
ERR Internal computation error # 3 | No calculation performed | XP_CFI_TARGET_STAR | 7
NITIAL_ LOOK DIR OR_P
LANE_ERR
ERR Time reference ID is not No calculation performed | XP_CFI_TARGET_STAR T 8
correct IME_REF_INIT_ERR
ERR No target was found No calculation performed | XP_CFlI_TARGET_STAR_T 9
ARGET_NOT_FOUND_ERR
ERR Tangent point is behind No calculation performed | XP_CFI_TARGET_STAR T 10
looking direction G_PT_BEHIND LOOK DIR
_ERR
ERR Internal computation error # 4 | No calculation performed | XP_CFI_TARGET_STAR R 11
ANGE_OR_POINTING_CA
LC_ERR
WARN | Path from satellite to target | Calculation performed. XP_CFI_TARGET_STAR_N 12
occulted by the Earth A message informs the EGATIVE_ALTITUDE_WARN
user.
WARN | Tangent point latitude is Calculation performed. XP_CFI_TARGET_STAR_P 13
outside the selected A message informs the RED _WRONG_LAT _WARN
corrective function latitude user 9
band '
WARN | Tangent point is behind XP_CFI_TARGET_STAR TG_ |14
looking direction PT_BEHIND LOOK DIR_WAR
N
WARN |The ray tracing flag (iray) is | Calculation performed. XP_CFI_TARGET_STAR_IRAY |15
ignored A message informs the —ID_WARN
user that this paremeter is
not used. If the variable
iray is equal to
XP_NO_REF_INIT (=0),
the warning is avoided
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7.79 xp_target_station

7.79.1 Overview
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The xp_target_station CFI function computes the most relevant observation parameters of the link between

the satellite and a ground station.

The light travel time (from the satellite to the target or vice versa) can be taken into account by the

computations. For details about light propagation mode see the section 4.1.2.3.

7.79.2 Calling Interface

The calling interface of the xp_target station CFI function is the following (input parameters are

underlined):

#include <explorer pointing.h>

{

long sat id;
xp attitude id attitude id = {NULL};
xp dem id dem id = {NULL};

xp target id target id = {NULL};
long deriv;

double geoc long, geod lat, geod alt, min link el;

long ierr[XP _NUM ERR TARGET STATION], status, num user target,

num_los target;

status = xp target station(&sat id,
gattitude id, &dem id,

&deriv, &geoc long, &geod lat,

&geod alt, &min link el,

&num user target, &num los target,

&target id, ierr);

/* Or, using the run id */

long run id;

status = xp target station run(&run id,

&attitude id,

&deriv, &geoc long, &geod lat,

&geod alt, &min link el,
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&num user target, &num los target,

&target id, ierr);

}
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The XP_NUM ERR_TARGET STATION constant is defined in the file explorer_pointing.h.
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7.79.3 Input Parameters
The xp_target_station CFI function has the following input parameters:
Table 204: Input parameters of xp_target_station function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_id long * - Satellite ID - Complete
attitude_id xp_attitude |- Structure that contains the - L
_id* Attitude. (input/output)
dem_id xp_dem_id |- Structure that contains the - -
* DEM initialization.
deriv long * - Derivative ID - Allowed values:
(0) XP_NO_DER
(1) XP_DER_1ST
(2) XP_DER_2ND
geoc_long double * |- GS geocentric longitude deg >=0
(Earth fixed CS) < 360
geod_lat double * |- GS geodetic latitude deg >=-90
(Earth fixed CS) <=90
geod_alt double * |- GS geodetic altitude m >=-bWGS
(Earth fixed CS)
min_link_el double * |- GS minimum link elevation deg >=-90
(Topocentric CS) <=90

It is possible to use enumeration values rather than integer values for some of the input arguments:
»  Derivative switch: deriv. See current document, Table 3 .

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



Code:

EO-MA-DMS-GS-0005

d e i e S | Date: 20/04/2018
I . . O Issue:
elecnor group | 415
Page: 320
7.79.4 Output Parameters
The output parameters of the xp_target_station CFI function are:
Table 205: Output parameters of xp_target_station
C name C type Array | Description (Reference) Unit Allowed Range
Element (Format)
num_user_t |long* - Number of user defined targets - >=( (Setto 1 for
arget calculated non multi-target
routines)
num_los_tar|long* - Number of LOS targets calculated - >= 0
get
target_id xp_target_id* |- Structure that contains the Target - -
results
ierr long - Error vector - -

7.79.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_target_station CFI function after
translating the returned error vector into the equivalent list of error messages by calling the function of the

EO_POINTING software library xp_get msg (see [GEN_SUM)).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_target station function by calling the function of the EO POINTING
software library xp_get code (see [GEN_SUM)]).

Table 206: Error messages of xp_target_station function

Error Error message Cause and impact Error code Error
type No
ERR Attitude Id. is not initialized No calculation performed | XP_CFI_TARGET_STATIO 0
N_ATTITUDE_STATUS_E RR
ERR Deriv flag is not correct No calculation performed | XP_CFI_TARGET_STATIO 1
N_DERIV_FLAG_ERR
ERR Invalid GS Geocentric No calculation performed | XP_CFI_TARGET_STATIO 2
Longitude N_GEOC_LONG_ERR
ERR Invalid GS Geodetic Latitude |No calculation performed | XP_CFI_TARGET_ STATIO 3
N_GEOD_LAT_ERR
ERR Invalid GS Geodetic Altitude | No calculation performed | XP_CFI_TARGET_STATIO 4
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N_GEODETIC_ALT_ERR

ERR Invalid GS Minimum Link No calculation performed | XP_CFI_TARGET_STATIO 5
Elevation N_MIN_LINK_EL_ERR

ERR Memory allocation error No calculation performed | XP_CFI_TARGET_STATIO 6
N_MEMORY_ERR

ERR Internal computation error #3 |No calculation performed | XP_CFI_TARGET_STATIO 7
N_STAVIS_COMP_FAILED
_ERR
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7.80 xp_target_generic

7.80.1 Overview

The xp_target generic CFI function allows the user to provide the target location (position and velocity)
and later calculate extra results from it.

The light travel time (from the satellite to the target or vice versa) can be taken into account by the
computations. For details about light propagation mode see the section 4.1.2.3.

7.80.2 Calling Interface

The calling interface of the xp_target generic CFI function is the following (input parameters are
underlined):

#include <explorer pointing.h>

{

long sat id;
xp attitude id attitude id = {NULL};
xp dem id dem id = {NULL};

xp target id target id = {NULL};

long deriv;

double targ pos[3], targ vell[3], targ accl[3];

long ierr[XP _NUM ERR TARGET GENERIC], status, num user target,

num_los target;

status = xp target generic(&sat id,

&attitude id,

&dem id,

&deriv, targ pos, targ vel, targ acc,

&num user target, &num los target,

&target id, ierr);

/* Or, using the run id */

long run id;

status = xp target generic run(&run id,

&attitude id,

&deriv, targ pos, targ vel, targ acc,

&num _user target, &num los target,
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&target id, ierr);
}
The XP_ NUM ERR TARGET GENERIC constant is defined in the file explorer_pointing.h.
7.80.3 Input Parameters
The xp_target _generic CFI function has the following input parameters:
Table 207: Input parameters of xp_target_generic function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_id long * - Satellite ID - Complete
attitude_id xp_attitude |- Structure that contains the - .
_id* Attitude. (input/output)
dem_id xp_dem_id |- Structure that contains the - -
* DEM initialization.
deriv long * - Derivative ID - Allowed values:
(0) XP_NO_DER
(1) XP_DER_1ST
(2) XP_DER_2ND
targ_pos double[3] |[0-2] Target position vector m -
(Earth Fixed CS)
targ_vel double[3] |[0-2] Target velocity vector m/s -
(Earth Fixed CS)
targ_acc double[3] [[0-2] Target acceleration vector m/s2 -
(Earth Fixed CS)

It is possible to use enumeration values rather than integer values for some of the input arguments:
+  Derivative switch: deriv. See current document, Table 3 .

7.80.4 Output Parameters

The output parameters of the xp_target_generic CFI function are:

Table 208: Output parameters of xp_target_generic

C name

C type Array

Element

Description
(Reference)

Unit
(Format)

Allowed Range
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num_user_t |long* - Number of user defined targets - >=0 (Setto 1 for
arget calculated non multi-target
routines)
num_los_tar|long* - Number of LOS targets calculated - >=0
get
target_id xp_target_id* |- Structure that contains the Target - -

results

ierr

long -

Error vector

7.80.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp target generic CFI function
after translating the returned error vector into the equivalent list of error messages by calling the function of
the EO_POINTING software library xp_get _msg (see [GEN_SUM)).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_target generic function by calling the function of the EO POINTING
software library xp_get code (see [GEN_SUM)]).

Table 209: Error messages of xp_target_generic function

Error Error message Cause and impact Error code Error
type No

ERR |Attitude Id. is not initialized No calculation performed | XP_CFI_TARGET_GENERIC |0
ATTITUDE_STATUS_ERR

ERR | Deriv flag is not correct No calculation performed | XP_CFlI_TARGET_GENERIC 1
DERIV_FLAG_ERR

ERR |Memory allocation error No calculation performed | XP_CFI_TARGET_GENERIC _ 2
MEMORY_ERR

ERR |Internal computation error # 3 | No calculation performed | XP_CFI_TARGET_GENERIC |3
INITIAL_LOOK_DIR OR_PL
ANE_ERR
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7.81 xp_target_reflected

7.81.1 Overview

The xp_target reflected CFI function allows the user to compute, from S/C position and attitude, and
emitting source position, the point of reflection from the source towards the SC at a certain geodetic
altitude.

Note: in some limit configurations the function will return a degraded solution (returning also a warning of
type XP_CFI TARGET REFLECTED DEGRADED SOL WARN), where a maximum difference
between the incidence angle and the reflected angle can be up to 5 milidegrees.

7.81.2 Calling Interface

The calling interface of the xp_target reflected CFI function is the following (input parameters are
underlined):

#include <explorer pointing.h>
{
long sat _id, deriv, source type;
long status, num user target, num los target;
xp attitude id attitude id = {NULL};
xp target id target id = {NULL};

double geod alt, deflection north, deflection east,
source param[XP NUM SOURCE PARAM];
long ierr [XP_NUM ERR TARGET REFLECTED]

status = xp target reflected( &sat id, &attitude id,

&deriv, &geod alt,

&deflection north, &deflection east,

&source_tvpe, source param,

/* outputs */

&num user target, &num los target,

&target id, ierr);

/* Or, using the run id */
long run 1id;
status = xp target reflected run( &run id,

&attitude id, &deriv, &geod alt,

&deflection north, &deflection east,

&source_tvpe, source param,
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/* outputs */
&num user target, &num los target,
&target id, ierr);
}
The XP_ NUM ERR TARGET GENERIC constant is defined in the file explorer_pointing.h.
7.81.3 Input Parameters
The xp_target_reflected CFI function has the following input parameters:
Table 210: Input parameters of xp_target_reflected function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_id long * - Satellite ID - Complete
attitude _id xp_attitude |- Structure that contains the - L
_id* Attitude. (input/output)
deriv long * - Derivative 1D - Allowed values:
(0) XP_NO_DER
(1) XP_DER_1ST
(2) XP_DER_2ND
geod_lat double * GS geodetic latitude deg >=-90
(Earth fixed CS) <=90
deflection_nort |double * |- North-South component of the |deg >=-90
h vertical deflection _
<=90
deflection_east |double * |- East-West component of the deg >=-90
vertical deflection _
<=90
source_type long * - The type of source - Allowed values:
XP_SOURCE_STAR
XP_SOURCE_SUN
XP_SOURCE_MOON
XP_SOURCE_GENE
RIC
source param |double[XP_|[0-5] « if source_type is Right -
NUM_SOU XP_SRC _STAR s ascension
RCE_PAR selected, source_param|and decli
AM ] = [ra (deg), dec (deg), |nationin
paral lax, 0.0, 0.0, 0.0], |degrees.
i.e. star coordinates in
BM2000 CS.
.o t . Position
if source_type is vector in
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XP_SOURCE_GENERI| meters,
C source_param = [X, y, | velocity in
z, vx,vy,vz] position and | meters/
velocity in EF second
+ else dummy values.

It is possible to use enumeration values rather than integer values for some of the input arguments:
+  Derivative switch: deriv. See current document, Table 3 .
«  Source Identification: source_type. See current document, Table 3 .

7.81.4 Output Parameters

The output parameters of the xp_target reflected CFI function are:

Table 211: Output parameters of xp_target_reflected

C name C type Array | Description (Reference) Unit Allowed Range
Element (Format)
num_user_t |long* - Number of user defined targets - >=0 (Setto 1 for
arget calculated non multi-target
routines)
num_los_tar|long* - Number of LOS targets calculated - >=0
get
target_id xp_target_id* |- Structure that contains the Target - -
results

ierr long - Error vector - -

7.81.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_target reflected CFI function
after translating the returned error vector into the equivalent list of error messages by calling the function of
the EO POINTING software library xp_get msg (see [GEN_SUM]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_target reflected function by calling the function of the EO POINTING
software library xp_get code (see [GEN_SUM)]).
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Table 212: Error messages of xp_target_reflected function
Error Error message Cause and impact Error code Error
type No
ERR |Attitude Id. is not initialized No calculation performed | XP_CFI_TARGET_REFLECT 0
ED_ATTITUDE_STATUS _ERR
ERR |Error when calling No calculation performed | XP_CFI_TARGET_REFLECT 1
xp_target_star ED_TARGET_STAR_ERR
ERR | Error when calling No calculation performed | XP_CFI_TARGET_REFLECT 2
xp_target_tangent_sun ED _TARGET_TG_SUN_ERR
ERR | Error when calling No calculation performed | XP_CFI_TARGET_REFLECT 3
xp_target_tangent_moon ED TARGET _TG_MOON_ERR
ERR | Error when calling No calculation performed | XP_CFI_TARGET_REFLECT 4
xl_change_cart_cs ED_CHANGE_CS_ERR
ERR |Could not get direction No calculation performed | XP_CFI_TARGET_REFLECT 5
pointing ED DIR_POINT_ERR
ERR |Error when calling No calculation performed | XP_CFI_TARGET REFLECT 6
xp_target_tangent ED_TARGET_TG_ERR
ERR |Wrong input parameter No calculation performed | XP_CFI_TARGET_REFLECT 7
"source_type" ED_ WRONG_SRC _TYPE_ERR
ERR |Error when calling No calculation performed | XP_CFI_TARGET_REFLECT 8
xp_target_extra_main ED _TGT_EXTRA _MAIN_ERR
ERR |Target tangent altitude is less |No calculation performed | XP_CFI_TARGET_REFLECT 9
than the requested altitude ED_WRONG_ALTITUDE_ERR
ERR |Could not get cartesian No calculation performed | XP_CFI_TARGET_REFLECT 10
coordinates for the star ED_RADEC_TO_CART_ERR
ERR |Could not get the Sun No calculation performed | XP_CFI_TARGET_REFLECT 11
coordinates ED_SUN_ERR
ERR |Could not get the Moon No calculation performed | XP_CFI_TARGET_REFLECT 12
coordinates ED_MOON_ERR
ERR |lteration did not converge. No calculation performed | XP_CFI_TARGET_REFLECT 13
Impossible to find the ED _ITER_ERR
deflection point
ERR |Could not compute GPM No calculation performed | XP_CFI_TARGET REFLECT 14
attitude frame ED_SAT _NOM_ATT_INIT_ERR
ERR |Could not initialise the attitude| No calculation performed | XP_CFI_TARGET_REFLECT 15
frame ED_ATT_INIT_ERR
ERR | Could not compute the No calculation performed | XP_CFI_TARGET_REFLECT 16
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attitude frame ED_ATT_COMPUTE_ERR
ERR | Error when calling No calculation performed | XP_CFI_TARGET_REFLECT 17
xp_target_extra_specular_re ED_TGT_EXTRA REF_ERR
flection
ERR |Error when calling No calculation performed | XP_CFI_TARGET REFLECT 18
xp_target_inter ED_TARGET_INTER_ERR
ERR |Error when calling No calculation performed | XP_CFI_TARGET_REFLECT 19
xp_target_extra_vector ED_TARGET_EXTRA _ERR
ERR |Error when calling No calculation performed | XP_CFI_TARGET_REFLECT 20
xp_target_generic ED_TARGET_GENERIC_ERR
ERR |Could not change EF No calculation performed | XP_CFI_TARGET_REFLECT 21
coordinates to topocentric ED EF _TO TOP_ERR
ERR | Could not change topocentric | No calculation performed | XP_CFI_TARGET_REFLECT 22
coordinates to EF ED TOP_TO_EF _ERR
ERR |Could not close target No calculation performed | XP_CFI_TARGET_REFLECT 23
ED TGT_CLOSE_ERR
ERR |Could not close attitude No calculation performed | XP_CFI_TARGET_REFLECT 24
ED ATT_CLOSE_ERR
ERR | Memory allocation error No calculation performed | XP_CFI_TARGET_REFLECT 25
ED_MEMORY_ERR
ERR | Could not compute the No calculation performed | XP_CFI_TARGET_REFLECT 26
satellite to target range ED_RANGE_CALC _ERR
WARN | Degraded solution returned | Calculation performed XP_CFI_ARGET_REFLECTED_D|27
EGRADED_SOL_WARN
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7.82 xp_target_travel_time

7.82.1 Overview

The xp_target_travel time CFI function computes the point of the line or sight from the satellite (defined
by an elevation and an azimuth angle expressed in the selected Attitude Frame) at a given travel time along
the (curved) line of sight.

The light travel time (from the satellite to the target or vice versa) can be taken into account by the
computations. For details about light propagation mode see the section 4.1.2.3.

7.82.2 Calling Interface

The calling interface of the xp_target travel time CFI function is the following (input parameters are
underlined):

#include <explorer pointing.h>

{

long sat id;

xp attitude id attitude id = {NULL};
xp atmos id atmos id = {NULL};

xp dem id dem id = {NULL};

xp target id target id = {NULL};

long deriv, iray;

double los az, los el, travel time

double los az rate, los el rate, travel time rate, freqg;
long ierr[XP_NUM ERR TARGET TRAVEL TIME], status,

num_user target, num los target;

status = xp target travel time(&sat id,

&attitude id,

&atmos id,
&dem id,

&deriv, &los az,

&los el, &travel time, &los az rate, &los el rate,

&travel time rate, &iray, &freq,

&num user target, &num los target,

&target id, ierr);

/* Or, using the run id */
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long run id;

status = xp target travel time run(&run id,

sattitude id,

&deriv, &los az,

&los _el, &travel time, &los az rate,
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&los_el rate,

&travel time rate, &iray, &freq,

&num_user target, &num los_ target,

&target id, ierr);

The XP_NUM ERR TARGET TRAVEL TIME constant is defined in the file explorer_pointing.h.
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7.82.3 Input Parameters
The xp_target_travel time CFI function has the following input parameters:
Table 213: Input parameters of xp_target_travel_time function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_id long * - Satellite ID - Complete
attitude_id xp_attitude |- Structure that contains the - -
_id* Attitude. (input/output)
atmos_id Xxp_atmos_ |- Structure that contains the - The atmos_id has to be
id* atmosphere initialization. initialized with any of
these modes:
- XP_NO_REF_INIT
- XP_STD_INIT
- XP_USER_INIT
dem_id xp_dem_id |- Structure that contains the - -
* DEM initialization.
deriv long * - Derivative 1D - Allowed values:
(0) XP_NO_DER
(1) XP_DER_1ST
(2) XP_DER_2ND
los_az double * |- Azimuth of the LOS deg >=0
(Attitude Frame) < 360
los_el double * |- Elevation of the LOS deg >=-90
(Attitude Frame) <=90
travel_time double * |- Travel time along the (curved)|s >0
line of sight
los_az_rate double * |- Azimuth-rate of the LOS deg/s -
(Attitude Frame)
los_el_rate double * |- Elevation-rate of the LOS deg/s -
(Attitude Frame)
travel time_rat |double * - Travel time-rate along the s/s -
e (curved) line of sight
iray long * - Not used. The atmosphere - -
refraction model can be
defined via atmos_id
initialization.
freq double * |- Frequency of the signal Hz >=0
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It is possible to use enumeration values rather than integer values for some of the input arguments:
»  Derivative switch: deriv. See current document, Table 3 .

7.82.4 Output Parameters

The output parameters of the xp_target_travel time CFI function are:

Table 214: Output parameters of xp_target_travel_time
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C name C type Array | Description (Reference) Unit Allowed Range
Element (Format)
num_user_t |long* - Number of user defined targets calcu |- >=0 (Set to 1 for
arget lated non multi-target
routines)
num_los_tar|long* - Number of LOS targets calculated - >=0
get
target_id xp_target_id* |- Structure that contains the Target - -
results

ierr long - Error vector - -

7.82.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_target_travel time CFI function
after translating the returned error vector into the equivalent list of error messages by calling the function of
the EO_POINTING software library xp_get _msg (see [GEN_SUM)).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_target_travel time function by calling the function of the EO_POINTING
software library xp_get code (see [GEN_SUM)]).

Table 215: Error messages of xp_target_travel_time function

Error Error message Cause and impact Error code Error
type No
ERR Attitude Id. is not initialized No calculation performed | XP_CFI_TARGET_TRAVE 0
L_TIME_ATTITUDE_STAT
US_ERR
ERR Intersection flag is not No calculation performed | XP_CFI_TARGET_TRAVE 1
correct L TIME_INTER_FLAG_ERR
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ERR Invalid Frequency No calculation performed | XP_CFI_TARGET_TRAVE 2
L TIME_FREQ_ERR
ERR Time reference ID is not No calculation performed | XP_CFI_TARGET_TRAVE 3
correct L_TIME_TIME_REF_ERR
ERR Deriv flag is not correct No calculation performed | XP_CFI_TARGET_TRAVE 4
L_TIME_DERIV_FLAG_ERR
ERR Ray Tracing Model ID is not | No calculation performed | XP_CFI_TARGET_TRAVE 5
correct L_TIME_IRAY_ID_ERR
ERR Invalid LOS Azimuth No calculation performed | XP_CFl_TARGET_TRAVE 6
L_TIME_LOS_AZIMUTH_E RR
ERR Invalid LOS Elevation No calculation performed | XP_CFI_TARGET_TRAVE 7
L TIME_LOS_ELEVATION
_ERR
ERR Invalid Geodetic Altitude No calculation performed | XP_CFI_TARGET_TRAVE 8
L_TIME_GEODETIC_ALT_
ERR
ERR Memory allocation error No calculation performed | XP_CFI_TARGET_TRAVE 9
L TIME_MEMORY_ERR
ERR Internal computation error # 3 | No calculation performed | XP_CFI_TARGET_TRAVE 10
L _TIME_INITIAL_LOOK _
DIR_OR_PLANE_ERR
ERR Time Reference not initialised | No calculation performed | XP_CFI_TARGET_TRAVE 11
L_TIME_TIME_REF_INIT_
ERR
ERR No target was found No calculation performed | XP_CFI_TARGET_TRAVE 12
L _TIME_TARGET_NOT_F
OUND_ERR
ERR Internal computation error # 4 | No calculation performed | XP_CFI_TARGET_TRAVE 13
L_TIME_RANGE_OR_POI
NTING_CALC_ERR
WARN |Path from satellite to target Calculation performed. XP_CFI_TARGET_TRAVE 14
occulted by the Earth A message informs the L_TIME_NEGATIVE_ALTI
g TUDE_WARN
user. -
WARN | The ray tracing flag (iray) is | Calculation performed. XP_CFI_TARGET_TRAVEL_TI |15
ignored . ME_IRAY_ID_WARN
A message informs the
user that this paremeter is
not used. If the variable
iray is equal to
XP_NO_REF_INIT (=0),
the warning is avoided
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The xp_target_tangent_sun CFI function computes the location of the tangent point over the Earth that is

located on the line of sight that points to the Sun.

Note: a correction can be applied in order to compensate the travel time of Sun light travel time. This
correction is not applied with default model. To activate this correction, the Sun model in xI model id must
be initialized with the enum XL MODEL SUN TRAVEL TIME using the function xI model init (see

[LIB_SUMY]).

The light travel time (from the satellite to the target or vice versa) can be taken into account by the

computations. For details about light propagation mode see the section 4.1.2.3.

7.83.2 Calling Interface

The calling interface of the xp_target_tangent_sun CFI function is the following (input parameters are

underlined):

#include <explorer pointing.h>

{

long sat id;

xp attitude id attitude id = {NULL};
xp atmos id atmos id = {NULL};
xp dem id dem id = {NULL};

xp target id target id = {NULL};

long deriv, iray;

double freqg;

long ierr[XP_NUM ERR TARGET TANGENT SUN], status,

num user target, num los target;

status = xp target tangent sun(&sat id,

&attitude id, &atmos id, &dem id,

&deriv, &iray, &freq,

&num user target, &num los target,

&target id, ierr);

/* Or, using the run id */

long run id;
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status = xp target tangent sun run(&run id,

gattitude id,

&deriv, &iray, &freq,

&num_user target, &num los target,

&target id, ierr);
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The XP NUM ERR TARGET TANGENT SUN constant is defined in the file explorer_pointing.h.
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7.83.3 Input Parameters
The xp_target _tangent sun CFI function has the following input parameters:
Table 216: Input parameters of xp_target_tangent_sun function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_id long * - Satellite ID - Complete
attitude _id xp_attitude |- Structure that contains the - L
_id* Attitude. (input/output)
atmos_id xp_atmos_ |- Structure that contains the - -
id* atmosphere initialization.
dem_id xp_dem_id |- Structure that contains the - -
* DEM initialization.
deriv long * - Derivative ID - Allowed values:
(0) XP_NO_DER
(1) XP_DER_1ST
(2) XP_DER_2ND
iray long * - Not used. The atmosphere - -
refraction model can be defined
via atmos_id initialization.
freq double * Frequency of the signal Hz >=0

It is possible to use enumeration values rather than integer values for some of the input arguments:
»  Derivative switch: deriv. See current document, Table 3 .

7.83.4 Output Parameters
The output parameters of the xp_target_tangent_sun CFI function are:

Table 217: Output parameters of xp_target_tangent_sun

C name C type Array | Description (Reference) Unit Allowed Range
Element (Format)
num_user_t |long* - Number of user defined targets - >= (0 (Setto 1 for
arget calculated non multi-target
routines)
num_los_tar|long* - Number of LOS targets calculated - >=(
get
target_id xp_target_id* |- Structure that contains the Target - -
results
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ierr

long -

Error vector

7.83.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_target tangent sun CFI
function after translating the returned error vector into the equivalent list of error messages by calling the
function of the EO_POINTING software library xp_get msg (see [GEN_SUM)).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_target_tangent_sun function by calling the function of the EO_POINTING
software library xp_get code (see [GEN_SUM)]).

Table 218: Error messages of xp_target_tangent_sun function

Error Error message Cause and impact Error code Error
type No
ERR Attitude ID is not initialized No calculation performed | XP_CFI_SUN_ATTITUDE _ 0
STATUS_ERR
ERR Deriv flag is not correct No calculation performed | XP_CFI_SUN_DERIV_FLA 1
G _ERR
ERR Ray Tracing Model ID is not | No calculation performed | XP_CFI_SUN_IRAY_ID_ERR |2
correct
ERR Invalid Frequency No calculation performed | XP_CFI_SUN_FREQ_ERR 3
ERR Input state vector does not No calculation performed | XP_CFI_SUN_INVALID_S 4
satisfy loose tolerance V_ERR
requirement
ERR Time Reference not initialised | No calculation performed | XP_CFI_SUN_TIME_REF | 5
NIT_ERR
ERR Internal computation error # 1 | No calculation performed | XP_CFI_SUN_SUN_POSITI 6
ON_CALC_ERR
ERR Internal computation error # 2 | No calculation performed | XP_CFI_SUN _SUN _CS CA |7
LC_ERR
ERR Internal computation error # 3 | No calculation performed | XP_CFI_SUN_SUN_POINTI |8
NG _CALC ERR
ERR Internal computation error # 4 | No calculation performed | XP_CFI_SUN_TARGET_ST 9
AR _ERR
ERR Internal computation error # 5 | No calculation performed | XP_CFI_SUN_TG_PT _BEHI |10
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ND_LOOK_DIR_ERR
WARN | Input state vector does not Calculation performed. XP_CFI_SUN_INVALID_S 11
satisfy tight tolerance . V_WARN
) A message informs the
requirement user
WARN | Tangent point is behind Calculation performed. XP_CFI_SUN TG_PT BEHI |12
looking direction . ND _LOOK DIR_WARN
A message informs the
user.
WARN | The ray tracing flag (iray) is | Calculation performed. XP_CFI_SUN_IRAY_ID_WARN|13
ignored ;
A message informs the
user that this paremeter is
not used. If the variable
iray is equal to
XP_NO_REF_INIT (=0),
the warning is avoided.
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7.84.1 Overview
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The xp_target _tangent _moon CFI function computes the location of the tangent point over the Earth that

is located on the line of sight that points to the Moon.

7.84.2 Calling Interface

The calling interface of the xp_target tangent_moon CFI function is the following (input parameters are

underlined):

#include <explorer pointing.h>
{
{
long sat id;
xp attitude id attitude id = {NULL};
xp atmos id atmos id = {NULL};
dem id = {NULL};

target id = {NULL};

xp dem id

xp target id

long deriv, iray;

double freqg;

long ierr[XP_NUM ERR TARGET TANGENT MOON],
num user target, num los target;

status = xp target tangent moon(&sat id,

&attitude id, &atmos id, &dem id,

&deriv, &iray, &freq,

&num_user target,
&target id, ierr);
/* Or, using the run id */

long run id;

status = xp target tangent moon run (&run id,

gattitude id,

&deriv, &iray, &freq,

&num_user target,

&target id, ierr);

&num_los target,

&num_ los target,

status,
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The XP_NUM ERR TARGET TANGENT MOON constant is defined in the file explorer_pointing.h.

7.84.3 Input Parameters

The xp_target_tangent_moon CFI function has the following input parameters:

Table 219: Input parameters of xp_tangent_target_moon function

4.15
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C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_id long * - Satellite ID - Complete
attitude_id xp_attitude |- Structure that contains the - L
_id* Attitude. (input/output)
atmos_id xp_atmos_ |- Structure that contains the - -
id* atmosphere initialization.
dem _id xp_dem _id |- Structure that contains the - -
* DEM initialization.
deriv long * - Derivative 1D - Allowed values:
(0) XP_NO_DER
(1) XP_DER_1ST
(2) XP_DER_2ND
iray long * - Not used. The atmosphere - -
refraction model can be defined
via atmos_id initialization.
freq double * |- Frequency of the signal Hz >=0

It is possible to use enumeration values rather than integer values for some of the input arguments:
«  Derivative switch: deriv. See current document, Table 3 .

7.84.4 Output Parameters

The output parameters of the xp_target_tangent_moon CFI function are:

Table 220: Output parameters of xp_tangent_target_moon

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
num_user_t |long* - Number of user defined targets - >=0 (Setto 1 for
arget calculated non multi-target
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routines)

num_los_tar|long* - Number of LOS targets calculated - >=0

get

target_id xp_target_id* |- Structure that contains the Target - -

results

ierr

long -

Error vector

7.84.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_target tangent moon CFI
function after translating the returned error vector into the equivalent list of error messages by calling the
function of the EO_POINTING software library xp_get_msg (see [GEN_SUM)]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_target tangent moon function by calling the function of the

EO _POINTING software library xp_get_code (see [GEN_SUM])).

Table 221: Error messages of xp_target_tangent_moon function

Error Error message Cause and impact Error code Error
type No
ERR Attitude ID is not initialized No calculation performed | XP_CFI_MOON_ATTITUD 0
E_STATUS_ERR
ERR Deriv flag is not correct No calculation performed | XP_CFI_MOON_DERIV_FL 1
AG_ERR
ERR Ray Tracing Model ID is not | No calculation performed | XP_CFI_MOON_IRAY_ID_ 2
correct ERR
ERR Invalid Frequency No calculation performed | XP_CFI_MOON_FREQ_ERR |3
ERR Input state vector does not No calculation performed | XP_CFI_MOON_INVALID _ 4
satisfy loose tolerance SV_ERR
requirement
ERR Time Reference not initialised | No calculation performed | XP_CFI_MOON_TIME_REF 5
_INIT_ERR
ERR Internal computation error #1 |No calculation performed | XP_CFI_MOON_MOON_P 6
OSITION_CALC_ERR
ERR Internal computation error #2 | No calculation performed | XP_CFI_MOON_MOON_CS |7
_CALC_ERR
ERR Internal computation error #3 |No calculation performed | XP_CFI_MOON_MOON_P 8
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OINTING_CALC_ERR
ERR Internal computation error #4 | No calculation performed | XP_CFI_MOON_TARGET _ 9
STAR_ERR
ERR Internal computation error #5 |No calculation performed | XP_CFI_MOON_TG PT BE |10
HIND_LOOK_DIR_ERR
WARN |Input state vector does not Calculation performed. XP_CFI_MOON_INVALID _ 11
satisfy tight tolerance . SV_WARN
) A message informs the
requirement user
WARN | Tangent point is behind Calculation performed. XP_CFI_MOON_TG_PT BE |12
looking direction A message informs the HIND_LOOK_DIR_WARN
user.
WARN | The ray tracing flag (iray) is | Calculation performed. XP_CFI_MOON_IRAY_ID WA |13
ignored A message informs the RN
user that this paremeter is
not used. If the variable
iray is equal to
XP_NO_REF_INIT (=0),
the warning is avoided.
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7.85 xp_target_sc

7.85.1 Overview

The xp_target_sc CFI function computes the pointing from one satellite to another satellite.

The light travel time (from the satellite to the target or vice versa) can be taken into account by the
computations. For details about light propagation mode see the section 4.1.2.3.

7.85.2 Calling Interface

The calling interface of the xp_target_sc CFI function is the following (input parameters are underlined):

#include <explorer pointing.h>

{
long sat idl, sat id2;

{NULL};
{NULL};
xp target id target id = {NULL};

xp attitude id attitude idl

xp attitude id attitude id2
long deriv;
long ierr[XP NUM ERR TARGET SC], status, num user target,

num_ los target;

status = xp target sc(&sat idl, &attitude idil,

&sat_id2, &attitude id2,

&deriv,
&num_user target, &num los target,

&target id, ierr);

The XP_NUM ERR_TARGET_ SC constant is defined in the file explorer_pointing.h.

7.85.3 Input Parameters

The xp_target_sc CFI function has the following input parameters:

Table 222: Input parameters of xp_target_sc function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_id1 long * - Satellite ID of source satellite |- Complete
attitude _id1 xp_attitude |- Structure that contains the - L
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_id* Attitude (input/output) of
source satellite
sat_id2 long * - Satellite ID of target satellite |- Complete
attitude_id2 xp_attitude |- Structure that contains the - -
_id* Attitude (input/output) of
target satellite
deriv long * - Derivative 1D - Allowed values:
(0) XP_NO_DER
(1) XP_DER_1ST
(2) XP_DER_2ND

It is possible to use enumeration values rather than integer values for some of the input arguments:
+  Derivative switch: deriv. See current document, Table 3.

7.85.4 Output Parameters

The output parameters of the xp_target_sc CFI function are:

Table 223: Output parameters of xp_target_sc

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
num_user_t |long* - Number of user defined targets - >=( (Setto 1 for
arget calculated non multi-target
routines)
num_los_tar|long* - Number of LOS targets calculated - >=0
get
target_id xp_target_id* |- Structure that contains the Target - -
results

ierr long - Error vector - -

7.85.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_target sc CFI function after
translating the returned error vector into the equivalent list of error messages by calling the function of the
EO_POINTING software library xp_get_msg (see [GEN_SUM]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_target_sc function by calling the function of the EO_POINTING software
library xp_get_code (see [GEN_SUM)]).
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Table 224: Error messages of xp_target_sc function
Error Error message Cause and impact Error code Error
type No
ERR | Attitude Id. is not initialized No calculation performed | XP_CFI_TARGET_SC_ATTITUD 0
E_STATUS_ERR
ERR |Deriv flag is not correct No calculation performed | XP_CFI_TARGET_SC_DERIV_F 1
LAG_ERR
ERR | Errorin call to No calculation performed | XP_CFI_TARGET_SC_TARGET_ 2
xp_target_generic GENERIC_ERR
ERR |Error changing reference No calculation performed. | XP_CFI_TARGET_SC_CHANGE 3
frame _FRAME_ERR
ERR | Error computing pointing No calculation performed | XP_CFI_TARGET_SC_POINT_P 4
parameters ARAM_COMPUTE_ERR
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7.86.1 Overview
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The xp_multi_target_inter CFI function computes the first or the second intersection points of the line of
sight from the satellite (defined by an elevation and an azimuth angle expressed in the selected Attitude

Frame) with surfaces located at certain geodetic altitudes over the Earth.

The light travel time (from the satellite to the target or vice versa) can be taken into account by the
computations. For details about light propagation mode see the section 4.1.2.3.

7.86.2 Calling Interface

The calling interface of the xp_multi_target inter CFI function is the following (input parameters are

underlined):

#include <explorer pointing.h>

{
long
xp attitude id
xp atmos id
xp dem id
xp target id
long deriv,

double los_az,

los az rate,
long ierr[XP NUM ERR MULTI TARGET INTER],

num_user target,

inter flag,

sat id;

attitude id = {NULL};
atmos id = {NULL};
dem id = {NULL};
target id = {NULL};
iray;

los el,
freq;

los el rate,

num los target;

status = xp multi target inter (&sat id,

&attitude id,

&atmos id,

&dem id,

&deriv,

&inter flag, &los az,

&num target, geod alt,

num target,

&los el,

&iray, &freq,

&los el rate,
&num_user target,

&target id,

/* Or,

ierr);

using the run id */

&num_ los target,

geod_alt[XP _MAX NUM MULTI TARGET],

status

&los az rate,
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long run id;

status = xp multi target inter run(&run id,

sattitude id,

&deriv, &inter flag, &los az,

&los _el, &num target, geod alt, &los az rate,
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&num_user target, &num los_ target,

&target id, ierr);
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The XP_ NUM ERR MULTI TARGET INTER constant is defined in the file explorer_pointing.h.
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7.86.3 Input Parameters
The xp_multi_target_inter CFI function has the following input parameters:
Table 225: Input parameters of xp_multi_target_inter function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_id long * - Satellite ID - Complete
attitude_id xp_attitude |- Structure that contains the - -
_id* Attitude. (input/output)
atmos_id Xxp_atmos_ |- Structure that contains the - The atmos_id has to be
id* atmosphere initialization. initialized with any of
these modes:
- XP_NO_REF_INIT
- XP_STD_INIT
- XP_USER_INIT
dem_id xp_dem_id |- Structure that contains the - -
* DEM initialization.
deriv long * - Derivative 1D - Allowed values:
(0) XP_NO_DER
(1) XP_DER_1ST
(2) XP_DER_2ND
inter_flag long * - Flag for first or second inter |- Allowed values:
section point selection (1) XP_INTER_1ST
(2) XP_INTER_2ND
los_az double * |- Azimuth of the LOS deg >=0
(Attitude Frame) <360
los_el double * |- Elevation of the LOS deg >=-90
(Attitude Frame) <=90
num_target long * - Number of user defined - >0
altitudes
geod_alt double - Geodetic altitude over the m >= -bWGS
[XP_MAX _ Earth, sorted vector, strict
NUM_MUL monotonic decreasing
TI_TARGE
T]
los_az_rate double * |- Azimuth-rate of the LOS deg/s -
(Attitude Frame)
los_el_rate double * |- Elevation-rate of the LOS deg/s -
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(Attitude Frame)

iray

long *

initialization.

Not used. The atmosphere
refraction model can be
defined via atmos_id

freq

double *

Frequency of the signal Hz

It is possible to use enumeration values rather than integer values for some of the input arguments:
»  Derivative switch: deriv. See current document, Table 3 .
 Intersection flag: inter flag. See current document, Table 3 .

7.86.4 Output Parameters

The output parameters of the xp_multi_target_inter CFI function are:

Table 226: Output parameters of xp_multi_target inter

C name C type Array | Description (Reference) Unit Allowed Range
Element (Format)
num_user_t |long* Number of user defined targets >=0
arget calculated <= num_target
num_los_tar|long* Number of LOS targets calculated >=0
get
target_id xp_target_id* |- Structure that contains the Target - -
results
ierr long - Error vector - -

7.86.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_multi_target_inter CFI function
after translating the returned error vector into the equivalent list of error messages by calling the function of
the EO POINTING software library xp_get msg (see [GEN_SUM]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_multi_target_inter function by calling the function of the EO_POINTING
software library xp_get code (see [GEN_SUM)]).
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Table 227: Error messages of xp_multi_target_inter function
Error Error message Cause and impact Error code Error
type No
ERR Attitude Id. is not initialized No calculation performed | XP_CFI_MULTI_TARGET _ 0
INTER_ATTITUDE_STATU
S_ERR
ERR Intersection flag is not correct | No calculation performed | XP_CFI_MULTI_TARGET _ 1
INTER_INTER_FLAG_ERR
ERR Invalid Frequency No calculation performed | XP_CFI_MULTI_TARGET _ 2
INTER_FREQ_ERR
ERR Time reference ID is not No calculation performed | XP_CFI_MULTI_TARGET _ 3
correct INTER_TIME_REF_ERR
ERR Deriv flag is not correct No calculation performed | XP_CFI_MULTI_TARGET _ 4
INTER_DERIV_FLAG_ERR
ERR Ray Tracing Model ID is not |No calculation performed | XP_CFI_MULTI_TARGET _ 5
correct INTER_IRAY_ID_ERR
ERR Invalid LOS Azimuth No calculation performed | XP_CFI_MULTI_TARGET _ 6
INTER_LOS AZIMUTH_E RR
ERR Invalid LOS Elevation No calculation performed | XP_CFI_MULTI_TARGET _ 7
INTER_LOS_ELEVATION_
ERR
ERR Invalid Geodetic Altitude No calculation performed | XP_CFI_MULTI_TARGET _ 8
INTER_GEODETIC_ALT ERR
ERR Memory allocation error No calculation performed | XP_CFI_MULTI_TARGET _ 9
INTER_MEMORY_ERR
ERR Internal computation error #3 |No calculation performed | XP_CFI_MULTI_TARGET _ 10
INTER_INITIAL_LOOK_DI
R_OR_PLANE_ERR
ERR Time Reference not initialised | No calculation performed | XP_CFI_MULTI_TARGET _ 11
INTER_TIME_REF_INIT_E RR
ERR No target was found No calculation performed | XP_CFI_MULTI_TARGET _ 12
INTER_TARGET_NOT_FO
UND_ERR
ERR Internal computation error #4 |No calculation performed | XP_CFI_MULTI_TARGET _ 13
INTER_RANGE_OR_POIN
TING_CALC_ERR
WARN |Path from satellite to target Calculation performed. XP_CFI_MULTI_TARGET _ 14
occulted by the Earth A message informs the INTER_NEGATIVE_ALTIT
g UDE_WARN
user.
WARN |The ray tracing flag (iray) is | Calculation performed. XP_CFI_MULTI_TARGET_INT |15
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ignored

A message informs the
user that this paremeter is
not used. If the variable
iray is equal to
XP_NO_REF_INIT (=0),
the warning is avoided.

ER_IRAY_ID_WARN
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7.87 xp_multi_target_travel_time

7.87.1 Overview

The xp_multi_target travel time CFI function computes the points of the line or sight from the satellite
(defined by an elevation and an azimuth angle expressed in the selected Attitude Frame) at given travel
times along the (curved) line of sight.

The light travel time (from the satellite to the target or vice versa) can be taken into account by the
computations. For details about light propagation mode see the section 4.1.2.3.

7.87.2 Calling Interface

The calling interface of the xp_multi_target_travel_time CFI function is the following (input parameters

are underlined):

#include <explorer pointing.h>

{

long sat id;
xp attitude id attitude id = {NULL};
xp atmos id atmos id = {NULL};
xp dem id dem id = {NULL};
xp target id target id = {NULL};
long deriv, iray;
double los az, los el, travel time[XP MAX NUM MULTI TARGET];
double los az rate, los el rate, travel time rate, freqg;
long num target, num user target, num los target;
long ierr[XP_NUM ERR MULTI TARGET TRAVEL TIME], status;
status = xp multi target travel time(&sat id,
&attitude id,
&atmos id,
&dem id,
&deriv, &los az, &los el,
&num target, travel time, &los az rate,
&los el rate, &travel time rate, &iray, &fregq,

&num_user target,

&target id,

&num_ los target,

ierr);

/* Or, using the run id */
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long run id;

status = xp multi target travel time run(&run id,

sattitude id,

&deriv, &los az, &los el,

&num_target, travel time, &los az rate,

&los el rate, &travel time rate, &iray, &freq,

&num_user target, &num los_ target,

&target id, ierr);

The XP NUM ERR MULTI TARGET TRAVEL TIME  constant is defined in the
explorer_pointing.h.
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7.87.3 Input Parameters
The xp_multi_target travel time CFI function has the following input parameters:
Table 228: Input parameters of xp_multi_target_travel_time function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_id long * - Satellite ID - Complete
attitude_id xp_attitude |- Structure that contains the - -
_id* Attitude. (input/output)
atmos_id Xxp_atmos_ |- Structure that contains the - The atmos_id has to be
id* atmosphere initialization. initialized with any of
these modes:
- XP_NO_REF_INIT
- XP_STD_INIT
- XP_USER_INIT
dem_id xp_dem_id |- Structure that contains the - -
* DEM initialization.
deriv long * - Derivative 1D - Allowed values:
(0) XP_NO_DER
(1) XP_DER_1ST
(2) XP_DER_2ND
los_az double * |- Azimuth of the LOS deg >=0
(Attitude Frame) < 360
los_el double * |- Elevation of the LOS deg >=-90
(Attitude Frame) <=90
num_target long * - Number of user defined times |- >0
travel_time double - Travel time along the (curved)|s >0
[XP_MAX_ line of sight,sorted vector,
NUM_MUL strict monotonic increasing
TI_TARGE
T]
los_az_rate double * |- Azimuth-rate of the LOS deg/s -
(Attitude Frame)
los_el_rate double * |- Elevation-rate of the LOS deg/s -
(Attitude Frame)
travel time_rat |double * |- Travel time-rate along the sls -
e (curved) line of sight.
Constant number.
iray long * - Not used. The atmosphere - -
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refraction model can be
defined via atmos_id
initialization.
freq double * |- Frequency of the signal Hz >=0

It is possible to use enumeration values rather than integer values for some of the input arguments:

+  Derivative switch: deriv. See current document, Table 3 .
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The output parameters of the xp_multi_target travel time CFI function are:

Table 229: Output parameters of xp_multi_target_travel_time

C name C type Array
Element

Description (Reference)

Unit Allowed Range
(Format)

num_user_t |long* -
arget

Number of user defined targets
calculated

>=(

<= num_target

num_los_tar|long* -
get

Number of LOS targets calculated

>=0

target_id xp_target_id*

Structure that contains the Target
results

ierr long -

Error vector

7.87.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_multi_target travel time CFI
function after translating the returned error vector into the equivalent list of error messages by calling the
function of the EO_ POINTING software library xp_get_msg (see [GEN_SUM)]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_multi_target travel time function by calling the function of the
EO _POINTING software library xp_get_code (see [GEN_SUM)).

Table 230: Error messages of xp_multi_target_travel_time function

Error Error message Cause and impact Error code Error
type No
ERR Attitude Id. is not initialized No calculation performed | XP_CFI_MULTI_TARGET _ 0
TRAVEL_TIME_ATTITUD
E_STATUS_ERR
ERR Intersection flag is not correct | No calculation performed | XP_CFI_MULTI_TARGET _ 1
TRAVEL_TIME_INTER_FL
AG_ERR
ERR Invalid Frequency No calculation performed | XP_CFI_MULTI_TARGET _ 2
TRAVEL_TIME_FREQ_ERR

ERR Time reference ID is not
correct

_ERR

No calculation performed | XP_CFI_MULTI_TARGET _ 3
TRAVEL_TIME_TIME_REF
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ERR Deriv flag is not correct No calculation performed | XP_CFI_MULTI_TARGET _ 4
TRAVEL_TIME_DERIV_FL
AG_ERR
ERR Ray Tracing Model ID is not | No calculation performed | XP_CFl_MULTI_TARGET _ 5
correct TRAVEL_TIME_IRAY_ID_ERR
ERR Input state vector does not No calculation performed | XP_CFI_MULTI_TARGET _ 6
satisfy loose tolerance TRAVEL_TIME_INVALID _
requirement SV_ERR
ERR Invalid LOS Azimuth No calculation performed | XP_CFI_MULTI_TARGET _ 7
TRAVEL_TIME_LOS_AZI
MUTH_ERR
ERR Invalid LOS Elevation No calculation performed | XP_CFI_MULTI_TARGET_ 8
TRAVEL_TIME_LOS_ELE
VATION_ERR
ERR Invalid Geodetic Altitude No calculation performed | XP_CFI_MULTI_TARGET _ 9
TRAVEL_TIME_GEODETI
C _ALT ERR
ERR Memory allocation error No calculation performed | XP_CFI_MULTI_TARGET _ 10
TRAVEL_TIME_MEMORY
_ERR
ERR Internal computation error #3 |No calculation performed | XP_CFI_MULTI_TARGET _ 11
TRAVEL_TIME_INITIAL_L
OOK DIR_OR PLANE_ERR
ERR Time Reference not initialised | No calculation performed | XP_CFI_MULTI_TARGET _ 12
TRAVEL_TIME_TIME_REF
_INIT_ERR
ERR No target was found No calculation performed | XP_CFI_MULTI_TARGET _ 13
TRAVEL_TIME_TARGET _
NOT_FOUND_ERR
ERR Internal computation error #4 |No calculation performed | XP_CFI_MULTI_TARGET _ 14
TRAVEL_TIME_RANGE_O
R_POINTING_CALC _ERR
WARN |Input state vector does not Calculation performed. XP_CFI_MULTI_TARGET _ 15
satisfy tight tolerance A message informs the TRAVEL_TIME_INVALID
requirement user g SV_WARN
WARN |Path from satellite to target Calculation performed. XP_CFI_MULTI_TARGET _ 16
occulted by the Earth A message informs the TRAVEL_TIME_NEGATIV
9 E_ALTITUDE_WARN
user. - -
WARN | The ray tracing flag (iray) is | Calculation performed. XP_MULTI_TARGET_TRAVEL |17
ignored . _TIME_IRAY_ID_WARN
A message informs the
user that this paremeter is
not used. If the variable
iray is equal to
XP_NO_REF _INIT (=0),
the warning is avoided.
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7.88 xp_target_list_inter

7.88.1 Overview

The xp_target _list_inter CFI function computes the first or the second intersection point of the line of sight
from the satellite (expressed as pairs of azimuth and elevation angles in the selected Attitude Frame) with a
surface located at a certain geodetic altitude over the Earth.

The sets of azimuth and elevation points can be defined in 3 different ways:
«  Alist of azimuth and elevation pairs.
A strip of lines of sight, with a fixed azimuth and elevation angles changing with a given step.
A grid of lines of sight, with both azimuth and elevation angles changing with a given step.

For each pair a user target is computed. To obtain the extra values for all the targets, the functions
xp_target list extra xxx can be used. The position of the target in the output array of these extra functions
has the following criterion (note also that xp target extra xxx functions can also be used to obtain the
results of only one target with the same index criterion, but xp _target list extra xxx are optimized to obtain
the results for all the targets):

1) In case of a list, the index of the list.

2) In case of a strip: being n_el the number of elevation values (note that minimum and maximum
elevation values are always included in the list):

n_el=TRUNC((max_elevation-min_elevation)/step elevation+1)

The target number is computed in increasing elevation order, from lower to upper elevation:
- For 0 <1 < n _el-1: target number 1 corresponds to pair (azimuth, min elevation +
i*step_elevation).

- Fori=n_el-1: target number n_el-1 corresponds to pair (azimuth, max_elevation).

3) In case of a grid: being n_el the number of elevation values (note that minimum and maximum
elevation values are always included in the list):

n_el=TRUNC((max_elevation-min_elevation)/step_elevation+1)

being n_az the number of azimuth values (note that minimum and maximum azimuth values are
always included in the list):

n_az=TRUNC((max_azimuth-min_azimuth)/step_azimuth+1)

The target number is computed by increasing azimuth and elevation order: from minimum azimuth
to maximum azimuth and, for every azimuth value, from minimum elevation to maximum elevation.
That is:

- For 0 < i < n_el-1: target number i corresponds to pair (min_azimuth, min elevation +
1*step_elevation).

- For 1 = n_el-1: target number n_el-1 corresponds to pair (min_azimuth, max_ elevation).
- For n_el <1 < 2*n_el-1 target number i corresponds to pair (min_azimuth + step azimuth,
min_elevation + i*step_elevation).
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(for 0 <j<n_az-1 and defining k = i-j*n_el )

- For j*n_el <1< (j+1)*n_el-1 target number i corresponds to pair (min_azimuth + j*step azimuth,
min_elevation + k*step_elevation).

- For i = (j+1)*n_el-1 target number i corresponds to pair (min_azimuth + j*step azimuth,
max_elevation ).

(for j=n_az-1 and defining k=i-(n_az-1)*n_el)

- For (n_az-1)*n el < 1 < n_az*n el-1: target number i1 corresponds to pair (max_azimuth ,
min_elevation + k*step_elevation ).

- Fori=n_az*n_el-1 target number i corresponds to pair (max_azimuth , max_elevation)

The light travel time (from the satellite to the target or vice versa) can be taken into account by the
computations. For  details about light propagation mode see the section 4.1.2.3.

7.88.2 Calling Interface

The calling interface of the xp_target list_inter CFI function is the following (input parameters are
underlined):

#include <explorer pointing.h>

{

long sat id;

xp attitude id attitude id = {NULL};
xp atmos id atmos id = {NULL};
xp dem id dem id = {NULL};

xp target id target id = {NULL};

long deriv, inter flag;

xp instrument data instrument data;

double geod alt;

long ierr[XP NUM ERR TARGET LIST INTER], status;
Xp target output target out;

status = xp target list inter(&sat id,

&attitude id,

&atmos id,
&dem id,

&deriv, &inter flag,
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&instrument data, &geod alt,
&target out,
&target id, ierr);
}
The XP_NUM ERR TARGET INTER constant is defined in the file explorer_pointing.h.
7.88.3 Input Parameters
The xp_target _list_inter CFI function has the following input parameters:
Table 231: Input parameters of xp_target_lists_inter function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
sat_id long * - Satellite ID - Complete
attitude_id xp_attitude_id* |- Structure that contains the - L
Attitude. (input/output)
atmos_id xp_atmos_id* |- Structure that contains the - The atmos_id has to
atmosphere initialization. be initialized with any
of these modes:
- XP_NO_REF_INIT
- XP_STD_INIT
- XP_USER_INIT
dem _id xp_dem_id* - Structure that contains the - -
DEM initialization.
deriv long * - Derivative 1D - Allowed values:
(0) XP_NO_DER
(1) XP_DER_1ST
(2) XP_DER_2ND
inter_flag long * - Flag for first or second inter |- Allowed values:
section point selection (1) XP_INTER_1ST
(2) XP_INTER_2ND
instrument_dat | xp_instrument_ |- Azimuth/elevation input data |deg 0 < azimuth < 360
a data and frequency -90 < elevation <= 90
geod_alt double * - Geodetic altitude over the m >=-bWGS
Earth

It is possible to use enumeration values rather than integer values for some of the input arguments:

«  Derivative switch: deriv. See current document, Table 3.
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 Intersection flag: inter flag. See current document, Table 3 .
- Azimuth elevation input type. See current document, Table 3 .
7.88.4 Output Parameters
The output parameters of the xp_target_list_inter CFI function are:
Table 232: Output parameters of xp_target_list_inter
C name C type Array | Description (Reference) Unit Allowed Range

Element

(Format)

target_out |xp_target ou

Number of user and LOS defined

>0

tput* targets calculated. Note: the memory
allocated in this struct must be freed
by the user
target_id xp_target_id*|- Structure that contains the Target - -
results
ierr long - Error vector - -

7.88.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_target list_inter CFI function
after translating the returned error vector into the equivalent list of error messages by calling the function of
the EO_POINTING software library xp_get_msg (see [GEN_SUM)).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_target list_inter function by calling the function of the EO POINTING
software library xp_get code (see [GEN_SUM)])).

Table 233: Error messages of xp_target_list_inter function

Error Error message Cause and impact Error code Error
type No
ERR Attitude Id. is not initialized No calculation performed | XP_CFI_TARGET_LIST_INTE |0
R_ATTITUDE_STATUS_ERR
ERR Intersection flag is not No calculation performed | XP_CFI_TARGET_LIST_INTE
R_INTER_FLAG_ERR
correct - - -
ERR Invalid Frequency No calculation performed | XP_CFlI_TARGET_LIST_INTE |2
R_FREQ_ERR
ERR Time reference ID is not No calculation performed | XP_CFI_TARGET_LIST _INTE |3
correct R_TIME_REF_ERR
ERR Deriv flag is not correct No calculation performed | XP_CFI_TARGET_LIST_INTE |4
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R_DERIV_FLAG_ERR
ERR Ray Tracing Model ID is not | No calculation performed | XP_CFI_TARGET_LIST_INTE |5
correct R_IRAY_ID_ERR
ERR Invalid LOS Azimuth No calculation performed | XP_CFI_TARGET_LIST_INTE |6
R_LOS_AZIMUTH_ERR
ERR Invalid LOS Elevation No calculation performed | XP_CFI_TARGET_LIST_INTE |7
R _LOS_ELEVATION_ERR
ERR Invalid Geodetic Altitude No calculation performed | XP_CFlI_TARGET _LIST_INTE |8
R_GEODETIC_ALT _ERR
ERR Memory allocation error No calculation performed | XP_CFI_TARGET_LIST_INTE |9
R_MEMORY_ERR
ERR Internal computation error # 3 | No calculation performed | XP_CFI_TARGET_LIST_INTE |10
R_INITIAL_LOOK_DIR_OR_P
LANE_ERR
ERR Time Reference not initialized | No calculation performed | XP_CFI_TARGET_LIST_INTE |11
R_TIME_REF_INIT_ERR
ERR No target was found No calculation performed | XP_CFI_TARGET_LIST_INTE |12
R_TARGET NOT _FOUND_E
RR
ERR Internal computation error # 4 | No calculation performed | XP_CFI_TARGET_LIST_INTE |13
R_RANGE_OR _POINTING_C
ALC_ERR
WARN |Path from satellite to target Calculation performed. XP_CFI_TARGET_LIST_INTE |14
occulted by the Earth . R_NEGATIVE_ALTITUDE_W
A message informs the
ARN
user.
ERR Wrong instrument data type | No calculation performed | XP_CFI_TARGET_LIST_INTE |15
R_INSTRUMENT_TYPE_ERR
ERR Error linking IDs No calculation performed | XP_CFI_TARGET_LIST_INTE |16
R_LINK_IDS_ERR
ERR Maximum number of targets |No calculation performed | XP_CFI_TARGET_LIST_INTE |17
exceeded R_MAX_TARGETS_ERR
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7.89 xp_target_extra_vector

7.89.1 Overview

The xp_target extra vector CFI function provides the following output parameters for the target(s) in
input data structure.: target position, velocity and acceleration vectors, line of sight direction, range, travel
time and their corresponding derivatives.

Note on target number with targets computed with xp_target list inter or xp_target range:

the target number to be used to get a specific LOS target is an incremental number. That is, if there are N
user targets US1, US2, ... USN and a number of LOS targets for every user target NLOS1, NLOS2, ...,
NLOSN, if we want to get LOS target with index 1 corresponding to user target US3, the target number to
be used is NLOS1+NLOS2+1.

The target number can also be got with the array returned by xp target get id data.

7.89.2 Calling Interface

The calling interface of the xp_target_extra_vector CFI function is the following (input parameters are
underlined):

#include <explorer pointing.h>
{
long choice, target type, target number;
xp target id target id = {NULL};
double vector results[XP SIZE TARGET RESULT VECTOR],
vector results rate[XP SIZE TARGET RESULT VECTOR],
vector results rate rate[XP SIZE TARGET RESULT VECTOR];
long ierr[XP_NUM ERR TARGET EXTRA VECTOR], status;

status = xp target extra vector (&target id, &choice,

&target type, &target number,
vector results,
vector results rate,

vector_results_rate_rate , lerr);

The XP_SIZE TARGET RESULT VECTOR and XP_NUM ERR TARGET EXTRA VECTOR constants
aredefined in the file explorer pointing.h.
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7.89.3 Input Parameters
The xp_target_extra_vector CFI function has the following input parameters:
Table 234: Input parameters of xp_target_extra_vector function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
target_id xp_target_id* |- Structure that contains the - -
Target results
choice long * - Flag to select the extra results |- Allowed values:
to be computed. (0) XP_NO_DER
Even though derivatives could
be requested by user, they will (1) XP_DER_1ST
not be calculated if the target (2) XP_DER_2ND
was computed without
derivatives (a warning is raised
in this case).
target_type long * Flag to select the type of target XP_USER TARGET_T
YPE
XP_LOS _TARGET_TY
PE
XP_DEM_TARGET_T
YPE
target_number |long * - Target number >=0

It is possible to use enumeration values rather than integer values for some of the input arguments:

+  Choice. (See Table 3 ).
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7.89.4 Output Parameters
The output parameters of the xp_target_extra_vector CFI function are:
Table 235: Output parameters of xp_target_extra_vector
C name C type Array | Description (Reference) Unit Allowed Range
Element (Format)
vector_results [0] Target Position X (Earth-Fixed) m
double[XP_SIZE_TARG |[1] Target Position Y (Earth-Fixed) m
ET_RESULT_VECTOR] |\, Target Position Z (Earth-Fixed) m
[3] Direction LOS X (Earth-Fixed) -
[4] Direction LOS Y (Earth-Fixed) -
[5] Direction LOS Z (Earth-Fixed) -
[6] Range to Attitude Frame Origin m
[7] Travel Time to Attitude Frame Origin |s
[8] Target time UTC days
[9:XP_SIZ | (dummy) -
E_TARGE
T_RESUL
T_VECTO
R]
vector_results_rate [0] Target Velocity X (Earth-Fixed) m/ s
double[XP_SIZE_TARG [1] Target Velocity Y (Earth-Fixed) m/ s
ET_ [2] Target Velocity Z (Earth-Fixed) m/ s
RESULT_VECTOR]
[3] Direction Rate LOS X (Earth-Fixed) |1/s
[4] Direction Rate LOS Y (Earth-Fixed) |1/s
[5] Direction Rate LOS Z (Earth-Fixed) |1/s
[6] Range Rate to Attitude Frame Origin | m/s
[7] Travel Time Rate to Attitude Frame |s/s
Origin
[8] Dummy
[9:XP_SIZ | (dummy) -
E_TARGE
T_RESUL
T_VECTO
R]
vector_results_rate_rate |[0] Target Acceleration X (Earth-Fixed) |m/s2
double[XP_SIZE_TARG |[1] Target Acceleration Y (Earth-Fixed) |m/s2
ET_RESULT_VECTOR] [2] Target Acceleration Z (Earth-Fixed) |m/s2
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[3] Direction Rate Rate LOS X (Earth- 1/s2
Fixed)
[4] Direction Rate Rate LOS Y (Earth- 1/s2
Fixed)
[5] Direction Rate Rate LOS Z (Earth- 1/s2
Fixed)
[6] Range Rate Rate to Attitude Frame | m/s2
Origin
[7] Travel Time Rate Rate to Attitude s/s2
Frame Origin
[8] Dummy
[9:XP_SIZ | (dummy) -
E_TARGE
T_RESUL
T_VECTO
R]
ierr long - Error vector -
Note that:

+ first derivative parameters (vector results rate) are returned as zeros if derivative flag (deriv) was
set to NO DER when the target was computed and that second derivative parameters
(vector results rate rate) are returned as zeros if derivative flag (deriv) was set to NO_DER or
IST DER.

when a refraction mode is selected, the second derivative parameters (vector results rate rate) are
returned as zeros.

- when light propagation mode is used the target position is at target time (see section Error:
Reference source not found).

7.89.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_target extra_vector CFI
function after translating the returned error vector into the equivalent list of error messages by calling the
function of the EO_POINTING software library xp_get msg (see [GEN_SUM)).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_target_extra_vector function by calling the function of the EO_POINTING
software library xp_get code (see [GEN_SUM)]).

Table 236: Error messages of xp_target_extra_vector function

Error

Error message

Cause and impact

Error code

Error
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type No
ERR | The Target ID does not No calculation performed | XP_CFI_TARGET _EXTRA_ V 0
contain any data ECTOR_NO_DATA_ERR
ERR | The target does not exist No calculation performed | XP_CFI_TARGET_EXTRA V 1
ECTOR_NO_SUCH_USER_T
ARGET_ERR
ERR | The target does not exist No calculation performed | XP_CFI_TARGET_EXTRA V 2
ECTOR_NO_SUCH_LOS_TA
RGET_ERR
ERR | The target does not exist No calculation performed | XP_CFI_TARGET_EXTRA_V 3
ECTOR_NO_SUCH_EARTH_
TARGET_ERR
ERR |Could not compute the DEM |No calculation performed | XP_CFI_TARGET_EXTRA V 4
target ECTOR_EARTH_TARGET_C
OMPUT_ERR
ERR |Wrong target type No calculation performed | XP_CFI_TARGET_EXTRA_V 5
ECTOR_WRONG _TARGET T
YPE_ERR
ERR |Wrong deriv input flag No calculation performed | XP_CFI_TARGET_EXTRA V 6
ECTOR_DERIV_FLAG_ERR
WARN | 1st. Derivatives are not Calculation performed. XP_CFI_TARGET_EXTRA_V 7
available A message informs the ECTOR_DER_1ST_NOT_AVA
9 IL_WARN
user. -
WARN | 2nd. Derivatives are not Calculation performed. XP_CFI_TARGET_EXTRA_V 8
available A message informs the ECTOR_DER_2ND_NOT_AV
9 AIL_WARN
user. -
WARN | DEM files were not found Calculation performed. XP_CFI_TARGET_EXTRA _VECT|9
OR_ELLIPSOID_WARN
WARN |Warning in XP_DEM inter Calculation performed. XP_CFI_TARGET_EXTRA VECT|10
OR_DEM_INTER_WARN
ERR | Error converting time to UTC |No calculation performed | XP_CFI_TARGET_EXTRA_VECT| 11
OR_CONVERT _TO _UTC_ERR
WARN | No precise intersection found | Calculation performed XP_CFI_TARGET_EXTRA_VECT |12
with DEM. Degraded solution OR_DEM_DEGRADED_SOLUTI
returned ON_WARN
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The xp_target list_extra_vector CFI function provides the same results as xp_target_extra_vector function

but for all the targets computed with xp target list inter function.

This function has been optimized to improve the run-time performance of the target computation of all the
targets and runs in multithreading (Remark: multithreading is not enabled on MacOS platforms, see section

6).

7.90.1.1Note on multithreading:

Improvement in performance due to mutithread parallelization depends on many factors, including hardware
set-up (i.e. multicore processor) and number of targets computed. In some cases (e.g. low number of
targets), due to the high overhead of starting threads, parallelization may even degrade performances. In
this case, it is recommended to disable multithreading or reduce the number of threads by using

omp_set num_threads openmp function.
NOTE for MACING64 platform, Xcode 5 users:

As of version 5, llvm-gcc has been removed from Xcode and the default compiler is clang.

clang can build an application linking against the EOCFI C / C++ libraries.

However openmp is not supported by clang. Therefore, the —fopenmp shall not be used.

Functions using parallelized computations, e.g. xp_target list... functions will work in single-thread mode.

7.90.2 Calling Interface

The calling interface of the xp_target list_extra_vector CFI function is the following (input parameters

are underlined):

#include <explorer pointing.h>

{
long choice, target type, target number;
xp target id target id = {NULL};

Xp target extra vector results list list;

long ierr[XP_NUM ERR TARGET LIST EXTRA VECTOR], status;

status = xp target list extra vector (&target id, &choice,

&target type,

&list, ierr);
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defined in the file
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7.90.3 Input Parameters
The xp_target list_extra_vector CFI function has the following input parameters:
Table 237: Input parameters of xp_target_list_extra_vector function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
target_id xp_target_id* |- Structure that contains the - -
Target results
choice long * - Flag to select the extra results |- Allowed values:
to be computed. (0) XP_NO_DER
Even though derivatives could o
be requested by user, they will (1) XP_DER_1ST
not be calculated if the target (2) XP_DER_2ND
was computed without
derivatives (a warning is raised
in this case).
target_type long * Flag to select the type of target XP_USER TARGET_T
YPE
XP_LOS _TARGET_TY
PE
XP_DEM_TARGET_T
YPE

It is possible to use enumeration values rather than integer values for some of the input arguments:

+  Choice. (See Table 3 ).
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7.90.4 Output Parameters
The output parameters of the xp_target_list_extra_vector CFI function are:
Table 238: Output parameters of xp_target_list_extra_vector
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
list xp_target_extra_vec|- List of extra results - -

tor_results_list

ierr

long -

Error vector

The values corresponding to returned arrays are the same as in the case of xp target extra vector (see

7.89.4).

7.90.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_target list extra vector CFI
function after translating the returned error vector into the equivalent list of error messages by calling the
function of the EO_POINTING software library xp_get_msg (see [GEN_SUM)]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_target list_extra_vector function by calling the function of the
EO_POINTING software library xp_get_code (see [GEN_SUM]).

Table 239: Error messages of xp_target_list_extra_vector function

Error Error message Cause and impact Error code Error
type No
ERR | The Target ID does not No calculation performed | XP_CFI_TARGET_LIST EXTRA |0
contain any data V ECTOR_NO_DATA ERR
ERR |The target does not exist No calculation performed | XP_CFI_TARGET_LIST_EXTRA_ |1
V ECTOR_NO_SUCH_USER_T
ARGET_ERR
ERR |The target does not exist No calculation performed | XP_CFI_TARGET_LIST EXTRA |2
V ECTOR_NO_SUCH_EARTH_
TARGET_ERR
ERR |Could not compute the DEM |No calculation performed | XP_CFlI_TARGET LIST EXTRA_ |3
target V ECTOR_EARTH_TARGET_C
OMPUT_ERR
ERR |Wrong target type No calculation performed | XP_CFI_TARGET_LIST_EXTRA_|4
V ECTOR_WRONG_TARGET_T
YPE_ERR
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ERR |Wrong deriv input flag No calculation performed | XP_CFI_TARGET_LIST_EXTRA |5
V ECTOR_DERIV_FLAG_ERR
WARN | 1st. Derivatives are not Calculation performed. XP_CFI_TARGET_LIST EXTRA_|6
available A message informs the V ECTOR_DER_1ST_NOT_AVA
g IL_WARN
user. —
WARN | 2nd. Derivatives are not Calculation performed. XP_CFI_TARGET_LIST _EXTRA_|7
available A message informs the V ECTOR_DER_2ND_NOT_AV
g AIL_WARN
user. -
WARN |DEM files were not found Calculation performed. XP_CFI_TARGET_LIST EXTRA |8
VECTOR_ELLIPSOID_WARN
WARN |Warning in XP_DEM _inter Calculation performed. XP_CFI_TARGET_LIST_EXTRA_|9
VECTOR_DEM_INTER_WARN
ERR |Error allocating memory No calculation performed | XP_CFI_TARGET_LIST EXTRA |10
VECTOR_MEMORY_ERR
WARN | No precise intersection found | Calculation performed XP_CFI_TARGET_LIST_EXTRA_ |11
with DEM. Degraded solution VECTOR_DEM_DEGRADED_SO
returned LUTION_WARN
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7.91.1 Overview
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The xp_target _extra_main CFI function computes the extra parameter for the target(s) in input data
structure.

Note on target number with targets computed with xp target list inter or xp_target range:

the target number to be used to get a specific LOS target is an incremental number. That is, if there are N
user targets US1, US2, ... USN and a number of LOS targets for every user target NLOS1, NLOS2, ...,
NLOSN, if we want to get LOS target with index 1 corresponding to user target US3, the target number to
be used is NLOSI+NLOS2+1.

The target number can also be got with the array returned by xp target get id data.

7.91.2 Calling Interface

The calling interface of the xp_target _extra_main CFI function is the following (input parameters are
underlined):

#include <explorer pointing.h>

{

The

long choice, target type, target number;
double main results[XP SIZE TARGET RESULT MAIN],
main results rate[XP SIZE TARGET RESULT MAIN],
main results rate rate[XP SIZE TARGET RESULT MAIN];
xp target id target id = {NULL};
long ierr[XP NUM ERR TARGET EXTRA MAIN], status;

status = xp_target extra main (&target id, &choice, &target type,

&target number,

main results, main results rate,

main results rate rate, ierr);

XP_SIZE TARGET EXTRA MAIN and XP_NUM ERR TARGET RESULT MAIN

aredefined in the file explorer pointing.h.

constants
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7.91.3 Input Parameters
The xp_target_extra_main CFI function has the following input parameters:
Table 240: Input parameters of xp_target_extra_main function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
target_id xp_target i|- Structure that contains the - -
d* Target results
choice long * - Flag to select the extra results | - Complete
to be computed.
Even though derivatives could
be requested by user, they will
not be calculated if the target
was computed without
derivatives (a warning is raised
in this case).
target_type long * Flag to select the type of target XP_USER TARGET_T
YPE
XP_LOS TARGET_TY
PE
XP_DEM_TARGET_T
YPE
target_number |long * - Target number >=0

It is possible to use enumeration values rather than integer values for some of the input arguments:

Choice. (See Table 3 ).
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7.91.4 Output Parameters
The output parameters of the xp_target_extra_main CFI function are:
Table 241: Output parameters of xp_target_extra_main
C name C type Array | Description (Reference) Unit Allowed Range
Element (Format)
main_results [0] Target geocentric longitude deg >=0
double[XP_SIZE_TARG (Earth Fixed CS) < 360
ET_RESULT_MAIN] 1 Target geocentric latitude deg >=-90
(Earth Fixed CS) <=+90
[2] Target geodetic latitude deg >=-90
(Earth Fixed CS) <= +90
[3] Target geodetic altitude m -
(Earth Fixed CS)
[4] Satellite to target azimuth deg >=0
(Topocentric CS) < 360
[5] Satellite to target elevation deg >=-90
(Topocentric CS) <=+90
[6] Satellite to target pointing: deg >=0
Azimuth (attitude frame) < 360
[7] Satellite to target pointing: deg >=-90
Elevation (attitude frame) <=+90
[8] Target to satellite pointing: deg >=0
Azimuth (Topocentric) <360
[9] Target to satellite pointing: deg >=-90
Elevation (Topocentric) <=+90
[10] Target to source Satellite Pointing: deg >=0
Azimuth (attitude frame). <360
Note: this value is only meaningful
when target has been computed with
xp_target_sc
[11] Target to source Satellite Pointing: deg >=-90
Elevation (attitude frame) <=90
Note: this value is only meaningful
when target has been computed with
xp_target_sc
[12:XP_SI | (dummy) - -
ZE_TARG
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ET_RESU
LT_MAIN]
main_results_rate [0] Target geocentric longitude rate deg/s -
double[XP_SIZE_TARG (Earth Fixed CS)
ET_RESULT_MAIN] 11 Target geocentric latitude rate deg/s -
(Earth Fixed CS)
[2] Target geodetic latitude rate deg/s -
(Earth Fixed CS)
[3] Target geodetic altitude rate m/s -
(Earth Fixed CS)
[4] Satellite to target azimuth rate deg/s -
(Topocentric CS)
[5] Satellite to target elevation rate deg/s -
(Topocentric CS)
[6] Satellite to target pointing: deg/s -
Azimuth rate (attitude frame)
[ Satellite to target pointing: deg/s -
Elevation rate (attitude frame)
[8] Target to satellite pointing: deg/s -
Azimuth rate (Topocentric)
[9] Target to satellite pointing: deg/s -
Elevation rate (Topocentric)
[10] Target to source Satellite Pointing: deg -
Azimuth rate (attitude frame).
Note: this value is only meaningful
when target has been computed with
xp_target_sc
[11] Target to source Satellite Pointing: deg -
Elevation rate (attitude frame)
Note: this value is only meaningful
when target has been computed with
xp_target_sc
[12:XP_SI | (dummy) - -
ZE_TARG
ET_RESU
LT _MAIN]
main_results_rate rate |[0] Target geocentric longitude rate-rate |deg/s2 -
double[XP_SIZE_TARG (Earth Fixed CS)
ET_ RESULT_MAIN]
1 Target geocentric latitude rate-rate deg/s2 -

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



E—

MmMos

elecnor group

Code: EO-MA-DMS-GS-0005

ierr

long

\\&\ S e S a | Date: 20/04/2018

—

&\\f | Issue: 415

Page: 379

(Earth Fixed CS)

[2] Target geodetic latitude rate-rate deg/s2
(Earth Fixed CS)

[3] Target geodetic altitude rate-rate m/s2 -
(Earth Fixed CS)

[4] Satellite to target azimuth rate-rate deg/s2 -
(Topocentric CS)

[5] Satellite to target elevation rate-rate | deg/s2 -
(Topocentric CS)

[6] Satellite to target pointing: deg/s2 -
Azimuth rate-rate (attitude frame)

[7] Satellite to target pointing: deg/s2 -
Elevation rate-rate (attitude frame)

[8] Target to satellite pointing: deg/s2 -
Azimuth rate-rate (Topocentric)

[9] Target to satellite pointing: deg/s2 -
Elevation rate-rate (Topocentric)

[10] Target to source Satellite Pointing: deg -
Azimuth rate rate (attitude frame).
Note: this value is only meaningful
when target has been computed with
xp_target_sc

[11] Target to source Satellite Pointing: deg -
Elevation rate rate (attitude frame)
Note: this value is only meaningful
when target has been computed with
xp_target_sc

[12:XP_SI | (dummy) - -

ZE_TARG

ET_RESU

LT_MAIN]

- Error vector - -

Note that first derivative parameters (vector results rate) are returned as zeros if derivative flag (deriv) was
set to NO _DER when the target was computed and that
(vector results_rate rate) are returned as zeros if derivative flag (deriv) was set to NO_DER or 1ST _DER.

Note

also

that

when

a refraction mode 1is selected, the
(vector results rate rate) are returned as zeros.

second derivative

second derivative

parameters

parameters
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Next table lists the possible error messages that can be returned by the xp_target_extra_main CFI function
after translating the returned error vector into the equivalent list of error messages by calling the function of
the EO_POINTING software library xp_get _msg (see [GEN_SUM)).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_target_extra_main function by calling the function of the EO_POINTING
software library xp_get code (see [GEN_SUM)]).

Table 242: Error messages of xp_target_extra_main function

Error Error message Cause and impact Error code Error
type No
ERR |No target data available No calculation performed | XP_CFI_TARGET_EXTRA M 0
AIN_NO_DATA ERR
ERR | The target does not exist No calculation performed | XP_CFI_TARGET_EXTRA M 1
AIN_NO_SUCH_USER_TARG
ET_ERR
ERR |The target does not exist No calculation performed | XP_CFI_TARGET_EXTRA_M 2
AIN_NO_SUCH_LOS_TARGE
T_ERR
ERR | The target does not exist No calculation performed | XP_CFI_TARGET_EXTRA_M 3
AIN_NO_SUCH_EARTH_TA
RGET_ERR
ERR |Could not compute the DEM |No calculation performed | XP_CFI_TARGET_EXTRA M 4
target AIN_EARTH_TARGET_COM
PUT_ERR
ERR |Wrong target type No calculation performed | XP_CFI_TARGET_EXTRA M 5
AIN_WRONG_TARGET_TYP
E_ERR
ERR |Invalid time reference in target No calculation performed | XP_CFI_TARGET_EXTRA_M 6
data AIN_INVALID_TIME_REF_E RR
ERR | Error calling to XL_Car_Geo |No calculation performed | XP_CFI_TARGET_EXTRA_M 7
CFI function AIN_CAR_TO_GEO_ERR
ERR |Error getting tranformation No calculation performed | XP_CFI_TARGET_EXTRA M 8
matrix to Topocentric CS AIN_TOPO_ERR
ERR | Error getting direction angles |No calculation performed | XP_CFI_TARGET_EXTRA M 9
AIN_DIR_POINTING_ERR
ERR |Error while changing No calculation performed | XP_CFI_TARGET_EXTRA M 10
coordinate system AIN_CS CHANGE_ERR
WARN | Warning: Derivatives cannot | Calculation performed XP_CFI_TARGET_EXTRA M 11
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be calculated AIN_DERIV_WARN
WARN | Warning calling to Calculation performed, XP_CFI_TARGET_EXTRA M 12
XL _Car_Geo CFl function but derivatives will not be | AIN_AMBIGUOUS_ SINGUL
computed AR_WARN
WARN | DEM files were not found. Calculation performed XP_CFI_TARGET_EXTRA_MAIN |13
Intersection with the ellipsoid _ELLIPSOID_WARN
is returned
WARN | Warnging in XP_DEM_inter |Calculation performed XP_CFI_TARGET_EXTRA_MAIN |14
_DEM_INTER_WARN
WARN | No precise intersection found | Calculation performed XP_CFI_TARGET_EXTRA_MAIN |15
with DEM. Degraded solution _DEM_DEGRADED_SOLUTION_|
returned WARN
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7.92 xp_target_list_extra_main

7.92.1 Overview

The xp_target list_extra_main CFI function provides the same results as xp_target extra main function
but for all the targets computed with xp target list inter function.

This function has been optimized to improve the run-time performance of the target computation of all the
targets and runs in multithreading (Remark: multithreading is not enabled on MacOS platforms, see section
6).

See note on mutithreading in section 7.90.1.1.

7.92.2 Calling Interface

The calling interface of the xp_target_list_extra_main CFI function is the following (input parameters are
underlined):

#include <explorer pointing.h>
{
long choice, target type, target number;
xp target id target id = {NULL};
Xp target extra main results list list;

long ierr[XP_NUM ERR TARGET LIST EXTRA MAIN], status;

status = xp target list extra main (&target id, &choice,

&target type,

&list, ierr);

The XP_NUM ERR TARGET LIST EXTRA MAIN constantis defined in the file explorer_pointing.h.
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7.92.3 Input Parameters
The xp_target list_extra_main CFI function has the following input parameters:
Table 243: Input parameters of xp_target_list_extra_main function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
target_id xp_target_id* |- Structure that contains the - -
Target results
choice long * - Flag to select the extra results | - Complete
to be computed.
Even though derivatives could
be requested by user, they will
not be calculated if the target
was computed without
derivatives (a warning is raised
in this case).
target_type long * Flag to select the type of target XP_USER TARGET_T
YPE
XP_LOS_TARGET_TY
PE
XP_DEM_TARGET_T
YPE

It is possible to use enumeration values rather than integer values for some of the input arguments:

+  Choice. (See Table 3 ).
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The output parameters of the xp_target list_extra_main CFI function are:

Table 244: Output parameters of xp_target_list_extra_main

4.15
384

n_results_list

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
list xp_target_extra_mai|- List of extra results - -

ierr

long -

Error vector

The values corresponding to returned arrays are the same as in the case of xp_target extra_main (see section

7.91.4).

7.92.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_target list_extra_main CFI
function after translating the returned error vector into the equivalent list of error messages by calling the
function of the EO_POINTING software library xp_get_msg (see [GEN_SUM)]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_target list extra_main function by calling the function of the
EO_POINTING software library xp_get_code (see [GEN_SUM]).

Table 245: Error messages of xp_target_list_extra_main function

Error Error message Cause and impact Error code Error
type No
ERR | No target data available No calculation performed | XP_CFI_TARGET_LIST EXTRA |0
M AIN_NO_DATA_ERR
ERR |Invalid time reference in target No calculation performed | XP_CFI_TARGET_LIST_EXTRA_|1
data M AIN_INVALID_TIME_REF_E
RR
ERR | Error calling to XL_Car_Geo |No calculation performed | XP_CFI_TARGET_LIST_EXTRA_|2
CFI function M AIN_CAR_TO_GEO_ERR
ERR |Error getting tranformation No calculation performed | XP_CFI_TARGET_LIST _EXTRA_|3
matrix to Topocentric CS MAIN_TOPO_ERR
ERR | Error getting direction angles |No calculation performed | XP_CFI_TARGET_LIST_EXTRA_|4
M AIN_DIR_POINTING_ERR
ERR | Error while changing No calculation performed | XP_CFI_TARGET_LIST_EXTRA_|5
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coordinate system MAIN_CS CHANGE_ERR
WARN | Warning: Derivatives cannot |Calculation performed XP_CFI_TARGET_LIST EXTRA_|6
be calculated M AIN_DERIV_WARN
WARN | Warning calling to Calculation performed, XP_CFI_TARGET_LIST EXTRA |7
XL _Car_Geo CFI function but derivatives will not be |M AIN_AMBIGUOUS_SINGUL
computed AR_WARN
ERR |Error allocating memory Calculation performed XP_CFI_TARGET_LIST _EXTRA_ |8
MAIN_MEMORY_ERR
ERR | The target does not exist No calculation performed | XP_CFI_TARGET_LIST_EXTRA_|9
M AIN_NO_SUCH_EARTH_TA
RGET_ERR
ERR | Could not compute the DEM |No calculation performed | XP_CFI_TARGET_LIST EXTRA |10
target M AIN_EARTH_TARGET_COM
PUT_ERR
WARN | DEM files were not found. Calculation performed XP_CFI_TARGET_LIST_EXTRA_|11
Intersection with the ellipsoid MAIN_ELLIPSOID_WARN
is returned
WARN |Warning in XP_DEM inter Calculation performed XP_CFI_TARGET_LIST _EXTRA |12
MAIN_DEM_INTER_WARN
ERR |Wrong target type No calculation performed | XP_CFI_TARGET_LIST EXTRA |13
M AIN_WRONG_TARGET_TYP
E_ERR
WARN | No precise intersection found | Calculation performed XP_CFI_TARGET_LIST_EXTRA |14
with DEM. Degraded solution MAIN_DEM_DEGRADED_SOLU
returned TION_WARN
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The xp_target _extra_aux CFI function computes auxiliary parameters for the target in input data structure.

Note on target number with targets computed with xp target list inter or xp_target range:

the target number to be used to get a specific LOS target is an incremental number. That is, if there are N
user targets US1, US2, ... USN and a number of LOS targets for every user target NLOS1, NLOS2, ...,
NLOSN, if we want to get LOS target with index 1 corresponding to user target US3, the target number to

be used is NLOSI+NLOS2+1.
The target number can also be got with the array returned by xp target get id data.

7.93.2 Calling Interface

The calling interface of the xp_target_extra_aux CFI function is the following (input parameters are

underlined):

#include <explorer pointing.h>
{
long choice, target type, target number;
double aux results[XP SIZE TARGET RESULT AUX],
aux results rate[XP SIZE TARGET RESULT AUX],
aux results rate rate[XP SIZE TARGET RESULT AUX];
xp target id target id = {NULL};
long ierr[XP NUM ERR TARGET EXTRA AUX], status;

status = xp target extra aux(&target id, &choice, &target type,

&target number,

aux results, aux results rate,

aux_results rate rate, ierr);

The XP SIZE TARGET RESULT AUX and XP NUM ERR TARGET EXTRA AUX
defined in the file explorer pointing.h.

constants

arc
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7.93.3 Input Parameters
The xp_target_extra_aux CFI function has the following input parameters:

Table 246: Input parameters of xp_target_extra_aux

EO-MA-DMS-GS-0005
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Unit
(Format)

C name C type Array

Element

Description
(Reference)

Allowed Range

Structure that contains the |-
Target results

target_id xp_target_id*

choice long * - Flag to select the extra -

results to be computed.

Even though derivatives
could be requested by user,
they will not be calculated if
the target was computed
without derivatives (a
warning is raised in this
case).

Complete

target_type long * Flag to select the type of

target

XP_USER_TARG
ET_TYPE

XP_LOS_TARGE
T _TYPE

XP_DEM_TARG
ET_TYPE

target_number |long * - Target number

>=(

It is possible to use enumeration values rather than integer values for some of the input arguments:

« Choice. (See Table 3).
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7.93.4 Output Parameters
The output parameters of the xp_target_extra_aux CFI function are:
Table 247: Output parameters of xp_target_extra_aux
C name C type Array Description Unit Allowed
Element (Reference) (Format) Range
aux_results [0] Radius of curvature in the look direction at |m >=0
double[XP_SIZE_TARGE the nadir of the target (Earth fixed CS)
T_RESULT_AUX] [1 Distance from the nadir of the target to the |m >=0
satellite nadir.
(Earth fixed CS)
[2] Minimum distance from the nadir of the tar |m -
get to the ground track (Earth Fixed CS).
It is regarded as positive distance when the
nadir of the target is located on the left hand
side of the ground track.
[3] Distance from the SSP to the point located |m -
on the ground track that is at a minimum
distance from the nadir of the target
(Earth fixed CS)
It is regarded as positive distance when that
point is located on the ground track ahead
the SSP (in the direction of the motion of the
SSP)
[4] Mean Local Solar Time at target. decimal |>=0
hour <24
[5] True Local Solar Time at target. decimal [>=0
hour <24
[6] Right ascension at which the look direction |deg >=0
from the satellite to the target points at tar <360
get point.
(True of Date CS)
[7] Declination at which the look direction from |deg >=-90
the satellite to the target points at target <90
point. (True of Date CS)
[8:XP_SIZ | (dummy) - -
E_TARGE
T_RESUL
T_AUX]
aux_results_rate [0] Radius of curvature-rate in the look direction m/s -
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double[XP_SIZE_TARGE
T_RESULT_AUX]

at the nadir of the target (Earth fixed CS)

(1]

Distance-rate from the nadir of the targetto |m

the satellite nadir.
(Earth fixed CS)

(2]

Distance-rate from the nadir of the target to |m/s

the ground track (Earth fixed CS)

(3]

Distance-rate from the SSP to the point located
on the ground track that is at a minimum dis
tance from the nadir of the target

(Earth fixed CS)

[4:7]

(dummy) -

8]

Northward component of the velocity rela m/s
tive to the Earth of the nadir of the target

(Topocentric CS)

9]

Eastward component of the velocity relative | m/s

to the Earth of the nadir of the target
(Topocentric CS)

[10]

Azimuth of the velocity relative to the Earth
of the nadir of the target.

deg

(Topocentric CS)

>=(0
<360

(1]

Magnitude of the velocity relative to the m/s
Earth of the nadir of the target.

(Topocentric CS)

[12:XP_SI
ZE_TARG
ET_RESU
LT_AUX]

(dummy) -

aux_results_
rate_rate

double[XP_|
SI
ZE_TARG
ET_RESU
LT_AUX]

[0]

Radius of curvature-rate-rate in the look m/s
direction at the nadir of the target (Earth

fixed CS)

(1]

Distance-rate-rate from the nadir of the tar
get to the satellite nadir.

(Earth fixed CS)

(2]

Distance-rate-rate from the nadir of the tar |m/s

get to the ground track (Earth fixed CS)

3]

Distance-rate-rate from the SSP to the point
located on the ground track that is at a minimum
distance from the nadir of the target

(Earth fixed CS)
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ierr

long -

Error vector

7.93.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_target_extra_aux CFI function
after translating the returned error vector into the equivalent list of error messages by calling the function of
the EO_POINTING software library xp_get _msg (see [GEN_SUM)).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_target extra_aux function by calling the function of the EO_POINTING
software library xp_get code (see [GEN_SUM)]).

Table 248: Error messages of xp_target_extra_aux function

Error Error message Cause and impact Error code Error
type No
ERR |No target data available No calculation performed | XP_CFI_TARGET_EXTRA A 0
UX_NO_DATA_ERR
ERR |The target does not exist No calculation performed | XP_CFI_TARGET_EXTRA_A 1
UX NO_SUCH_USER_TARG
ET_ERR
ERR | The target does not exist No calculation performed. | XP_CFI_TARGET_EXTRA_A 2
UX NO_SUCH_LOS TARGE
T ERR
ERR |The target does not exist No calculation performed | XP_CFI_TARGET_EXTRA_A 3
UX_NO_SUCH_EARTH_TAR
GET_ERR
ERR |Could not compute the DEM |No calculation performed | XP_CFI_TARGET_EXTRA_A 4
target UX_EARTH_TARGET_COMP
UT_ERR
ERR |Wrong target type No calculation performed | XP_CFI_TARGET_EXTRA_A 5
UX_WRONG_TARGET_TYPE
_ERR
ERR |Invalid time reference in target No calculation performed | XP_CFI_TARGET_EXTRA_A 6
data UX_INVALID_TIME_REF_ERR
ERR |Error calling to XL_Car_Geo |No calculation performed | XP_CFI_TARGET_EXTRA_A 7
CFI function UX_CAR_TO_GEO_ERR
ERR |Error getting tranformation No calculation performed | XP_CFI_TARGET_EXTRA_AUX |8
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matrix to Topocentric CS. TOPO_ERR
ERR | Error getting direction angles |No calculation performed | XP_CFI_TARGET_EXTRA_A 9
UX_DIR_POINTING_ERR
ERR | Error computing radius of No calculation performed | XP_CFI_TARGET_EXTRA A 10
curvature UX_RADII_CURVATURE_C
ALC_ERR
ERR |Error computing pointing after | No calculation performed | XP_CFI_TARGET_EXTRA_A 11
crossing the Earth UX_POINTING_AFTER_ATM
atmosphere _CALC ERR
ERR |Error computing distance No calculation performed | XP_CFI_TARGET_EXTRA A 12
UX_DISTANCE_CALC_ERR
ERR |Error computing velocity of No calculation performed | XP_CFI_TARGET _EXTRA_A 13
the target's nadir UX_TOP_VEL_CALC_ERR
WARN | Error computing MLST of Calculation performed XP_CFI_TARGET_EXTRA_A 14
TLST UX MLST_OR TLST _CALC_
ERR
WARN | Warning: Path from satellite to| Calculation performed XP_CFI_TARGET_EXTRA A 15
target occulted by the Earth UX _NEGATIVE_ALTITUDE_
WARN
WARN | Warning calling to Calculation performed XP_CFI_TARGET_EXTRA_A 16
XL_Car_Geo CFI function UX_AMBIGUOUS_SINGULA
R_WARN
WARN | Warning: Derivatives cannot |Calculation performed XP_CFI_TARGET_EXTRA A 17
be calculated UX_DERIV_WARN
WARN | DEM files were not found. Calculation performed XP_CFI_TARGET_EXTRA_AUX |18
Intersection with the ellipsoid ELLIPSOID_WARN,
is returned WARN
WARN | Warnging in XP_DEM_inter |Calculation performed XP_CFI_TARGET_EXTRA_AUX_|19
DEM_INTER_WARN
ERR | This function cannot be used |Calculation not performed| XP_CFI_TARGET_EXTRA_AUX_ |20
with a target id computed with SC_ERR
target S/C
WARN | No precise intersection found | Calculation performed XP_CFI_TARGET_EXTRA_AUX_ |21
with DEM. Degraded solution DEM_DEGRADED_SOLUTION_
returned WARN
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7.94.1 Overview
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The xp_target_list extra_aux CFI function provides the same results as xp_target extra aux function but

for all the targets computed with xp_target list inter function.

This function has been optimized to improve the run-time performance of the target computation of all the
targets and runs in multithreading (Remark: multithreading is not enabled on MacOS platforms, see section

6).

See note on mutithreading in section 7.90.1.1.

7.94.2 Calling Interface

The calling interface of the xp_target list_extra_aux CFI function is the following (input parameters are

underlined):

#include <explorer pointing.h>
{
long choice, target type, target number;
xp target id target id = {NULL};
Xp target extra aux results list list;

long ierr[XP_NUM ERR TARGET LIST EXTRA AUX], status;

status = xp target list extra aux (&target id, &choice,

&target type,

&list, ierr);

The XP_NUM ERR TARGET LIST EXTRA AUX constant is defined in the file explorer_pointing.h.
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7.94.3 Input Parameters
The xp_target list_extra_aux CFI function has the following input parameters:
Table 249: Input parameters of xp_target_list_extra_aux function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
target_id xp_target_id* |- Structure that contains the - -
Target results
choice long * - Flag to select the extra results | - Complete
to be computed.
Even though derivatives could
be requested by user, they will
not be calculated if the target
was computed without
derivatives (a warning is raised
in this case).
target_type long * Flag to select the type of target XP_USER TARGET_T
YPE
XP_LOS _TARGET_TY
PE
XP_DEM_TARGET_T
YPE

It is possible to use enumeration values rather than integer values for some of the input arguments:

+  Choice. (See Table 3 ).
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The output parameters of the xp_target_list_extra_aux CFI function are:

Table 250: Output parameters of xp_target_list_extra_aux

394

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
list xp_target_extra_aux|- List of extra results - -
_results_list
ierr long - Error vector - -

The values corresponding to returned arrays are the same as in the case of xp target extra aux (see section

7.93.4).

7.94.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_target_list extra_aux CFI
function after translating the returned error vector into the equivalent list of error messages by calling the
function of the EO_POINTING software library xp_get_msg (see [GEN_SUM)]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_target list_extra_aux function by calling the function of the
EO_POINTING software library xp_get_code (see [GEN_SUM]).

Table 251: Error messages of xp_target_list_extra_aux function

Error Error message Cause and impact Error code Error
type No
ERR | No target data available No calculation performed | XP_CFI_TARGET_LIST EXTRA |0
A UX_NO_DATA_ERR
ERR |The target does not exist No calculation performed | XP_CFI_TARGET_LIST_EXTRA_ |1
AUX_NO_SUCH_EARTH_TAR
GET_ERR
ERR |Could not compute the DEM |No calculation performed | XP_CFI_TARGET_LIST_EXTRA_|2
target A UX_EARTH_TARGET_COMP
UT_ERR
ERR |Wrong target type No calculation performed | XP_CFI_TARGET_LIST_EXTRA |3
A UX_WRONG_TARGET_TYPE
_ERR
ERR |Invalid time reference in target No calculation performed | XP_CFI_TARGET_LIST_EXTRA_|4
data A UX_INVALID_TIME_REF_ER R
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ERR |Error calling to XL_Car_Geo |No calculation performed | XP_CFI_TARGET_LIST_EXTRA |5
CFl function A UX_CAR _TO_GEO_ERR
ERR |Error getting tranformation No calculation performed | XP_CFI_TARGET_LIST EXTRA |6
matrix to Topocentric CS. AUX_ TOPO_ERR
ERR |Error getting direction angles |No calculation performed | XP_CFI_TARGET _LIST EXTRA_|7
A UX_DIR_POINTING_ERR
ERR |Error computing radius of No calculation performed | XP_CFI_TARGET_LIST_EXTRA |8
curvature A UX_RADII_CURVATURE_C
ALC_ERR
ERR |Error computing pointing after | No calculation performed | XP_CFI_TARGET_LIST_EXTRA |9
crossing the Earth A UX POINTING_AFTER_ATM
atmosphere _CALC_ERR
ERR |Error computing distance No calculation performed | XP_CFI_TARGET_LIST_EXTRA_|10
A UX_DISTANCE_CALC_ERR
ERR | Error computing velocity of No calculation performed | XP_CFI_TARGET_LIST EXTRA |11
the target's nadir A UX_TOP_VEL CALC ERR
WARN | Error computing MLST of Calculation performed XP_CFI_TARGET_LIST_EXTRA_|12
TLST AUX_MLST OR _TLST _CALC_
ERR
WARN | Warning: Path from satellite to| Calculation performed XP_CFI_TARGET_LIST_EXTRA_|13
target occulted by the Earth A UX_NEGATIVE_ALTITUDE_
WARN
WARN | Warning calling to Calculation performed XP_CFI_TARGET_LIST_EXTRA |14
XL_Car_Geo CFl function A UX_AMBIGUOUS_SINGULA
R_WARN
WARN |Warning: Derivatives cannot |Calculation performed XP_CFI_TARGET_LIST_EXTRA_ |15
be calculated A UX_DERIV_WARN
WARN | DEM files were not found. Calculation performed XP_CFI_TARGET_LIST_EXTRA |16
Intersection with the ellipsoid AUX_ELLIPSOID_WARN,
is returned WARN
WARN | Warnging in XP_DEM_inter |Calculation performed XP_CFI_TARGET_LIST_EXTRA_|17
AUX_DEM_INTER_WARN
ERR | This function cannot be used |No calculation performed | XP_CFI_TARGET_LIST _EXTRA |18
with a target id computed with AUX_SC _ERR
target S/C
ERR | Memory allocation error No calculation performed | XP_CFI_TARGET_LIST_EXTRA_|19
AUX_MEMORY_ERR
WARN | No precise intersection found | Calculation performed XP_CFI_TARGET_LIST_EXTRA_|20
with DEM. Degraded solution AUX_DEM_DEGRADED_SOLUTI
returned ON_WARN
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7.95 xp_target_extra_ef_target

7.95.1 Overview

The xp_target _extra_ef target CFI function computes the parameter for an Earth fixed target related to the
target in input data structure.

Note on target number with targets computed with xp target list inter or xp_target range:

the target number to be used to get a specific LOS target is an incremental number. That is, if there are N
user targets US1, US2, ... USN and a number of LOS targets for every user target NLOS1, NLOS2, ...,
NLOSN, if we want to get LOS target with index 1 corresponding to user target US3, the target number to
be used is NLOSI+NLOS2+1.

The target number can also be got with the array returned by xp target get id data.

7.95.2 Calling Interface

The calling interface of the xp_target_extra_ef target CFI function is the following (input parameters are
underlined):

#include <explorer pointing.h>

{
long target type, target number, choice;
double freqg;
double ef target results rate[XP SIZE EF TARGET RESULT],
ef target results rate rate[XP SIZE EF TARGET RESULT];
xp target id target id = {NULL};
long ierr[XP_NUM ERR TARGET EXTRA EF TARGET], status;

status = xp target extra ef target(&target id, &choice,

&target type, &target number, &fregq,

ef target results rate,

ef target results rate rate, ierr);

The XP_SIZE TARGET RESULT EF TARGET and XP NUM ERR TARGET EXTRA EF TARGET
constants are defined in the file explorer pointing.h.
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7.95.3 Input Parameters
The xp_target_extra_ef target CFI function has the following input parameters:
Table 252: Input parameters of xp_target_extra_ef_target function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
target_id xp_target_id* |- Structure that contains the - -
Target results
choice long * - Flag to select the extra results |- Allowed values:
to be computed. (0) XP_NO_DER
Even though derivatives could
be requested by user, they will (1) XP_DER_1ST
not be calculated if the target (2) XP_DER_2ND
was computed without
derivatives (a warning is raised
in this case).
target_type long * Flag to select the type of target XP_USER TARGET_T
YPE
XP_LOS_TARGET_TY
PE
XP_DEM_TARGET_T
YPE
target_number |long * - Target number >=0
freq double * - Frequency of the signal Hz >=0

It is possible to use enumeration values rather than integer values for some of the input arguments:

«  Choice. (See Table 3 ).

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



e (s, Code: EO-MA-DMS-GS-0005
— R W
" S | Date: 20/04/2018
deimos \ = e i,
elecnor group :
Page: 398
7.95.4 Output Parameters
The output parameters of the xp_target_extra_ef target CFI function are:
Table 253: Output parameters of xp_target_extra_ef_target
C name C type Array | Description (Reference) Unit Allowed
Element (Format) Range
ef_target_res double [0] 2-way Doppler shift of the signal Hz
ults_rate [XP_SIZE EF T .
ARGET RESULT] (arth Fixed CS)
[1] Earthfixed target to satellite range- m/s
rate. (Earth Fixed CS)
[2] Earthfixed target to satellite azimuth- |deg/s
rate. (Topocentric CS)
[3] Earthfixed target to satellite elevation-| deg/s
rate. (Topocentric CS)
[4] Satellite to earthfixed target azimuth- | deg/s
rate. (Topocentric CS)
[5] Satellite to earthfixed target elevation-| deg/s
rate. (Topocentric CS)
[6] Satellite to earthfixed target azimuth- | deg/s
rate. (Attitude Frame)
[7] Satellite to earthfixed target elevation-| deg/s
rate. (Attitude Frame)
ef _target_re | double [0] (dummy) -
ts:lts_rate_ra [;f; G_ESTI ZPJ\EE—SE[;FL—TT] [1] Earthfixed target to satellite range- m/s2
— rate- rate. (Earth Fixed CS)
[2] Earthfixed target to satellite azimuth- |deg/s2
rate- rate. (Topocentric CS)
[3] Earthfixed target to satellite elevation-| deg/s2
rate-rate. (Topocentric CS)
[4] Satellite to earthfixed target azimuth- | deg/s2
rate- rate. (Topocentric CS)
[5] Satellite to earthfixed target elevation-| deg/s2
rate-rate. (Topocentric CS)
[6] Satellite to earthfixed target azimuth- | deg/s2

rate- rate-rate.
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(Attitude Frame)

(7]

rate-rate.
(Attitude Frame)

Satellite to earthfixed target elevation-

deg/s2

ierr

long -

Error vector

7.95.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_target extra_ef target CFI

function after translating the returned error vector into the equivalent list of error messages by calling the
function of the EO_POINTING software library xp_get_msg (see [GEN_SUM)]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp target extra_ef target function by calling the function of the
EO_POINTING software library xp_get_code (see [GEN_SUM])

Table 254: Error messages of xp_target_extra_ef_target function

Error Error message Cause and impact Error code Error
type No

ERR |No target data available No calculation performed | XP_CFlI TARGET_EXTRA_E 0
F_TARGET_NO_DATA _ERR

ERR |The target does not exist No calculation performed | XP_CFI_TARGET_EXTRA_E 1
F_TARGET_NO_SUCH_USER
_TARGET_ERR

ERR | The target does not exist No calculation performed | XP_CFI_TARGET_EXTRA E 2
F_TARGET_NO_SUCH_LOS
TARGET_ERR

ERR |The target does not exist No calculation performed | XP_CFlI_TARGET_EXTRA_E 3
F_TARGET_NO_SUCH_EAR
TH_TARGET_ERR

ERR | Could not compute the DEM | No calculation performed | XP_CFI_TARGET_EXTRA_E 4

target F_TARGET_EARTH_TARGE

T_COMPUT_ERR

ERR |Wrong target type No calculation performed | XP_CFI_TARGET_EXTRA E 5
F_TARGET_WRONG_TARGE
T_TYPE_ERR

ERR |Wrong input deriv flag No calculation performed | XP_CFI_TARGET_EXTRA E 6
F_TARGET_DERIV_FLAG_ERR

ERR |Error getting target geodetic | No calculation performed | XP_CFI_TARGET_EXTRA E 7

coordinates F TARGET _GEO COORD_E RR
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ERR |Invalid time reference in target No calculation performed | XP_CFI_TARGET_EXTRA_E 8
data F_TARGET_INVALID_TIME_
REF_ERR
ERR |Internal computation error No calculation performed | XP_CFI_TARGET_EXTRA E 9
F_TARGET_RANGE_OR_POI
NTING_CALC_ERR
ERR |Wrong Atmospheric model in |No calculation performed | XP_CFI_TARGET_EXTRA_E 10
target data F_TARGET_MODE_COMBIN
ATION_SWITCHES_ERR
ERR | Error calling to XL_Car_Geo |No calculation performed | XP_CFI_TARGET_EXTRA_E 11
CFI function F_TARGET_CAR_GEO_ERR
WARN | 2nd. Derivatives are not Calculation performed XP_CFI_TARGET_EXTRA E 12
available F_TARGET_DER_2ND_NOT_
AVAIL_WARN
WARN | Warning calling to Calculation performed XP_CFI_TARGET_EXTRA E 13
XL_Car_Geo CFl function F _TARGET _AMBIGUOUS_SI
NGULAR_WARN
WARN | 1ST Derivative not computed |Calculation performed, XP_CFI_TARGET_EXTRA _E 14
for target. Satellite to target | except for azimuth and F _TARGET DERIV_FLAG W
azimuth and elevation rates | elevation rates in SRAR |ARN
(SRAR CS) cannot be coordinate system.
calculated
WARN | DEM files were not found. Calculation performed XP_CFI_TARGET_EXTRA EF E |15
Intersection with the ellipsoid LLIPSOID_WARN
is returned
WARN |Warning in XP_DEM _inter Calculation performed XP_CFI_TARGET_EXTRA_EF_D |16
EM_INTER_WARN
ERR | This function cannot be used |No calculation performed | XP_CFI_TARGET_EXTRA_EF_T |17
with a target id computed with ARGET_SC_ERR
target S/C
WARN | No precise intersection found | Calculation performed XP_CFI_TARGET_EXTRA EF T |18
with DEM. Degraded solution ARGET_DEM_DEGRADED_SOL
returned UTION_WARN
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The xp_target list _extra_ef target CFI function provides the same results as xp_target extra ef target
function but for all the targets computed with xp_target list inter function.

This function has been optimized to improve the run-time performance of the target computation of all the
targets and runs in multithreading (Remark: multithreading is not enabled on MacOS platforms, see section

6).

See note on mutithreading in section 7.90.1.1.

7.96.2 Calling Interface

The calling interface of the xp_target_list_extra_ef target CFI function is the following (input parameters
are underlined):

#include <explorer pointing.h>

{

The

long choice, target type, target number;
double freqg;
xp target id target id = {NULL};

Xxp target extra ef target results list list;

long ierr[XP_NUM ERR TARGET LIST EXTRA EF TARGET], status;

status = xp target list extra ef target (&target id, &choice,

&target type, &freq

&list, ierr);

XP NUM ERR TARGET LIST EXTRA EF TARGET constant is defined in the

explorer_pointing.h.

file
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7.96.3 Input Parameters
The xp_target list_extra_ef target CFI function has the following input parameters:
Table 255: Input parameters of xp_target_list_extra_ef_target function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
target_id xp_target_id* |- Structure that contains the - -
Target results
choice long * - Flag to select the extra results |- Allowed values:
to be computed. (0) XP_NO_DER
Even though derivatives could
be requested by user, they will (1) XP_DER_1ST
not be calculated if the target (2) XP_DER_2ND
was computed without
derivatives (a warning is raised
in this case).
target_type long * - Flag to select the type of target XP_USER TARGET_T
YPE
XP_LOS _TARGET_TY
PE
XP_DEM_TARGET_T
YPE
freq double * - Frequency of the signal Hz >=0

It is possible to use enumeration values rather than integer values for some of the input arguments:

+  Choice. (See Table 3 ).
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7.96.4 Output Parameters

The output parameters of the xp_target list_extra_ef target CFI function are:

Table 256: Output parameters of xp_target_list_extra_ef_target
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
list xp_target_extra_ef t|- List of extra results - -

arget_results_list

ierr

long

Error vector

The values corresponding to returned arrays are the same as in the case of xp target extra ef target (see
section 7.95.4).

7.96.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_target list_extra_ef target CFI
function after translating the returned error vector into the equivalent list of error messages by calling the
function of the EO_POINTING software library xp_get_msg (see [GEN_SUM)]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_target list extra_ ef target function by calling the function of the
EO_POINTING software library xp_get_code (see [GEN_SUM]).

Table 257: Error messages of xp_target_list_extra_ef_target function

Error Error message Cause and impact Error code Error
type No
ERR | No target data available No calculation performed | XP_CFI_TARGET_LIST EXTRA |0
E F_TARGET_NO_DATA_ERR
ERR |Wrong target type No calculation performed | XP_CFI_TARGET_LIST_EXTRA_ |1
E F_TARGET WRONG_TARGE
T TYPE_ERR
ERR |Wrong input deriv flag No calculation performed | XP_CFI_TARGET_LIST_EXTRA_|2
E F_TARGET DERIV_FLAG_E
RR
ERR |Error getting target geodetic |No calculation performed | XP_CFI_TARGET_LIST_EXTRA_|3
coordinates E F_TARGET_GEO_COORD_E
RR
ERR |Invalid time reference in target No calculation performed | XP_CFI_TARGET_LIST_EXTRA_|4
data E F_TARGET_INVALID_TIME__
REF_ERR
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ERR |Internal computation error No calculation performed | XP_CFlI_TARGET_LIST _EXTRA |5
E F_TARGET_RANGE_OR POI
NTING_CALC_ERR
ERR |Wrong Atmospheric model in |No calculation performed | XP_CFI_TARGET_LIST_EXTRA_|6
target data E F_TARGET_MODE_COMBIN
ATION_SWITCHES_ERR
ERR |Error calling to XL_Car_Geo |No calculation performed | XP_CFI_TARGET_LIST_EXTRA_|7
CFI function E F_TARGET_CAR_GEO_ERR
WARN | 2nd. Derivatives are not Calculation performed XP_CFI_TARGET_LIST _EXTRA_ |8
available E F_TARGET_DER_2ND_NOT_
AVAIL_WARN
WARN | Warning calling to Calculation performed XP_CFI_TARGET_LIST _EXTRA_|9
XL_Car_Geo CFI function E F_TARGET_AMBIGUOUS_SI
NGULAR_WARN
WARN | 1ST Derivative not computed |Calculation performed, XP_CFI_TARGET_LIST_EXTRA |10
for target. Satellite to target | except for azimuth and E F_TARGET_DERIV_FLAG_W
azimuth and elevation rates | elevation rates in SRAR |ARN
(SRAR CS) cannot be coordinate system.
calculated
WARN | DEM files were not found. Calculation performed XP_CFI_TARGET_LIST _EXTRA |11
Intersection with the ellipsoid EF_ELLIPSOID_WARN
is returned
WARN |Warning in XP_DEM _inter Calculation performed XP_CFI_TARGET_LIST_EXTRA_|12
EF_DEM_INTER_WARN
ERR | This function cannot be used |No calculation performed | XP_CFI_TARGET_EXTRA EF T |13
with a target id computed with ARGET_SC_ERR
target S/C
ERR | Memory allocation error No calculation performed | XP_CFI_TARGET_LIST_EXTRA_| 14
AUX_MEMORY_ERR
WARN | No precise intersection found | Calculation performed XP_CFI_TARGET_LIST_EXTRA_ |15
with DEM. Degraded solution EF _TARGET DEM_DEGRADED
returned _SOLUTION_WARN
ERR |The target does not exist No calculation performed | XP_CFI_TARGET_LIST_EXTRA |16
EF_TARGET_NO_SUCH_EARTH
_TARGET_ERR
ERR | Could not compute the DEM |No calculation performed | XP_CFI_TARGET_LIST_EXTRA_|17
target EF_TARGET _EARTH_TARGET _
COMPUT_ERR
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7.97 xp_target_extra_target_to_sun

7.97.1 Overview

The xp_target_extra_target to_sun CFI function computes extra parameters related to the pointing from
the target in input data structure to the sun.

Notes:
1) On target number with targets computed with xp_target list_inter or xp_target range:

the target number to be used to get a specific LOS target is an incremental number. That is, if there are N
user targets US1, US2, ... USN and a number of LOS targets for every user target NLOS1, NLOS2, ...,
NLOSN, if we want to get LOS target with index 1 corresponding to user target US3, the target number to
be used is NLOS1+NLOS2+1.

The target number can also be got with the array returned by xp target get id data.

2) A correction can be applied in order to compensate the travel time of light. This correction is not applied
with default model. To activate this correction, the Sun model in xI model id must be initialized with the
enum XL MODEL SUN TRAVEL TIME using the function xI_model init (see [LIB_SUM)]).

7.97.2 Calling Interface

The calling interface of the xp_target extra target to_sun CFI function is the following (input
parameters are underlined):

#include <explorer pointing.h>
{
long target type, target number, choice, iray;
double freqg;
double sun results[XP SIZE SUN RESULT],
sun_results rate[XP SIZE SUN RESULT],
sun_results rate rate[XP SIZE SUN RESULT];
xp target id target id = {NULL};
long ierr[XP_NUM ERR TARGET EXTRA TARGET TO SUN], status;

status = xXp target extra target to sun

(&target id, &choice, &target type,

&target number, &iray, &freq,

sun_results, sun results rate,

sun_results rate rate, ierr);
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XP_NUM_ERR TARGET EXTRA TARGET TO SUN constants are defined in the file

explorer_pointing.h.
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7.97.3 Input Parameters
The xp_target_extra_target to_sun CFI function has the following input parameters:
Table 258: Input parameters of xp_target_extra_target_to_sun function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
target_id xp_target_id* |- Structure that contains the - -
Target results
choice long * - Flag to select the extra results |- Allowed values:
to be computed. (0) XP_NO_DER
Even though derivatives could
be requested by user, they will (1) XP_DER_1ST
not be calculated if the target (2) XP_DER_2ND
was computed without
derivatives (a warning is raised
in this case).
target_type long * Flag to select the type of target XP_USER TARGET_T
YPE
XP_LOS TARGET_TY
PE
XP_DEM_TARGET_T
YPE
target_number |long * - Target number >=0
iray long * - Not used. The atmosphere - -
refraction model can be defined
via atmos_id initialization.
freq double * - Frequency of the signal Hz >=0

It is possible to use enumeration values rather than integer values for some of the input arguments:

+  Choice. (See Table 3 ).

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



\ \\\\\\\\\ Code:  EO-MA-DMS-GS-0005
\ S e S a | Date: 20/04/2018
—
&\\\4 | Issue: 415
Page: 408
7.97.4 Output Parameters
The output parameters of the xp_target_extra_target to_sun CFI function are:
Table 259: Output parameters of xp_target_extra_target_to_sun
C name C type Array Description Unit Allowed
Element (Reference) (Format) Range
sun_results |double [0] Target to Sun (centre) azimuth. deg >=0
[XP_SIZE_SU .
N_RESULT] (Topocentric CS) <360
[1 Target to Sun (centre) elevation. |deg >=-90
(Topocentric CS) <=+90
[2] Tangent altitude over the Earthin |m -
the target to Sun (centre) look
direction. (Earth fixed CS)
[3] Target to Sun visibility flag: - +1, -1
- 1: Sun eclipsed by the
Earth.
+1: Sun in sight.
[4:XP_SIZ | (dummy) - -
E_SUN_R
ESULT]
sun_results |double [0] Target to Sun (centre) azimuth- deg/s -
_rate [XP_SIZE _SU rate. (Topocentric CS)
N_RESULT] [1 Target to Sun (centre) elevation- | deg/s -
rate. (Topocentric CS)
[2:XP_SIZ | (dummy) - -
E_SUN_R
ESULT]
sun_results |double [0] Target to Sun (centre) azimuth- deg/s2 -
_rate_rate [XP_SIZE _SU rate. (Topocentric CS)
N_RESULT] [1 Target to Sun (centre) elevation- | deg/s2 -
rate. (Topocentric CS)
[2:XP_SIZ | (dummy) - -
E_SUN_R
ESULT]
ierr long - Error vector - -
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Next table lists the possible error messages that can be returned by the xp_target extra_target to sun CFI
function after translating the returned error vector into the equivalent list of error messages by calling the
function of the EO_POINTING software library xp_get msg (see [GEN_SUM)).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_target extra target to sun function by calling the function of the
EO _POINTING software library xp_get_code (see [GEN_SUM]) .

Table 260: Error messages of xp_target_extra_target_to_sun function

Error Error message Cause and impact Error code Error
type No
ERR |No target data available No calculation performed | XP_CFI_TARGET_TO_SUN_ 0
NO_DATA ERR
ERR | The target does not exist No calculation performed | XP_CFI_TARGET_TO_SUN_ 1
NO_SUCH_USER_TARGET_
ERR
ERR |The target does not exist No calculation performed | XP_CFI_TARGET_TO_SUN_ 2
NO_SUCH_LOS TARGET_E RR
ERR |The target does not exist No calculation performed | XP_CFI_TARGET_TO_SUN_ 3
NO_SUCH_EARTH_TARGET
_ERR
ERR |Could not compute the DEM |No calculation performed | XP_CFI_TARGET_TO_SUN 4
target EARTH_TARGET_COMPUT _
ERR
ERR |Wrong target type No calculation performed | XP_CFI_TARGET_TO_SUN_ 5
WRONG_TARGET _TYPE_ERR
ERR |Wrong input deriv flag No calculation performed | XP_CFI_TARGET_TO_SUN_ 6
DERIV_FLAG_ERR
ERR | Error getting Sun position No calculation performed | XP_CFI_TARGET TO SUN_S |7
UN_POS_ERR
ERR |Invalid time reference in target No calculation performed | XP_CFI_TARGET_TO_SUN | 8
data. NVALID_TIME_REF_ERR
ERR |Error changing from TOD to |No calculation performed | XP_CFI_TARGET_TO_SUN_ 9
EF. TOD_TO_EF_ERR
ERR |Error getting direction vector |No calculation performed | XP_CFI_TARGET_TO_SUN_ 10
from target to Sun. DIR_VECTOR_ERR
ERR |Error getting geodetic No calculation performed | XP_CFI_TARGET TO SUN_ 11
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coordinates of the target CAR_GEO_ERR
ERR |Internal Computation Error. No calculation performed | XP_CFI_TARGET_TO_SUN_ 12
Target not Found. TARGET_NOT_FOUND_ERR
ERR |Wrong Atmospheric model in | No calculation performed | XP_CFI_TARGET_TO_SUN_ 13
target data. MODE_COMBINATION_SWiI
TCHES_ERR
ERR |Error getting tranformation No calculation performed | XP_CFI_TARGET_TO_SUN_ 14
matrix to Topocentric CS. TOPO_ERR
ERR |Error getting Azimut/Elevation | No calculation performed | XP_CFI_TARGET _TO_SUN 15
DIR_POINTING_ERR
WARN | Input Derivative flag level is | Calculation performed XP_CFI_TARGET_TO_SUN_ 16
too high. Derivative flag set to DERIV_FLAG_WARN
the value used in the main
target function
WARN | Precission not reached while |Calculation performed XP_CFI_TARGET_TO_SUN_ 17
calculating Sun pointing MAX_ALLOWED_ITERATIO
parameters NS_WARN
WARN | DEM files were not found. Calculation performed XP_CFI_TARGET_TO_SUN_ELLI[18
Intersection with the ellipsoid PSOID_WARN
is returned"
WARN |Warning in XP_DEM _inter Calculation performed XP_CFI_TARGET_TO_SUN_DE |19
M_INTER_WARN
WARN | The ray tracing flag (iray) is | Calculation performed. XP_CFI_TARGET_TO_SUN_IRA |20
ignored . Y_ID_WARN
A message informs the
user that this paremeter is
not used. If the variable
iray is equal to
XP_NO_REF_INIT (=0),
the warning is avoided
WARN | No precise intersection found |Calculation performed XP_CFI_TARGET_TO_SUN_DE |21
with DEM. Degraded solution M_DEGRADED_SOLUTION_WA
returned RN
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7.98 xp_target_list_extra_target_to_sun

7.98.1 Overview

The xp_target list extra target to sun CFI  function provides the same results as
Xp_target extra target to sun function but for all the targets computed with xp target list inter function.

This function has been optimized to improve the run-time performance of the target computation of all the
targets and runs in multithreading (Remark: multithreading is not enabled on MacOS platforms, see section
6).

See note on mutithreading in section 7.90.1.1.

Note: a correction can be applied in order to compensate the travel time of Sun light travel time. This
correction is not applied with default model. To activate this correction, the Sun model in xI model id must
be initialized with the enum XL MODEL SUN TRAVEL TIME using the function xI model init (see
[LIB_SUM)).

7.98.2 Calling Interface

The calling interface of the xp_target_list extra to sun CFI function is the following (input parameters
are underlined):

#include <explorer pointing.h>
{
long choice, target type, target number;
double freqg;
long iray;
xp target id target id = {NULL};
Xp target extra sun target results list list;

long ierr[XP NUM ERR TARGET LIST EXTRA TARGET TO SUN], status;

status = xp target list extra target to sun (&target id, &choice,

&target type, &iray, &freg

&list, ierr);

The XP NUM ERR TARGET LIST EXTRA TARGET TO SUN constant is defined in the file
explorer_pointing.h.

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



| —, | \ \\\\\\\\\_ Code:  EO-MA-DMS-GS-0005
- — \ S Date: 20/04/2018
deimos \ = e i,
elecnor group :
Page: 412
7.98.3 Input Parameters
The xp_target list_extra_target to_sun CFI function has the following input parameters:
Table 261: Input parameters of xp_target_list_extra_target_to_sun function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
target_id xp_target_id* |- Structure that contains the - -
Target results
choice long * - Flag to select the extra results |- Allowed values:
to be computed. (0) XP_NO_DER
Even though derivatives could
be requested by user, they will (1) XP_DER_1ST
not be calculated if the target (2) XP_DER_2ND
was computed without
derivatives (a warning is raised
in this case).
target_type long * - Flag to select the type of target XP_USER TARGET_T
YPE
XP_LOS _TARGET_TY
PE
XP_DEM_TARGET_T
YPE
iray long * - Not used. The atmosphere - -
refraction model can be defined
via atmos_id initialization.
freq double * - Frequency of the signal Hz >=0

It is possible to use enumeration values rather than integer values for some of the input arguments:

«  Choice. (See Table 3 ).
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The output parameters of the xp_target list_extra_target to sunCFI function are:

Table 262: Output parameters of xp_target_list_extra_target_to_sun
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target_results_list

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
list xp_target_extra_sun|- List of extra results - -

ierr

long -

Error vector

The values corresponding to returned arrays are the same as in the case of xp target extra target to sun

(see sect

7.98.5 Warnings and Errors

ion 7.97.4).

Next table lists the possible error messages that can be returned by the xp_target list extra target to sun
CFI function after translating the returned error vector into the equivalent list of error messages by calling
the function of the EO_POINTING software library xp_get msg (see [GEN_SUM]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_target list_extra_target to_sun function by calling the function of the
EO_POINTING software library xp_get_code (see [GEN_SUM]).

Table 263: Error messages of xp_target_list_extra_target_to_sun function

Error Error message Cause and impact Error code Error
type No

ERR | No target data available No calculation performed | XP_CFI_TARGET_LIST TO_SU |0
N_NO_DATA ERR

ERR |The target does not exist No calculation performed | XP_CFI_TARGET_LIST _TO_SU 1
N_NO_SUCH_EARTH_TARGET
_ERR

ERR |Could not compute the DEM |No calculation performed | XP_CFI_TARGET _LIST TO _SU |2

target N_EARTH_TARGET _COMPUT _

ERR

ERR |Wrong target type No calculation performed | XP_CFlI_TARGET _LIST TO SU |3
N_WRONG TARGET TYPE_ER
R

ERR |Wrong input deriv flag No calculation performed | XP_CFI_TARGET_LIST TO_SU |4
N_DERIV_FLAG _ERR
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ERR |Error getting Sun position No calculation performed | XP_CFlI_TARGET _LIST TO _SU |5
N_S UN_POS _ERR
ERR |Invalid time reference in target No calculation performed | XP_CFI_TARGET _LIST TO_SU |6
data. N_I NVALID_TIME_REF_ERR
ERR |Error changing from TOD to |No calculation performed | XP_CFI_TARGET _LIST TO_SU |7
EF. N_TOD_TO_EF_ERR
ERR | Error getting direction vector |No calculation performed | XP_CFI_TARGET_LIST _TO_SU |8
from target to Sun. N_DIR_VECTOR_ERR
ERR |Error getting geodetic No calculation performed | XP_CFI_TARGET_LIST TO_SU |9
coordinates of the target N_CAR_GEO ERR
ERR |Internal Computation Error. No calculation performed | XP_CFI_TARGET_LIST TO_SU |10
Target not Found. N_TARGET_NOT_FOUND_ERR
ERR |Wrong Atmospheric model in |No calculation performed | XP_CFI_TARGET_LIST_TO_SU |11
target data. N_MODE_COMBINATION_SWI
TCHES_ERR
ERR |Error getting tranformation No calculation performed | XP_CFI_TARGET LIST TO SU |12
matrix to Topocentric CS. N_TOPO_ERR
ERR | Error getting Azimut/Elevation | No calculation performed | XP_CFI_TARGET_LIST _TO_SU |13
N_ DIR_POINTING_ERR
WARN | Input Derivative flag level is | Calculation performed XP_CFI_TARGET_LIST TO_SU |14
too high. Derivative flag set to N_DERIV_FLAG_WARN
the value used in the main
target function
WARN | Precission not reached while |Calculation performed XP_CFI_TARGET_LIST _TO_SU |15
calculating Sun pointing N_MAX ALLOWED ITERATIO
parameters NS _WARN
WARN | DEM files were not found. Calculation performed XP_CFI_TARGET_LIST TO_SU |16
Intersection with the ellipsoid N_ELLIPSOID_WARN
is returned"
WARN |Warning in XP_DEM _inter Calculation performed XP_CFI_TARGET_LIST_TO_SU |17
N_DEM_INTER_WARN
WARN | The ray tracing flag (iray) is | Calculation performed. XP_CFI_TARGET_LIST_TO_SU |18
ignored . N_IRAY_ID_WARN
A message informs the
user that this paremeter is
not used. If the variable
iray is equal to
XP_NO_REF_INIT (=0),
the warning is avoided
ERR |Error allocating memory No calculation performed | XP_CFI_TARGET_LIST LIST T |19
O_SUN_MEMORY_ERR
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WARN | No precise intersection found | Calculation performed XP_CFI_TARGET_LIST _TO_SU |20

with DEM. Degraded solution
returned

N_DEM_DEGRADED_SOLUTIO
N_WARN
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7.99 xp_target_extra_target_to_moon

7.99.1 Overview

The xp_target _extra target to_ moon CFI function computes extra parameters related to the pointing
from the target in input data structure to the moon.

Note on target number with targets computed with xp target list inter or xp_target range:

the target number to be used to get a specific LOS target is an incremental number. That is, if there are N
user targets US1, US2, ... USN and a number of LOS targets for every user target NLOS1, NLOS2, ...,
NLOSN, if we want to get LOS target with index 1 corresponding to user target US3, the target number to
be used is NLOSI+NLOS2+1.

The target number can also be got with the array returned by xp target get id data.

7.99.2 Calling Interface

The calling interface of the xp_target extra_target_to_moon CFI function is the following (input
parameters are underlined):

#include <explorer pointing.h>
{
long target type, target number, choice, iray;
double freqg;
double moon results[XP_SIZE moon RESULT],
moon results rate[XP SIZE MOON RESULT],
moon results rate rate[XP SIZE MOON RESULT];
xp target id target id = {NULL};
long ierr[XP_NUM ERR TARGET EXTRA TARGET TO MOON], status;

status = xp target extra target to moon

(&target id, &choice, &target type,

&target number, &iray, &freq,

moon_ results, moon results rate,

moon results rate rate, ierr);

The XP SIZE TARGET RESULT TARGET TO MOON and
XP_NUM ERR TARGET EXTRA TARGET TO MOON constants are defined in the file
explorer_pointing.h.
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7.99.3 Input Parameters
The xp_target _extra_target to_moon CFI function has the following input parameters:
Table 264: Input parameters of xp_target_extra_target_to_moon function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
target_id xp_target_id* |- Structure that contains the - -
Target results
choice long * - Flag to select the extra results |- Allowed values:
to be computed. (0) XP_NO_DER
Even though derivatives could
be requested by user, they will (1) XP_DER_1ST
not be calculated if the target (2) XP_DER_2ND
was computed without
derivatives (a warning is raised
in this case).
target_type long * Flag to select the type of target XP_USER TARGET_T
YPE
XP_LOS TARGET_TY
PE
XP_DEM_TARGET_T
YPE
target_number |long * - Target number >=0
iray long * - Not used. The atmosphere - -
refraction model can be defined
via atmos_id initialization.
freq double * - Frequency of the signal Hz >=0

It is possible to use enumeration values rather than integer values for some of the input arguments:

+  Choice. (See Table 3 ).
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7.99.4 Output Parameters
The output parameters of the xp_target_extra_target _to_moon CFI function are:
Table 265: Output parameters of xp_target_extra_target_to_moon
C name C type Array Description Unit Allowed
Element (Reference) (Format) Range
moon_resul ts|double [0] Target to Moon (centre) azimuth. |deg >=0
[XP_SIZE_M .
OON_RESUL T] (Topocentric CS) <360
[1 Target to Moon (centre) el. deg >=-90
(Topocentric CS) <=+90
[2] Tangent altitude over theEarthin  |m -
the target to Moon (centre) look
direction. (Earth fixed CS)
[3] Target to Moon visibility flag: - +1, -1
- 1: Moon eclipsed by the
Earth.
+1: Moon in sight.
[4:XP_SIZ | (dummy) - -
E_MOON
_RESULT]
moon_resul |double [0] Target to Moon (centre) azimuth- |deg/s -
ts_rate [XP_SIZE M rate. (Topocentric CS)
OON_RESULT] [1 Target to Moon (centre) eleva tion- | deg/s -
rate. (Topocentric CS)
[2:XP_SIZ | (dummy) - -
E_MOON
_RESULT]
moon_resul |double [0] Target to Moon (centre) azimuth- | deg/s2 -
ts_rate rate |[XP_SIZE M rate. (Topocentric CS)
OON_RESULT] [1 Target to Moon (centre) eleva tion- | deg/s2 -
rate. (Topocentric CS)
[2:XP_SIZ | (dummy) - -
E_MOON
_RESULT]
ierr long - Error vector - -
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Next table lists the possible error messages that can be returned by the xp_target extra_target to_moon
CFI function after translating the returned error vector into the equivalent list of error messages by calling
the function of the EO_POINTING software library xp_get msg (see [GEN_ SUM]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_target extra target to_moon function by calling the function of the
EO_POINTING software library xp_get code (see [GEN_SUM]).

Table 266: Error messages of xp_target_extra_target_to_moon function

Error Error message Cause and impact Error code Error
type No
ERR |No target data available No calculation performed | XP_CFI_TARGET_TO_MOON 0
_NO_DATA ERR
ERR | The target does not exist No calculation performed | XP_CFI_TARGET_TO_MOON 1
_NO_SUCH_USER_TARGET _
ERR
ERR | The target does not exist No calculation performed | XP_CFI_TARGET_TO_MOON 2
_NO_SUCH_LOS_TARGET_E
RR
ERR |The target does not exist No calculation performed | XP_CFI_TARGET_TO_MOON 3
_NO_SUCH_EARTH_TARGE
T_ERR
ERR | Could not compute the DEM |No calculation performed | XP_CFI_TARGET_TO_MOON 4
target _EARTH_TARGET_COMPUT
_ERR
ERR |Wrong target type No calculation performed | XP_CFI_TARGET_TO_MOON 5
_WRONG_TARGET_TYPE_E RR
ERR |Wrong input deriv flag No calculation performed | XP_CFI_TARGET_TO_MOON 6
_DERIV_FLAG_ERR
ERR |Error getting Moon position No calculation performed | XP_CFI_TARGET_TO_MOON 7
_MOON_POS_ERR
ERR |Invalid time reference in target No calculation performed | XP_CFI_TARGET_TO_MOON 8
data. _INVALID_TIME_REF_ERR
ERR |Error changing from TOD to |No calculation performed | XP_CFI_TARGET_TO_MOON 9
EF. _TOD_TO_EF ERR
ERR | Error getting direction vector |No calculation performed | XP_CFI_TARGET_TO_MOON 10
from target to Moon. _DIR_VECTOR_ERR
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ERR | Error getting geodetic No calculation performed | XP_CFI_TARGET _TO_ MOON 11
coordinates of the target _CAR_GEO_ERR
ERR |Internal Computation Error. No calculation performed | XP_CFI_TARGET_TO_MOON 12
Target not Found. _TARGET_NOT_FOUND_ERR
ERR |Wrong Atmospheric model in | No calculation performed | XP_CFI_TARGET_TO_MOON 13
target data. _MODE_COMBINATION_SW
ITCHES_ERR
ERR |Error getting tranformation No calculation performed | XP_CFI_TARGET_TO_MOON 14
matrix to Topocentric CS. _TOPO_ERR
ERR |Error getting Azimut/Elevation | No calculation performed | XP_CFI_TARGET_TO_MOON 15
_DIR_POINTING_ERR
WARN | Input Derivative flag level is | Calculation performed XP_CFI_TARGET_TO_MOON 16
too high. Derivative flag set to _DERIV_FLAG_WARN
the value used in the main
target function
WARN | Precission not reached while |Calculation performed XP_CFI_TARGET_TO_MOON 17
calculating Moon pointing _MAX_ALLOWED _ITERATI
parameters ONS_WARN
WARN | DEM files were not found. Calculation performed XP_CFI_TARGET_TO_MOON_E |18
Intersection with the ellipsoid LLIPSOID_WARN
is returned
WARN |Warning in XP_DEM _inter Calculation performed XP_CFI_TARGET_TO_MOON_D |19
EM_INTER_WARN
WARN | The ray tracing flag (iray) is | Calculation performed XP_CFI_TARGET_TO_MOON_IR|20
ignored . AY_ID_WARN
A message informs the
user that this paremeter is
not used. If the variable
iray is equal to
XP_NO_REF_INIT (=0),
the warning is avoided
WARN | No precise intersection found | Calculation performed XP_CFI_TARGET_TO_MOON_D |21
with DEM. Degraded solution EM_DEGRADED SOLUTION W
returned ARN
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7.100 xp_target_list_extra_target_to_moon

7.100.1 Overview

The xp_target list extra target to moon CFI function provides the same results as
Xp_target extra target to moon function but for all the targets computed with xp target list inter
function.

This function has been optimized to improve the run-time performance of the target computation of all the
targets and runs in multithreading (Remark: multithreading is not enabled on MacOS platforms, see section
6).

See note on mutithreading in section 7.90.1.1.

7.100.2 Calling Interface

The calling interface of the xp_target_list_extra_to_moon CFI function is the following (input parameters
are underlined):

#include <explorer pointing.h>
{
long choice, target type, target number;
double freqg;
long iray;
xp target id target id = {NULL};
xp target extra moon target results list list;

long ierr[XP NUM ERR TARGET LIST EXTRA TARGET TO MOON], status;

status = xp target list extra target to moon (&target id, &choice,

&target type, &iray, &freg

&list, ierr);

The XP NUM ERR TARGET LIST EXTRA TARGET TO MOON constant is defined in the file
explorer_pointing.h.
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The xp_target list_extra_target _to_moon CFI function has the following input parameters:

Table 267: Input parameters of xp_target_list_extra_target_to_moon function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
target_id xp_target_id* |- Structure that contains the - -
Target results
choice long * - Flag to select the extra results |- Allowed values:
to be computed. (0) XP_NO_DER
Even though derivatives could
be requested by user, they will (1) XP_DER_1ST
not be calculated if the target (2) XP_DER_2ND
was computed without
derivatives (a warning is raised
in this case).
target_type long * - Flag to select the type of target XP_USER TARGET_T
YPE
XP_LOS_TARGET_TY
PE
XP_DEM_TARGET_T
YPE
iray long * - Not used. The atmosphere - -
refraction model can be defined
via atmos_id initialization.
freq double * - Frequency of the signal Hz >=0

It is possible to use enumeration values rather than integer values for some of the input arguments:

«  Choice. (See Table 3 ).
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7.100.4 Output Parameters

The output parameters of the xp_target_list_extra_target to_moon CFI function are:

Table 268: Output parameters of xp_target_list_extra_target_to_moon

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
list xp_target_extra_mo |- List of extra results - -

on_target results_lis
t

ierr long - Error vector - -

The values corresponding to returned arrays are the same as in the case of xp_target extra target to _moon
(see section 7.99.4).

7.100.5 Warnings and Errors

Next table lists the possible error messages that can be returned by  the
xp_target_list_extra_target to_moon CFI function after translating the returned error vector into the
equivalent list of error messages by calling the function of the EO POINTING software library
xp_get_msg (see [GEN_SUM]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_target list_extra_target to_moon function by calling the function of the
EO_POINTING software library xp_get_code (see [GEN_SUM]).

Table 269: Error messages of xp_target_list_extra_target_to_moon function

Error Error message Cause and impact Error code Error
type No
ERR | No target data available No calculation performed | XP_CFI_TARGET_LIST TO_MO |0

ON _NO_DATA_ERR

—_

ERR |The target does not exist No calculation performed | XP_CFI_TARGET_LIST TO_MO
ON _NO_SUCH_EARTH_TARGE

T_ERR

ERR |Could not compute the DEM |No calculation performed | XP_CFI_TARGET_LIST TO_MO |2

target ON _EARTH_TARGET_COMPUT

_ERR

ERR |Wrong target type No calculation performed | XP_CFI_TARGET_LIST TO_MO |3
ON _WRONG_TARGET_TYPE_E
RR

ERR |Wrong input deriv flag No calculation performed | XP_CFI_TARGET_LIST TO_MO |4
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ON _DERIV_FLAG_ERR
ERR | Error getting Moon position | No calculation performed | XP_CFI_TARGET_LIST_TO_MO |5
ON _MOON_POS_ERR
ERR |Invalid time reference in target No calculation performed | XP_CFI_TARGET_LIST_TO_MO |6
data. ON _INVALID_TIME_REF_ERR
ERR |Error changing from TOD to |No calculation performed | XP_CFI_TARGET_LIST _TO_MO |7
EF. ON _TOD TO EF ERR
ERR | Error getting direction vector |No calculation performed | XP_CFI_TARGET_LIST _TO_MO |8
from target to Moon. ON DIR_VECTOR_ERR
ERR | Error getting geodetic No calculation performed | XP_CFI_TARGET_LIST TO_MO |9
coordinates of the target ON CAR_GEO_ERR
ERR |Internal Computation Error. No calculation performed | XP_CFI_TARGET_LIST _TO_MO |10
Target not Found. ON TARGET_NOT_FOUND_ER
R
ERR |Wrong Atmospheric model in |No calculation performed | XP_CFI_TARGET_LIST TO_MO |11
target data. ON _MODE_COMBINATION_SW
ITCHES_ERR
ERR |Error getting tranformation No calculation performed | XP_CFI_TARGET_LIST TO_MO |12
matrix to Topocentric CS. ON _TOPO_ERR
ERR | Error getting Azimut/Elevation | No calculation performed | XP_CFI_TARGET_LIST _TO_MO |13
ON _DIR_POINTING_ERR
WARN | Input Derivative flag level is | Calculation performed XP_CFI_TARGET_LIST TO_MO |14
too high. Derivative flag set to ON DERIV_FLAG_WARN
the value used in the main
target function
WARN | Precission not reached while |Calculation performed XP_CFI_TARGET_LIST_TO_MO |15
calculating Moon pointing ON _MAX_ALLOWED_ITERATI
parameters ONS_WARN
WARN | DEM files were not found. Calculation performed XP_CFI_TARGET_LIST TO_MO |16
Intersection with the ellipsoid ON_ELLIPSOID_WARN
is returned
WARN |Warning in XP_DEM _inter Calculation performed XP_CFI_TARGET_LIST_TO_MO |17
ON_DEM_INTER_WARN
WARN | The ray tracing flag (iray) is | Calculation performed XP_CFI_TARGET_LIST TO_MO |18
ignored . ON_IRAY_ID_WARN
A message informs the
user that this paremeter is
not used. If the variable
iray is equal to
XP_NO_REF_INIT (=0),
the warning is avoided
ERR | Error allocating memory No calculation performed | XP_CFI_TARGET_LIST_TO_MO |19
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ON_MEMORY_ERR
WARN | No precise intersection found | Calculation performed XP_CFI_TARGET_LIST TO_MO |20

with DEM. Degraded solution
returned

ON_DEM_DEGRADED_SOLUTI
ON_WARN
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7.101 xp_target_extra_specular_reflection

7.101.1 Overview

The xp_target_extra_specular_reflection CFI function calculates the direction of the specular reflection
associated to a given target.

Note on target number with targets computed with xp target list inter or xp_target range:

the target number to be used to get a specific LOS target is an incremental number. That is, if there are N
user targets US1, US2, ... USN and a number of LOS targets for every user target NLOS1, NLOS2, ...,
NLOSN, if we want to get LOS target with index 1 corresponding to user target US3, the target number to
be used is NLOSI+NLOS2+1.

The target number can also be got with the array returned by xp target get id data.

7.101.2 Calling Interface

The calling interface of the xp_target extra_specular_reflection CFI function is the following (input
parameters are underlined):

#include <explorer pointing.h>
{
long target type, target number, choice, iray;
double freqg;
double spec reflec results[XP SIZE TARGET RESULT SPEC REFL],
spec _reflec results rate[XP SIZE TARGET RESULT SPEC REFL],
spec_reflec results rate rate[XP SIZE TARGET RESULT SPEC REFL];
xp target id target id = {NULL};
long ierr[XP_NUM ERR TARGET EXTRA SPEC REFL], status;

status = xp target extra specular reflection

(&target id, &choice, &target type,

&target number,

&deflection north, &deflection east,

spec_reflec results,
spec_reflec results rate,

spec_reflec results rate rate, ierr);

The XP SIZE TARGET RESULT SPEC REFL and XP_NUM ERR TARGET EXTRA SPEC REFL
constants are defined in the file explorer pointing.h.
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The xp_target_extra_specular_reflection CFI function has the following input parameters:

Table 270: Input parameters of xp_target_extra_specular_reflection function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
target_id xp_target_id* |- Structure that contains the - -
Target results
choice long * - Flag to select the extra results |- Allowed values:
to be computed. (0) XP_NO_DER
Even though derivatives could
be requested by user, they will (1) XP_DER_1ST
not be calculated if the target (2) XP_DER_2ND
was computed without
derivatives (a warning is raised
in this case).
target_type long * Flag to select the type of target XP_USER TARGET_T
YPE
XP_LOS TARGET_TY
PE
XP_DEM_TARGET_T
YPE
target_number |long * - Target number >=0
deflection_nort |double * - North-South component of the |deg >=-90
h vertical deflection _
<=90
deflection_east |double * - East-West component of the  |deg >=-90
vertical deflection <=90

It is possible to use enumeration values rather than integer values for some of the input arguments:

«  Choice. (See Table 3).
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7.101.4 Output Parameters
The output parameters of the xp_target_extra_specular_reflection CFI function are:
Table 271: Output parameters of xp_target_extra_specular_reflection
C name C type Array Description Unit Allowed
Element (Reference) (Format) Range
spec_reflec |double [0] X coordinate of reflected pointing |m -
_results [XP_SIZE _TA direction. (EF CS)
ESSEL-IJ-ET sp [1 Y coordinate of reflected pointing |m -
EC REF[] direction. (EF CS)
- [2] Z coordinate of reflected pointing |m -
direction. (EF CS)
[3] Azimuth of the reflected pointing |deg [0, 360)
direction. (Topocentric CS)
[4] Elevation of the reflected pointing |deg [-90, 90]
direction. (Topocentric CS)
[5] Right ascension at which the deg [0, 360)
reflected pointing direction points
at target point. (True of Date CS)
[6] Declination at which the reflected |deg [-90, 90]
pointing direction points at target
point. (True of Date CS)
spec_reflec |double [0] X velocity of reflected pointing m/s -
_results_rat e |[XP_SIZE_TA direction. (EF CS)
ESSEJET Sp [1 Y velocity of reflected pointing m/s -
EC REF[] direction. (EF CS)
B [2] Z velocity of reflected pointing m/s -
direction. (EF CS)
[3] Azimuth rate of the reflected deg/s -
pointing direction
(Topocentric CS)
[4] Elevation rate of the reflected deg/s L
pointing direction
(Topocentric CS)
[5] Right ascension rate at which the |deg/s -
reflected pointing direction points
at target point.
(True of Date CS)
[6] Declination rate at which the deg/s -
reflected pointing direction points
at target point.

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



\

— \ \\\\\\\. Code:  EO-MA-DMS-GS-0005

d o rﬁbﬁg QX e S a 1?::2 20/04/2018

elecnor group 415
Page: 429

//

(True of Date CS)

spec_reflec |double [0] X acceleration of reflected point ing| m/s2 -
_results_rat |[XP_SIZE_TA direction. (EF CS)
e _rate RGET _ 1]
RESULT_SP

EC_REFL]

Y acceleration of reflected point ing| m/s2
direction. (EF CS)

[2] Z acceleration of reflected point ing| m/s2 -
direction. (EF CS)

[3] Azimuth rate rate of the reflected |deg/s2 -
pointing direction

(Topocentric CS)

[4] Elevation rate rate of the reflected |deg/s2
pointing direction

(Topocentric CS)

[5] Right ascension rate rate at which |deg/s2 -
the reflected pointing direction
points at target point.

(True of Date CS)

[6] Declination rate rate at which the |deg/s2 -
reflected pointing direction points
at target point.

(True of Date CS)

ierr long - Error vector - -

7.101.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the
xp_target_extra_specular_reflectionCFI function after translating the returned error vector into the
equivalent list of error messages by calling the function of the EO POINTING software library
xp_get_msg (see [GEN_SUM)).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_target extra_specular_reflection function by calling the function of the
EO _POINTING software library xp_get_code (see [GEN_SUM])).

Table 272: Error messages of xp_target_extra_specular_reflection function

Error Error message Cause and impact Error code Error
type No
ERR |No target data available No calculation performed | XP_CFI_TARGET_EXTRA S 0
PECULAR_REFLECT_NO_D
ATA_ERR
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ERR |Input deflection angle is out of| No calculation performed | XP_CFI_TARGET_EXTRA_S 1
range PECULAR_REFLECT_WRON
G_DEF_ANGLE_ERR
ERR | The target does not exist No calculation performed | XP_CFI_TARGET_EXTRA S 2
PECULAR_REFLECT_NO_SU
CH_USER_TARGET_ERR
ERR |The target does not exist No calculation performed | XP_CFI_TARGET_EXTRA_S 3
PECULAR_REFLECT_NO_SU
CH_LOS_TARGET_ERR
ERR |Could not compute the DEM |No calculation performed | XP_CFI_TARGET_EXTRA_ S 4
target PECULAR_REFLECT_EART
H_TARGET_COMPUT_ERR
ERR |The target does not exist No calculation performed | XP_CFlI_TARGET_EXTRA_S 5
PECULAR_REFLECT_NO_SU
CH_EARTH_TARGET_ERR
ERR |Wrong target type No calculation performed | XP_CFI_TARGET_EXTRA S 6
PECULAR_REFLECT_WRON
G_TARGET_TYPE_ERR
ERR | Error getting geodetic No calculation performed | XP_CFI_TARGET_EXTRA S 7
coordinates of the target PECULAR_REFLECT CAR_T
O_GEO_ERR
ERR |Error getting tranformation No calculation performed | XP_CFI_TARGET_EXTRA S 8
matrix to Topocentric CS PECULAR_REFLECT_TOPO _
CS_ERR
ERR | Error getting direction angles |No calculation performed | XP_CFI_TARGET_EXTRA_S 9
PECULAR_REFLECT_DIR_P
OINTING_ERR
ERR |Error while changing No calculation performed | XP_CFI_TARGET_EXTRA S 10
coordinate system PECULAR_REFLECT_CHAN
GE_CS_ERR
WARN | Input Derivative flag level is | Calculation performed XP_CFI_TARGET_EXTRA_S 11
too high. Derivative flag set to PECULAR_REFLECT_DERIV
the value used in the main _WARN
target function
WARN | DEM files were not found. Calculation performed XP_CFI_TARGET_EXTRA _SPEC|12
Intersection with the ellipsoid ULAR_REFLECT_WARN
is returned
WARN |Warning in XP_DEM _inter Calculation performed XP_CFI_TARGET_EXTRA_SPEC|13
ULAR_REFLECT_DEM_INTER_
WARN
ERR | This function cannot be used |No calculation performed | XP_CFI_TARGET_EXTRA_SPEC|14
with a target id computed with ULAR REFLECT _SC ERR
target S/C
WARN | No precise intersection found | Calculation performed XP_CFI_TARGET_EXTRA_SPEC| 15
with DEM. Degraded solution ULAR_REFLECT_DEM_DEGRA
returned DED_SOLUTION_WARN
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7.102 xp_target_list_extra_specular_reflection

7.102.1 Overview

The xp_target list extra_specular _reflection CFI function provides the same results as
xp_target extra specular reflection function but for all the targets computed with xp target list inter
function.

This function has been optimized to improve the run-time performance of the target computation of all the
targets and runs in multithreading (Remark: multithreading is not enabled on MacOS platforms, see section
6).

See note on mutithreading in section 7.90.1.1.

7.102.2 Calling Interface

The calling interface of the xp_target_list_extra_specular_reflection CFI function is the following (input
parameters are underlined):

#include <explorer pointing.h>
{
long choice, target type, target number;
double deflection north, deflection east;
long iray;
xp target id target id = {NULL};
xp target extra spec reflec target results list list;

long ierr[XP NUM ERR TARGET LIST EXTRA SPEC REFL], status;

status = xp target list extra specular reflection (&target id,
&choice, &target type,

&deflection north,

&deflection east,

&list, ierr);

The XP NUM ERR TARGET LIST EXTRA SPEC REFL  constant is defined in the file
explorer_pointing.h.
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The xp_target list_extra_specular_reflection CFI function has the following input parameters:

Table 273: Input parameters of xp_target_list_extra_specular_reflection function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
target_id xp_target_id*|- Structure that contains the - -
Target results
choice long * - Flag to select the extra results |- Allowed values:
to be computed. (0) XP_NO_DER
Even though derivatives could
be requested by user, they will (1) XP_DER_1ST
not be calculated if the target (2) XP_DER_2ND
was computed without
derivatives (a warning is raised
in this case).
target_type long * - Flag to select the type of target XP_USER TARGET_T
YPE
XP_LOS TARGET_TY
PE
XP_DEM_TARGET_T
YPE
deflection_north |double * - North-South component of the |deg >=-90
vertical deflection _
<=90
deflection_east |double * - East-West component of the deg >=-90
vertical deflection <=90

It is possible to use enumeration values rather than integer values for some of the input arguments:

«  Choice. (See Table 3 ).
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7.102.4 Output Parameters
The output parameters of the xp_target list_extra_specular_reflection CFI function are:
Table 274: Output parameters of xp_target_list_extra_specular_reflection
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
list xp_target_extra_spe|- List of extra results - -
c_reflec_target_resu
Its_list
ierr long - Error vector - -

The wvalues corresponding to returned arrays are the same as in the case of
xp_target extra specular_reflection (see section 7.101.4).

7.102.5 Warnings and Errors

Next table lists the possible error messages that can be returned by  the
xp_target_list_extra_specular_reflection CFI function after translating the returned error vector into the
equivalent list of error messages by calling the function of the EO POINTING software library
xp_get_msg (see [GEN_SUM]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_target list_extra_specular_reflection function by calling the function of
the EO_POINTING software library xp_get code (see [GEN_SUM]).

Table 275: Error messages of xp_target_list_extra_specular_reflection function

Error Error message Cause and impact Error code Error
type No
ERR | No target data available No calculation performed | XP_CFI_TARGET_LIST EXTRA |0
S PECULAR_REFLECT_NO_D
ATA_ERR
ERR |Input deflection angle is out of| No calculation performed | XP_CFI_TARGET_LIST_EXTRA_|1
range S PECULAR_REFLECT_WRON

G_DEF_ANGLE_ERR
ERR |Could not compute the DEM |No calculation performed | XP_CFI_TARGET_LIST EXTRA_ |2

target S PECULAR_REFLECT_EART
H_TARGET_COMPUT_ERR
ERR |Wrong target type No calculation performed | XP_CFI_TARGET_LIST EXTRA |3

S PECULAR_REFLECT_WRON
G_TARGET_TYPE_ERR
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ERR |The target does not exist No calculation performed | XP_CFI_TARGET_LIST_EXTRA |4
S PECULAR_REFLECT_NO_SU
CH_EARTH_TARGET_ERR
ERR | Error getting geodetic No calculation performed | XP_CFI_TARGET_LIST EXTRA |5
coordinates of the target S PECULAR _REFLECT _CAR T
O_GEO_ERR
ERR |Error getting tranformation No calculation performed | XP_CFI_TARGET_LIST_EXTRA |6
matrix to Topocentric CS S PECULAR_REFLECT _TOPO_
CS_ERR
ERR | Error getting direction angles |No calculation performed | XP_CFI_TARGET_LIST_EXTRA_|7
S PECULAR_REFLECT_DIR_P
OINTING_ERR
ERR |Error while changing No calculation performed | XP_CFlI_TARGET_LIST _EXTRA_|8
coordinate system S PECULAR_REFLECT_CHAN
GE_CS_ERR
WARN | Input Derivative flag level is | Calculation performed XP_CFI_TARGET_LIST _EXTRA_|9
too high. Derivative flag set to S PECULAR_REFLECT_DERIV
the value used in the main _WARN
target function
WARN | DEM files were not found. No calculation performed | XP_CFI_TARGET_LIST _EXTRA |10
Intersection with the ellipsoid SPECULAR _REFLECT_ELLIPSO
is returned ID_WARN
WARN |Warning in XP_DEM inter Calculation performed XP_CFI_TARGET_LIST EXTRA |11
SPECULAR_REFLECT_DEM_IN
TER_WARN
ERR | This function cannot be used |No calculation performed | XP_CFI_TARGET_LIST EXTRA |12
with a target id computed with SPECULAR _REFLECT_SC ERR
target S/IC
ERR | Error allocating memory No calculation performed | XP_CFI_TARGET_LIST_EXTRA_|13
SPECULAR_REFLECT_MEMOR
Y_ERR
WARN | No precise intersection found |Calculation performed XP_CFI_TARGET_LIST_EXTRA_|14
with DEM. Degraded solution SPECULAR_REFLECT_DEM_DE
returned GRADED_SOLUTION_WARN
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The xp_target close CFI function cleans up any memory allocation performed by the Target functions.

7.103.2 Calling Interface

The calling interface of the xp_target close CFI function is the following (input parameters are

underlined):

#include <explorer pointing.h>

{
xp target id target id = {NULL};

long ierr[XP NUM ERR TARGET CLOSE], status;

status = xp _target close(&target_id, ierr);

The XP_NUM ERR_TARGET CLOSE constant is defined in the file explorer_pointing.h.
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7.103.3 Input Parameters
The xp_target_close CFI function has the following input parameters:
Table 276: Input parameters of xp_target_close function
C name C type Array Element Description Unit Allowed Range
(Reference) (Format)
target_id xp_target_id* |- Structure that contains |- -
the Target results
7.103.4 Output Parameters
The output parameters of the xp_target_close CFI function are:
Table 277: Output parameters of xp_target_close
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
ierr long - Error vector - -

7.103.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_target_close CFI function after
translating the returned error vector into the equivalent list of error messages by calling the function of the
EO_POINTING software library xp_get_msg (see [GEN_SUM)).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the

cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_target close function by calling the function of the EO POINTING
software library xp_get code (see [GEN_SUM)]).

Table 278: Error messages of xp_target_close function

Error
type

Error message

Cause and impact

Error code

Error
No

is being used

ERR Target ID is not initialized or it | No calculation performed | XP_CFI_TARGET_CLOSE_ 11
WRONG_ID_ERR
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7.104.1 Overview

The xp_target get id_data CFI function returns the target initialization data.

Page:

EO-MA-DMS-GS-0005
20/04/2018

4.15
438

If the target id has been computed with xp target list inter or xp target range function, this function
returns an array with as many elements as num_user target. For every element, the list of LOS targets
corresponding to user target are provided.

If the target id has been computed with any other function, the returned array has only one position with the
list of user targets and the list of LOS targets.

Note on usage: the user must reserve the input-output array to the function, no internal allocation is done.

7.104.2 Calling interface

The calling interface of the xp_target _get id_data CFI function is the following (input parameters are

underlined):

#include <explorer lib.h>

{

xp target id target id;

long status;

xp target id data *data;

status = xp target get id data

7.104.3 Input parameters

(¢target id, data);

The xp_target _get id_data CFI function has the following input parameters:

Table 279: Input parameters of xp_target_get_id_data function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
target_id xp_target id * |- Target Id. - -

7.104.4 Output parameters

The output parameters of the xp_target_get id_data CFI function are:
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Table 280: Output parameters of xp_target_get_id_data function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
xp_target_get_id_da|long - Status flag - -
ta
data xp_target_id_dat|- Target initialization |- -
a* data

7.104.5 Warnings and errors
This function does not return any error/warning code. Only the status of the function indicates if the
execution was correct or not.

The possible causes of error are:
« The target id was not computed.
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7.105 xp_gen_dem_max_altitude_file

7.105.1 Overview

The xp_gen_dem_max_altitude file CFI function generates a binary file with the maximum altitudes
corresponding to every mini-tile, as described in input DEM configuration file. This file is needed to the
maximum altitudes algo as described in section 7.65.4.

7.105.2 Calling Interface

The calling interface of the xp_gen_dem_max_altitude file CFI function is the following (input
parameters are underlined):

#include <explorer pointing.h>
{
char *dem config file;

long ierr[XP _NUM ERR DEM MAX ALT FILE], status;

status = xp gen dem max altitude file(dem config file,

ierr);

The XP NUM ERR DEM MAX ALT FILE constant is defined in the file explorer_pointing.h.
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7.105.3 Input Parameters
The xp_gen_dem_max_altitude_file CFI function has the following input parameters:
Table 281: Input parameters of xp_gen_dem_max_altitude_file function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
dem_config_file |Char* - DEM configuration file with -
description of mini tiles

It is possible to use enumeration values rather than integer values for some of the input arguments:

«  Choice. (See Table 3 ).
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7.105.4 Output Parameters
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The output parameters of the xp_gen_dem_max_altitude_file CFI function are:

Table 282: Output parameters of xp_gen_dem_max_altitude_file

442

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
ierr long - Error vector - -

7.105.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_gen_dem_max_altitude_file
CFI function after translating the returned error vector into the equivalent list of error messages by calling
the function of the EO_POINTING software library xp_get_msg (see [GEN_SUM]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_gen_dem_max_altitude file function by calling the function of the
EO_POINTING software library xp_get_code (see [GEN_SUM)]).

Table 283: Error messages of xp_gen_dem_max_altitude function

Error Error message Cause and impact Error code Error
type No
ERR |Error reading DEM No computation XP_GEN_DEM_MAX ALTITUDE |0
configuration file performed _READ _DEM_CFG_ERR
ERR |Error allocating memory No computation XP_GEN_DEM_MAX_ ALTITUDE |1
performed _MEMORY_ERR
WARN |Some DEM tiles are not Computation performed |XP_GEN_DEM_MAX_ALTITUDE |2
present. Corresponding _OPEN_TILE_WARN
altitudes set to zero.
ERR | Error reading DEM tile %s No computation XP_GEN_DEM_MAX_ALTITUDE |3
performed _READ _TILE_ERR
ERR | Error initializing DEM ID No computation XP_GEN_DEM_MAX_ ALTITUDE |4
performed _DEM_INIT_ERR
ERR |Error closing DEM ID No computation XP_GEN_DEM_MAX ALTITUDE |5
performed _DEM_CLOSE_ERR
ERR | Error opening output file %s |No computation XP_GEN_DEM_MAX_ALTITUDE |6
performed _OPEN_OUTPUT_FILE_ERR
ERR | Error writing to output file %s |No computation XP_GEN_DEM_MAX_ALTITUDE |7
performed _WRITE_OUTPUT_ERR
ERR |No output file name provided |No computation XP_GEN_DEM_MAX ALTITUDE |8
performed _CONFIG_ERR
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7.105.6 Executable Program

The gen_dem_max_altitude_file executable program can be called from a Unix shell as:
gen dem max altitude file -dem_cfg file dem configuration file

[-v]

[xl_v]
[-x0 V]
[-xp_v ]
[ -help ]
[ -show]

Note that:
«  Order of parameters does not matter.
«  Bracketed parameters are not mandatory.
« The input DEM configuration file must have the "MiniTiles Configuration" tag in
"DEM_User Parameters" section.
« [ -x1_v ] option for EO_LIB Verbose mode.
« [ -x0_v ] option for EO_ORBIT Verbose mode.
« [ -xp_v ] option for EO_POINTING Verbose mode.
« [ -v ] option for Verbose mode for all libraries (default is Silent).
« [ -show ] displays the inputs of the function and the results.

Example:

gen dem max altitude file -dem config file
S1A TEST INT DEMCFG 00000000T000000 99999999T999999 0003.EOF

Earth Observation Mission CFI Software. EO_POINTING Software User Manual



Code: EO-MA-DMS-GS-0005

deimos (-@sa ="

elecnor group

Page: 444
7.106 xp_gen_dem_altitudes_from_ellipsoid

7.106.1 Overview

The xp_gen_dem_altitudes from_ellipsoid CFI function generates, for an input DEM ACE2 or GDEM
V2 dataset, whose altitudes are expressed w.r.t the geoid, an equivalent DEM but with the heights
referenced to the ellipsoid, not to the geoid. This way the geoid undulation computation can be avoided at
runtime and performance can be improved.

It can be computed the whole DEM or only a set of tiles, depending on the inputs to the function. The field
“set_type” of xp_gen dem_alt from_ ellipsoid inputs struct can take the following values to select which
DEM set to compute:

-«  XP ALL DEM: all DEM tiles will be computed.

- XP DEM SET: only the tiles of the DEM fully inside the interval provided by “lon_min”,
“lon_max”, “lat min” and “lat max” fields of xp_gen dem alt from ellipsoid inputs struct are
computed.

7.106.2 Calling Interface

The calling interface of the xp_gen_dem_altitudes from_ellipsoid CFI function is the following (input
parameters are underlined):

#include <explorer pointing.h>
{
char *dem config file, *output dir;
long num harmonics;
xp gen dem alt from ellipsoid inputs inputs;

long ierr[XP_NUM ERR DEM ALT FROM ELLIPSOID], status;

status = xp gen dem altitudes from ellipsoid(dem config file,

&num harmonics, output dir,

&inputs, ierr);

The XP NUM ERR DEM ALT FROM ELLIPSOID constantis defined in the file explorer_pointing.h.
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The xp_gen_dem_altitudes_from_ellipsoid CFI function has the following input parameters:

Table 284: Input parameters of xp_gen_dem_altitudes_from_ellipsoid function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
dem_config_file |char* - DEM configuration file with - -
description of mini tiles
num_harmonics |long* - Number of harmonics to be - >0
used in geoid computation.
output_dir char* - Output directory where - -
generated DEM will be placed
inputs Xp_gen_dem|- DEM set to be processed For range |Longitude: [-180., 180.]
_alt_from_ell limits: deg Latitude: [-90., 90.]
ipsoid_inputs ' v

It is possible to use enumeration values rather than integer values for some of the input arguments:

«  Choice. (See Table 3 ).
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7.106.4 Output Parameters
The output parameters of the xp_gen_dem_altitudes_from_ellipsoid CFI function are:
Table 285: Output parameters of xp_gen_dem_altitudes_from_ellipsoid
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
ierr long - Error vector - -

7.106.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the
xp_gen_dem_altitudes_from_ellipsoid CFI function after translating the returned error vector into the
equivalent list of error messages by calling the function of the EO POINTING software library
xp_get_msg (see [GEN_SUM)).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_gen_dem_altitudes_from_ellipsoid function by calling the function of the

EO_POINTING software library xp_get_code (see [GEN_SUM)]).

Table 286: Error messages of xp_gen_dem_max_altitude function

Error Error message Cause and impact Error code Error
type No
ERR |Error reading DEM No computation XP_CFI_GEN_DEM_ALTITUDE_ |0
configuration file performed FROM_ELLIPSOID_READ_DEM
_CFG_ERR
ERR |Wrong input DEM type No computation XP_CFI_GEN_DEM_ALTITUDE_ |1
performed FROM_ELLIPSOID_WRONG_DE
M_TYPE_ERR
ERR |Error allocating memory No computation XP_CFI_GEN_DEM_ALTITUDE_ |2
performed FROM_ELLIPSOID_MEMORY_E
RR
ERR | Error reading DEM tile %s No computation XP_CFI_GEN_DEM_ALTITUDE_ |3
performed FROM_ELLIPSOID_READ TILE
ERR
ERR |Error computing geoid No computation XP_CFI_GEN_DEM_ALTITUDE_ |4
undulation performed FROM_ELLIPSOID_GEOID_UND
U ERR
ERR |Error opening output file %s |No computation XP_CFI_GEN_DEM_ALTITUDE_ |5
performed FROM_ELLIPSOID_OPEN_OUT
PUT_ERR
ERR | Error writing to output file %s |No computation XP_CFI_GEN_DEM_ALTITUDE_ |6
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performed FROM_ELLIPSOID_WRITE_OUT
PUT_ERR
WARN |Some DEM tiles are not Computation performed |XP_CFlI_GEN_DEM ALTITUDE_ |7
present. Corresponding FROM_ELLIPSOID_OPEN TILE |
altitudes set to zero. WARN
ERR |Wrong input DEM set type No computation XP_CFI_GEN_DEM ALTITUDE_ |8
performed FROM_ELLIPSOID_WRONG_DE
M_SET _TYPE_ERR
ERR |Wrong input longitude interval |No computation XP_CFI_GEN_DEM_ALTITUDE_ |9
(must be in interval [-180, performed FROM_ELLIPSOID_WRONG_SE
180] deg T_LONGITUDE_ERR
ERR |Wrong input latitude interval |No computation XP_CFI_GEN_DEM_ALTITUDE_ |10
(must be in interval [-90, 90] |performed FROM_ELLIPSOID WRONG_SE
deg T_LATITUDE_ERR
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7.107 xp_attitude_transform

7.107.1 Overview

The xp_attitude transform CFI function allows the user to change the reference frame in which the
internal data of the attitude ids are expressed.

Remark: all attitude related computations are performed in the True of Date Coordinate System. This means
that, if one attitude id has been initialized with data expressed in another reference frame (e.g. attitude file
with quaternions expressed in EF), at each call of a function using such attitude id (e.g.
xp_attitude compute) one or more conversions to True of Date will be performed. If the reference frame is
changed to True of Date (using xp_attitude transform), such conversions will not be executed and this will
result in a run-time performance improvement.

Note: transformation of attitude ids that are initialized with Start Tracker files is not supported.

7.107.2 Calling Interface

The calling interface of the xp_attitude_transform CFI function is the following (input parameters are
underlined):

#include <explorer pointing.h>
{
xp_ transform cfg transform cfg;
Xxp attitude def attitude def;
long ierr[XP_NUM ERR ATTITUDE TRANSFORM], status;

status = xp attitude transform(&transform cfg, &attitude def

ierr);

The XP_NUM ERR ATTITUDE TRANSFORM constant is defined in the file explorer_pointing.h.
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7.107.3 Input Parameters
The xp_attitude_transform CFI function has the following input parameters:
Table 287: Input parameters of xp_attitude_transform function
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)

transform_cfg xp_transform Structure containing -
_cfg* parameters used for the
transformation

attitude_def Xp_attitude Structure containing: satellite
def* nominal attitude, satellite
attitude target, instrument
attitude target and attitude type
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7.107.4 Output Parameters
The output parameters of the xp_attitude_transform CFI function are:
Table 288: Output parameters of xp_attitude_transform
C name C type Array Description Unit Allowed Range
Element (Reference) (Format)

attitude_def

xp_attitude def*

Structure containing: satellite
nominal attitude, satellite
attitude target, instrument
attitude target and attitude type
(Input/Output parameter)

ierr

long -

Error vector

7.107.5 Warnings and Errors

Next table lists the possible error messages that can be returned by the xp_attitude_transform CFI function
after translating the returned error vector into the equivalent list of error messages by calling the function of
the EO_POINTING software library xp_get _msg (see [GEN_SUM)]).

This table also indicates the type of message returned, i.e. either a warning (WARN) or an error (ERR), the
cause of such a message and the impact on the performed calculation.

The table is completed by the error code and value. These error codes can be obtained by translating the
error vector returned by the xp_attitude_transform function by calling the function of the EO_POINTING
software library xp_get code (see [GEN_SUM)]).

Table 289: Error messages of xp_attitude_transform function

Transformation not supported
for Star Tracker data

performed

XP_ATTITUDE_TRANSFORM_ST
AR_TRACKER_NOT_SUPPORTE
D_ERR

Error Error message Cause and impact Error code Error
type No

ERR " Error transforming quaternions| No computation XP_ATTITUDE_TRANSFORM_Q |0
to vectors performed UAT 2 VEC ERR

ERR  Error  computing  rotation No computation XP_ATTITUDE_TRANSFORM_G |1
matrix performed ET_ROTATION_ERR

ERR " |Error transforming vectors to NO computation XP_ATTITUDE_TRANSFORM_VE|2
quaternions performed C 2 QUAT ERR

ERR " Uninitialized attitude No computation XP_ATTITUDE_TRANSFORM_U |3

performed NINIT_ATTITUDE_ERR

ERR " only No computation XP_ATTITUDE_TRANSFORM_U |4
XP_SAT_NOMINAL_ATT, performed NALLOWED_ATT_TYPE_ERR
XP_SAT_ATT and
XP_INSTR_ATT allowed

ERR No computation 5
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7.108 xp_free_target_id_data

7.108.1 Overview

451

The xp_free target id data CFI function allows the user to free the memory allocated by the

xp_target id data structure.

7.108.2 Calling interfaces

The calling interface of the xp_free_target id_data CFI function is the following (input parameters are

underlined):
#include <explorer pointing.h>

{
xp target id data *data;
long num user target;

long status;

status = xp free target id data(data, num user target);

7.108.3 Input Parameters
The xp_free_target id_data CFI function has the following input parameters:

Table 290: Input parameters of xp_free_target_id_data function

C name C type Array Description Unit Allowed Range
Element (Reference) (Format)
data xp_target id |- Structure containing the target |- -
_data parameters
num_user_target |long - Number of the targets defined |- -
by user

7.108.4 Output Parameters

The xp_free_target id_data CFI function has no output parameters.

7.108.5 Warnings and Errors

The xp_free_target id_data CFI function has no warnings and errors defined.
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The library performance has been measured by dedicated test procedures run in 5 different platforms under

the below specified machines:

oS ID Processor oS RAM

LINUX64 Intel(R) Xeon(R) CPU E5- | GNU LINUX 4.10.0-42-generic 64 GB
2609 v4 @ 1.70GHz (8 (Ubuntu 17.04)
cores)

LINUX64 LEGACY |Intel(R) Xeon(R) CPU E5- |GNU LINUX 2.6.24-16-generic 16 GB
2470 0 @ 2.30GHz (16 (Ubuntu 10.04)
cores)

\ MACING64 Intel Core 17 4 cores @2,6 |MACOSX 10.12 16 GB

GHz

WINDOWS64 Intel(R) Xeon(R)CPU ES- |Microsoft Windows 7 16 GB
2630 @ 2.40GHz
2.40GHz

The table below shows the time (in miliseconds - ms) each function takes to be run under each platform:

LINUX64
Function ID WINDOWS64 LINUX64 LEGACY MACING4

xp_attitude init 0.0024 0.001 0 0.002
Xp_sat nominal att init 0.00154 0.00019 0.00012 0.00021
Xp_sat nominal att init file * 5 Quaternions 0.446 0.19 0.18 0.22
xp_sat nominal att get file 0.000259 0.0002 0.00017 0.0002
xp sat nominal att set file 0.000303 0.00017 0.00013 0.00012
Xp_sat nominal att init model 0.0016 0.0002 0.0002 0.0002
xp_sat nominal att get param 0.000049 0.00001 0.00001 0.00001
Xp sat nominal att set param 0.000116 0.000013 0.000012 0.000009
Xp_sat att matrix_init 0.0019 0.001 0.001 0
xp_sat_att_init_harmonic 0.00163 0.0004 0.0002 0.0002
xp_sat att init file 0.454 0.19 0.17 0.19
Xp_sat att angle init 0.001534 0.00039 0.00017 0.00018
Xp sat att get angles 0.000013 0.000011 0.000009 0.000006
Xp_sat att set angles 0.000013 0.00001 0.00001 0
Xp_sat att quat plus matrix_init 0.00197 0.0009 0.0005 0.0009
Xxp_sat_att quat plus angle init 0.00209 0.001 0.0007 0.0016
Xp_sat att set quat plus matrix 0.00018 0.0001 0 0.0001
Xp_sat att set quat plus angle 0.00029 0.0001 0.001 0.0002
xp_instr_att init_harmonic 0.00162 0.0002 0.0002 0.0002
Xp_instr_att get harmonic 0.000095 0.00005 0.00003 0.00002

\ xp_instr_att set harmonic 0.0001 0.0001 0 0.0001

‘ Xp_instr_att_init file 0.444 0.16 0.16 0.28

‘ Xp_instr_att_matrix_init 0.001588 0.00068 0.00054 0.0007
Xxp_instr_att get matrix 0.000041 0.000012 0.00001 0.000008
xp_instr_att angle init 0.001578 0.00019 0.00012 0.00022
Xp_instr att get angles 0.000013 0.00001 0.00001 0
xp_instr_att set angles 0.000013 0.00001 0.00001 0.00001
xp_attitude compute 0.03 0.018 0.02 0.014
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LINUX64
Function ID WINDOWS 64 LINUX64 LEGACY MACING4
target frame: XP INSTR ATT
xp_attitude get id data 0.000205 0.00008 0.00005 0.00003
Xp_atmos_init 0.8052 0.328 0.242 0.51
xp_atmos get id data 0.000008 0.00001 0 0.00001
xp_dem_init 2.06 0.32 0.45 0.63
xp_dem get info 0.1296 0.005 0.01 0.011
xp_dem compute 0.09 0.01 0.1 0.31
xp_dem_id_configure * load tiles->free cache 43.25 12.3 11.1 11.8
xp_get attitude data 0.0098 0.004 0.006 0.002
Xp_target inter 0.0042 0.004 0.002 0.002
xp_target get id data 0.0009 0.0005 0.0004 0.0006
xp target extra vector * No derivatives 0.000436 0.00034 0.00028 0.00017
xp_target ground range 0.0346 0.036 0.034 0.032
xp_target_incidence angle 0.0366 0.026 0.028 0.054
Xp_target range 0.0128 0.008 0.008 0.008
Xp_ target range rate 0.014 0.01 0.01 0.01
Xp_target tangent 0.0126 0.008 0.008 0.004
xp target altitude 0.0102 0.007 0.008 0.006
Xp_target star 0 0 0 2
xp_target _extra_vector * 1st Derivates 0.000426 0.000347 0.000278 0.000167
Xp_target tangent moon 0.027 0.02 0.03 0.01
Xp_target generic 0.00308 0.0011 0.0009 0.001
Xp_target_station 0.00524 0.0027 0.0021 0.002
Xp_target extra main 0.01462 0.0288 0.0133 0.0063
Xp_target extra aux 0.071 0.06 0.07 0.08
Xp_target extra target to_sun 0.0222 0.0257 0.0219 0.0082
Xp_target extra target to moon 0.02279 0.0264 0.0241 0.009
xp_target extra ef target 0.013 0.02 0.02 0.01
xp_target_extra_specular_reflection 0.00796 0.0123 0.0072 0.0034
Xp_target sc 0.167 0.12 0.13 0.07
xp_target reflected 13.394 11.12 9.74 6.82
Xxp_target_travel time 0.01834 0.0158 0.0127 0.0069
xp_multi_target inter 0.043 0.05 0.03 0.01
xp multi target travel time 0.0311 0.027 0.022 0.011
xp_change frame 0.0293 0.018 0.018 0.012
xp_target list inter * (time per user target) 0.001372 0.00098 0.00098 0.001961
z‘gﬁtﬁ%?rﬁ;er * Xp_target_extra_main ) 5506 0.024 0.052 0.014
xp_target list extra vector
(time per user target - DEM target) 0.009215 0.008823 0.010783 0.005882
Xp_target list extra main
(time per user target - DEM targe) 0.009999 0.008823 0.007842 0.011764
Xp_target list extra aux
(time per user target - DEM target) 0.011371 0.009803 0.009803 0.037251
xp_target list extra ef target
(time per user target - DEM targe) 0.010097 0.008823 0.008823 0.010783
xp_target list extra specular reflection
(time per user target - DEM target) 0.009901 0.008823 0.007842 0.010783
xp_target list extra target to moon
(time per user target - DEM target) 0.009999 0.008823 0.009803 0.010783
xp_target list extra target to sun
(time per user target - DEM target) 0.010097 0.008823 0.009803 0.010783
xp_gen dem max_altitude file
3x3 minitiles (9 minitiles/tile) 31852 31080 31900 266420
’l‘pﬁ—lie;ai:“n“ﬁggiﬁ‘;des—fmm—e“lp”‘d 86418 32460 800 18170
xp_attitude transform 0 0 0 0
xp_gen attitude data
(sat nominal 2 orbits time step=10 sec) 6375 >1.400002 48.900002 239
xp_gen_attitude file 95.690002 94.400002 86.699997 72.199997
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(sat nominal 2 orbits time step=10 sec)

y

Note that when the value “0.000000” is defined for a function in a certain platform, it means that its running
time is lower than 1 nano-second and so it can be considered as “0”.
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The following precaution shall be taking into account when using EO_POINTING library:

«  When a message like

<LIBRARY NAME> >>> ERROR in xp_function: Internal computation error # n

or

<LIBRARY NAME> >>> WARNING in xp_function: Internal computation warning # n
appears, run the program in verbose mode for a complete description of warnings and errors and call

for maintenance if necessary.
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10 USER REFRACTION FILE

The refraction table is needed to initialize the atmosphere id with an user initialization mode.

The file must contain the co-index of refraction at different geometric altitudes, starting from 0 Km. The
altitude should be strict monotonic increasing.

The format of that file must be as follows (a text file without headers):

Table 291: User refraction file format

1* column 2" column
Geometric altitude [m] Co-index of refraction N
0.000 262.049
1000.000 238.630
2000.000 216928
3000.000 195.392
90000.000 0.001
95000.000 0.000
100000.000 0.000

Note in this table that:

+ the relative index of refraction m = 1 + N x 10, where N is the co-index of refraction.

The fields of each row must be separated by blanks (at least one).
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